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THIS ADDENDUM IS HEREBY MADE A PART OF THE CONTRACT DOCUMENTS 

 

The New York City Department of Transportation Standard Highway 

Specifications, dated November 1, 2010, (which include, but are not 

limited to, “General Conditions”, “Basic Materials of Construction”, 

“Combined Materials of Construction”, “Construction Methods”, 

“Inspection and Testing of Materials, Adjustments for Deficiencies, 

and Maintenance”, and “Supplemental Construction Methods”), as 

modified by addenda issued prior to the opening of bids, shall apply 

to and become a part of the contract. 

 

All references contained herein are to the New York City Department of 

Transportation, Standard Highway Specifications, dated November 1, 

2010.  The said Specifications are hereby revised.  Included hereunder 

are the following REVISIONS: 

 

 1.  Amendments to Standard Highway Specifications, Volume I  

 2.  Amendments to Standard Highway Specifications, Volume II 
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1.  AMENDMENTS TO STANDARD HIGHWAY SPECIFICATIONS, VOLUME I 

 

  The following amendments to the Contract Requirements shall 

become a part of and apply to the contract: 

 

[Added 12-09-2010] 

1. Refer to Page 15, Subsection 1.06.23.(C) CONFORMANCE WITH FEDERAL, 

STATE AND CITY AGENCIES; 

 Add the following new paragraphs: 

 

“The Contractor is notified that all vehicles that are owned, leased or operated by the Contractor or its 
subcontractors and used in connection with the Project shall comply with the following requirement: 
 

Every truck, tractor, and tractor-trailer or semitrailer combination, having a gross vehicle weight 
rating of twenty-six thousand pounds or more, and a conventional cab configuration in which more 
than half of the engine length is forward of the foremost point of the windshield base, and the 
steering wheel hub is in the forward quarter of the vehicle length shall be equipped with a convex 
mirror on the front of such vehicle or combination of vehicles. Such convex mirror shall be adjusted 
so as to enable the operator of such vehicle or combination of vehicles to see all points on an 
imaginary horizontal line which is three feet above the road, is one foot directly forward from the 
midpoint of the front of such vehicle or combination of vehicles, and extends the full width of the 
front of such vehicle or combination of vehicles. 
 
Any vehicle that does not comply with this provision may be prohibited from entering the Project site 
and/or supplying equipment or materials to the Project. The Contractor shall not be entitled to any 
damages as a result of such prohibition.” 

 

 

[Added 01-09-2011] 

2. Refer to Page 240, Subsection 4.16.5.(B) STUMP REMOVAL; 

 Delete Subsection 4.16.5.(B) STUMP REMOVAL, in its entirety: 

 Substitute the following revised Subsection 4.16.5.(B): 

 

“(B) STUMP REMOVAL 
 
1. Tree stumps designated to be removed and their roots shall be completely excavated to a 

minimum depth of three (3) feet below the existing grade.  A portable stump cutter may be required in 
some locations.  It may be necessary to remove concrete, asphalt, pavers, and/or other types of material 
surrounding the base of the stump.   All excess debris, including chips from tree stumps, shall be removed 
and disposed of by the Contractor, away from the site prior to backfilling and the area shall be restored by 
completion of the workday, to the satisfaction of the Engineer.  The disposal of tree stumps by burning in 
open fires will not be permitted. 
 

2. All voids and excavations left after the removal of the stump and roots shall be backfilled to 
grade with clean earth fill.  Fill shall be placed and compacted to a minimum of 95 percent of Standard 
Proctor Maximum Density by acceptable methods to the satisfaction of the Engineer.  Where paving 
blocks exist, they are to be reset to the existing grade as directed. 
 
 3. Maximum safety and care must be used by Contractor during stump removal.  The Contractor 
shall carefully protect against damage all existing trees, plants, curbs, sidewalks and utilities and other 
features to remain. The Contractor is responsible for locating and protecting underground utilities from 
damage during stump removal procedures. During stump grinding operations, plywood must be used to 
protect adjacent vehicles, real property, and pedestrians.  If, when removing stumps, existing sidewalks or 
curbs are disturbed, the Contractor shall restore and/or reset these sidewalks and curbs, at no additional 
cost to the City.  Restoration work shall be done to match the existing, to the satisfaction of the Engineer.  
All damaged trees, curbs, sidewalks, real property, vehicles and utilities must be addressed within three 
(3) days.” 
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[Added 04-18-2011] 

3. Refer to Pages 218 and 219, Subsection 4.13.4.(H) PIGMENT; 

 Delete the first three (3) paragraphs on page 219: 

 Substitute the following revised three (3) paragraphs: 

 

“Where the color of the concrete is required to simulate the color of dark gray bluestone, the 
concrete shall be integrally pigmented to produce a gray color equivalent to: Davis Colors No. 
884-3%; Lansco Color No. 437 “Strong Black” 5 lbs. per 94 lbs. Light Grey Portland Cement and 3 
parts sand; L.M. Scofield “Cool Black No. 4”; Bayferrox Limestone 330, 2 lbs. per 94 lbs. Light Gray 
Portland Cement; or an approved equivalent, unless otherwise specified.  

 
Where the color of the concrete is required to simulate the color of light to medium gray granite, 
the concrete shall be integrally pigmented to produce a gray color equal to: Davis Colors No. 
884-1%; Lansco Color No. 437 “Strong Black” 2.5 lbs. per 94 lbs. Light Grey Portland Cement and 
3 parts sand; L.M. Scofield “Cool Black No. 1”; Bayferrox Silver 330, 1 lb. per 94 lbs. Light Gray 
Portland Cement; or an approved equivalent, unless otherwise specified.  
 
Where the sidewalk is designate to have a saw cut joint finish the color of the concrete shall be 
integrally pigmented to produce a gray color equivalent to L.M. Scofield “Landmarks Grey” K-157-4; 
L.M. Scofield “Cool Black No. 4”; Davis Colors No. 884-3%; Lansco Color No. 437 “Strong Black” 5 
lbs. per 94 lbs. Light Grey Portland Cement and 3 parts sand; Bayferrox NYC Landmark 
Commission Gray, 3.5 lbs. per 94 lbs. Light Gray Portland Cement; or an approved equivalent, 
unless otherwise specified.”  

 

 

[Added 07-01-2011] 

4. Refer to Page 14, Subsection 1.06.23.(A) PERMITS; 

 Delete line (b) under the first paragraph; 

 Substitute the following text: 

 

“(b) Any planned work requiring a DOT Construction Permit that may potentially be within 100 feet 
of a bridge structure will be placed on a Bridge Hold. If any proposed work is within 100 feet of 
a bridge structure, permittees must submit a scaled drawing showing the work and exact 
location, along with the following:  

 

• Plan layout of the project area.  

• The scope of work. 

• The contractor's means and methods.  

• Indicate if work will be done of the bridge itself or its abutments, and the type of work. 
 
 If the work is more than 100 feet away from the bridge structure, permittees may send a 

certification by e-mail stating so.  Either response must be sent to the Division of Bridges at 
bridgeshold@dot.nyc.gov for review and release prior to commencing work.  Emergency work 
will not be placed on hold and shall proceed in accordance with the New York City Highway 
Rules, section 2-11 (g); 

 
 (c) Permits from the Department of Sanitation for use of City landfills;” 
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[Added 07-27-2011] 

5. Refer to Page 37, Subsection 1.06.46.(A) 6. Sign Graphics; 

 Delete article “a.” beginning with the words “All visual 

components of the sign are in an Adobe *.pdf file, . . .” and 

ending with the words “. . . DDC to the Contractor (on a CD or 

via E-mail) for printing.”, in its entirety; 

 Substitute the following revised article “a”: 

 

“a. All visual components of the sign are in an Adobe *.pdf file, which is provided by the 
Commissioner’s representative.  The file is not to be altered for composition, type font or 
image from the version provided by DDC.  The Commissioner’s representative shall provide 
a complete file with data and image. The digital file shall be provided by DDC to the 
Contractor (on a CD or via E-mail) for printing.” 
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2.  AMENDMENTS TO STANDARD HIGHWAY SPECIFICATIONS, VOLUME II 
 

[Added 01-25-2012] 

1. Refer to Pages 365 and 366, Subsection 6.40.2.(C)(c)(1) Personal 

Computer(s) – Workstation Configuration; 

 Delete the text under Subsections (a), (b), (c), (d), (h), (i), 

and (m), in their entirety; 

 Substitute the following revised text: 

 

 “(a) Make and Model: Dell; HP; Gateway; Acer; or, an 
approved equivalent. (Note: an 
approved equivalent requires 
written approval of the Assistant 
Commissioner of ITS.) 

 
   (b) Processor: i5-2400 (6MB Cache, 3.1GHz) or 

faster computer - Single Processor. 
 
  (c) System Ram: Minimum of 4GB (Gigabytes) Dual 

Channel DDR3 SDRAM at 
1333MHz – 2 DIMMSs 

 
  (d) Hard Disk Drive(s): 500 GB (Gigabytes) Serial ATA 

(7200RPM) w/DataBurst Cache, or 
larger.” 

 
  (h) Video Display Card: HD Graphics (VGA, HDMI) with a 

minimum of 64 MB of RAM. 
 
  (i) Monitor: 22" W, 23.0 Inch VIS, Widescreen, 

VGA/DVI LCD Monitor. 
 
  (m) Software Requirements: Microsoft Windows 7 Professional 

SP1, 64 bit; Microsoft Office 
Professional 2010; Microsoft 
Project 2010; Adobe Acrobat 
reader; Anti-Virus software 
package with 2 year updates 
subscription; and, either Auto Cad 
2012 LT or Microsoft Visio 2010 
Standard Edition, as directed by 
the Engineer.”  

 
2. Refer to Page 366, Subsection 6.40.2.(C)(c)(2)(b); 

 Delete the text under Subsection (b), which begins with the words 

“(b) One (1) 600 DPI HP Laser Jet . . .”, in its entirety; 

 Substitute the following revised text: 

 

 “(b) One (1) 600 DPI HP Color Laser Jet all-in-one 
Printer/Scanner/Copier/Fax (twelve (12) pages per minute or 
faster) with one (1) Extra Paper Tray (Legal Size) networked 
to all office computers.” 
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3. Refer to Page 367, Subsection 6.40.3. SPECIFIC REQUIREMENTS FOR 

ENGINEERS FIELD OFFICE (TYPE A, B, C, CU, D OR DU), first 

paragraph; 

 Delete the text in the first paragraph of Subsection 6.40.3., in 

its entirety; 

 Substitute the following revised text: 

 

6.40.3.  SPECIFIC REQUIREMENTS FOR ENGINEER’S FIELD OFFICE (TYPE A, B, C, 

CU, D, OR DU).  In addition to the general requirements, each type of Field Office shall have 
the minimum floor area indicated in Table 6.40-I calculated based on usable area only, 
excluding any loss factors.  Loss factors are defined as those areas such as lobby, sidewalk 
window ledge, elevator shafts and stairways. The Contractor shall provide and maintain 
furnishings for each type of Field Office in the quantity specified in Table 6.40-I.  The 
furnishings shall be new or used equipment satisfactory to the Engineer: 
 
 
4. Refer to Page 368, TABLE 6.40-I, ADDITIONAL REQUIREMENTS SPECIFIC 

REQUIREMENTS; 

 Delete the requirements for a Photocopy Machine shown in the 15th 

row of TABLE 6.40-I, in its entirety;  

 Substitute the following revised requirements: 
 

Photocopying Machine – Stand-alone, heavy duty, electric, dry-
process color photocopying type with a minimum production rate 
of 70 pages per minute and an adequate supply of copy paper, 
toner, etc.  The machine shall be capable of duplex copying 
paper sizes of 8-1/2 x 11 inches, 8-1/2 x 14 inches and 11 x 17 
inches, and have separate trays for each paper size. It shall have 
a document feeder, collator, stapler, and the capability to 
reduce/enlarge copies between each paper size. The supply of 
each size copy paper, toner, etc. shall be replenished and the 
machines shall be maintained for the duration of the contract by 
the Contractor as required by the Engineer. Make and model can 
be Minolta, Canon, IBM, Epson, or an approved equivalent, and 
shall be networked to the office computers. 

1
  

1
  

1
  

1
  

1
  

1
  

 
 
 

5. Refer to Page 368, TABLE 6.40-I, ADDITIONAL REQUIREMENTS SPECIFIC 

REQUIREMENTS; 

 Insert the following two additional requirements: 

 

Heavy duty commercial grade diamond cut shredder with 
automatic start. The shredder shall be able to receive 8-1/2 inch 
wide paper and shred a minimum of 15 sheets simultaneously 
along with CDs and staples. 

1 1 1 1 1 1 

Projector – 1080p LCD with a min. of 2200 ANSI Lumins, 1920 x 
1080, 16:9, 40,000:1 contrast ratio, HDMI, VGA, USB, and a 10 
feet diagonal, 16:9 Projection Screen. 

- - 1 1 1 1 
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6. Refer to Page 496, Subsection 7.20.4. METHODS, last paragraph 

beginning with the words “When directed by the Engineer, due 

to the original conditions . . .”; 

 Add the following sentence to the end of the last paragraph under 

Subsection 7.20.4: 

 

“However, if the owner at his own expense supplies the replacement 

frame and doors or hatch covers the Contractor shall install the 

replacement frame and doors or hatch covers under this Item 7.20, as a 

basement access reset, in lieu of the steel safety closure plate.” 

 

 

[Added 07-16-2012] 

7. Refer to Page 365, Subsection 6.40.2.(C)(c)(1) “Personal 

Computer(s) – Workstation Configuration”; 

 Delete the text under Subsections (g) and (k), in their entirety; 

 Substitute the following revised text: 

 

 “(g) I/O Ports: Must have at least one (1) Serial 
Port, one (1) Parallel Port, and 
three (3) USB Ports. 

 
  (k) Network Interface: Integrated 10/100/1000 Ethernet 

card.” 
 
  

9. Refer to Page 366, Subsection 6.40.2.(C)(c)(2) “All field offices 

requiring computers shall be provided with the following:”; 

 Delete the text under Subsection (a), in its entirety; 

 Substitute the following revised text: 

 

 “(a) One (1) broad-band internet service account. Wideband 

Internet connectivity at a minimum throughput of 15 Mbps 
download and 5 Mbps upload is required at each field office 
location with 1-5 staffers. For larger field offices see table 
below for minimum required upload speeds. Telephone 
service should be bundled together with Internet 
connectivity.Because of throughput requirements Verizon 
FIOS is the preferred connectivity provider where available.  

 

Office 

Personnel 

# 

Upload Speeds 

(Minimum) 

1 – 5 5 Mbps 

6 – 10 10 Mbps 

11 – 15 15 Mbps 

16 – 20 … 20 Mbps 

  
  This account will be active for the life of the project.  The e-

mail name for the account shall be the DDC Field 
Office/project Id (e.g. FLD K HWK666 
McGuinness@earthlink.com).” 

 
 07/16/2012 

A1-2b 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(NO TEXT ON THIS PAGE) 

 


