
New York Landmarks Preservation Foundation Plaque Program 

The New York Landmarks Preservation Foundation operates a bronze plaque program for individually landmarked buildings.  
To process your request, please submit a package with the following information from the checklist below.   Plaques are  
approximately 19”x22” cast bronze and cost $1500 per piece.   Once a request is received, LPC’s staff will draft text for your 
review.  After text is approved, the fabrication process takes approximately four weeks.  Plaques are shipped directly from 
the foundry to the applicant.  Applicants are responsible for installation.  If you have any questions, please contact Emily 
Rich at erich@lpc.nyc.gov. 
 

 

Plaque application checklist: 
  Formal request for plaque on letterhead, including the building name, address, and your contact information
  Copy of application form signed by building owner   
  Specifications for installation (see below guidelines for requirements) 
  Check made payable to Landmarks Preservation Foundation 
 

Please mail your package to: 
  Landmarks Preservation Foundation 
  One Centre St., 9th Floor North 
  New York, NY  10007 
  Attn: Emily Rich 

 
Installation Guidelines 

 

These guidelines are for informational purposes only where the plaque is to be installed on plain, flat brick or stone.  If you 
find unusual conditions, such as highly textured, ornamental, or damaged brick or stone, or if vandalism or theft of the 
plaque is a concern, staff recommends you contact a qualified architect, engineer, or contractor to determine the best in‐
stallation method. 
 

Along with your signed application form, please provide: 
  8x10” color photograph of entire façade 
  8x10” color photograph close‐up, with location of plaque indicated 
  Details of the method of installation (see below for recommendations) 

 

Installation on brownstone, sandstone, limestone, granite, marble, or brick: 
Plaques are delivered tapped to accept threaded pins; avoid altering the plaque to accommodate other installation  
methods.  Install plaque using threaded pins provided from foundry.  If custom pins are required, provide threaded pins of 
stainless steel or metal to match plaque. 
 

Carefully drill holes into masonry.  If façade is brick, drill into mortar joints to accept pins; avoid drilling directly into brick.  
Brush/air brush holes clean.  Determine depth and diameter in consultation with foundry and/or grout manufacturer. 
Use 3‐4” long threaded pins.  Embed pins in a medium viscosity epoxy grout following manufacturer’s directions.  Avoid  
getting excess grout on stone or brick, as staining may occur.  Carefully follow manufacturer’s instructions regarding the 
weather conditions (including air temperature) necessary to allow grout or adhesive to properly cure. 
 

Installation on metal, wood, terra cotta, or other materials: 
Contact staff of Landmarks Preservation Commission. 
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