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264 Clermont Ave. Brooklyn, NY
Apartment #1 Renovation

GENERAL STATS:
• BLOCK 2091 / LOT 63
• 3 FAMILY CO-OPERATIVE BUILDING
• PROPOSED RENOVATION TO BASEMENT-

FIRST FLOOR APARTMENT ONLY
• NORTH AND REAR SIDES ARE VISIBLE DUE TO 

NEIGHBORING PARHAM PLAYGROUND

PROPOSED WORK REQUIRING LPC HEARING:
• REPLACE REAR WINDOWS AND DOORS ON 

BASEMENT LEVEL IN EXISTING OPENINGS
• BRICK UP SMALL BASEMENT LEVEL WINDOW 

AS NOTED AND SHOW (INSET BRICK TO 
MATCH EXISTING)

• LOWER FIRE ESCAPE LANDING AT FIRST 
FLOOR TO BE FLUSH WITH REAR DECK 
LEVEL: 4” BELOW FIRST FLOOR LEVEL. 

• REPAIR AND LEGALIZE FIRE ESCAPE (REDUCE 
FIRE ESCAPE LANDING SIZE AND ADD DROP-
LADDER FOR EGRESS)

• NEW DECK AT SAME LEVEL AND PROJECTION 
FROM REAR FACADE AS FIRE ESCAPE 
(SEPARATED BY GATE FROM FIRE ESCAPE)

• LENGTHEN 1ST FLOOR REAR WINDOW 
OPENINGS TO ALLOW FOR REPLACEMENT 
WITH FRENCH DOORS UNDER EXISTING 
LINTELS (OPENING WIDTH REMAINS THE 
SAME)

PROPOSED WORK NOT REQUIRING LPC 
REVIEW:
• INTERIOR RENOVATION TO BASEMENT AND 

1ST FLOOR APARTMENT: REPLACE FINISHES 
AND FIXTURES, REFINISH FLOORING ETC.
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Block Plan and Photo Key 
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PHOTO 1:
FROM ADELPHI ST

PHOTO 2:
FROM PARHAM PLAYGROUND
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PHOTO 3:
FROM ADELPHI ST

PHOTO 4:
FROM PARHAM PLAYGROUND
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PHOTO 5:
FROM ADELPHI ST

PHOTO 6:
FROM PARHAM PLAYGROUND
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PHOTO 7:
FROM CLERMONT AVE.

PHOTO 8:
FROM CLERMONT AVE.
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PHOTO 9:
FROM CLERMONT AVE.

PHOTO 10:
FROM 264 CLERMONT REAR YARD
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COLOR RENDERING:
PROPOSED CONDITION

EXISTING BRICK TO REMAIN

EXISTING CHIMNEY TO REMAIN

EXISTING FIRE ESCAPE AT 2ND AND 3RD FLOORS TO REMAIN

NO WORK AT 2N AND THIRD FLOOR APARTMENTS

NEW DROPPED LADDER TO LEGALIZE FIRE ESCAPE TO MATCH EXISTING FINISH

REPLACE FIRE ESCAPE STAIR FROM 2ND FLOOR PER CODE FINISH TO MATCH EXISTING 

REPLACE FIRST FLOOR DECK AND FIRE ESACPE LANDING AT 4” BELOW FIRST FLOOR LEVEL - 
FINISH TO MATCH EXISTING

NEW TRANSOM UNDER EXISTING LINTEL - SEE FOLLOWING PAGES FOR SPECS

LENGTHEN 1ST FLOOR WINDOW OPENINGS BELOW EXISTING LINTELS TO ACCOMODATE 
FRECH DOORS AT 1ST FLOOR LEVEL - SEE FOLOWING PAGES FOR SPECS

NEW STEEL STAIR FROM DECK TO MATCH FIRE ESCAPE CONSTRUCTION AND FINISH

NEIGHBORING BUIDLINGS ARE OF DIFFERENT STYLE, CONSTRUCTION AND FINISH

NEW 6’ TALL WOOD FENCE FINISHED ON BOTH SIDES BEHIND EXISTING PARK FENCE 
(PARK FENCE NOT SHOWN BUT SEEN IN PHOTOS 4 AND 5)
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Lepage Aluminum Clad Balcony doors:
Data and Options

Left: Lepage Balcony doors
Standard Muntin style - 
simulated divided lites in 5/8”, 
7/8”, 1-1/4” or 1-3/4” wide 
options.

7/8” wide option

Below: Lepage Balcony Door 
IGU-spacer in black and 
aluminum finish in black
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Manu Data

 Balcony Door - Aluminum Clad

Frame:
-Pine, optional Douglas fir or mahogany
-Thickness 1 ¼" (32mm)
-Depth 4 ⅜" (111mm)
-Depth 6 ⅜" (162mm)
-Aluminum clad, extruded 0.060’’, 1.5 mm thick

Sash:
-Pine, optional Douglas fir or mahogany
-Thickness 1 ¾" (44,5mm) standard
-Optional aluminum raised or flat panel

Interior finish:
-Natural, primed, Lepage interior stain or paint

Exterior finish: 
-Lepage paint:
-Standard: ice white or rainware white
-Optional: over 50 colors – see website

Operating Hardware:
-Standard (Rustic) cremone and hinges in black
-Optional colors: Pewter, antique brass, white and brass, silver grey and solid brass
-Optional (Classic) cremone and hinges: oil rubbed bronze, satin chrome and polished brass

Weather-strip
-Silicone

Glass:
-Standard IG thickness: ¾" (19 mm)
-Perimeter spacer: "Technoform". Standard colors bronze, white, black or grey
-Options: clear, Low-E Argon, grey, bronze, pinhead, glue-chip, and tempered 1 or 2 sides.

Screen:
-Standard: charcoal fiberglass mesh
-Optional: invisible mesh, grey or black aluminium mesh
-White surround, Optional: Lepage paint (over 50 colors)

Grilles:
-Internal georgian ¾ ", 1" or 1 ¾"
-Internal flat 5/16", ⅝", ¾" or 1"
-Internal tubular white, brass or pewter
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Simulated Divided Lites (SDL):
-⅝", ⅞", 1 ¼" or 1 ¾" natural interior SDL
-⅝", ⅞", 1 ¼" or 1 ¾" extruded exterior SDL (color according to the cladding)
-Optional for bronze, white, black or grey spacer bars.

True Divided Lites (TDL):
-TDL 2"

Casing options: 
-Extruded aluminum 908 Brickmould
-Extruded aluminum 2 ¾" Flat casing
-Extruded aluminum 3 ½" Flat casing
-Extruded aluminium 3 15/16" Backbend (D-090)
-Nailing fin made of flexible vinyl

Sill Extension:
-2" (50.8mm) PA-051

Jamb Extension interior:
-Finish and wood species same as interior frame 1/8” min and 6” max

Minimums and Maximums:
Minimum width: 15" (1 sash) Minimum width (2 sashes):  30"
Minimum height: 20"

Maximum width: 42" (1 sash) Maximum width (2 sashes): 82"
Maximum height: 108"

Maximum: 21 square foot – (IG) 

For more information, please visit our web site at www.lepagemillwork.com

Lepage Aluminum Clad Balcony doors:
Data and Options


