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I. SCOPE OF WORK: DEMOLISH ITEMS AS
INDICATED ON DRAWINGS.

2. STANDARDS: EXCEFT AS MODIFIED BY
GOVERNING CODES ¢ BY THIS SPECIFICATION,
COMPLY WITH THE APPLICABLE PROVISIONS &
RECOMMENDATIONS OF THE FOLLOWING:
'"AMERICAN STANDARD SAFETY CODE FOR
BUILDING CONSTRUCTION," ANSI A10.2 OF
THE AMERICAN NATIONAL STANDARDS
INSTITUTE, ¢ "SAFETY REQUIREMENTS FOR
DEMOLITION," ANSI A10.6 OF THE AMERICAN
NATIONAL STANDARDS INSTITUTE.

PROVIDE ALL REQUIRED SAFETY PRECAUSIONS
FOR REMOVAL OF EXISTING WORK, SHORING
AND ON-GOING MAINTANCE OF OPENED WORK
[ INCLUDING FLOOR OPENINGS ] IN PROGRESS.
MAINTAIN ALL PERMITS IN CLEAR VIEW.

ALL APPROVED FILED DRAWING SETS AND
APPLICATION DOCUMENTS TO BE KEPT ON
SITE AVAILABLE FOR INSPECTORS AT ANY
TIME.

3. PRECAUTIONS: PROVIDE, ERECT, AND
MAINTAIN LIGHTS, BARRIERS AND ALL OTHER
ITEMS AS REQUIRED FOR THE PROPER
PROTECTION OF ADJACENT CONSTRUCTION
AND THE WORKMEN ENGAGED IN DEMOLITION
AND CONSTRUCTION AS WELL AS
PASSERS-BY ON PUBLIC WALKWAYS. PROVIDE
AND MAINTAIN TEMPORARY PROTECTION OF
THE EXISTING STRUCTURE DESIGNATED TO
REMAIN WHERE DEMOLITION AND REMOVAL
WORK 1S BEING DONE, CONNECTIONS MADE,
MATERIALS HANDLED, OR EQUIPMENT MOVED.
G.C. SHALL BE RESPONSIBLE FOR ANY
DAMAGE TO THE EXISTING STRUCTURE,
FIXTURES AND FITTINGS, APPURTENANCES, OR
CONTENTS BY REASON OF THE INSUFFICIENCY
OF PROTECTION PROVIDED. DURING
DEMOLITION CONTROL DUST WITH GREEN
SWEEPING COMPOUND OR BY LIGHTLY
WATERING DOWN DEBRIS. ERECT DUST PROOF

PARTITIONS OR BARRIERS TO PREVENT THE
SPREAD OF DUST.

4. WORKMANSHIP: WHERE EXISTING WALLS ¢
CEILINGS ARE TO REMAIN, LEAVE EDGES OF
EXT'G MATERIALS NEAT, SHARFP, AND FIRMLY IN
PLACE SO THAT NEW MATERIALS CAN BE
PROPERLY AND NEATLY ADJOINED.

5. DEMOLTION: REMOVE ALL DEBRIS,
PARTITIONS, CEILINGS, FLOOR
CONSTRUCTION, DOORS, FRAMES AND
HARDWARE, LIGHTING FIXTURES, PLUMBING
FIXTURES AND LINES, ELECTRICAL LINES AND
WIRING DEVICES AS REQUIRED TO ACHIEVE
FINAL PLANS. ALL ITEMS SPECIFICALLY
DESIGNATED FOR REUSE, BUT DAMAGED IN
THE COURSE OF WORK PERFORMED UNDER
THE GENERAL CONTRACT OR OTHERWISE
UNUSABLE SHALL BE REPLACED BY ITEMS OF
EQUAL QUALITY AND APPEARANCE AT NO
EXPENSE TO THE OWNER. DO ALL CUTTING,
INCLUDING CHASES, AS REQUIRED FOR
PLUMBING, MECHANICAL AND STRUCTURAL
WORK. REMOVE ANY DUCTWORK AND
ASSOCIATED MECHANICAL DEVICES AND
EQUIPMENT. REMOVE ALL WINDOW CURTAINS,
DRAPERY, AND ASSOCIATED HARDWARE.
CONTRACTOR SHALL FOLLOW PLAN FOR
SCOPE OF DEMOLITION.

DO NOT REMOVE ANY STRUCTURE THAT HAS
NOT BEEN SHOWN TO BE REMOVED ON THE
DRAWINGS.

REFER ALL QUESTIONS TO ARCHITECT PRIOR
TO REMOVAL AND NOTIFY ARCHITECT OF ANY
DESCREPANCIES.

** NO STRUCTURAL ELEMENTS SUCH AS
COLUMNS, STRUCTURAL WALLS, FLOOR

JOISTS OR BEAMS SHALL BE NOTCHED OR

CUT UNLESS OTHERWISE IDENTIFIED BY

ARCHITECT / STRUCTURAL ENGINEER. **

6. ITEMS TO BE REUSED: UNLESS OTHERWISE
REQUESTED OR NOTED BY OWNER, ALL ITEMS
SHALL BE DISCARDED.

7. CARTING: ALL DEBRIS AND PRODUCTS OF
DEMOLITION NOT DESIGNATED FOR REUSE
AND/OR DELIVERY TO THE OWNER SHALL BE
REMOVED FROM THE PREMISES AND LEGALLY
DISPOSED OF. THE DESIGNATION OF ITEMS
TO BE SAVED SHALL OCCUR PRIOR TO
COMMENCEMENT OF DEMOLITION.

&. SHORING: FURNISH AND INSTALL ALL
SHORING AS MAY BE REQUIRED FOR
DEMOLITION OF THE EXISTING STRUCTURE
AND THE INSTALLATION OF NEW WORK. ALL
SHORES SHALL REMAIN IN PLACE UNTIL NEW
BEARING MATERIAL HAS BEEN INSTALLED AND
WEDGED IN PLACE.

9. MECHANICAL: REMOVE ELECTRICAL,
PLUMBING, AND HVAC AS REQUIRED. ITEMS
TAGGED TO BE RELOCATED OR SAVED SHALL
BE COMPLETE ASSEMBLIES.

ALL UTILITIES THAT ARE TO BE REMOVED
AND/OR TERMINATED SHALL BE PERFORMED
BY THE LICENCED TRADE CONTRACTOR
ASSOCIATED W/ THAT SPECIFIC WORK.

ALL UTILITIES THAT ARE TO BE REMOVED OR
RELOCATED SHALL BE TEMPORARALLY CAPPED
AND/OR TERMINATED PROPERLY.

0. CLEAN-UP: LEAVE PREMISES CLEAN OF
DEBRIS AND IN BROOM CLEAN CONDITION.
CLEAN THOROUGHLY ADJACENT SPACES. ALL
ITEMS DESIGNATED TO BE SAVED SHALL BE
STORED AND COVERED IN DESIGNATED AREA
TO BE DETERMINED.

CONTRACTOR SHALL MAINTAIN A CLEAN
PROJECT SITE.

PROVIDE DUST PROTECTION BETWEEN
OCCUFIED AND CONSTRUCTION AREAS,
INCLUDING ELEVATOR PROTECTION, PUBLIC /

BUILDING ENTRANCES, CORRIDORS AND
STAIRWELLS. MAINTAIN FIRE EGRESS
COORIDORS FREE OF DEBRIS.

I'I. TEMPORARY PROVISIONS WILL BE
PROVIDED BY THE MALL. GC TO PROVIDE
TEMPORARY LIGHTING AS REQUIRED.

I 2. FIRE AND LIFE SAFETY: DURING THE
ENTIRE LENGTH OF TIME OF CONSTRUCTION,
ALL SPRINKLER COVERAGE, SYSTEMS ¢ LIFE
SAFETY EQUIPMENT SHALL BE MAINTAINED # IN
OPERATION, ANY WORK ON THESE SYSTEMS
SHALL BE RESTORED BY END OF THE WORK
DAY OR PROVIDE BACKUP SYSTEM TO
MAINTAIN PROPER COVERAGE. A PORTABLE
FIRE EXTINGUSHER W/ A RATING OF NOT LESS
THAN 2-A SHALL BE PROVIDED W/IN 75FT
TRAVEL DISTANCE TO ALL PORTIONS OF THE
STORE.

FIRE PROTECTION AND EGRESS EXITS SHALL
BE MAINTAINED THRUGHOUT THE PERIOD OF
CONSTRUCTION.

I 3. ADDITIONAL DEMOLITION NOTES:

- ALL DEMOLITION AND DEBRIS REMOVAL 1S
TO TAKE PLACE DURING NON-MALL HOURS.

- CONTRACTOR MUST HAUL DEBRIS DAILY.

- DURING DEMOLUTION FIRE SPRINKLER AND
MECHANICAL SYSTEM MUST BE BLANKED OFF
PRIOR TO COMMENCING DEMOLITION.

4. ALL UTILITIES THAT ARE TO BE REMOVED
AND/OR TERMINATED SHALL BE PERFORMED
BY THE LICENSED TRADE CONTRACTOR
ASSOCIATED W/ THAT SPECIFIC WORK.

I'5. ALL UTILITIES THAT ARE TO BE REMOVED
OR RELOCATED SHALL BE TEMPORARILY
CAPPED AND/OR TERMINATED PROPERLY.

I 6. CLEAN-UP: LEAVE PREMISES CLEAN OF
DEBRIS AND IN BROOM CLEAN CONDITION.

CLEAN THOROUGHLY ADJACENT SPACES. ALL
ITEMS DESIGNATED TO BE SAVED SHALL BE
STORED AND COVERED IN DESIGNATED AREA
TO BE DETERMINED.

7. CONTRACTOR SHALL MAINTAIN A CLEAN
PROJECT SITE.

I 6. PROVIDE DUST PROTECTION BETWEEN
OCCUPIED AND CONSTRUCTION AREAS,
INCLUDING ELEVATOR PROTECTION, PUBLIC /
BUILDING ENTRANCES, CORRIDORS AND
STAIRWELLS. MAINTAIN FIRE EGRESS
CORRIDORS FREE OF DEBRIS.

| 9.TEMPORARY PROVISIONS WILL BE
PROVIDED BY THE MALL. GC TO PROVIDE
TEMPORARY LIGHTING AS REQUIRED.

20. FIRE AND LIFE SAFETY: DURING THE
ENTIRE LENGTH OF TIME OF CONSTRUCTION,
ALL SPRINKLER COVERAGE, SYSTEMS ¢ LIFE
SAFETY EQUIPMENT SHALL BE MAINTAINED ¢
IN OPERATION, ANY WORK ON THESE
SYSTEMS SHALL BE RESTORED BY END OF
THE WORK DAY OR PROVIDE BACKUFP SYSTEM
TO MAINTAIN PROPER COVERAGE. A
PORTABLE FIRE EXTINGUISHER W/ A RATING OF
NOT LESS THAN 2-A SHALL BE PROVIDED W/IN
75FT TRAVEL DISTANCE TO ALL PORTIONS OF
THE STORE.

2 1. FIRE PROTECTION AND EGRESS EXITS
SHALL BE MAINTAINED THROUGHOUT THE
PERIOD OF CONSTRUCTION.

ADDITIONAL DEMOLITION NOTES:

22. ALL DEMOLITION AND DEBRIS REMOVAL 1S
TO TAKE PLACE DURING NON-MALL HOURS.
23. CONTRACTOR MUST HAUL DEBRIS DAILY.

24. DURING DEMOLITION FIRE SPRINKLER AND

MECHANICAL SYSTEM MUST BE BLANKED OFF
PRIOR TO COMMENCING DEMOLITION.

25. REFER TO GENERAL AND DEMOLITION
SPECIFICATIONS.

26. INCLUDED INJOR ACCOMPANYING THIS
DRAWING SET OF GENERAL CONDITIONS AND
SPECIFICATIONS.

MAX MARA

DM-101.00
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EXG/DEMO PLAN AT FIRST STORY

Scale: 1/4"=1'-0"

E 68TH STREET

W77

EXISTING/DEMO LEGEND

EXISTING/DEMO PLAN NOTES

-%:::f& 1::{-

EXG INTERIOR
CONDITION TO
REMAIN

L

EXISTING DOOR, PARTITION ¢
FIXTURES TO BE REMOVED

EXISTING DOOR, PARTITION &
STRUCTURE TO REMAIN

NOTE:

N

@ NORTH SYMBOL
\—® REFERENCE NOTE

NN

ADIACENT
BUILDING

ENTIRE FACADE TO BE CLEANED

EXISTING/DEMO PLAN NOTES

ENLARGED EXG DISPLAY WINDOWS AS PER NEW DESIGN

P,

EXG WINDOWS TO BE REMOVED IN ORDER TO ACCOMODATE THE NEW

WINDOW / DOOR

EXG WALL TO BE REMOVED IN ORDER TO ACCOMODATE THE NEW

@
€
@

WINDOW /DOOR

EXG SKYLIGHT TO BE REMOVED

I. SCOPE OF WORK: DEMOLISH ITEMS AS
INDICATED ON DRAWINGS.

2. STANDARDS: EXCEPT AS MODIFIED BY
GOVERNING CODES ¢ BY THIS SPECIFICATION,
COMPLY WITH THE APPLICABLE PROVISIONS ¢
RECOMMENDATIONS OF THE FOLLOWING:
'"AMERICAN STANDARD SAFETY CODE FOR
BUILDING CONSTRUCTION," ANSI A10.2 OF
THE AMERICAN NATIONAL STANDARDS
INSTITUTE, & "SAFETY REQUIREMENTS FOR
DEMOLITION," ANSI A10.6€ OF THE AMERICAN
NATIONAL STANDARDS INSTITUTE.

PROVIDE ALL REQUIRED SAFETY PRECAUSIONS
FOR REMOVAL OF EXISTING WORK, SHORING
AND ON-GOING MAINTANCE OF OPENED WORK
[ INCLUDING FLOOR OPENINGS ] IN PROGRESS.
MAINTAIN ALL PERMITS IN CLEAR VIEW.

ALL APPROVED FILED DRAWING SETS AND
APPLICATION DOCUMENTS TO BE KEFT ON
SITE AVAILABLE FOR INSPECTORS AT ANY
TIME.

3. PRECAUTIONS: PROVIDE, ERECT, AND
MAINTAIN LIGHTS, BARRIERS AND ALL OTHER
ITEMS AS REQUIRED FOR THE PROPER
PROTECTION OF ADJACENT CONSTRUCTION
AND THE WORKMEN ENGAGED IN DEMOLITION
AND CONSTRUCTION AS WELL AS
PASSERS-BY ON PUBLIC WALKWAYS. PROVIDE
AND MAINTAIN TEMPORARY PROTECTION OF
THE EXISTING STRUCTURE DESIGNATED TO
REMAIN WHERE DEMOLITION AND REMOVAL
WORK 1S BEING DONE, CONNECTIONS MADE,
MATERIALS HANDLED, OR EQUIPMENT MOVED.
G.C. SHALL BE RESPONSIBLE FOR ANY
DAMAGE TO THE EXISTING STRUCTURE,
FIXTURES AND FITTINGS, APPURTENANCES, OR
CONTENTS BY REASON OF THE INSUFFICIENCY
OF PROTECTION PROVIDED. DURING
DEMOLITION CONTROL DUST WITH GREEN
SWEEPING COMPOUND OR BY LIGHTLY
WATERING DOWN DEBRIS. ERECT DUST PROOF

PARTITIONS OR BARRIERS TO PREVENT THE
SPREAD OF DUST.

4. WORKMANSHIP: WHERE EXISTING WALLS ¢
CEILINGS ARE TO REMAIN, LEAVE EDGES OF
EXT'G MATERIALS NEAT, SHARP, AND FIRMLY IN
PLACE SO THAT NEW MATERIALS CAN BE
PROPERLY AND NEATLY ADJOINED.

5. DEMOLITION: REMOVE ALL DEBRIS,
PARTITIONS, CEILINGS, FLOOR
CONSTRUCTION, DOORS, FRAMES AND
HARDWARE, LIGHTING FIXTURES, PLUMBING
FIXTURES AND LINES, ELECTRICAL LINES AND
WIRING DEVICES AS REQUIRED TO ACHIEVE
FINAL PLANS. ALL ITEMS SPECIFICALLY
DESIGNATED FOR REUSE, BUT DAMAGED IN
THE COURSE OF WORK PERFORMED UNDER
THE GENERAL CONTRACT OR OTHERWISE
UNUSABLE SHALL BE REPLACED BY ITEMS OF
EQUAL QUALITY AND APPEARANCE AT NO
EXPENSE TO THE OWNER. DO ALL CUTTING,
INCLUDING CHASES, AS REQUIRED FOR
PLUMBING, MECHANICAL AND STRUCTURAL
WORK. REMOVE ANY DUCTWORK AND
ASSOCIATED MECHANICAL DEVICES AND
EQUIPMENT. REMOVE ALL WINDOW CURTAINS,
DRAPERY, AND ASSOCIATED HARDWARE.
CONTRACTOR SHALL FOLLOW PLAN FOR
SCOPE OF DEMOLITION.

DO NOT REMOVE ANY STRUCTURE THAT HAS
NOT BEEN SHOWN TO BE REMOVED ON THE
DRAWINGS.

REFER ALL QUESTIONS TO ARCHITECT PRIOR
TO REMOVAL AND NOTIFY ARCHITECT OF ANY
DESCREPANCIES.

** NO STRUCTURAL ELEMENTS SUCH AS
COLUMNS, STRUCTURAL WALLS, FLOOR

JOISTS OR BEAMS SHALL BE NOTCHED OR

CUT UNLESS OTHERWISE IDENTIFIED BY

ARCHITECT / STRUCTURAL ENGINEER.**

6. ITEMS TO BE REUSED: UNLESS OTHERWISE BUILDING ENTRANCES, CORRIDORS AND

REQUESTED OR NOTED BY OWNER, ALL ITEMS
SHALL BE DISCARDED.

7. CARTING: ALL DEBRIS AND PRODUCTS OF
DEMOLITION NOT DESIGNATED FOR REUSE
AND/OR DELIVERY TO THE OWNER SHALL BE
REMOVED FROM THE PREMISES AND LEGALLY
DISPOSED OF. THE DESIGNATION OF ITEMS
TO BE SAVED SHALL OCCUR PRIOR TO
COMMENCEMENT OF DEMOLITION.

6. SHORING: FURNISH AND INSTALL ALL
SHORING AS MAY BE REQUIRED FOR
DEMOLITION OF THE EXISTING STRUCTURE
AND THE INSTALLATION OF NEW WORK. ALL
SHORES SHALL REMAIN IN PLACE UNTIL NEW
BEARING MATERIAL HAS BEEN INSTALLED AND
WEDGED IN PLACE.

9. MECHANICAL: REMOVE ELECTRICAL,
PLUMBING, AND HVAC AS REQUIRED. ITEMS
TAGGED TO BE RELOCATED OR SAVED SHALL
BE COMPLETE ASSEMBLIES.

ALL UTILITIES THAT ARE TO BE REMOVED
AND/OR TERMINATED SHALL BE PERFORMED
BY THE LICENCED TRADE CONTRACTOR
ASSOCIATED W/ THAT SPECIFIC WORK.

ALL UTILITIES THAT ARE TO BE REMOVED OR
RELOCATED SHALL BE TEMPORARALLY CAFPPED
AND/OR TERMINATED PROPERLY.

IO. CLEAN-UP: LEAVE PREMISES CLEAN OF
DEBRIS AND IN BROOM CLEAN CONDITION.
CLEAN THOROUGHLY ADJACENT SPACES. ALL
ITEMS DESIGNATED TO BE SAVED SHALL BE
STORED AND COVERED IN DESIGNATED AREA
TO BE DETERMINED.

CONTRACTOR SHALL MAINTAIN A CLEAN
PROJECT SITE.

PROVIDE DUST PROTECTION BETWEEN
OCCUFIED AND CONSTRUCTION AREAS,
INCLUDING ELEVATOR PROTECTION, PUBLIC/

STAIRWELLS. MAINTAIN FIRE EGRESS
COORIDORS FREE OF DEBRIS.

I 1. TEMPORARY PROVISIONS WILL BE
PROVIDED BY THE MALL. GC TO PROVIDE
TEMPORARY LIGHTING AS REQUIRED.

| 2. FIRE AND LIFE SAFETY: DURING THE
ENTIRE LENGTH OF TIME OF CONSTRUCTION,
ALL SPRINKLER COVERAGE, SYSTEMS ¢ LIFE

CLEAN THOROUGHLY ADJACENT SPACES. ALL
ITEMS DESIGNATED TO BE SAVED SHALL BE
STORED AND COVERED IN DESIGNATED AREA
TO BE DETERMINED.

| 7. CONTRACTOR SHALL MAINTAIN A CLEAN
PROJECT SITE.

8. PROVIDE DUST PROTECTION BETWEEN
OCCUFPIED AND CONSTRUCTION AREAS,
INCLUDING ELEVATOR PROTECTION, PUBLIC /

SAFETY EQUIPMENT SHALL BE MAINTAINED ¢ IN BUILDING ENTRANCES, CORRIDORS AND

OPERATION, ANY WORK ON THESE SYSTEMS
SHALL BE RESTORED BY END OF THE WORK
DAY OR PROVIDE BACKUP SYSTEM TO
MAINTAIN PROPER COVERAGE. A PORTABLE
FIRE EXTINGUSHER W/ A RATING OF NOT LESS
THAN 2-A SHALL BE PROVIDED W/IN 75FT
TRAVEL DISTANCE TO ALL PORTIONS OF THE
STORE.

FIRE PROTECTION AND EGRESS EXITS SHALL
BE MAINTAINED THRUGHOUT THE PERIOD OF
CONSTRUCTION.

| 3. ADDITIONAL DEMOLITION NOTES:

- ALL DEMOLITION AND DEBRIS REMOVAL 1S
TO TAKE PLACE DURING NON-MALL HOURS.

- CONTRACTOR MUST HAUL DEBRIS DAILY.

- DURING DEMOLITION FIRE SPRINKLER AND
MECHANICAL SYSTEM MUST BE BLANKED OFF
PRIOR TO COMMENCING DEMOLITION.

I 4. ALL UTILITIES THAT ARE TO BE REMOVED
AND/OR TERMINATED SHALL BE PERFORMED
BY THE LICENSED TRADE CONTRACTOR
ASSOCIATED W/ THAT SPECIFIC WORK.

I'5. ALL UTILITIES THAT ARE TO BE REMOVED
OR RELOCATED SHALL BE TEMPORARILY
CAPPED AND/OR TERMINATED PROPERLY.

I 6. CLEAN-UP: LEAVE PREMISES CLEAN OF
DEBRIS AND IN BROOM CLEAN CONDITION.

STAIRWELLS. MAINTAIN FIRE EGRESS
CORRIDORS FREE OF DEBRIS.

I 9. TEMPORARY PROVISIONS WILL BE
PROVIDED BY THE MALL. GC TO PROVIDE
TEMPORARY LIGHTING AS REQUIRED.

20. FIRE AND LIFE SAFETY: DURING THE
ENTIRE LENGTH OF TIME OF CONSTRUCTION,
ALL SPRINKLER COVERAGE, SYSTEMS ¢ LIFE
SAFETY EQUIPMENT SHALL BE MAINTAINED ¢
IN OPERATION, ANY WORK ON THESE
SYSTEMS SHALL BE RESTORED BY END OF
THE WORK DAY OR PROVIDE BACKUP SYSTEM
TO MAINTAIN PROPER COVERAGE. A
PORTABLE FIRE EXTINGUISHER W/ A RATING OF
NOT LESS THAN 2-A SHALL BE PROVIDED W/IN
75FT TRAVEL DISTANCE TO ALL PORTIONS OF
THE STORE.

2 1. FIRE PROTECTION AND EGRESS EXITS
SHALL BE MAINTAINED THROUGHOUT THE
PERIOD OF CONSTRUCTION.

ADDITIONAL DEMOLITION NOTES:

22. ALL DEMOLITION AND DEBRIS REMOVAL 1S
TO TAKE PLACE DURING NON-MALL HOURS.
23. CONTRACTOR MUST HAUL DEBRIS DAILY.

24. DURING DEMOLITION FIRE SPRINKLER AND

MECHANICAL SYSTEM MUST BE BLANKED OFF
PRIOR TO COMMENCING DEMOLITION.

25. REFER TO GENERAL AND DEMOLITION
SPECIFICATIONS.

26. INCLUDED INJOR ACCOMPANYING THIS
DRAWING SET OF GENERAL CONDITIONS AND
SPECIFICATIONS.

MAX MARA

DM-111.00
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EXG/DEMO PLAN AT SECOND STORY

Scale: 1/4"=1'-0"

E 68TH STREET

EXISTING/DEMO LEGEND

EXISTING/DEMO PLAN NOTES

-E::f4 1::%

.

EXISTING DOOR, PARTITION &
FIXTURES TO BE REMOVED

EXISTING DOOR, PARTITION #
STRUCTURE TO REMAIN

EXG INTERIOR
CONDITION TO
REMAIN

NOTE:

N

D
NP

NN

ENTIRE FACADE TO BE CLEANED

NORTH SYMBOL

REFERENCE NOTE

ADIACENT
BUILDING

EXISTING/DEMO PLAN NOTES

EXG WINDOW TO BE REPLACED WITH GLASS DOOR

EXG WINDOW TO BE REPLACED WITH NEW WINDOW

EXG UNIT TO BE REMOVED

EXG GOOSE NECK VENT TO BE REMOVED

EXG ACCESS PANEL TO BE REMOVED

ONCNONCH®

I. SCOPE OF WORK: DEMOLISH ITEMS AS
INDICATED ON DRAWINGS.

2. STANDARDS: EXCEFT AS MODIFIED BY
GOVERNING CODES ¢ BY THIS SPECIFICATION,
COMPLY WITH THE APPLICABLE PROVISIONS ¢
RECOMMENDATIONS OF THE FOLLOWING:
"AMERICAN STANDARD SAFETY CODE FOR
BUILDING CONSTRUCTION," ANSI A10.2 OF
THE AMERICAN NATIONAL STANDARDS
INSTITUTE, & "SAFETY REQUIREMENTS FOR
DEMOLITION," ANSI A10.6 OF THE AMERICAN
NATIONAL STANDARDS INSTITUTE.

PROVIDE ALL REQUIRED SAFETY PRECAUSIONS
FOR REMOVAL OF EXISTING WORK, SHORING
AND ON-GOING MAINTANCE OF OPENED WORK
[ INCLUDING FLOOR OPENINGS ] IN PROGRESS.
MAINTAIN ALL PERMITS IN CLEAR VIEW.

ALL APPROVED FILED DRAWING SETS AND
APPLICATION DOCUMENTS TO BE KEPT ON
SITE AVAILABLE FOR INSPECTORS AT ANY
TIME.

3. PRECAUTIONS: PROVIDE, ERECT, AND
MAINTAIN LIGHTS, BARRIERS AND ALL OTHER
ITEMS AS REQUIRED FOR THE PROPER
PROTECTION OF ADJACENT CONSTRUCTION
AND THE WORKMEN ENGAGED IN DEMOLITION
AND CONSTRUCTION AS WELL AS
PASSERS-BY ON PUBLIC WALKWAYS. PROVIDE
AND MAINTAIN TEMPORARY PROTECTION OF
THE EXISTING STRUCTURE DESIGNATED TO
REMAIN WHERE DEMOLITION AND REMOVAL
WORK 1S BEING DONE, CONNECTIONS MADE,
MATERIALS HANDLED, OR EQUIPMENT MOVED.
G.C. SHALL BE RESPONSIBLE FOR ANY
DAMAGE TO THE EXISTING STRUCTURE,
FIXTURES AND FITTINGS, APPURTENANCES, OR
CONTENTS BY REASON OF THE INSUFFICIENCY
OF PROTECTION PROVIDED. DURING
DEMOLITION CONTROL DUST WITH GREEN
SWEEPING COMPOUND OR BY LIGHTLY
WATERING DOWN DEBRIS. ERECT DUST PROOF

PARTITIONS OR BARRIERS TO PREVENT THE
SPREAD OF DUST.

4. WORKMANSHIP: WHERE EXISTING WALLS ¢
CEILINGS ARE TO REMAIN, LEAVE EDGES OF
EXT'G MATERIALS NEAT, SHARP, AND FIRMLY IN
PLACE SO THAT NEW MATERIALS CAN BE
PROPERLY AND NEATLY ADJOINED.

5. DEMOLITION: REMOVE ALL DEBRIS,
PARTITIONS, CEILINGS, FLOOR
CONSTRUCTION, DOORS, FRAMES AND
HARDWARE, LIGHTING FIXTURES, PLUMBING
FIXTURES AND LINES, ELECTRICAL LINES AND
WIRING DEVICES AS REQUIRED TO ACHIEVE
FINAL PLANS. ALL ITEMS SPECIFICALLY
DESIGNATED FOR REUSE, BUT DAMAGED IN
THE COURSE OF WORK PERFORMED UNDER
THE GENERAL CONTRACT OR OTHERWISE
UNUSABLE SHALL BE REPLACED BY ITEMS OF
EQUAL QUALITY AND APPEARANCE AT NO
EXPENSE TO THE OWNER. DO ALL CUTTING,
INCLUDING CHASES, AS REQUIRED FOR
PLUMBING, MECHANICAL AND STRUCTURAL
WORK. REMOVE ANY DUCTWORK AND
ASSOCIATED MECHANICAL DEVICES AND
EQUIPMENT. REMOVE ALL WINDOW CURTAINS,
DRAPERY, AND ASSOCIATED HARDWARE.
CONTRACTOR SHALL FOLLOW PLAN FOR
SCOPE OF DEMOLITION.

DO NOT REMOVE ANY STRUCTURE THAT HAS
NOT BEEN SHOWN TO BE REMOVED ON THE
DRAWINGS.

REFER ALL QUESTIONS TO ARCHITECT PRIOR
TO REMOVAL AND NOTIFY ARCHITECT OF ANY
DESCREPANCIES.

** NO STRUCTURAL ELEMENTS SUCH AS
COLUMNS, STRUCTURAL WALLS, FLOOR

JOISTS OR BEAMS SHALL BE NOTCHED OR
CUT UNLESS OTHERWISE IDENTIFIED BY

ARCHITECT / STRUCTURAL ENGINEER.**

6. ITEMS TO BE REUSED: UNLESS OTHERWISE
REQUESTED OR NOTED BY OWNER, ALL ITEMS
SHALL BE DISCARDED.

7. CARTING: ALL DEBRIS AND PRODUCTS OF
DEMOLITION NOT DESIGNATED FOR REUSE
AND/OR DELIVERY TO THE OWNER SHALL BE
REMOVED FROM THE PREMISES AND LEGALLY
DISPOSED OF. THE DESIGNATION OF ITEMS
TO BE SAVED SHALL OCCUR PRIOR TO
COMMENCEMENT OF DEMOLITION.

6. SHORING: FURNISH AND INSTALL ALL
SHORING AS MAY BE REQUIRED FOR
DEMOLITION OF THE EXISTING STRUCTURE
AND THE INSTALLATION OF NEW WORK. ALL
SHORES SHALL REMAIN IN PLACE UNTIL NEW
BEARING MATERIAL HAS BEEN INSTALLED AND
WEDGED IN PLACE.

9. MECHANICAL: REMOVE ELECTRICAL,
PLUMBING, AND HVAC AS REQUIRED. ITEMS
TAGGED TO BE RELOCATED OR SAVED SHALL
BE COMPLETE ASSEMBLIES.

ALL UTILITIES THAT ARE TO BE REMOVED
AND/OR TERMINATED SHALL BE PERFORMED
BY THE LICENCED TRADE CONTRACTOR
ASSOCIATED W/ THAT SPECIFIC WORK.

ALL UTILITIES THAT ARE TO BE REMOVED OR
RELOCATED SHALL BE TEMPORARALLY CAFPPED
AND/OR TERMINATED PROPERLY.

0. CLEAN-UP: LEAVE PREMISES CLEAN OF
DEBRIS AND IN BROOM CLEAN CONDITION.
CLEAN THOROUGHLY ADJACENT SPACES. ALL
ITEMS DESIGNATED TO BE SAVED SHALL BE
STORED AND COVERED IN DESIGNATED AREA
TO BE DETERMINED.

CONTRACTOR SHALL MAINTAIN A CLEAN
PROJECT SITE.

PROVIDE DUST PROTECTION BETWEEN
OCCUPIED AND CONSTRUCTION AREAS,
INCLUDING ELEVATOR PROTECTION, PUBLIC /

BUILDING ENTRANCES, CORRIDORS AND
STAIRWELLS. MAINTAIN FIRE EGRESS
COORIDORS FREE OF DEBRIS.

I 1. TEMPORARY PROVISIONS WILL BE
PROVIDED BY THE MALL. GC TO PROVIDE
TEMPORARY LIGHTING AS REQUIRED.

I 2. FIRE AND LIFE SAFETY: DURING THE
ENTIRE LENGTH OF TIME OF CONSTRUCTION,
ALL SPRINKLER COVERAGE, SYSTEMS ¢ LIFE
SAFETY EQUIPMENT SHALL BE MAINTAINED ¢ IN
OPERATION, ANY WORK ON THESE SYSTEMS
SHALL BE RESTORED BY END OF THE WORK
DAY OR PROVIDE BACKUP SYSTEM TO
MAINTAIN PROPER COVERAGE. A PORTABLE
FIRE EXTINGUSHER W/ A RATING OF NOT LESS
THAN 2-A SHALL BE PROVIDED W/IN 75FT
TRAVEL DISTANCE TO ALL PORTIONS OF THE
STORE.

FIRE PROTECTION AND EGRESS EXITS SHALL
BE MAINTAINED THRUGHOUT THE PERIOD OF
CONSTRUCTION.

I 3. ADDITIONAL DEMOLITION NOTES:

- ALL DEMOLITION AND DEBRIS REMOVAL 1S
TO TAKE PLACE DURING NON-MALL HOURS.

- CONTRACTOR MUST HAUL DEBRIS DAILY.

- DURING DEMOLITION FIRE SPRINKLER AND
MECHANICAL SYSTEM MUST BE BLANKED OFF
PRIOR TO COMMENCING DEMOLITION.

4. ALL UTILITIES THAT ARE TO BE REMOVED
AND/OR TERMINATED SHALL BE PERFORMED
BY THE LICENSED TRADE CONTRACTOR
ASSOCIATED W/ THAT SPECIFIC WORK.

I'5. ALL UTILITIES THAT ARE TO BE REMOVED
OR RELOCATED SHALL BE TEMPORARILY
CAPPED AND/OR TERMINATED PROPERLY.

I 6. CLEAN-UP: LEAVE PREMISES CLEAN OF
DEBRIS AND IN BROOM CLEAN CONDITION.

CLEAN THOROUGHLY ADJACENT SPACES. ALL
ITEMS DESIGNATED TO BE SAVED SHALL BE
STORED AND COVERED IN DESIGNATED AREA
TO BE DETERMINED.

7. CONTRACTOR SHALL MAINTAIN A CLEAN
PROJECT SITE.

I 6. PROVIDE DUST PROTECTION BETWEEN
OCCUFIED AND CONSTRUCTION AREAS,
INCLUDING ELEVATOR PROTECTION, PUBLIC /
BUILDING ENTRANCES, CORRIDORS AND
STAIRWELLS. MAINTAIN FIRE EGRESS
CORRIDORS FREE OF DEBRIS.

I 9. TEMPORARY PROVISIONS WILL BE
PROVIDED BY THE MALL. GC TO PROVIDE
TEMPORARY LIGHTING AS REQUIRED.

20. FIRE AND LIFE SAFETY: DURING THE
ENTIRE LENGTH OF TIME OF CONSTRUCTION,
ALL SPRINKLER COVERAGE, SYSTEMS ¢ LIFE
SAFETY EQUIPMENT SHALL BE MAINTAINED #
IN OPERATION, ANY WORK ON THESE
SYSTEMS SHALL BE RESTORED BY END OF
THE WORK DAY OR PROVIDE BACKUFP SYSTEM
TO MAINTAIN PROPER COVERAGE. A
PORTABLE FIRE EXTINGUISHER W/ A RATING OF
NOT LESS THAN 2-A SHALL BE PROVIDED W/IN
75FT TRAVEL DISTANCE TO ALL PORTIONS OF
THE STORE.

2 1. FIRE PROTECTION AND EGRESS EXITS
SHALL BE MAINTAINED THROUGHOUT THE
PERIOD OF CONSTRUCTION.

ADDITIONAL DEMOLITION NOTES:

22. ALL DEMOLITION AND DEBRIS REMOVAL 1S
TO TAKE PLACE DURING NON-MALL HOURS.
23. CONTRACTOR MUST HAUL DEBRIS DAILY.

24. DURING DEMOLITION FIRE SPRINKLER AND

MECHANICAL SYSTEM MUST BE BLANKED OFF
PRIOR TO COMMENCING DEMOLITION.

25. REFER TO GENERAL AND DEMOLITION
SPECIFICATIONS.

26. INCLUDED INJOR ACCOMPANYING THIS
DRAWING SET OF GENERAL CONDITIONS AND
SPECIFICATIONS.

MAX MARA

DM-121.00
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PROPOSED PLAN AT BASEMENT STORY

Scale: 1/4"=1'-0"

E 68TH STREET

CONSTRUCTION LEGEND

REFERENCE NOTES

GENERAL NOTES

NEW DOOR AND WALL

EXG DOOR AND WALL

NEW CEMENT
SIDEWALK

ZONING LOT LINE

NORTH SYMBOL

REFERENCE NOTE

ADIACENT
BUILDING

STONE PAVERS

EXG INTERIOR CONDITION
TO REMAIN

A

PROPOSED NEW GLASS TRIMLESS DOOR ENTRY. SEE
DETAIL AT A-801.00

PROPOSED NEW WINDOW TRIMLESS GLASS SEE DETAIL AT
A-802.00

EXG TREE TO REMAIN

EXG LIGHT-CORNER TO REMAIN

EXG FIRE PUMP TESTER

EXG FIRE HYDRANT AND PIPES TO REMAIN

EXG GRANITE CURB

REPLACE DAMAGE STONE PAVERS

NEW WALL MOUNTED 3-HEADS FIRE-PUMP TESTER WITH PLATES

EXG SIDEWALK DRAIN TO REMAIN

REPLACE DAMAGE SIDEWALK AND CURBS

PROPOSED NEW WINDOW

PROPOSED NEW BRACKET SIGN

EXG WINDOW TO BE RELOCATED

TYPICAL NEW FINISH COVER TO MATCH PROPOSED ENTRY
DOOR FRAME FINISH

AREA OF SIDEWALK TO BE FILLED TO MATCH THE EXG
SIDEWALK

REPLACE CONCRETE TO CONTROL JOINTS

SNCRCRCN=RCNCNCHONONONONONONCNCR

CG TO ENSURE THAT ALL NEW/OR
MODIFIED INTERIOR PARTITIONS SHALL
RESISIT AN HORIZONTAL LOAD OF
MIN.5 psf.

NOTIFY ARCHITECT IMMEDIATELY OF
ANY INCONSISTENCIES OR

DISCREPANCIES ~ WITH  PLANS N
RELATION TO EXISTING FIELD
CONDITIONS.

WRITTEN DIMENSIONS TAKE

PRECEDENCE OVER SCALE ON THE
CONSTRUCTION DOCUMENTS. DO NOT
SCALE FROM DRAWINGS.

DIMENSIONS ARE FROM THE FACE OF
FINISHED WALL (GWB) TO FACE OF

FINISHED WALL (GWB) UNLESS
OTHERWISE NOTED ON PLANS.
ALL MANUFACTURED ARTICLES,

MATERIALS AND EQUIPMENT SHALL BE
APPLIED,  INSTALLED,  CONNECTED,
ERECTED, USED, CLEANED, AND
CONDITIONED IN ACCORDANCE WITH
THE MANUFACTURER'S WRITTEN
SPECIFICATIONS OR INSTRUCTIONS.
ALL WORK SHALL BE EXECUTED IN A
MANNER ACCEFPTABLE TO THE OWNER.
UNLESS NOTED OTHERWISE, THE
GENERAL CONTRACTOR SHALL

PROVIDE AND PAY ALL LABOR,
MATERIALS EQUIPMENT, TOOLS,
CONSTRUCTION EQUIPMENT,
MACHINERY, TRANSPORTATION,

PERMITS AND OTHER SERVICES AND
FACILITIES NECESSARY FOR PROPER
AND TIMELY EXECUTION OF WORK.

FOR ALL WOOD MEMBERS REQUIRED
By CODE TO BE FIRE RETARDANT
TREATED, PROVIDE PRESSURE
IMPREGNATION WITH FIRE RETARDANT
TO PROVIDE UL PRS FIRE HAZARD
CLASSIFICATION, ALL WOOD SHALL BE
IDENTIFIED ~ WITH A UL  LABEL
CERTIFYING THIS CLASSIFICATION AND
FM DIAMOND.

PPROVED FIRE EXTINGUISHERS SHALL
BE INSTALLED AS REQUIRED BY LOCAL
AUTHORITY.

. ALL PENETRATIONS OF FIRE RESISTIVE

FLOOR OR SHAFT WALLS SHALL BE
PROTECTED BY  MATERIALS  AND
INSTALLATION DETAILS THAT
CONFORMS TO UL STANDARDS FOR
THROUGH  PENETRATION  FIRESTOP
SYSTEMS. THE CONTRACTOR SHALL
SUBMIT  SHOP  DRAWING  DETAILS
WHICH SHOW COMPLETE
CONFORMANCE TO THE UL LISTING TO

I,

2.

13.

5.

6.

. PROVIDE

THE ARCHITECT. SUCH DRAWINGS
SHALL BE AVAILABLE TO ANY CITY
INSPECTORS. THE DRAWINGS SHALL BE
SPECIFIC FOR EACH PENETRATION WITH
ALL VARIABLES DEFINED.

ALL OUTSIDE CORNERS AT DRYWALL
PARTITIONS AND FURRINGS TO HAVE
METAL CORNER BEADS SFPACKLE AND
SMOOTH.

THE CONTRACTOR IS TO REPLACE ANY
FIREPROOFING REMOVED FROM THE

BUILDING STRUCTURE DURING
DEMOLITION/CONSTRUCTION.

ACCESS PANELS IN  WALL FOR
PLUMBING, MECHANICAL OR

ELECTRICAL ACCESS TO BE FLUSH
FRAMELESS GYP. BD. PANELS. (SEE
SPEC.)

DIAGONAL BRACING TO
STRUCTURE  ABOVE ALL DOORS,
GLAZING HEADS AND JAMBS AS
REQUIRED TO MAKE ASSEMBLY RIGID.
CONTRACTOR S RESPONSIBLE FOR
MAINTAINING  INTEGRITY OF RATED
PARTITIONS & STRUCTURE
PARTICULARLY WHERE PENETRATED BY
VARIOUS TRADES AND SERVICES.

THE  GENERAL  CONTRACTOR IS
RESPONSIBLE FOR THE FINAL CLEAN UP

OF THE ENTIRE PREMISES TO INCLUDE
BY NOT LIMITED TO  FLOORS,
MILLWORK, FIXTURES, ETC. FOLLOWING
THE INSTALLATION OF THE MILLWORK.

. G.C. SHALL SUPPLY ¢ INSTALL PROPER

AND ADEQUATE WOOD BLOCKING TO
SUPPORT ALL OWNER SUPPLIED AND
MWC AFPPLIED ¢ INSTALLED ITEMS FOR
FIRM AND SECURE INSTALLATION ON
WALLS, COLUMNS, ETC. GC SHALL
COORDINATE WITH MWC FOR
REQUIRED LOCATIONS AND ADEQUACY
OF BLOCKING REQUIREMENT  AND
PROVIDE ALL SUCH BLOCKING PRIOR
TO CLOSING UP ANY AND ALL WALLS,
COLUMNS, ETC. IF REQUIRED BY CODE
AND LOCAL BUILDING OFFICIAL, SUCH
BLOCKING SHALL BE FIRE RETARDANT
TREATED TO MEET SUCH
REQUIREMENT.

. G.C. TO PROVIDE 30 YD. DUMPSTER,

& FT. LADDER AND HAND TRUCK AT
TURNOVER.

. GC TO COORDINATE WITH MWC AND

CONFIRM ALL SALES AREA NON-HOLD
DIMENSIONS WITH FIXTURE VENDOR
SHOP DRAWINGS FOR EXACT FIXTURE
SIZES AND BLOCKING REQUIREMENTS.
REFER TO SHEET A104 FOR FIXTURE

LOCATIONS. ALL BLOCKING BEHIND
GWB SHALL BE FIRE-RETARDANT.

. ALL EXISTING AND NEW PENETRATIONS

THROUGH RATED WALLS SHALL BE
PROTECTED BY AN APPROVAL FRE
STOP SYSTEM. SEE MALL OPERATIONS
MANAGER.
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CONSTRUCTION LEGEND REFERENCE NOTES GENERAL NOTES
D, ;E?E%?EE Q'\EV\/(_E%LQ%%ED WINDOW TRIMLESS GLASS. . CG TO ENSURE THAT ALL NEW/OR PROVIDE AND PAY ALL LABOR, THE ARCHITECT. SUCH DRAWINGS OF THE ENTIRE PREMISES TO INCLUDE LOCATIONS. ALL BLOCKING BEHIND
: MODIFIED INTERIOR. PARTITIONS SHALL MATERIALS  EQUIPMENT,  TOOLS, SHALL BE AVAILABLE TO ANY CITY BY NOT LMITED TO FLOORS, GWB SHALL BE FIRE-RETARDANT.
RESISIT AN HORIZONTAL LOAD OF CONSTRUCTION FQUIPMENT, INSPECTORS. THE DRAWINGS SHALL BE MILLWORK, FIXTURES, ETC. FOLLOWING 19. ALL EXISTING AND NEW PENETRATIONS
7 NEW DOOR AND WALL @ 2EO2D ENLARGED WINDOWSLIDING DOOR TO MATCH MIN.5 pef. MACHINERY, TRANSPORTATION,  SPECIFIC FOR EACH PENETRATION WITH ~ THE INSTALLATION OF THE MILLWORK. THROUGH RATED WALLS SHALL BE
PERMITS AND OTHER SERVICES AND ALL VARIABLES DEFINED. 17. G.C. SHALL SUPPLY # INSTALL PROPER PROTECTED BY AN APPROVAL FRE
o 2. NOTIFY ARCHITECT IMMEDIATELY OF FACILITIES NECESSARY FOR PROPER | 1. ALL OUTSIDE CORNERS AT DRYWALL AND ADEQUATE WOOD BLOCKING TO STOP SYSTEM. SEE MALL OPERATIONS
EXG DOOR AND WALL ©) f/] ;\%E&ELA\%\IAEERAILTO MATCH THE EXISTING GUARDRAIL AT ANY INCONSISTENCIES OR AND TIMELY EXECUTION OF WORK. PARTITIONS AND FURRINGS TO HAVE SUPPORT ALL OWNER SUPPLIED AND MANAGER.
DISCREPANCIES ~WITH PLANS IN & FOR ALL WOOD MEMBERS REQUIRED METAL CORNER BEADS SPACKLE AND MWC APPLIED ¢ INSTALLED ITEMS FOR
D PROPOSED NEW BRACKET SIGN RELATION  TO  EXISTING  FIELD BY CODE TO BE FIRE RETARDANT SMOOTH. FIRM AND SECURE INSTALLATION ON
N CONDITIONS. TREATED, PROVIDE PRESSURE |2, THE CONTRACTOR IS TO REPLACE ANY WALLS, COLUMNS, ETC. GC SHALL
NORTH SYMBOL 3. WRITTEN DIMENSIONS TAKE IMPREGNATION WITH FIRE RETARDANT FIREPROOFING REMOVED FROM THE COORDINATE ~ WITH  MWC  FOR
@ © PROPOSED NEWEL POST TO MATCH EXG ON MADISON AVE. PRECEDENCE OVER SCALE ON THE TO PROVIDE UL PRS FIRE HAZARD BUILDING STRUCTURE DURING REQUIRED LOCATIONS AND ADEQUACY
CONSTRUCTION DOCUMENTS. DO NOT CLASSIFICATION, ALL WOOD SHALL BE DEMOLITION/CONSTRUCTION. OF BLOCKING REQUIREMENT AND
S EXTERNAL FLOORING SCALE FROM DRAWINGS. IDENTIFIED WITH A UL LABEL 13. ACCESS PANELS IN  WALL FOR PROVIDE ALL SUCH BLOCKING PRIOR
—D REFERENCE NOTE 4. DIMENSIONS ARE FROM THE FACE OF CERTIFYING THIS CLASSIFICATION AND PLUMBING, MECHANICAL OR. TO CLOSING UP ANY AND ALL WALLS,
FINISHED WALL (GWB) TO FACE OF FM DIAMOND. ELECTRICAL ACCESS TO BE FLUSH COLUMNS, ETC. IF REQUIRED BY CODE
ADIACENT FINISHED ~ WALL  (GWB) UNLESS 9. PPROVED FIRE EXTINGUISHERS SHALL FRAMELESS GYP. BD. PANELS. (SEE AND LOCAL BUILDING OFFICIAL, SUCH
m NSO OTHERWISE NOTED ON PLANS. BE INSTALLED AS REQUIRED BY LOCAL SPEC.) BLOCKING SHALL BE FIRE RETARDANT
5. AL MANUFACTURED  ARTICLES, AUTHORITY. |4. PROVIDE DIAGONAL BRACING TO TREATED TO MEET SUCH
MATERIALS AND EQUIPMENT SHALL BE 10. ALL PENETRATIONS OF FIRE RESISTIVE STRUCTURE ABOVE ALL DOORS, REQUIREMENT.
. EXG INTERIOR CONDITION APPLIED,  INSTALLED, CONNECTED, FLOOR OR SHAFT WALLS SHALL BE GLAZING HEADS AND JAMBS AS 18. G.C. TO PROVIDE 30 YD. DUMPSTER,
m TO REMAIN FRECTED, USED, CLEANED, AND PROTECTED BY MATERIALS  AND REQUIRED TO MAKE ASSEMBLY RIGID. & FT. LADDER AND HAND TRUCK AT
CONDITIONED IN ACCORDANCE WITH INSTALLATION DETAILS THAT 15. CONTRACTOR 1S RESPONSIBLE FOR TURNOVER.
THE ~ MANUFACTURER'S  WRITTEN CONFORMS TO UL STANDARDS FOR MAINTAINING  INTEGRITY OF RATED 19. GC TO COORDINATE WITH MWC AND
SPECIFICATIONS OR INSTRUCTIONS. THROUGH  PENETRATION  FIRESTOP PARTITIONS ¢ STRUCTURE CONFIRM ALL SALES AREA NON-HOLD
6. ALL WORK SHALL BE EXECUTED IN A SYSTEMS. THE CONTRACTOR SHALL PARTICULARLY WHERE PENETRATED BY DIMENSIONS WITH FIXTURE VENDOR
MANNER ACCEPTABLE TO THE OWNER. SUBMIT SHOP DRAWING  DETAILS VARIOUS TRADES AND SERVICES. SHOP DRAWINGS FOR EXACT FIXTURE
7. UNLESS NOTED OTHERWISE, THE WHICH SHOW COMPLETE 16. THE GENERAL CONTRACTOR IS SIZES AND BLOCKING REQUIREMENTS.
GENERAL  CONTRACTOR  SHALL CONFORMANCE TO THE UL LISTING TO RESPONSIBLE FOR THE FINAL CLEAN UP REFER TO SHEET AlO4 FOR FIXTURE
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CONSTRUCTION LEGEND

REFERENCE NOTES

GENERAL NOTES

NEW DOOR AND WALL

EXG DOOR AND WALL

REFERENCE NOTE

ADIACENT
BUILDING

EXG INTERIOR CONDITION
TO REMAIN

]
@ NORTH SYMBOL
o
NN
A

@ PROPOSED NEW GLASS DOOR

@ PROPOSED NEW WINDOW TO MATCH EXISTING

@ 3'-6" STEEL GUARDRAIL TO MATCH THE EXISTING GUARDRAIL AT

MADISON AVENUE

@ NEW EXTERNAL FLOORING

@ PROPOSED NEWEL POST TO MATCH EXG ON MADISON AVE.

I. CG TO ENSURE THAT ALL NEW/OR
MODIFIED INTERIOR PARTITIONS SHALL
RESISIT AN HORIZONTAL LOAD OF
MIN.5 psf.

2. NOTIFY ARCHITECT IMMEDIATELY OF
ANY INCONSISTENCIES OR
DISCREPANCIES ~ WITH  PLANS  IN
RELATION TO EXISTING FIELD
CONDITIONS.

3. WRITTEN DIMENSIONS TAKE
PRECEDENCE OVER SCALE ON THE
CONSTRUCTION DOCUMENTS. DO NOT
SCALE FROM DRAWINGS.

4. DIMENSIONS ARE FROM THE FACE OF
FINISHED WALL (GWB) TO FACE OF
FINISHED WALL  (GWB) UNLESS
OTHERWISE NOTED ON PLANS.

5. ALL MANUFACTURED ARTICLES,
MATERIALS AND EQUIPMENT SHALL BE
APPLIED,  INSTALLED,  CONNECTED,
ERECTED, USED, CLEANED, AND
CONDITIONED IN ACCORDANCE WITH
THE MANUFACTURER'S WRITTEN
SPECIFICATIONS OR INSTRUCTIONS.

6. ALL WORK SHALL BE EXECUTED IN A
MANNER ACCEPTABLE TO THE OWNER.

7. UNLESS NOTED OTHERWISE, THE
GENERAL CONTRACTOR SHALL

PROVIDE AND FPAY ALL LABOR,

MATERIALS EQUIPMENT, TOOLS,
CONSTRUCTION EQUIPMENT,
MACHINERY, TRANSPORTATION,

PERMITS AND OTHER SERVICES AND
FACILITIES NECESSARY FOR PROPER
AND TIMELY EXECUTION OF WORK.

FOR ALL WOOD MEMBERS REQUIRED
By CODE TO BE FIRE RETARDANT
TREATED, PROVIDE PRESSURE
IMPREGNATION WITH FIRE RETARDANT
TO PROVIDE UL PRS FIRE HAZARD
CLASSIFICATION, ALL WOOD SHALL BE
IDENTIFIED ~ WITH A UL  LABEL
CERTIFYING THIS CLASSIFICATION AND
FM DIAMOND.

PPROVED FIRE EXTINGUISHERS SHALL
BE INSTALLED AS REQUIRED BY LOCAL
AUTHORITY.

. ALL PENETRATIONS OF FIRE RESISTIVE

FLOOR OR SHAFT WALLS SHALL BE
PROTECTED BY  MATERIALS  AND
INSTALLATION DETAILS THAT
CONFORMS TO UL STANDARDS FOR
THROUGH  PENETRATION  FIRESTOP
SYSTEMS. THE CONTRACTOR  SHALL
SUBMIT  SHOFP  DRAWING  DETAILS
WHICH SHOW COMPLETE
CONFORMANCE TO THE UL LISTING TO

. THE  GENERAL

THE ARCHITECT. SUCH DRAWINGS
SHALL BE AVAILABLE TO ANY CITY
INSPECTORS. THE DRAWINGS SHALL BE
SPECIFIC FOR EACH PENETRATION WITH
ALL VARIABLES DEFINED.

. ALL OUTSIDE CORNERS AT DRYWALL

PARTITIONS AND FURRINGS TO HAVE
METAL CORNER BEADS SPACKLE AND
SMOOTH.

. THE CONTRACTOR IS TO REPLACE ANY

FIREPROOFING REMOVED FROM THE
BUILDING STRUCTURE DURING
DEMOLITION/CONSTRUCTION.

. ACCESS PANELS IN  WALL FOR

PLUMBING, MECHANICAL OR
ELECTRICAL ACCESS TO BE FLUSH
FRAMELESS GYP. BD. PANELS. (SEE
SFPEC.)

. PROVIDE DIAGONAL BRACING TO

STRUCTURE  ABOVE ALL  DOORS,
GLAZING HEADS AND JAMBS AS
REQUIRED TO MAKE ASSEMBLY RIGID.

. CONTRACTOR IS RESPONSIBLE FOR

MAINTAINING  INTEGRITY OF RATED
PARTITIONS & STRUCTURE
PARTICULARLY WHERE PENETRATED BY
VARIOUS TRADES AND SERVICES.

CONTRACTOR 1S
RESPONSIBLE FOR THE FINAL CLEAN UP

OF THE ENTIRE PREMISES TO INCLUDE
BY NOT LUMITED TO  FLOORS,
MILLWORK, FIXTURES, ETC. FOLLOWING
THE INSTALLATION OF THE MILLWORK.

. G.C. SHALL SUPPLY 4 INSTALL PROPER

AND ADEQUATE WOOD BLOCKING TO
SUPPORT ALL OWNER SUPPLIED AND
MWC APPLIED ¢ INSTALLED ITEMS FOR
FIRM AND SECURE INSTALLATION ON
WALLS, COLUMNS, ETC. GC SHALL
COORDINATE WITH MWC FOR
REQUIRED LOCATIONS AND ADEQUACY
OF BLOCKING REQUIREMENT  AND
PROVIDE ALL SUCH BLOCKING PRIOR
TO CLOSING UP ANY AND ALL WALLS,
COLUMNS, ETC. IF REQUIRED BY CODE
AND LOCAL BUILDING OFFICIAL, SUCH
BLOCKING SHALL BE FIRE RETARDANT
TREATED TO MEET SuCH
REQUIREMENT.

. G.C. TO PROVIDE 30 YD. DUMPSTER,

& FT. LADDER AND HAND TRUCK AT
TURNOVER.

. GC TO COORDINATE WITH MWC AND

CONFIRM ALL SALES AREA NON-HOLD
DIMENSIONS WITH FIXTURE VENDOR
SHOP DRAWINGS FOR EXACT FIXTURE
SIZES AND BLOCKING REQUIREMENTS.
REFER TO SHEET A104 FOR FIXTURE

LOCATIONS. ALL BLOCKING BEHIND
GWB SHALL BE FIRE-RETARDANT.

9. ALL EXISTING AND NEW PENETRATIONS

THROUGH RATED WALLS SHALL BE
PROTECTED BY AN APPROVAL FRE
STOP SYSTEM. SEE MALL OPERATIONS
MANAGER.
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