FACADE ALTERATION @ 1ST FLOOR
(DUANE STREET HOTEL)
130 DUANE STREET, MANHATTAN, NY 10013
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SCOPE OF WORK INCLUDES:

- EXISTING CANOPY TO BE PAINTED BLACK & EXISTING LETTERS TO BE PAINTED WHITE @ DUANE ST. FACADE
- ALL 4 STEEL COLUMNS TO BE PAINTED BLACK @ DUANE ST. FACADE

- NEW BLACK PREFORATED STEEL COLUMN ENCLOSURES @ CHURCH ST. FACADE

- NEW BLACK STEEL CANOPYS ON TENSORS @ CHURCH ST. FACADE

- NEW BI-FOLD WINDOWS @ 2ND BAY TO THE RIGHT OF THE EXIT @ CHURCH ST. FACADE

- NEW LED LIGHTING STRIPS ON THE REAR UNDERSIDE OF EACH CANOPY.

FACADE ALTERATION @ 1ST FLOOR
(DUANE STREET HOTEL)
130 DUANE STREET, MANHATTAN, NY 10013
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FACADE ALTERATION @ 1ST FLOOR N — R e

(DUANE STREET HOTEL) EXISTING ELEVATION VIEW FROM THE INTERSECTION OF DUANE ST. & CHURCH ST
130 DUANE STREET, MANHATTAN, NY 10013 - Page 2 of 18
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FACADE ALTERATION @ 1ST FLOOR

(DUANE STREET HOTEL)
130 DUANE STREET, MANHATTAN, NY 10013
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EXISTING FACADE @ 1ST FLOOR PROPOSED FACADE @ 1ST FLOOR
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DUANE STREET HOTEL

EXISTING FACADE @ 1ST FLOOR PROPOSED FACADE @ 1ST FLOOR
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EXISTING CHURCH ST. FACADE @ 1ST FLOOR

FACADE ALTERATION @ 1ST FLOOR
(DUANE STREET HOTEL)

130 DUANE STREET, MANHATTAN, NY 10013

PROPOSED CHURCH ST. FACADE @ 1ST FLOOR
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FACADE ALTERATION @ 1ST FLOOR
(DUANE STREET HOTEL)
130 DUANE STREET, MANHATTAN, NY 10013

EXTERIOR RENDERING
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