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AREA OF WORK

100 WEST 12TH STREET
NY, NY 10011

100 WEST 12TH STREET
NY, NY 10011

100 WEST 12TH STREET
NY, NY 10011

GREENWICH VILLAGE 
HISTORIC DISCTRICT

SITE MAP LOCATION MAP DISTRICT MAP



EXISTING ENTRY CONDITIONSMARK TWAIN LOBBYBuro Koray Duman
burokorayduman.com



BUILDING IMAGES

CURRENT PHOTO - FULL FAÇADE

CURRENT PHOTO - AREA OF WORK

PROPOSED RENDERING - FULL FAÇADE

PROPOSED RENDERING - AREA OF WORK

NOTE: NO TAX PHOTO ABVAILABLE OF W 12TH STREET FACADCE
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CONTEXT IMAGES

RIGHT FAÇADE LEFT FAÇADE

MARK TWAIN LOBBYBuro Koray Duman
burokorayduman.com

BUILDING ACROSS STREET
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DEMOLITION PLAN
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DEMOLITION ELEVATION 
1/4” = 1’-0”

DEMOLITION ELEVATION
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CONSTRUCTION ELEVATION 
1/4” = 1’-0”
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MATERIALS

1. PORCELAIN TILE - QSTONE MINIMAL. 
NIGHT - NATURAL.
2. HOT ROLLED BLACKENED STEEL
3. BLACK CANVAS
4. WHITE ACRYLIC HOUSE NUMBERS
5. CRLAWRENCE ACCESS CONTROL HANDLE

NEW BRICK TO MATCH EXISTING
NEW MORTAR 
TO MATCH EXISTING

3/20/2015 Porcelain detail  Stone Source

http://www.stonesource.com/porcelainselector/porcelaindetail/?id_porcelain=7939 1/2

Product photography and samples are to be used as a general
guide. Color as well as percentage, size and shape of markings
will vary. Sizes are nominal, not actual.

RELATED INFORMATION:

SERIES OVERVIEW 
View all colors, series details and installation images.

MATERIAL CONSIDERATIONS 
Explains what to expect with materials. IF YOU READ

NOTHING ELSE, READ THIS.

INVENTORY OVERVIEW 
Defines material options and availability.

APPLICATIONS GUIDE 
Lists the materials most commonly used in each

application.

CARE + MAINTENANCE 
Gives guidelines for ensuring that materials last over

time.

TECHNICAL PERFORMANCE SPECS 
Defines criteria we use to rate the performance of our

materials.

SERIES: QStone Minimal
MATERIAL: Porcelain Tile
COLOR RANGE: Black

INVENTORY

Availability Type Nominal Size Thickness Finish

Stock Tile 12"x24" 10.5mm Natural

Special Order Tile 24"x24" 10.5mm Natural

Special Order Tile 18"x36" 10.5mm Natural

Refer to Inventory Overview PDF for "Availability" descriptions.

APPLICATIONS

Exterior
Cladding

Exterior
Pavers

Interior Walls Interior Floors Kitchen
Countertops

Other
Countertops

Wet Areas Traffic

X X X X NA NA X Heavy Commercial

Refer to Applications Guide PDF for descriptions and most commonly used materials by application.

CARE + MAINTENANCE

PreGrouting
Protection

Initial Cleaning Protection
Natural Effect

Protection
Color Enhancing

Standard 
Maintenance

Special
Maintenance

NA Deterdek/Fila CR10 NA NA Fila Cleaner Fila PS/87

Refer to Care + Maintenance PDF for descriptions and cleaning instructions.

IMPORTANT INFORMATION ABOUT THIS MATERIAL

QStone is a series of porcelain tiles by Provenza that mimics the look of monochromatic quartzite. Comprised of at least
40% recycled material, QStone meets the requirements set by the LEED building rating system and may be used to earn
LEED MR Credits 4.1 and 4.2.

 TECHNICAL PERFORMANCE SPECS

Rating ABRASION RESISTANCE
(The ability of a material to resist surface wear.)

High
This material has relatively high abrasion resistance. It rates as a 7 or higher on the Mohs scale.
Quartzite or granite typically fall into this range. This material is less likely to scratch than marble,
limestone, onyx, slate, etc.

Rating ABSORPTION
(The relative porosity of a material.)

Low This material is virtually nonporous. No sealer is required and it is less likely to stain.

Rating ACID SENSITIVITY
(The likelihood of a material reacting to acidic foods or liquids.)

Minimal
This material is minimally sensitive to acids. It will not acid etch or lose its surface sheen when
exposed to acidic liquids such as lemons or tomatoes.

Rating FREEZETHAW
(The ability of a material to withstand freezethaw cycles in exterior applications.)

Due to this material's Minimal or Moderate Absorption rating, its Abrasion Resistance rating, color
fastness and tensile strength, this material is suitable for all exterior applications where freezethaw

NIGHT
FINISH: NATURAL

23 1
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BRICK EXISTING
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