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BULKHEAD. T.0.S.
ELEV. 94.9

¢

SIXTH FLOOR T.0.S.
ELEV. 84.43

FIFTH FLOOR F.F

Ww ELEV. 73.22

(HIGHEST PER SURVEY)

FOURTH FLOOR F.F.
ELEV. 60.64'

(HIGHEST PER SURVEY)

THIRD FLOOR F.F.

lw ELEV. 46.36'

(HIGHEST PER SURVEY)

SECOND FLOOR F.F.
ELEV. 31.72
(HIGHEST PER SURVEY)

FIRST FLOOR F.F.

t$ ELEV. 15.36'

(HIGHEST PER SURVEY)

A

EGRESS STAIR
BULKHEAD BEYOND

PROPOSED PENTHOUSE
ADDITION WITH METAL
PANELING

EXISTING PARAPET
TO REMAIN

EXISTING PARAPET
TO REMAIN

BENJAMIN MOORE

BENJAMIN MOORE
READY-MIXED BLACK

CAST IRON FACADE
BENJAMIN MOORE

&

AVERAGE SIDEWALK
ELEV -11.35"

BEE: EL. 10

PROPOSED SOUTH ELEVATION

SCALE: 3/16" = 1'-0"

RESTORATION KEY NOTES

GENERAL RESTORATION NOTES

CONTRACTOR IS RESPONSIBLE TO DOCUMENT AND PHOTOGRAPH ALL EXISTING CONDITIONS WITHIN THE SCOPE OF WORK AREA PRIOR TO ANY DISASSEMBLY AND CUTTING OF MASONRY ELEMENTS.

CONTRACTOR TO PERFORM PROBE ALONG WEST ELEVATION IN A 5'-0” X 5'-0” AREA, REMOVE CORRUGATED METAL SIDING TO REVEAL EXTENT OF MASONRY DETERIORATION. ALLOW ARCHITECT TO INSPECT AND DOCUMENT CONDITIONS.
PRIOR TO RESETTING ALL SALVAGED MASONRY, MASONRY SHALL BE CLEANED OF FOREIGN SUBSTANCES, |.E. MORTAR BITUMEN, ETC.

CONTRACTOR SHALL NOTIFY ARCHITECT AND STRUCTURAL ENGINEER ONE WEEK PRIOR TO ALL DISASSEMBLY, REASSEMBLY OF PORTIONS OF MASONRY FOR INSPECTION.

WHERE NEW OR EXISTING MASONRY (CAST OR UNIT) IS TO BE INSTALLED, MASON SHALL VERIFY IN FIELD THE STRUCTURAL INTEGRITY OF THE INTERFACE AS REQUIRED, MINOR OR LOCAL REPAIRS SHALL BE MADE WITH BRICK MORTAR TYPE “N” OR AS
APPROVED BY ARCHITECT.

THE CONTRACTOR SHALL PROTECT ALL EXISTING SURFACES FOR THE DURATION OF THE CONTRACT AND SHALL REPAIR ANY DAMAGE TO SURFACES RESULTING FROM WORK AT NO EXTRA COST OR CONTRACT TIME. ALL DAMAGE RESULTING FROM THE
REMOVALS SHALL BE DOCUMENTED BY CONTRACTOR ON DRAWINGS. SUCH ITEMS SHALL BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE ARCHITECT AND OWNER.

THESE DOCUMENTS DO NOT INDICATE CUTTING, PATCHING AND PROTECTION OF INTERIOR SPACES OR FEATURES, WHICH IS THE RESPONSIBILITY OF THE CONTRACTOR.

THE PROPERTY HAS BEEN DETERMINED TO POSSESS HISTORIC AND ARCHITECTURAL SIGNIFICANCE, THE CONTRACTOR SHALL RECOGNIZE THAT ALL ASPECTS OF THE PROPERTY MAY POTENTIALLY CONTRIBUTE TO THE SIGNIFICANCE AND THE CONTRACTOR
SHALL NOT JUDGE THE RELATIVE SIGNIFICANCE OF ANY FEATURES NOR THE IMPACT OF ANY OR ALL PROPOSED WORK, THE RESPONSIBILITY SHALL REST SOLELY WITH THE ARCHITECT. CONSEQUENTLY NO DEVIATIONS FROM THE CONTRACT DOCUMENTS
SHALL BE PERFORMED AND NO FEATURES SHALL BE ALTERED, REMOVED, REUSED OR TAKEN FROM THE PREMISES WITHOUT THE WRITTEN APPROVAL OF THE ARCHITECT AS BEING CONSISTENT WITH THE REQUIREMENTS OF THE CONTRACT DOCUMENTS.
ALL WORK SHALL COMPLY WITH THE SECRETARY OF THE INTERIOR STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.
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HITECTURAL NOTES

PROVIDE SHORING AND BRACING OF ALL BUILDING COMPONENTS AND FEATURES TO REMAIN IN PLACE DURING THE COURSE OF CONSTRUCTION INCLUDING BUT NOT LIMITED TO CAST IRON COLUMNS, CAPITALS, FRIEZES, PANELS AND MOLDINGS, BRICK,
METAL FIRE ESCAPES, WINDOWS, DOORS AND SECURITY CAMERAS.

PROVIDE AND INSTALL NEW BRICK MASONRY UNITS IDENTIFIED FOR REPLACEMENT ON THE NORTH, EAST AND WEST FACADES. (ALLOWANCE 3,000 SF)

CUT OUT AND REPOINT MORTAR JOINTS OF EXISTING BRICK MASONRY ON THE NORTH, EAST AND WEST FACADES. (100%) REPOINTING MORTAR TO MATCH ORIGINAL IN COMPOSITION, COLOR, TOOLING, ETC.

PERFORM MASONRY REPAIRS REQUIRED AT AREAS IDENTIFIED ON DRAWINGS INCLUDING BUT NOT LIMITED TO CRACK REPAIRS AND PATCHING REPAIRS IN AREAS OF PREVIOUS REPAIRS TO SILLS AND LINTELS ON THE NORTH, EAST AND WEST FACADES.
REMOVE GRAFFITI AND GENERAL SOILING FROM EXISTING BRICK MASONRY AT WEST AND SOUTH FACADES. (100%)

PERFORM SELECT AREA REPAIRS TO THE METAL COMPONENTS INCLUDING BUT NOT LIMITED TO METAL CORNICE, METAL FIRE ESCAPE AND STEEL LINTELS. SCRAPE, PRIME AND PAINT METAL, COLORS BASED ON HISTORIC DOCUMENTATION.

RESTORE CAST IRON FACADE COMPONENTS. SCRAPE, PRIME AND PAINT, COLOR BASED ON HISTORIC DOCUMENTATION.

FURNISH AND INSTALL NEW GLASS AND WOOD STOREFRONT BASED ON HISTORIC DOCUMENTATION COMPLETE WITH FINISH CARPENTRY.

REPLICATE (8) WOOD WINDOWS AND FRAMES TO MATCH THE ORIGINAL CONFIGURATION OF THE WINDOWS ON THE SOUTH FACADE. PAINT COLOR BASED ON HISTORIC DOCUMENTATION.

REPLICATE (4) STEEL SHAFT WINDOWS AND FRAMES TO MATCH THE ORIGINAL CONFIGURATION OF THE WINDOWS ON THE SOUTH FACADE. PAINT COLOR BASED ON HISTORIC DOCUMENTATION.

REPLACE (46) EXISTING WINDOWS WITH FIRE-RATED STEEL LOT LINE WINDOWS TO MATCH THE ORIGINAL CONFIGURATION.

CLEAN EXISTING CONCRETE FLAGS AT SIDEWALK. (100%)
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PROPOSED STAIR BULKHEAD

PROPOSED ELEVATOR
BULKHEAD

PROPOSED PIPE RAILING
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15'-0"

PROPOSED ENLARGED WEST ELEVATION AT ROOF LEVEL

SCALE: 1/4" =1'-0"
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ELEV. 94.7'

m_vﬁ.I_n_.OOmﬂO.m..
ELEV. 84.43'

PIPE RAILING SET BACK
24" FROM EDGE OF WALL

PROPOSED PREVIOUS

PENTHOUSE PROFILE

PROPOSED ELEVATOR
BULKHEAD

11_0!!

3!_6"

;

)

7|_6|l

STRUCTURE, 8" DEPTH

PROPOSED STAIR
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|
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4|_8l
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—

8"6"

1 91_1 "

BULKHEAD
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ELEV. 73.22'

PROPOSED LONGITUDINAL SECTION AT ROOF LEVEL
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76 GRAND STREET

/8 GRAND STREET

80-88 GRAND STREET

33 GREENE STREET (AT GRAND)
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PREVIOUSLY PROPOSED
PENTHOUSE PROFILE

/ okt R RESTORATION KEY NOTES
GENERAL RESTORATION NOTES

@ OOZ._._N>O._.O_N_m_Nmm_qum__w_.m._.ODOOC_/\_mZ._.b,ZU_uIO._.OO_N>_uI>_|_|mx_m._._ZOOOZD_._._Ozm<<_._.I_Z._.ImMOO_umO_u<<O_N_A>_Nm>_u_N_O_N._.O>Z<U_m>mmm_<__w_|<
AND CUTTING OF MASONRY ELEMENTS.

J PROPOSED PIPE RAILING

N @ CONTRACTOR TO PERFORM PROBE ALONG WEST ELEVATION IN A 5'-0” X 5'-0" AREA, REMOVE CORRUGATED METAL SIDING TO REVEAL EXTENT OF MASONRY
DETERIORATION. ALLOW ARCHITECT TO INSPECT AND DOCUMENT CONDITIONS.

% m_w___u./vv_um_wmb% T.0.S. @ PRIOR TO RESETTING ALL SALVAGED MASONRY, MASONRY SHALL BE CLEANED OF FOREIGN SUBSTANCES, I.E. MORTAR BITUMEN, ETC.

Q OOZ._._N>O._.O_NMI>_|_|ZO._.__n<>_NOI_._.mO._.>ZDm._._NCO._.C_Nb,_.mZO_me_NOZm<<mm_A_U_N_O_N._.O>_|_|D_m>mmm_<=w_|<__Nm>mm_m_<__w_|<0_u_uO_N._._Osz_u_/\_b,mOZ_N<_nO_N
INSPECTION.

L e = — WHERE NEW OR EXISTING MASONRY (CAST OR UNIT) IS TO BE INSTALLED, MASON SHALL VERIFY IN FIELD THE STRUCTURAL INTEGRITY OF THE INTERFACE AS
( ) REQUIRED, MINOR OR LOCAL REPAIRS SHALL BE MADE WITH BRICK MORTAR TYPE “N” OR AS APPROVED BY ARCHITECT.

@ THE CONTRACTOR SHALL PROTECT ALL EXISTING SURFACES FOR THE DURATION OF THE CONTRACT AND SHALL REPAIR ANY DAMAGE TO SURFACES RESULTING
FROM WORK AT NO EXTRA COST OR CONTRACT TIME. ALL DAMAGE RESULTING FROM THE REMOVALS SHALL BE DOCUMENTED BY CONTRACTOR ON DRAWINGS.
SUCH ITEMS SHALL BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE ARCHITECT AND OWNER.

ELEV. 84.43'

@ SIXTH FLOORT.O.S.

THESE DOCUMENTS DO NOT INDICATE CUTTING, PATCHING AND PROTECTION OF INTERIOR SPACES OR FEATURES, WHICH IS THE RESPONSIBILITY OF THE
CONTRACTOR.

THE PROPERTY HAS BEEN DETERMINED TO POSSESS HISTORIC AND ARCHITECTURAL SIGNIFICANCE, THE CONTRACTOR SHALL RECOGNIZE THAT ALL ASPECTS
OF THE PROPERTY MAY POTENTIALLY CONTRIBUTE TO THE SIGNIFICANCE AND THE CONTRACTOR SHALL NOT JUDGE THE RELATIVE SIGNIFICANCE OF ANY
FEATURES NOR THE IMPACT OF ANY OR ALL PROPOSED WORK, THE RESPONSIBILITY SHALL REST SOLELY WITH THE ARCHITECT. CONSEQUENTLY NO
DEVIATIONS FROM THE CONTRACT DOCUMENTS SHALL BE PERFORMED AND NO FEATURES SHALL BE ALTERED, REMOVED, REUSED OR TAKEN FROM THE
PREMISES WITHOUT THE WRITTEN APPROVAL OF THE ARCHITECT AS BEING CONSISTENT WITH THE REQUIREMENTS OF THE CONTRACT DOCUMENTS. ALL WORK
SHALL COMPLY WITH THE SECRETARY OF THE INTERIOR STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.

® ©®

FIFTH FLOOR F.F.
ELEV. 73.20
(HIGHEST PER
SURVEY)

ARCHITECTURAL NOTES

PROVIDE SHORING AND BRACING OF ALL BUILDING COMPONENTS AND FEATURES TO REMAIN IN PLACE DURING THE COURSE OF CONSTRUCTION INCLUDING BUT
NOT LIMITED TO CAST IRON COLUMNS, CAPITALS, FRIEZES, PANELS AND MOLDINGS, BRICK, METAL FIRE ESCAPES, WINDOWS, DOORS AND SECURITY CAMERAS.

PROVIDE AND INSTALL NEW BRICK MASONRY UNITS IDENTIFIED FOR REPLACEMENT ON THE NORTH, EAST AND WEST FACADES. (ALLOWANCE 3000 SF)

CUT OUT AND REPOINT MORTAR JOINTS OF EXISTING BRICK MASONRY ON THE NORTH, EAST AND WEST FACADES. (100%) REPOINTING MORTAR TO MATCH
ORIGINAL IN COMPQOSITION, COLOR, TOOLING, ETC.

% FOURTH FLOOR F.F.

ELEV. 60.64'
(HIGHEST PER PERFORM MASONRY REPAIRS REQUIRED AT AREAS IDENTIFIED ON DRAWINGS INCLUDING BUT NOT LIMITED TO CRACK REPAIRS AND PATCHING REPAIRS IN
SURVEY) AREAS OF PREVIOUS REPAIRS TO SILLS AND LINTELS ON THE NORTH, EAST AND WEST FACADES.

REMOVE GRAFFITI AND GENERAL SOILING FROM EXISTING BRICK MASONRY AT WEST AND SOUTH FACADES. (100%)

PERFORM SELECT AREA REPAIRS TO THE METAL COMPONENTS INCLUDING BUT NOT LIMITED TO METAL CORNICE, METAL FIRE ESCAPE AND STEEL LINTELS.
SCRAPE, PRIME AND PAINT METAL, COLORS BASED ON HISTORIC DOCUMENTATION.

RESTORE CAST IRON FACADE COMPONENTS. SCRAPE, PRIME AND PAINT, COLOR BASED ON HISTORIC DOCUMENTATION.

FURNISH AND INSTALL NEW GLASS AND WOOD STOREFRONT BASED ON HISTORIC DOCUMENTATION COMPLETE WITH FINISH CARPENTRY.

@ THIRD FLOOR F.F.

ELEV. 46.36

(HIGHEST PER
SURVEY)

REPLICATE (8) WOOD WINDOWS AND FRAMES TO MATCH THE ORIGINAL CONFIGURATION OF THE WINDOWS ON THE SOUTH FACADE. PAINT COLOR BASED ON
HISTORIC DOCUMENTATION.

REPLICATE (4) STEEL SHAFT WINDOWS AND FRAMES TO MATCH THE ORIGINAL CONFIGURATION OF THE WINDOWS ON THE SOUTH FACADE. PAINT COLOR
BASED ON HISTORIC DOCUMENTATION.

REPLACE (46) EXISTING WINDOWS WITH FIRE-RATED STEEL LOT LINE WINDOWS TO MATCH THE ORIGINAL CONFIGURATION.

CLEAN EXISTING CONCRETE FLAGS AT SIDEWALK. (100%)

B & OB B ® O &

ELEV. 31.72
(HIGHEST PER
SURVEY)

% SECOND FLOOR F.F.

FIRST FLOOR F.F.
ELEV. 15.36'
(HIGHEST PER

SURVEY)
% AVERAGE SIDEWALK|

ELEV. 11.35 |

_
(AVERAGE PER SURM

I
CELLARFF. ,
@ ELEV. 5.44 =
(HIGHEST PER
QlI'IRV/FEW)

PROPOSED NORTH ELEVATION

SCALE: 3/16" = 1'-0"

Melamed Architect PC EASTON ARCHITECTS 78 GRAND STREET PROPOSED NORTH ELEVATION
Yool Melamed, T4k 20 WEST 44TH STREET, SUITE 604 NEW YORK, NY 10013
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BULKHEAD. T.O.S.
ELEV. 94.9
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PROPOSED PIPE RAILING
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APPENDIX-3 FOR
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KEYNOTES
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PROPOSED EAST ELEVATION

1

SCALE: 3/16" = 1'-0"

.\ PROPOSED ELEVATOR BULKHEAD BEYOND

- PROPOSED STAIR BULKHEAD BEYOND
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PROPOSED EAST ELEVATION



PROPOSED STAIR

BULKHEAD

PROPERTY LINE | PROPOSED ELEVATOR
BULKHEAD
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PROPOSED WEST ELEVATION

1

SCALE: 3/16" = 1'-0"
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4

VIEW OF ROOF, LOOKING SOUTH

PHOTOGRAPHED: 01.20.15

NORTH ELEVATION: SOILING, OPEN JOINTS, PREVIOUS REPAIRS

S

PHOTOGRAPHED: 01.20.15

WEST ELEVATION: GRAFFITI

6

PHOTOGRAPHED: 01.20.15

) NW CORNER OF BUILDING 2\ NORTH ELEVATION 2\ REAR SKYLIGHT
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ROOF, NORTH & WEST ELEVATIONS
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