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DRAFT
SITE AND PROJECT INFORMATION

131-135 PRINCE STREET - STOREFRONT SIGNAGE

ADDRESS: 131-133 PRINCE STREET, NEW YORK, NY 10012
MANHATTAN COMMUNITY BOARD: 2
BLOCK: 515
LOT: 39
ZONING: M1-5A, MAP 12C
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SoHo-Cast Iron
Historic District

Manhattan
Designated: August 14, 1973
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HISTORIC 1940’S TAX PHOTO HISTORIC 1970’S TAX PHOTO HISTORIC DISTRICT INFORMATION
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DRAFT
HISTORIC AND EXISTING

C. 1970 - TAX PHOTO, MUNICIPAL ARCHIVES OF THE CITY OF NEW YORK PRESENT CONDITIONS
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DRAFT
EXISTING CONDITIONS

CURRENT HANGING SIGNAGE

PRESENT CONDITION 135 PRINCEPRESENT CONDITION 133 PRINCE TRANSOM GLASS



131-135 PRINCE STREET

PAGE 4

DRAFT
HISTORIC REFERENCE

HISTORIC PHOTOGRAPH OF 133 PRINCE STOREFRONT
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DRAFT
ANALYSIS OF ORIGINAL AND PRESENT STOREFRONTS

HISTORIC STOREFRONT PRESENT DAY, MODIFIED STOREFRONT

8 PANES OF GLASS,
SLIGHTLY LARGER

TRANSOM

LEADED GLASS
DOOR TRANSOM

NEW DOOR
TRANSOM GLASS

NOT LEADED

WINDOW DIVISION
NO WINDOW

DIVISIONS

DOOR OPENING
MODIFICATION

TRANSOM WINDOW
MODIFICATIONS

5 SQUARE PANES,
2 SMALLER PANES,
STAINED GLASS
PATTERN
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DRAFT
EXISTING CONDITIONS AND PROPOSED SIGNAGE

PROPOSED TYPICAL CONFIGURATIONS: HANGING SIGNAGE AND TRANSOM SIGNAGE LETTERING

EXISTING SIGNAGE CONFIGURATIONS
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DRAFT
EXISTING ELEVATION

DATE

SCALE DRAWN  BY

DRAWING TITLE

PROJECT NAME

TEL:  2 1 2 - 2 1 9 -1 0 3 8   FAX:  2 1 2 - 2 2 6 - 8 0 5 6
561  BROADWAY,  No. 8D  NEW  YORK,  NY  10012

AS INDICATED

REVISIONS

1

2

3

4

5

6

7

8

9

10

11

BONE / LEVINE  ARCHITECTS
ARCHITECT:

SEAL & SIGNATURE:

PAGE:

NYC DOB PLAN ID NUMBER:

©  C O P Y R I G H T  B O N E / L E V I N E  A R C H I T E C T S  2 0 1 5

05-19-15

ZD

02-12-15  LPC FILING

2 OF 7

S T O R E F R O N T  R E NO V A T IO N
13 1- 13 5  P R INC E  S T R E E T

N E W  Y O R K ,  N Y  10 0 12

A-002.00

05-19-15  LPC HEARING

8'

17.5"

9'-4"

2'-5"

3'-7"

40" 

18"

34" (36" MAX.)

3" MAX WIDTH FOR 

2" MAX. WIDTH SIGN

40" MAX.

10'

20" 24" MAX.

10'

8'-107/16"

1
002

PARTIAL ELEVATION - EXISTING
SCALE: 1/4" = 1' - 0"

2
002

PARTIAL ELEVATION - PROPOSED
SCALE: 1/4" = 1' - 0"

AREAS OF WORK

INSTALL INTERCHANGEABLE
DECORATIVE METAL LETTERING.

EXISTING STORE ENTRYWAYS
TO REMAIN

EXISTING SINAGE TO
BE REMOVED

2
17

4
002

SECTION - BRACKET SIGN (TYP.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO
MEET L.P.C. REQUIREMENTS.
SEE 4/A-002 AND 5/A-002

EXISTING LEADED
GLASS TRANSOM
WINDOWS TO REMAIN

ATTACH STEEL BRACKETS FOR
LETTERING TO EXISTING
TRANSOM FRAME.

SCALE: 1/4" = 1' - 0"
5

002
DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION
TO MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE
- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

5-B
002

MIN. HEIGHT FROM
SIDEWALK

1
16

1
17 1

16

1-A
16

8'

17.5"

9'-4"

2'-5"

3'-7"

40" 

18"

34" (36" MAX.)

3" MAX WIDTH FOR 

2" MAX. WIDTH SIGN

40" MAX.

10'

20" 24" MAX.

10'

8'-107/16"

1
002

PARTIAL ELEVATION - EXISTING
SCALE: 1/4" = 1' - 0"

2
002

PARTIAL ELEVATION - PROPOSED
SCALE: 1/4" = 1' - 0"

AREAS OF WORK

INSTALL INTERCHANGEABLE
DECORATIVE METAL LETTERING.

EXISTING STORE ENTRYWAYS
TO REMAIN

EXISTING SINAGE TO
BE REMOVED

2
17

4
002

SECTION - BRACKET SIGN (TYP.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO
MEET L.P.C. REQUIREMENTS.
SEE 4/A-002 AND 5/A-002

EXISTING LEADED
GLASS TRANSOM
WINDOWS TO REMAIN

ATTACH STEEL BRACKETS FOR
LETTERING TO EXISTING
TRANSOM FRAME.

SCALE: 1/4" = 1' - 0"
5

002
DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION
TO MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE
- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

5-B
002

MIN. HEIGHT FROM
SIDEWALK

1
16

1
17 1

16

1-A
16

18" MAX HEIGHT

 1"

STEEL PLATE CONNECTION TO EXISTING
TRANSOM FRAME. PAINTED BLACK.

STEEL BRACKET TO CONNECT TO NEW
HANGING LETTERING. PAINTED BLACK.

PAINTED METAL INTERCHANGEABLE
HANGING LETTERING PAINT COLOR TO
BE MATCHED TO BRAND COLOR

EXISTING LEADED GLASS
TRANSOM WINDOWS

EXISTING
STOREFRONT
WINDOW

EXISTING
STOREFRONT

WINDOW

STEEL PLATE AND BAR CONNECT
TO EXISTING TRANSOM FRAME.
PAINTED BLACK.

STEEL BAR CONNECTIONS
BETWEEN SIGN LETTERING.
PAINTED BLACK.

STEEL PLATE AND
BAR CONNECT TO
EXISTING
TRANSOM FRAME.
PAINTED BLACK.

CLIP TO HANGING
LETTERING

EXTERIOR

31/2"
LETTERING IS 1" THICK AND DOES NOT
EXCEED 4" FROM FACADE.

PAINTED METAL
INTERCHANGEABLE
HANGING LETTERING
PAINT COLOR TO BE
MATCHED TO BRAND COLOR

18" MAX HEIGHT

 1"

STEEL PLATE CONNECTION TO EXISTING
TRANSOM FRAME. PAINTED BLACK.

STEEL BRACKET TO CONNECT TO NEW
HANGING LETTERING. PAINTED BLACK.

PAINTED METAL INTERCHANGEABLE
HANGING LETTERING PAINT COLOR TO
BE MATCHED TO BRAND COLOR

EXISTING LEADED GLASS
TRANSOM WINDOWS

EXISTING
STOREFRONT
WINDOW

EXISTING
STOREFRONT

WINDOW

STEEL PLATE AND BAR CONNECT
TO EXISTING TRANSOM FRAME.
PAINTED BLACK.

STEEL BAR CONNECTIONS
BETWEEN SIGN LETTERING.
PAINTED BLACK.

STEEL PLATE AND
BAR CONNECT TO
EXISTING
TRANSOM FRAME.
PAINTED BLACK.

CLIP TO HANGING
LETTERING

EXTERIOR

31/2"
LETTERING IS 1" THICK AND DOES NOT
EXCEED 4" FROM FACADE.

PAINTED METAL
INTERCHANGEABLE
HANGING LETTERING
PAINT COLOR TO BE
MATCHED TO BRAND COLOR

E X IS T ING  A N D  P R O P O S E D
S T O R E F R O N T  EL EV A T IONS  A N D  DET A IL S

3
002

DETAIL SECTION AND AXO - HANING METAL LETTERING OVER TRANSOM GLASS
SCALE: 1 1/2" = 1' - 0"

B- DETAIL AXO

A- DETAIL SECTION

1 SECTION - BRACKET SIGN (TYP.)
NOT TO SCALE

2 DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

1
007

PARTIAL ELEVATION - EXISTING
SCALE: 3/16" = 1' - 0"

1
008

PARTIAL ELEVATION - PROPOSED
SCALE: 3/16" = 1' - 0"

3" MAX WIDTH FOR 

10'

36" MAX.

40" 

16
" (

24
" M

AX
.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO MEET
L.P.C. REQUIREMENTS.

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION TO
MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE

- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

8

MIN. HEIGHT
FROM SIDEWALK

1
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PROPOSED ELEVATION A

DATE

SCALE DRAWN  BY

DRAWING TITLE

PROJECT NAME

TEL:  2 1 2 - 2 1 9 -1 0 3 8   FAX:  2 1 2 - 2 2 6 - 8 0 5 6
561  BROADWAY,  No. 8D  NEW  YORK,  NY  10012

AS INDICATED

REVISIONS

1

2

3

4

5

6

7

8

9

10

11

BONE / LEVINE  ARCHITECTS
ARCHITECT:

SEAL & SIGNATURE:

PAGE:

NYC DOB PLAN ID NUMBER:

©  C O P Y R I G H T  B O N E / L E V I N E  A R C H I T E C T S  2 0 1 5

05-19-15

ZD

02-12-15  LPC FILING

2 OF 7

S T O R E F R O N T  R E NO V A T IO N
13 1- 13 5  P R INC E  S T R E E T

N E W  Y O R K ,  N Y  10 0 12

A-002.00

05-19-15  LPC HEARING

8'

17.5"

9'-4"

2'-5"

3'-7"

40" 

18"

34" (36" MAX.)

3" MAX WIDTH FOR 

2" MAX. WIDTH SIGN

40" MAX.

10'

20" 24" MAX.

10'

8'-107/16"

1
002

PARTIAL ELEVATION - EXISTING
SCALE: 1/4" = 1' - 0"

2
002

PARTIAL ELEVATION - PROPOSED
SCALE: 1/4" = 1' - 0"

AREAS OF WORK

INSTALL INTERCHANGEABLE
DECORATIVE METAL LETTERING.

EXISTING STORE ENTRYWAYS
TO REMAIN

EXISTING SINAGE TO
BE REMOVED

2
17

4
002

SECTION - BRACKET SIGN (TYP.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO
MEET L.P.C. REQUIREMENTS.
SEE 4/A-002 AND 5/A-002

EXISTING LEADED
GLASS TRANSOM
WINDOWS TO REMAIN

ATTACH STEEL BRACKETS FOR
LETTERING TO EXISTING
TRANSOM FRAME.

SCALE: 1/4" = 1' - 0"
5

002
DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION
TO MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE
- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

5-B
002

MIN. HEIGHT FROM
SIDEWALK

1
16

1
17 1

16

1-A
16

8'

17.5"

9'-4"

2'-5"

3'-7"

40" 

18"

34" (36" MAX.)

3" MAX WIDTH FOR 

2" MAX. WIDTH SIGN

40" MAX.

10'

20" 24" MAX.

10'

8'-107/16"

1
002

PARTIAL ELEVATION - EXISTING
SCALE: 1/4" = 1' - 0"

2
002

PARTIAL ELEVATION - PROPOSED
SCALE: 1/4" = 1' - 0"

AREAS OF WORK

INSTALL INTERCHANGEABLE
DECORATIVE METAL LETTERING.

EXISTING STORE ENTRYWAYS
TO REMAIN

EXISTING SINAGE TO
BE REMOVED

2
17

4
002

SECTION - BRACKET SIGN (TYP.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO
MEET L.P.C. REQUIREMENTS.
SEE 4/A-002 AND 5/A-002

EXISTING LEADED
GLASS TRANSOM
WINDOWS TO REMAIN

ATTACH STEEL BRACKETS FOR
LETTERING TO EXISTING
TRANSOM FRAME.

SCALE: 1/4" = 1' - 0"
5

002
DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION
TO MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE
- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

5-B
002

MIN. HEIGHT FROM
SIDEWALK

1
16

1
17 1

16

1-A
16

18" MAX HEIGHT

 1"

STEEL PLATE CONNECTION TO EXISTING
TRANSOM FRAME. PAINTED BLACK.

STEEL BRACKET TO CONNECT TO NEW
HANGING LETTERING. PAINTED BLACK.

PAINTED METAL INTERCHANGEABLE
HANGING LETTERING PAINT COLOR TO
BE MATCHED TO BRAND COLOR

EXISTING LEADED GLASS
TRANSOM WINDOWS

EXISTING
STOREFRONT
WINDOW

EXISTING
STOREFRONT

WINDOW

STEEL PLATE AND BAR CONNECT
TO EXISTING TRANSOM FRAME.
PAINTED BLACK.

STEEL BAR CONNECTIONS
BETWEEN SIGN LETTERING.
PAINTED BLACK.

STEEL PLATE AND
BAR CONNECT TO
EXISTING
TRANSOM FRAME.
PAINTED BLACK.

CLIP TO HANGING
LETTERING

EXTERIOR

31/2"
LETTERING IS 1" THICK AND DOES NOT
EXCEED 4" FROM FACADE.

PAINTED METAL
INTERCHANGEABLE
HANGING LETTERING
PAINT COLOR TO BE
MATCHED TO BRAND COLOR

18" MAX HEIGHT

 1"

STEEL PLATE CONNECTION TO EXISTING
TRANSOM FRAME. PAINTED BLACK.

STEEL BRACKET TO CONNECT TO NEW
HANGING LETTERING. PAINTED BLACK.

PAINTED METAL INTERCHANGEABLE
HANGING LETTERING PAINT COLOR TO
BE MATCHED TO BRAND COLOR

EXISTING LEADED GLASS
TRANSOM WINDOWS

EXISTING
STOREFRONT
WINDOW

EXISTING
STOREFRONT

WINDOW

STEEL PLATE AND BAR CONNECT
TO EXISTING TRANSOM FRAME.
PAINTED BLACK.

STEEL BAR CONNECTIONS
BETWEEN SIGN LETTERING.
PAINTED BLACK.

STEEL PLATE AND
BAR CONNECT TO
EXISTING
TRANSOM FRAME.
PAINTED BLACK.

CLIP TO HANGING
LETTERING

EXTERIOR

31/2"
LETTERING IS 1" THICK AND DOES NOT
EXCEED 4" FROM FACADE.

PAINTED METAL
INTERCHANGEABLE
HANGING LETTERING
PAINT COLOR TO BE
MATCHED TO BRAND COLOR

E X IS T ING  A N D  P R O P O S E D
S T O R E F R O N T  EL EV A T IONS  A N D  DET A IL S

3
002

DETAIL SECTION AND AXO - HANING METAL LETTERING OVER TRANSOM GLASS
SCALE: 1 1/2" = 1' - 0"

B- DETAIL AXO

A- DETAIL SECTION

1 SECTION - BRACKET SIGN (TYP.)
NOT TO SCALE

2 DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

1
007

PARTIAL ELEVATION - EXISTING
SCALE: 3/16" = 1' - 0"

1
008

PARTIAL ELEVATION - PROPOSED
SCALE: 3/16" = 1' - 0"

3" MAX WIDTH FOR 

10'

36" MAX.

40" 

16
" (

24
" M

AX
.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO MEET
L.P.C. REQUIREMENTS.

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION TO
MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE

- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

8

MIN. HEIGHT
FROM SIDEWALK

1
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PROPOSED ELEVATION B

DATE

SCALE DRAWN  BY

DRAWING TITLE

PROJECT NAME

TEL:  2 1 2 - 2 1 9 -1 0 3 8   FAX:  2 1 2 - 2 2 6 - 8 0 5 6
561  BROADWAY,  No. 8D  NEW  YORK,  NY  10012

AS INDICATED

REVISIONS

1

2

3

4

5

6

7

8

9

10

11

BONE / LEVINE  ARCHITECTS
ARCHITECT:

SEAL & SIGNATURE:

PAGE:

NYC DOB PLAN ID NUMBER:

©  C O P Y R I G H T  B O N E / L E V I N E  A R C H I T E C T S  2 0 1 5

05-19-15

ZD

02-12-15  LPC FILING

3 OF 7

S T O R E F R O N T  R E NO V A T IO N
13 1- 13 5  P R INC E  S T R E E T

N E W  Y O R K ,  N Y  10 0 12

A-003.00

05-19-15  LPC HEARING

17.5" 18"

10'

20"

2
002

PARTIAL ELEVATION - PROPOSED
SCALE: 1/4" = 1' - 0"

AREAS OF WORK

INSTALL INTERCHANGEABLE
DECORATIVE METAL LETTERING.
SEE 3/A-002.

ATTACH STEEL BRACKETS FOR
LETTERING TO EXISTING
TRANSOM FRAME. SEE 3/A-002

2
17

1
16

1
17 1

16

1-A
16

1 SECTION - BRACKET SIGN (TYP.)
NOT TO SCALE

2 DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

1
007

PARTIAL ELEVATION - EXISTING
SCALE: 3/16" = 1' - 0"

1
008

PARTIAL ELEVATION - PROPOSED
SCALE: 3/16" = 1' - 0"

3" MAX WIDTH FOR 

10'

36" MAX.

40" 

16
" (

24
" M

AX
.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO MEET
L.P.C. REQUIREMENTS.

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION TO
MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE

- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

8

MIN. HEIGHT
FROM SIDEWALK

1
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DRAFT
NEIGHBORHOOD REFERENCES

138 SPRING - SOHO CAST IRON DISTRICT - TRANSOM WINDOW SIGNAGE & HANGING SIGNAGE INTO MASONRY 42 WOOSTER - SOHO CAST IRON DISTRICT - HANGING SIGNAGE INTO MASONRY
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DRAFT
NEIGHBORHOOD REFERENCES

523 BROADWAY - SOHO CAST IRON DISTRICT - METAL LETTERING IN TRANSOM WINDOW 462 BROADWAY - SOHO CAST IRON DISTRICT - METAL LETTERING OVER HISTORIC STOREFRONT DETAILS
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DRAFT

486 BROADWAY - SOHO CAST IRON DISTRICT - METAL LETTERING ON TRANSOM 478 BROADWAY - SOHO CAST IRON DISTRICT - METAL LETTERING IN FRONT OF TRANSOM WINDOW

NEIGHBORHOOD REFERENCES
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DRAFT
NEIGHBORHOOD REFERENCES

488 BROADWAY - SOHO CAST IRON DISTRICT - LETTERING IN FRONT OF STOREFRONT WINDOW 515 BROADWAY - SOHO CAST IRON DISTRICT - LETTERING IN STOREFRONT WINDOW
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DRAFT
NEIGHBORHOOD REFERENCES

94 SPRING STREET - SOHO CAST IRON DISTRICT - LETTERING IN FRONT OF TRANSOM 524 BROADWAY - SOHO CAST IRON DISTRICT - LETTERING IN FRONT OF TRANSOM
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DRAFT
NEIGHBORHOOD REFERENCES

451 BROADWAY - SOHO CAST IRON DISTRICT - LETTERING IN FRONT OF TRANSOM 520 BROADWAY - SOHO CAST IRON DISTRICT -METAL LETTERING IN FRONT OF TRANSOM
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DRAFT
NEIGHBORHOOD REFERENCES

929 BROADWAY - LADIES’S MILE DISTRICT - METAL LETTERING ON TRANSOM WINDOW
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DRAFT
PROPOSED DETAILS: STOREFRONT SIGNAGE

18" MAX HEIGHT

 1"

18" MAX.

96" MAXIMUM LENGTH OF SINGAGE

146"

30"

STEEL PLATE CONNECTION TO EXISTING
TRANSOM FRAME. PAINTED BLACK.

STEEL BRACKET TO CONNECT TO NEW
HANGING LETTERING. PAINTED BLACK.

PAINTED METAL INTERCHANGEABLE
HANGING LETTERING PAINT COLOR TO

BE MATCHED TO BRAND COLOR

EXISTING LEADED GLASS
TRANSOM WINDOWS

EXISTING
STOREFRONT
WINDOW

STEEL PLATE AND BAR CONNECT TO
EXISTING TRANSOM FRAME. PAINTED BLACK.

STEEL BAR CONNECTIONS BETWEEN SIGN
LETTERING. PAINTED BLACK.

STEEL PLATE AND BAR CONNECT
TO EXISTING TRANSOM FRAME.

PAINTED BLACK.

CLIP TO HANGING
LETTERING

EXTERIOR

31/2"
LETTERING IS 1" THICK AND DOES NOT
EXCEED 4" FROM FACADE.

2 PROPOSED SIGN BAND AREA FOR HANGING LETTERING
SCALE: 1" = 1' - 0"

STEEL PLATE CONNECTION
TO EXISTING TRANSOM
FRAME. PAINTED BLACK.

LETTER
HEIGHT

STEEL BAR TO CONNECT TO
LETTERING

CLIPS TO HANG
INTERCHANGEABLE
LETTERING

MAXIMUM SIGNAGE AREA DOES NOT EXCEED 90% OF
TOTAL SIGN BAND AREA AS PER L.P.C REQUIREMENTS

1 HANING METAL LETTERING OVER TRANSOM GLASS
N.T.S.

B- DETAIL AXO

A- DETAIL SECTION
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PAGE 17

DRAFT
PROPOSED DETAILS: HANGING/BRACKET SIGNAGE

1 SECTION - BRACKET SIGN (TYP.)
NOT TO SCALE

2 DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

1
007

PARTIAL ELEVATION - EXISTING
SCALE: 3/16" = 1' - 0"

1
008

PARTIAL ELEVATION - PROPOSED
SCALE: 3/16" = 1' - 0"

3" MAX WIDTH FOR 

10'

36" MAX.

40" 

16
" (

24
" M

AX
.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO MEET
L.P.C. REQUIREMENTS.

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION TO
MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE

- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

8

MIN. HEIGHT
FROM SIDEWALK

1

1 SECTION - BRACKET SIGN (TYP.)
NOT TO SCALE

2 DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

1
007

PARTIAL ELEVATION - EXISTING
SCALE: 3/16" = 1' - 0"

1
008

PARTIAL ELEVATION - PROPOSED
SCALE: 3/16" = 1' - 0"

3" MAX WIDTH FOR 

10'

36" MAX.

40" 

16
" (

24
" M

AX
.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO MEET
L.P.C. REQUIREMENTS.

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION TO
MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE

- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

8

MIN. HEIGHT
FROM SIDEWALK

1

1 SECTION - BRACKET SIGN (TYP.)
NOT TO SCALE

2 DETAIL - SIGN DIMENSIONS (TYP.)
NOT TO SCALE

1
007

PARTIAL ELEVATION - EXISTING
SCALE: 3/16" = 1' - 0"

1
008

PARTIAL ELEVATION - PROPOSED
SCALE: 3/16" = 1' - 0"

3" MAX WIDTH FOR 

10'

36" MAX.

40" 

16
" (

24
" M

AX
.)

INSTALL NEW COMMERCIAL
BRACKET  SIGNAGE TO MEET
L.P.C. REQUIREMENTS.

A- SIGN MEASURMENTS B- CROSS SECTION

RAISED LETTERING

BRACKET CONNECTION TO
MASONRYMAX. DISTANCE FROM BUILDING

- SIGN BACKGROUND TO BE
PAINTED BLACK OR WHITE

- SIGN LETTERING TO BE
DETERMINED BY BRAND COLOR

NOTE:

8

MIN. HEIGHT
FROM SIDEWALK

1
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