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QUEENS BOROUGH PRESIDENT
■■  PUBLIC HEARINGS

NOTICE IS HEREBY GIVEN that a Public Hearing will be
held by the Borough President of Queens, Helen Marshall, on
Thursday, April 26, 2012 at 10:30 A.M., in the Borough
Presidents Conference Room located at 120-55 Queens
Boulevard, Kew Gardens, New York 11424, on the following
items:

NOTE: Individuals requesting Sign Language Interpreters
should contact the Borough President’s Office, (718) 286-2860,
TDD users should call (718) 286-2656, no later than FIVE
BUSINESS DAYS PRIOR TO THE PUBLIC HEARING.

CD11 - BSA #808-55 BZ — IN THE MATTER of an
application submitted by Sheldon Lobel, P.C. on behalf of 35
Bell Realty Inc., pursuant to Section 11-411 of the NYC
Zoning Resolution, to reopen and amend a previously granted
variance to extend the term of variance and allow for the
continued uses of an automotive service station with
accessory uses in an C2-2/R4 district located at 35-04 Bell
Boulevard, Block 6169, Lot 6, Zoning Map 11a, Bayside,
Borough of Queens.

CD07 - BSA #64-96 BZ — IN THE MATTER of an application
submitted by Vassalotti Associates Architects LLP on behalf
of Michael Koloniaris and Nichol Koloniaris, pursuant to
Section 11-411 of the NYC Zoning Resolution, to reopen and
extend the term of variance for an additional ten (10) years
for an existing automobile repair shop in an R3A/C1-2 district
located at 148-20 Cross Island Parkway, Block 4645, Lot 3,
Zoning Map 7d, Whitestone, Borough of Queens.

CD09 - BSA #02-12 BZ — IN THE MATTER of an application
submitted by Rothkrug Rothkrug& Spector LLP on behalf of
Tehila Development LLC, pursuant to Section 72-21 of the
NYC Zoning Resolution, for variances to permit construction
of a cellar and three-story, two-family dwelling on a vacant lot
in R5 district located at 95-36 115th Street, Block 9416, Lot
24, Zoning Map 18a, Richmond Hill, Borough of Queens.

CD09 - BSA #10-12 BZ — IN THE MATTER of an application
submitted by Rothkrug Rothkrug & Spector LLP on behalf of
Natalie Hardeen pursuant to Section 72-21 of the NYC Zoning
Resolution, for legalization of an existing cellar and two-story
two-family detached dwelling that does not provide required
front yards and a side yard in an R5 district located at 114-01
95th Avenue, Block 9400, Lot 37, Zoning Map 18a, Richmond
Hill, Borough of Queens.

CD05 - BSA #26-12 BZ — IN THE MATTER of an application
submitted by Sheldon Lobel, PC on behalf of Michael Elmnic,
LLC, pursuant to Section 73-52 of the NYC Zoning
Resolution, for a special permit to allow use group 5 accessory
parking in the residential portion of a split zoning lot in C1-2/

R6B and R4-1 district located at 73-49 Grand Avenue, Block
2491, Lot 40, Zoning Map 13c, Maspeth, Borough of Queens.

CD11 - BSA #49-12 BZ — IN THE MATTER of an application
submitted by Sheldon Lobel, P.C. on behalf of Laterra, Inc.,
pursuant to Sections 32-31 and 73-36 of the NYC Zoning
Resolution for a special permit permitting the continued
operation of a physical culture establishment in an R5B/C2-2
district located at 43-09 Francis Lewis Boulevard, Block 6077,
Lot 1, Zoning Map 10c, Bayside, Borough of Queens.

a20-26

CITY COUNCIL
■■  PUBLIC HEARINGS

NOTICE IS HEREBY GIVEN THAT the Council has
scheduled the following public hearing on the matters
indicated below:

The Subcommittee on Zoning and Franchises will hold
a public hearing on the following matters in the
Council Committee Room, 250 Broadway, 16th Floor,
New York City, New York 10007, commencing at 9:30
A.M. on Tuesday, April 24, 2012: 

ZONE GREEN TEXT AMENDMENT
CITYWIDE                                                       N 120132 ZRY
Application submitted by the Department of City Planning
pursuant to Section 201 of the New York City Charter, for an
amendment of the Zoning Resolution of the City of New York
that would remove zoning impediments to green building
features that will help promote energy efficient building
envelopes; renewable energy, stormwater detention, reduction
of carbon emissions and provide for a healthier New York
City. To incorporate these goals, various sections of the
Zoning Resolution will be amended.

Matter in underline is new, to be added;
Matter in strikeout is to be deleted;
Matter with # # is defined in Section 12-10;
* * * indicates where unchanged text appears in the Zoning
Resolution

Article I
General Provisions

* * *
11-13
Public Parks

District designations indicated on #zoning maps# do not apply
to #public parks#, except as set forth in Section 105-91
(Special District Designation on Public Parks). In the event
that a #public park# or portion thereof is sold, transferred,
exchanged, or in any other manner relinquished from the
control of the Commissioner of Parks and Recreation, no
building permit shall be issued, nor shall any #use# be
permitted on such former #public park# or portion thereof,
until a zoning amendment designating a zoning district
therefore has been adopted by the City Planning Commission
and has become effective after submission to the City Council
in accordance with the provisions of Section 75-00 71-10
(PROCEDURE FOR AMENDMENTS).

* * *

Chapter 2
Construction of Language and Definitions

* * *
12-10 Definitions

* * *
Accessory use, or accessory (8/27/98)

* * *
An #accessory use# includes:

* * *
(19) An ambulance outpost operated by or under

contract with a government agency or a public
benefit corporation and located either on the same
#zoning lot# as, or on a #zoning lot# adjacent to, a
#zoning lot# occupied by a fire or police station.;

(20) Electric vehicle charging in connection with
parking facilities;

(21) Solar energy systems.

* * *
Floor area (2/2/11)

“Floor area” is the sum of the gross areas of the several floors
of a #building# or #buildings#, measured from the exterior
faces of exterior walls or from the center lines of walls
separating two #buildings#. In particular, #floor area# includes:

* * *
(n) floor space in exterior balconies if more than 67

percent of the perimeter of such balcony is enclosed
and provided that a parapet not higher than 3 feet,
8 inches, or a railing not less than 50 percent open
and not higher than 4 feet, 6 inches, shall not
constitute an enclosure. A sun control device that is
accessible for purposes other than for maintenance
shall be considered a balcony.

(o) any other floor space not specifically excluded.

However, the #floor area# of a #building# shall not include:

* * *
(10) floor space in exterior balconies provided that not

more than 67 percent of the perimeter of such
balcony is enclosed and provided that a parapet not
higher than 3 feet, 8 inches, or a railing not less
than 50 percent open and not higher than 4 feet, 6
inches, shall not constitute an enclosure. A sun
control device that is accessible for purposes other
than for maintenance shall be considered a balcony.

* * *
(12) exterior wall thickness, up to 8 inches:

(i) Where such wall thickness is added to the
exterior face of a #building# wall existing
on (date of adoption), provided the added
wall thickness has a thermal resistance
(R-value) of at least 1.5 per inch; or

(ii) Where such wall thickness is part of an
exterior wall constructed after (date of
adoption), equal to the number of inches
by which the wall’s total thickness
exceeds 8 inches, provided the above-
grade exterior walls of the #building#
envelope are more energy efficient than
required by the New York City Energy
Conservation Code (NYCECC) as
determined below:

(1) The area-weighted average U-
factor of all opaque above-grade
wall assemblies shall be no
greater than 80 percent of the
area-weighted average U-factor
determined by using the
prescribed requirements of the
NYCECC, and

(2) The area-weighted average U-
factor of all above-grade exterior
wall assemblies, including
vertical fenestrations, shall be
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no more than 90 percent of the
area-weighted average U-factor
determined by using the
prescribed requirements of the
NYCECC. For the purposes of
calculating the area-weighted
average U-factor, the amount of
fenestration shall equal the
amount of fenestration provided
in such exterior walls, or an
amount equal to the maximum
fenestration area referenced in
the NYCECC for the calculation
of the baseline energy code
requirement, whichever is less.

For the purposes of calculating compliance with
this paragraph (ii), the term “above-grade” shall
only include those portions of walls located above
the grade adjoining such wall. Compliance with this
paragraph (ii) shall be demonstrated to the
Department of Buildings at the time of issuance of
the building permit for such exterior walls. The
total area of wall thickness excluded from the
calculation of #floor area# shall be reflected on the
next issued temporary or final Certificate of
Occupancy for the building, as well as all
subsequent Certificates of Occupancy.

(13) floor space in a rooftop greenhouse permitted
pursuant to Section 75-01 (Certification for Rooftop
Greenhouses).

(14) floor space on a sun control device, where such
space is inaccessible other than for maintenance.

* * *
23-12
Permitted Obstructions in Open Space

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In the districts indicated, the following obstructions shall be
permitted in any #open space# required on a #zoning lot#:

(a) Air conditioning condensation units, #accessory#,
for #single-# or #two-family residences#, provided
that such units, if located between a #street wall#,
or prolongation thereof, and a #street line#, are not
more than 18 inches from a #street wall#, fully
screened from the #street# by vegetation;

(b) Awnings and other sun control devices. However,
when located at a level higher than a first #story#,
excluding a #basement#, all such devices:

(1) shall be limited to a maximum projection
from a #building# wall of 2 feet, 6 inches;
and

(2) shall have solid surfaces that, in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project;

(ac) Balconies, unenclosed, subject to the provisions of
Section 23-13;

(bd) Breezeways;

(ce) Driveways, private streets, open #accessory# off-
street parking spaces, unenclosed #accessory#
bicycle parking spaces or open #accessory# off-
street loading berths, provided that the total area
occupied by all these items does not exceed the
percentages set forth in Section 25-64 (Restrictions
on Use of Open Space for Parking);

(df) Eaves, gutters or downspouts, projecting into such
#open space# not more than 16 inches or 20 percent
of the width of such #open space#, whichever is the
lesser distance;

(g) Exterior wall thickness, where such wall thickness
is added to the exterior face of a #building# wall
existing on (date of adoption), provided the added
wall thickness has a thermal resistance (R-value) of
at least 1.5 per inch, and is limited to 1 inch of
thickness for every foot of existing #open space#
width, up to a maximum thickness of 8 inches.

(eh) Parking spaces, off-street, enclosed, #accessory#,
not to exceed one space per #dwelling unit#, when
#accessory# to a #single-family#, #two-family# or
three-#family residence#, provided that the total
area occupied by a #building# used for such
purposes does not exceed 20 percent of the total
required #open space# on the #zoning lot. However,
two such spaces for a #single-family residence# may
be permitted in #lower density growth management
areas# and in R1-2A Districts;

(i) Solar energy systems:

(1) on the roof of an #accessory building#,
limited to 18 inches in height as measured
perpendicular to the roof surface; or

(2) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it projects;

(fj) Swimming pools, #accessory#, above-grade
structures limited to a height not exceeding eight
feet above the level of the #rear yard# or #rear yard
equivalent#;

(gk) Terraces, unenclosed, fire escapes, or planting
boxes or air conditioning units, provided that no
such items project more than six feet into or over
such #open space#.

* * *
23-44
Permitted Obstructions in Required Yards or Rear
Yard Equivalents

In all #Residence Districts#, the following obstructions shall
be permitted within a required #yard# or #rear yard
equivalent#:

(a) In any #yard# or #rear yard equivalent#:

(1) Air conditioning condensation units,
#accessory#, for #single-# or #two-family
residences#, provided that such units, if
located between a #street wall#, or
prolongation thereof, and a #street line#,
are not more than 18 inches from a
#street wall#, fully screened from the
#street# by vegetation;

(2) Arbors or trellises;

(3) Awnings or canopies; and other sun
control devices, provided that when
located at a level higher than a first
#story#, excluding a #basement#, all such
awnings and other sun control devices:

(i) shall be limited to a maximum
projection from a #building#
wall of 2 feet, 6 inches; and

(ii) shall have solid surfaces that, in
aggregate, cover an area no
more than 30 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project;

(4) Balconies, unenclosed, of a #building#
containing #residences# subject to the
applicable provisions of Section 23-13.
Such balconies are not permitted in
required #side yards#;

(5) Canopies

(6) Chimneys, projecting not more than three
feet into, and not exceeding two percent of
the area of, the required #yard# or #rear
yard equivalent#;

(7) Eaves, gutters or downspouts projecting
into such #yard# or #rear yard equivalent#
not more than 16 inches or 20 percent of
the width of such #yard# or #rear yard
equivalent#, whichever is the lesser
distance;

(8) Exterior wall thickness, where such wall
thickness is added to the exterior face of a
#building# wall existing on (date of
adoption), provided the added wall
thickness has a thermal resistance (R-
value) of at least 1.5 per inch, and is
limited to 1 inch of thickness for every
foot of existing #yard# width, up to a
maximum thickness of 8 inches. When an
open area is provided along a common
#lot line#, then such exterior wall
thickness is limited to 1 inch for every foot
of existing open area on the #zoning lot#.

Where #buildings# that have added
exterior wall thickness pursuant to this
Section are #enlarged#, such #enlarged#
portion may similarly encroach upon
required #yards# in order to align with
the exterior walls of the existing
#building#, provided such #enlargement#
contains less #floor area# than the
existing #building#, and there is no
encroachment of #floor area# into a
required #yard#.

(9) Fences, not exceeding four feet in height
above adjoining grade in any #front
yard#, except that for #corner lots#, a
fence may be up to six feet in height
within that portion of one #front yard#
that is between a #side lot line# and the
prolongation of the side wall of the
#residence# facing such #side lot line#;

(10) Fire escapes, projecting into a #front
yard#, only in such cases where the fire
escape is required for the #conversion# of
a #building# in existence before December
15, 1961;

(11) Flagpoles;

(12) Overhanging portions of a #building# in
R4 and R5 Districts, except R4A, R4-1,
R4B, R5A, R5B or R5D Districts, which
are above the first #story# including the
#basement# and which project not more
than three feet into the required 18 foot
#front yard#. In no case shall the lowest
level of the projected portion be less than
seven feet above the level of the #front
yard# at the face of the #building#.
Supports for the projected portion of any
#building# are permitted obstructions

within the required #front yard#,
provided that the total area occupied by
such supports does not exceed 15 percent
of the area underneath the projected
portion. No support may extend beyond
the three-foot projection;

(13) Parking spaces for automobiles or
bicycles, off-street, open, #accessory#,
within a #side# or #rear yard#;

(14) Parking spaces, off-street, open, within a
#front yard#, that are #accessory# to a
#building# containing #residences#,
provided that:

(1i) in R1, R2, R3A, R3X, R3-1, R4A,
R4-1 and R5A Districts, except
in #lower density growth
management areas#, such
spaces meet all the requirements
of paragraph (a) of Section 25-621
(Location of parking spaces in
certain districts);

(2ii) in R3-2 Districts, R4 Districts
other than R4A, R4-1 and R4B
Districts, and R5 Districts other
than R5A, R5B and R5D
Districts, such spaces meet all
the requirements of paragraph
(b) of Section 25-621;

(3iii) in #lower density growth
management areas#, such
spaces are nonrequired and are
located in a driveway that
accesses parking spaces that are
located behind the #street wall#
of the #building# or
prolongation thereof.

However, no parking spaces of any kind
shall be permitted in any #front yard# in
an R4B, R5B or R5D District.
Furthermore, no parking spaces of any
kind shall be permitted in any #front
yard# on a #zoning lot# containing an
#attached# or #semi-detached building#
in an R1, R2, R3A, R3X, R4A or R5A
District, or in any #front yard# on a
#zoning lot# containing an #attached
building# in an R3-1 or R4-1 District.

(15) Ramps for persons with physical disabilities;

(16) Solar energy systems on walls existing on
(date of adoption), projecting no more
than 10 inches and occupying no more
than 20 percent of the surface area of the
#building# wall (as viewed in elevation)
from which it projects;

(17) Steps, provided that such steps access
only the lowest #story# or #cellar# of a
#building# fronting on a #street#, which
may include a #story# located directly
above a #basement#;

(18) Swimming pools, #accessory#, above-
grade structures limited to a height not
exceeding eight feet above the level of the
#rear yard# or #rear yard equivalent#.
#Accessory# swimming pools are not
permitted obstructions in any #front yard#;

(19) Terraces or porches, open;

(20) Walls, not exceeding eight feet in height
above adjoining grade and not roofed or
part of a #building#, and not exceeding
four feet in height in any #front yard#,
except that for #corner lots#, a wall may
be up to six feet in height within that
portion of one #front yard# that is
between a #side lot line# and the
prolongation of the side wall of the
#residence# facing such #side lot line#.

(b) In any #rear yard# or #rear yard equivalent#:

Air conditioning condensation units, #accessory#,
for #single-# or #two-family residences#, provided
that such units are located not less than eight feet
from any #lot line#;

(1) Balconies, unenclosed, subject to the
provisions of Section 23-13;

(2) Breezeways;

(3) Fire escapes;

(4) Greenhouses, non-commercial,
#accessory#, limited to one #story# or 14
feet in height above adjoining grade,
whichever is less, and limited to an area
not exceeding 25 percent of a required
#rear yard#;

(5) Parking spaces, off-street, #accessory#,
for automobiles or bicycles, provided that:

(1) if #accessory# to a #single-# or
#two-family residence#, the
height of a #building# containing
such parking spaces shall not
exceed one #story# ten feet in
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height above the adjoining
grade and such #building# shall
be #detached# from such
#residence#., and fFurthermore,
if located in an R1 District, such
#building# may not be nearer
than five feet to a #rear lot line#
or #side lot line#. In R2A
Districts, detached garages
shall be included in #lot
coverage#. In addition, solar
energy systems, limited to 18
inches in height, as measured
perpendicular to the roof
surface shall be permitted upon
the roof of such #accessory
building# within the #rear yard#;

(2ii) if #accessory# to any other kind
of #building# containing
#residences#, the height of a
#building#, or portion thereof,
containing such parking spaces
within the #rear yard#, shall
not exceed ten feet above
adjoining grade, including the
apex of a pitched roof in R3, R4
or R5 Districts, or fourteen feet
above #curb level# or #base
plane#, as applicable, in R6, R7,
R8, R9 or R10 Districts. In
addition, decks, parapet walls,
roof thickness, skylights,
vegetated roofs, and weirs, as
set forth in Section 23-62
(Permitted Obstructions), and
solar energy systems, limited to
18 inches in height, as measured
perpendicular to the roof surface,
shall be permitted upon the roof
of such #accessory building#
within the #rear yard#;

(3iii) enclosed #accessory# parking
spaces for bicycles shall be
#accessory# to a #residence#
other than a #single-# or #two-
family residence#, attached to a
#building#, and the area
dedicated to such spaces shall
not exceed the area of bicycle
parking spaces permitted to be
excluded from #floor area#
pursuant to Section 25-85 (Floor
Area Exemption).

(6) Recreational or drying yard equipment;

(7) Sheds, tool rooms or other similar
#accessory buildings or other structures#
for domestic or agricultural storage, with
a height not exceeding 10 feet above the
level of the #rear yard# or #rear yard
equivalent#;

(8) Water-conserving devices required in
connection with air conditioning or
refrigeration systems in #buildings#
existing prior to May 20, 1966, if located
not less than eight feet from any #lot line#.

However, no portion of a #rear yard equivalent#
which is also a required #front yard# or required
#side yard# may contain any obstructions not
permitted in such #front yard# or #side yard#.

* * *
23-461
Side yards for single- or two-family residences

* * *
R3-1 R3-2 R4 R4-1 R4B R5

* * *
(c) Additional regulations

* * *
(3) Permitted obstructions in open areas

between #buildings#

Only air conditioning condensation units,
chimneys, downspouts, eaves, exterior
wall thickness, gutters, downspouts, open
#accessory# off-street parking spaces,
steps, and ramps for access by people with
disabilities, and steps as set forth in
paragraph (a) of Section 23-44 shall be
permitted obstructions in open areas
required pursuant to paragraphs (c)(1)
and (c)(2) of this Section, and provided
such obstructions, not including #accessory#
off-street parking spaces, may not reduce
the minimum width of the open area by
more than three feet. Open #accessory#
off-street parking spaces shall be
permitted in such open areas.

* * *
23-462
Side yards for all other buildings containing residences

* * *
R4B R5B R5D

(b) In the districts indicated, no #side yards# are
required; however, where a #building# containing
#residences# on an adjacent #zoning lot# has a
#side yard#, an open area with a minimum width of

eight feet and parallel to the #side lot line# is
required along the common #side lot line# between
such #buildings#. Obstructions permitted pursuant
to paragraph (c)(3) of Section 23-461 (Side yards for
single- or two-family residences), shall be permitted
in such open areas.

R6 R7 R8 R9 R10

(c) In the districts indicated, no #side yards# are
required. However, if any open area extending
along a #side lot line# is provided at any level, it
shall measure at least eight feet wide for the entire
length of the #side lot line#. Obstructions permitted
pursuant to paragraph (a) of Section 23-44 (Permitted
Obstructions in Required Yards or Rear Yard
Equivalents), shall be permitted in such open areas.

* * *
23-62
Permitted Obstructions

In all #Residence Districts#, except as provided in Section 23-
621 (Permitted obstructions in certain districts), the
obstructions listed in paragraphs (a) through (hs) in this
Section shall be permitted to penetrate a maximum height
limit or #sky exposure plane# set forth in Sections 23-63
(Maximum Height of Walls and Required Setbacks), 23-64
(Alternate Front Setbacks) or 23-69 (Special Height
Limitations):

(a) Awnings and other sun control devices, provided
that when located at a level higher than a first
#story#, excluding a #basement#, all such awnings
and other sun control devices:

(1) shall be limited to a maximum projection
from a #building# wall of 2 feet, 6 inches,
except when located on the first #story#
above a setback;

(2) shall have solid surfaces that, in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project; and

(3) may rise above the permitted #building#
height, up to the height of a parapet wall
or guardrail permitted in accordance with
Section 23-62 (Permitted Obstructions).

When located on the first #story# above a setback, awnings
and other sun control devices shall be limited to a projection
of 50 percent of the depth of the required setback, and shall
be limited, in total, to 50 percent of the width of the
#building# wall from which they project.

(ab) Balconies, unenclosed subject to the provisions of
Section 23-13;

(bc) #Building# columns, having an aggregate width
equal to not more than 20 percent of the #aggregate
width of street walls# of a #building#, to a depth
not exceeding 12 inches, in an #initial setback
distance#, optional front open area, or any other
required setback distance or open area set forth in
Sections 23-63, 23-64, or 23-65 (Tower Regulations);

(cd) Chimneys or flues, with a total width not exceeding
10 percent of the #aggregate width of street walls#
of a #building# at any level;

(e) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as
measured from the maximum height limit, or the
finished level of the roof as it existed on (date of
adoption), whichever is higher;

(df) Dormers having an #aggregate width of street
walls# equal to not more than 50 percent of the
width of the #street wall# of a #detached# or #semi-
detached single-# or #two-family residence#;

(eg) Elevators or stair bulkhead, roof water tanks
(including enclosures), each having an #aggregate
width of street walls# equal to not more than 30
feet. However, the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street# frontage, times
their average height, in feet, shall not exceed a
figure equal to four times the width, in feet, of the
#street wall# of the #building# facing such frontage.
For the purposes of this paragraph, (d), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#. Portions of
elevator shafts and associated vestibules that
provide access to a roof pursuant to paragraph (e) of
this Section shall not be included in the limitations
on width or surface area of this paragraph, (d);

Elevator or stair bulkheads (including shafts; and vestibules
not larger than 60 square feet in area providing access to a
roof), roof water tanks and #accessory# mechanical
equipment (including enclosures), other than solar or wind
energy systems, provided that:

(1) such obstructions shall be located not less than 10
feet from the #street wall# of a #building#, except
that such obstructions need not be set back more
than 25 feet from a #narrow street line# or more
than 20 feet from a #wide street line#. However,
such restrictions on location shall not apply to
elevator or stair bulkheads (including shafts or
vestibules), provided the #aggregate width of street
walls# of such bulkheads within 10 feet of a #street
wall#, facing each #street# frontage, times their
average height, in feet, does not exceed an area
equal to 4 feet times the width, in feet, of the
#street wall# of the #building# facing such frontage.

(2) all mechanical equipment shall be screened on all
sides.

(3) such obstructions and screening are contained
within a volume that complies with one of the
following:

(i) the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, shall
not exceed an area equal to 8 feet times
the width, in feet, of the #street wall# of
the #building# facing such frontage; or

(ii) the #lot coverage# of all such obstructions
does not exceed 20 percent of the #lot
coverage# of the #building#, and where
the maximum permitted height of a
#building# is less than 120 feet, are
limited to a maximum height of 25 feet,
and where the maximum permitted
height of a #building# is 120 feet or
greater, are limited to a maximum height
of 40 feet.

For the purposes of this paragraph, (g), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#.

(f) Elevator shafts, portions of which provide an
elevator stop with access to a roof, and associated
vestibules providing access to such roof, provided
that such vestibules include no more than 60
square feet of #floor area#;

(h) Exterior wall thickness, up to 8 inches, where such
wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

(gi) Flagpoles or aerials;

(hj) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall or within 2 feet of a parapet wall, provided
such guardrail is not more than 4 feet above the
accessible level of a roof. Such restriction on
guardrail height shall not apply when located
beyond 2 feet from a parapet wall;

(k) Roof thickness, up to 8 inches, to accommodate the
addition of insulation, for #buildings# or portions of
#buildings# constructed prior to (date of adoption).
For a #building# that has added roof thickness
pursuant to this paragraph, an #enlargement# may
align with the finished roof surface of such
#building#, provided the #enlarged# portion does
not exceed the maximum height limit height by
more than 8 inches;

(l) Skylights, clerestories or other day lighting devices,
not more than 4 feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
8 feet from the #street wall# edge. However, such
devices shall not be permitted obstructions above a
roof with a slope greater than 20 degrees;

(m) Solar energy systems:

(1) on the roof of a #building#, up to 4 feet in
height, as measured from the maximum
height limit, or the finished level of the
roof, whichever is higher;

(2) on the roof of a #building#, greater than 4
feet in height, as measured from the
maximum height limit, or the finished
level of the roof, whichever is higher,
provided that all such portions above 4
feet are set back at least 6 feet from a
#street wall#, limited to a #lot coverage#
not greater than 25 percent of the #lot
coverage# of the roof and do not exceed:

(i) in R1 through R5 Districts, a
height of 6 feet;

(ii) in R6 through R10 Districts, a
height of 15 feet; and

(iii) when located on a bulkhead or
other obstruction pursuant to
paragraph (g) of this Section, a
height of 6 feet;

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
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viewed in elevation) from which it projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(n) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,
vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(o) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(p) Wind energy systems on portions of #buildings#
with a height of 100 feet or greater, provided:

(1) the highest point of the wind turbine
assembly does not exceed 55 feet;

(2) no portion of the wind turbine assembly is
closer than 10 feet to any #lot line#; and

(3) the diameter of the swept area of the
rotor does not exceed 15 feet;

(q) Window washing equipment mounted on a roof;

(ir) Wire, chain link or other transparent fences.

23-621
Permitted obstructions in certain districts
R2A R3 R4 R4A R4-1 R5A

(a) In the districts indicated, permitted obstructions
are limited to chimneys, exterior wall thickness,
flag poles or aerials, parapet walls, roof thickness,
skylights, solar energy systems and vegetated roofs
pursuant to those listed in paragraphs (c), (f) and
(h) of Section 23-62 (Permitted Obstructions).

R2X

(b) In the district indicated, permitted obstructions are
limited to chimneys, exterior wall thickness, flag
poles or aerials, parapet walls, roof thickness,
skylights, solar energy systems and vegetated roofs
pursuant to those listed in paragraphs (c), (f) and
(h) of Section 23-62 (Permitted Obstructions).
Dormers may be considered permitted obstructions if:

* * *
R6A R6B R7A R7B R7D R7X R8A R8B R8X R9A R9D R9X
R10A R10X

(c) In the districts indicated, and for #Quality Housing
buildings# in other R6, R7, R8, R9 and R10
Districts, the permitted obstructions set forth in
Section 23-62 shall apply to any #building or other
structure#, except that In addition, a dormer may
be allowed as a permitted obstruction within a
required front setback distance above a maximum
base height, the following rules shall apply:.

(1) Such dDormers may shall be allowed as a
permitted obstruction, exceed a maximum
base height specified for such district
provided that on any #street# frontage,
the aggregate width of all dormers at the
maximum base height does not exceed 60
percent of the width of the #street wall#
of the highest #story# entirely below the
maximum base height. For each foot of
height above the maximum base height,
the aggregate width of all dormers shall
be decreased by one percent of the #street
wall# width of the highest #story#
entirely below the maximum base height.

(2) Solar energy systems on a roof shall be
limited to 4 feet or less in height, as
measured from the maximum height
limit, or the finished level of the roof,
whichever is higher. However, on a roof
with a slope greater than 20 degrees, such
systems shall be limited to 18 inches in
height as measured perpendicular to the
roof surface.

(3) Wind energy systems shall not be allowed
as permitted obstructions.

(4) Window washing equipment shall not be
allowed as permitted obstructions.

R5D

(d)            In R5D Districts, permitted obstructions shall be as
set forth in Section 23-62, except that elevator or
stair bulkheads, roof water tanks, cooling towers or
other mechanical equipment (including enclosures)
may exceed a maximum height limit provided that
the product, in square feet, of the #aggregate width
of street walls# of such obstructions facing each
#street# frontage, times their average height, in
feet, shall not exceed a figure equal to eight times
the width, in feet, of the #street wall# of the
#building# facing such frontage. For the purposes of
this paragraph, (d), #abutting buildings# on a
single #zoning lot# may be considered to be a single
#building#.

* * *

23-66
Required Side and Rear Setbacks

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10
In all districts, as indicated, side and rear setbacks shall be
provided as specified in this Section. Unenclosed balconies,
subject to the provisions of Section 23-13 (Balconies), are
permitted to project into or over any open areas required by
the provisions of this Section. In addition, awnings and other
sun control devices, decks, exterior wall thickness, parapet
walls, roof thickness, solar energy systems up to 4 feet high,
vegetated roofs and weirs are permitted as set forth in
Section 23-62 (Permitted Obstructions).

* * *
23-711
Standard minimum distance between buildings

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

* * *
(e) portions of #buildings# above 125 feet that exceed,

in aggregate, a #lot coverage# of 40 percent, shall
be spaced at least 80 feet apart; and

(f) in R1, R2, R3, R4A and R4-1 Districts within
#lower density growth management areas#, the
provisions of this paragraph, (f), shall apply to any
#zoning lot# with two or more #buildings# where at
least 75 percent of the #floor area# of one
#building# is located beyond 50 feet of a #street
line# and the #private road# provisions do not
apply. For the purposes of this paragraph, any
#building# containing #residences# with no #building#
containing #residences# located between it and the
#street line# so that lines drawn perpendicular to
the #street line# do not intersect any other
#building# containing #residences# shall be
considered a “front building,” and any #building#
containing #residences# with at least 75 percent of
its #floor area# located beyond the #rear wall line#,
or prolongation thereof, of a “front building” shall
be considered a “rear building.” The minimum
distances set forth in the table in this Section shall
apply, except that a minimum distance of 45 feet
shall be provided between any such front and rear
#buildings#.; and

(g) For #buildings# existing on (date of adoption), the
minimum distances set forth in the table in this
Section, and any non-complying distance greater
than 8 feet, may be reduced by up to 8 inches of
exterior wall thickness, provided the added wall
thickness has a thermal resistance (R-value) of at
least 1.5 per inch. A non-complying distance of 8
feet or less shall be limited to a total reduction of 1
inch of wall thickness for each foot of such existing
distance between buildings.

* * *
23-80
COURT REGULATIONS, MINIMUM DISTANCE
BETWEEN WINDOWS AND WALLS OR LOT LINES
AND OPEN AREA REQUIREMENTS

* * *
23-861
General provisions

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

* * *
In R3, R4 and R5 Districts, the minimum dimension between
a #legally required window# and a #side lot line# shall be 15
feet. Such 15 foot dimension shall be measured in a
horizontal plane perpendicular to the #side lot line# or
vertical projection thereof. Furthermore, such area with a 15
foot dimension shall be open to the sky from ground level up
for the entire length of the #side lot line#. Only air conditioning
condensation units, chimneys, downspouts, eaves, exterior
wall thickness, gutters, downspouts, open #accessory# off-
street parking spaces, steps, and ramps for access by the
handicapped, and steps shall be permitted obstructions in
such open area, subject to the conditions set forth in
paragraph (a) of Section 23-44 (Permitted Obstructions in
Required Yards or Rear Yard Equivalents), and provided
such obstructions may will not reduce the minimum width of
the open area by more than three feet.

23-862
Minimum distance between legally required windows
and lot lines on small corner lots in R9 or R10 Districts

R9 R10

In the districts indicated, on a #corner lot# less than 10,000
square feet in #lot area#, a #legally required window# may
open on a #yard# bounded on one side by a #front lot line#
and having a minimum width of 20 feet, provided that the
provisions of Section 23-44 (Permitted Obstructions in
Required Yards or Rear Yard Equivalents) shall not apply to
such #yard#. However, awnings and other sun control
devices, exterior wall thickness and solar energy systems on
walls, as set forth in Section 23-44 (Permitted Obstructions
in Required Yards or Rear Yard Equivalents), shall be
permitted within such minimum distance.

* * *
23-87
Permitted Obstructions in Courts

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, the following obstructions shall
be permitted within the minimum area and dimensions
needed to satisfy the requirements for a #court#:

(a) Arbors or trellises;

(b) Awnings and other sun control devices. However,
when located at a level higher than a first #story#,

excluding a #basement#, all such devices:

(1) shall be limited to a maximum projection
from a #building# wall of 2 feet, 6 inches;
and

(2) shall have solid surfaces that in aggregate,
cover an area no more than 30 percent of
the area of the #building# wall (as viewed
in elevation) from which they project;

(c) Eaves, gutters, downspouts, window sills,
or similar projections extending into such
#court# not more than four inches;

(d) Exterior wall thickness, where such wall thickness
is added to the exterior face of a #building# wall
existing on (date of adoption), provided the added
wall thickness has a thermal resistance (R-value) of
at least 1.5 per inch, and is limited to 1 inch of
thickness for every foot of existing #court# width,
up to a maximum thickness of 8 inches.

Where #buildings# that have added exterior wall
thickness pursuant to this Section are #enlarged#,
such #enlarged# portion may similarly encroach
upon required #courts# in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no encroachment
of #floor area# into a required #court#.

(e) Fences;

(f) Fire escapes in #outer courts#;

Fire escapes in #outer court recesses# not more
than five feet in depth;
Fire escapes in #inner courts# where such fire
escapes are required as a result of alterations in
#buildings# existing before December 15, 1961;

Fire escapes in #outer court recesses# more than
five feet in depth where such fire escapes are
required as a result of alterations in #buildings#
existing before December 15, 1961;

(g) Flag poles;

(h) Open terraces, porches, or steps;

(i) Recreational or drying yard equipment.;

(j) Solar energy systems on walls existing on (date of
adoption), projecting no more than 10 inches and
occupying no more than 20 percent of the surface
area of the #building# wall (as viewed in elevation)
from which it projects;

In addition, for #courts# at a level higher than the first
#story#, decks, skylights, parapet walls, roof thickness, solar
energy systems up to 4 feet high, vegetated roofs and weirs as
set forth in Section 23-62 (Permitted Obstructions) shall be
permitted.

* * *
23-891
In R1 through R5 Districts

R1 R2 R3 R4 R5

In the districts indicated, except R4B and R5B Districts, the
provisions of this Section shall apply to all #zoning lots# with
two or more #buildings# or #building segments# containing
#residences#. All such #buildings# or #building segments#
shall provide open areas as follows: in accordance with this
Section. Only those obstructions set forth in Section 23-44
(Permitted Obstructions in Required Yards or Rear Yard
Equivalents) shall be allowed, except that parking spaces,
whether enclosed or unenclosed, and driveways, shall not be
permitted within such open areas.

(a) An open area shall be provided adjacent to the rear
wall of each such #building# or #building segment#.
For the purposes of this Section, the “rear wall”
shall be the wall opposite the wall of each #building#
or #building segment# that faces a #street# or
#private road#. The width of such open area shall
be equal to the width of each #building# or
#building segment#, and the depth of such open
area shall be at least 30 feet when measured
perpendicular to each rear wall. No such open areas
shall serve more than one #building# or #building
segment#. Only those obstructions set forth in
Section 23-44 shall be allowed, except that parking
spaces, whether enclosed or unenclosed, and
driveways shall not be permitted within such open
areas.

* * *
24-33
Permitted Obstructions in Required Yards or Rear
Yard Equivalents

In all #Residence Districts#, the following obstructions shall
be permitted when located within a required #yard# or #rear
yard equivalent#:

(a) In any #yard# or #rear yard equivalent#:

(1) Arbors or trellises;

(2) Awnings or canopies; and other sun
control devices, provided that when
located at a level higher than a first
#story#, excluding a #basement#, all such
awnings and other sun control devices:

(i) shall be limited to a maximum
projection of 2 feet, 6 inches into
such required #yard#; and
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(ii) shall have solid surfaces that in
aggregate, cover an area no
more than 30 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project;

(3) Canopies

(4) Chimneys, projecting not more than three
feet into, and not exceeding two percent of
the area of, the required #yard# or #rear
yard equivalent#;

(5) Eaves, gutters or downspouts, projecting
into such #yard# or #rear yard equivalent#
not more than 16 inches or 20 percent of
the width of such #yard# or #rear yard
equivalent#, whichever is the lesser
distance;

(6) Exterior wall thickness, where such wall
thickness is added to the exterior face of a
#building# wall existing on (date of
adoption), provided the added wall
thickness has a thermal resistance (R-
value) of at least 1.5 per inch, and is
limited to 1 inch of thickness for every
foot of existing #yard# width, up to a
maximum thickness of 8 inches. When an
open area is provided along a common
#lot line#, then such exterior wall
thickness is limited to 1 inch for every foot
of existing open area on the #zoning lot#.

Where #buildings# that have added
exterior wall thickness pursuant to this
Section are #enlarged#, such #enlarged#
portion may similarly encroach upon
required #yards# in order to align with
the exterior walls of the existing
#building#, provided such #enlargement#
contains less #floor area# than the
existing #building#, and there is no
encroachment of #floor area# into a
required #yard#.

(7) Fences;

(8) Flagpoles;

(9) Parking spaces for automobiles or
bicycles, off-street, open, #accessory;

(10) Solar energy systems, on walls existing on
(date of adoption), projecting no more
than 10 inches and occupying no more
than 20 percent of the surface area of the
#building# wall (as viewed in elevation)
from which it projects;

(11) Steps, and ramps for people with disabilities;

(12) Terraces or porches, open;

(13) Walls, not exceeding eight feet in height
and not roofed or part of a #building#;

(b) In any #rear yard# or #rear yard equivalent#:

(1) Balconies, unenclosed, subject to the
provisions of Section 24-165;

(2) Breezeways;

(3) Any #building# or portion of a #building#
used for #community facility uses#,
including #accessory# parking spaces for
bicycles within such #building#, provided
that the height of such #building# shall
not exceed one #story#, nor in any event
23 feet above #curb level#, and further
provided that the area within such
#building# dedicated to #accessory#
parking spaces for bicycles shall not
exceed the area permitted to be excluded
from #floor area#, pursuant to Section 
25-85 (Floor Area Exemption). In
addition, decks, parapet walls, roof
thickness, skylights, vegetated roofs and
weirs pursuant to Section 24-51 (Permitted
Obstructions), shall be permitted above
such an #accessory building#, or portion
thereof. However, the following shall not
be permitted obstructions:

(1i) in all #rResidence dDistricts#,
any portion of a #building#
containing rooms used for living
or sleeping purposes, other than
a room in a hospital used for the
care or treatment of patients;

(2ii) in R1, R2, R3A, R3X, R3-1, R4A,
R4B or R4-1 Districts, any
portion of a #building# used for
any #community facility use#;

(3iii) in all #rResidence dDistricts#,
not listed in paragraph (b)(2) of
this Section, beyond one
hundred feet of a #wide street#,
any portion of a #building# used
for a #community facility use#
other than a #school#, house of
worship, college or university, or
hospital and related facilities;

(4) Fire escapes;

(5) Greenhouses, #accessory#, non-
commercial, limited to one #story# or 14

feet in height above natural grade level,
whichever is less, and limited to an area
not exceeding 25 percent of a required
#rear yard# or #rear yard equivalent# on
a #zoning lot#;

(6) Parking spaces, off-street, #accessory# to
a #community facility use#, provided that
the height of an #accessory building#, or
portion of a #building# used for such
purposes, shall not exceed 14 feet above
#curb level#. However, such #accessory
building# or portion of a #building# shall
not be a permitted obstruction in R1, R2,
R3A, R3X, R3-1, R4A, R4B or R4-1 Districts;

(7) Recreation or drying yard equipment;

(8) Sheds, tool rooms or other similar #accessory
buildings or other structures# for domestic
or agricultural storage, with a height not
exceeding 10 feet above the level of the
#rear yard# or #rear yard equivalent#;

(9) Solar energy systems on the roof of a
#building# permitted as an obstruction to
such #yard#, up to 4 feet in height as
measured perpendicular to the roof
surface when located above a permitted
#community facility use# or attached
parking structure; however, limited to 18
inches in height as measured
perpendicular to the roof surface when
located above a shed or detached parking
structure, or on any roof with a slope
greater than 20 degrees;

(10) Water-conserving devices required in
connection with air conditioning or
refrigeration systems in #buildings#
existing prior to May 20, 1966, if located
not less than eight feet from any #lot
line#.

However, no portion of a #rear yard equivalent# which is also
a required #front yard# or required #side yard# may contain
any obstructions not permitted in such #front yard# or #side
yard#.

* * *
24-35
Minimum Required Side Yards

* * *
R6 R7 R8 R9 R10

(b) In the districts indicated, no #side yards# are
required. However, if any open area extending
along a #side lot line# is provided at any level, it
shall be at least eight feet wide. Permitted
obstructions pursuant to paragraph (a) of Section
24-33 (Permitted Obstructions in Required Yards or
Rear Yard Equivalents), shall be permitted in such
open areas.

* * *
24-51
Permitted Obstructions

In all #Residence Districts#, the following obstructions shall
be permitted and may thus penetrate a maximum height
limit or #sky exposure plane# set forth in Sections 24-52
(Maximum Height of Walls and Required Setbacks), 24-53
(Alternate Front Setbacks) or 24-591 (Limited Height
Districts):

(a) Awnings and other sun control devices, provided
that when located at a level higher than a first
#story#, excluding a #basement#, all such awnings
and other sun control devices:

(1) shall be limited to a maximum projection
from a #building# wall of 2 feet, 6 inches,
except when located on the first #story#
above a setback;

(2) shall have solid surfaces that, in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project; and

(3) may rise above the permitted #building#
height, up to the height of a parapet wall
or guardrail permitted in accordance with
Section 23-62 (Permitted Obstructions).

When located on the first #story# above a setback,
awnings and other sun control devices shall be
limited to a projection of 50 percent of the depth of
the required setback, and shall be limited, in total,
to 50 percent of the width of the #building# wall
from which they project.

(ab) Balconies, unenclosed, subject to the provisions of
Section 24-165;

(bc) #Building# columns, having an aggregate width
equal to not more than 20 percent of the #aggregate
width of street walls# of a #building#, to a depth
not exceeding 12 inches, in an #initial setback
distance#, optional front open area, or any other
required setback distance or open area set forth in
Sections 24-52, 24-53 or 24-54 (Tower Regulations);

(cd) Chimneys or flues, with a total width not exceeding
10 percent of the #aggregate width of street walls#
of a #building# at any level;

(e) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as

measured from the maximum height limit, or the
finished level of the roof as it existed on (date of
adoption), whichever is higher;

(df) Elevators or stair bulkhead, roof water tanks or
cooling towers (including enclosures), each having
an #aggregate width of street walls# equal to not
more than 30 feet. However, the product, in square
feet, of the #aggregate width of street walls# of such
obstructions facing each #street# frontage, times
their average height, in feet, shall not exceed a
figure equal to four times the width, in feet, of the
#street wall# of the #building# facing such frontage.
For the purposes of this paragraph, (c), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#;

Elevator or stair bulkheads (including shafts; and
vestibules not larger than 60 square feet in area
providing access to a roof), roof water tanks and
#accessory# mechanical equipment (including
enclosures), other than solar or wind energy
systems, provided that:

(1) such obstructions shall be located not less
than 10 feet from the #street wall# of a
#building#, except that such obstructions
need not be set back more than 25 feet
from a #narrow street line# or more than
20 feet from a #wide street line#.
However, such restrictions on location
shall not apply to elevator or stair
bulkheads (including shafts or vestibules),
provided the #aggregate width of street
walls# of such bulkheads within 10 feet of
a #street wall#, facing each #street#
frontage, times their average height, in
feet, does not exceed an area equal to 4
feet times the width, in feet, of the #street
wall# of the #building# facing such
frontage.

(2) all mechanical equipment shall be
screened on all sides.

(3) such obstructions and screening are
contained within a volume that complies
with one of the following:

(i) the product, in square feet, of
the #aggregate width of street
walls# of such obstructions
facing each #street# frontage,
times their average height, shall
not exceed an area equal to 8
feet times the width, in feet, of
the #street wall# of the #building#
facing such frontage; or

(ii) the #lot coverage# of all such
obstructions does not exceed 20
percent of the #lot coverage# of
the #building#, and where the
maximum permitted height of a
#building# is less than 120 feet,
are limited to a maximum
height of 25 feet, and where the
maximum permitted height of a
#building# is 120 feet or greater,
are limited to a maximum
height of 40 feet.

For the purposes of this paragraph, (f), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#.

(g) Exterior wall thickness, up to 8 inches, where such
wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

(eh) Flagpoles or aerials;

(fi) House of worship towers, ornamental, having no
#floor area# in portion of tower penetrating such
height limit or #sky exposure plane#;

(gj) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall or within 2 feet of a parapet wall, provided
such guardrail is not more than 4 feet above the
accessible level of a roof. Such restriction on
guardrail height shall not apply when located
beyond 2 feet from a parapet wall;

(k) Roof thickness, up to 8 inches, to accommodate the
addition of insulation, for #buildings# or portions of
#buildings# constructed prior to (date of adoption).
For a #building# that has added roof thickness
pursuant to this paragraph, an #enlargement# may
align with the finished roof surface of such
#building#, provided the #enlarged# portion does
not exceed the maximum height limit height by
more than 8 inches;
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(l) Rooftop greenhouses, permitted pursuant to Section
75-01 (Certification for Rooftop Greenhouses);

(m) Skylights, clerestories or other day lighting devices,
not more than 4 feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
8 feet from the #street wall# edge. However, such
devices shall not be permitted obstructions above a
roof with a slope greater than 20 degrees;

(n) Solar energy systems:

(1) on the roof of a #building#, up to 4 feet in
height, as measured from the maximum
height limit, or the finished level of the
roof, whichever is higher;

(2) on the roof of a #building#, greater than 4
feet in height, as measured from the
maximum height limit, or the finished
level of the roof, whichever is higher,
provided that all such portions above 4
feet are set back at least 6 feet from a
#street wall#, limited to a #lot coverage#
not greater than 25 percent of the #lot
coverage# of the roof and do not exceed:

(i) in R1 through R5 Districts, a
height of 6 feet;

(ii) in R6 through R10 Districts, a
height of 15 feet; and

(iii) when located on a bulkhead or
other obstruction pursuant to
paragraph (f) of this Section, a
height of 6 feet;

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it
projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(ho) Spires or belfries;

(p) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,
vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(q) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(r) Wind energy systems on portions of #buildings#
with a height of 100 feet or greater, provided:

(1) the highest point of the wind turbine
assembly does not exceed 55 feet;

(2) no portion of the wind turbine assembly is
closer than 10 feet to any #lot line#; and

(3) the diameter of the swept area of the
rotor does not exceed 15 feet;

(s) Window washing equipment mounted on a roof;

(it) Wire, chain link or other transparent fences.

* * *
24-55
Required Side and Rear Setbacks

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, side and rear setbacks shall be
provided as specified in this Section. Unenclosed balconies,
subject to the provisions of Section 24-165 (Balconies); and
awnings and other sun control devices, decks, exterior wall
thickness, parapet walls, roof thickness, solar energy systems
up to 4 feet high, vegetated roofs and weirs as set forth in
Section 24-51 (Permitted Obstructions), are permitted to
project into or over any open areas required by the provisions
of this Section.

* * *
24-65
Minimum Distance between Required Windows and
Walls or Lot Lines

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, the minimum distance between
required windows and walls or #lot lines# shall be as set
forth in this Section, except that this Section shall not apply
to required windows in #buildings# of three #stories# or less.
For #buildings# existing on (date of adoption), the minimum
distances set forth in this Section, and any non-complying
distance greater than 8 feet, may be reduced by up to 8
inches of exterior wall thickness from each #building# wall,
provided the added wall thickness has a thermal resistance
(R-value) of at least 1.5 per inch. A non-complying distance of

8 feet or less shall be limited to a total reduction of 1 inch of
wall thickness for each foot of such existing distance between
buildings.

* * *
24-68
Permitted Obstruction in Courts

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, the following shall not be
considered obstructions when located within a #court#:

(a) Arbors or trellises;

(b) Awnings and other sun control devices. However,
when located at a level higher than a first #story#,
excluding a #basement#, all such devices:

(1) shall be limited to a maximum projection
from a #building# wall of 2 feet, 6 inches;
and

(2) shall have solid surfaces that in aggregate,
cover an area no more than 30 percent of
the area of the #building# wall (as viewed
in elevation) from which they project;

(c) Eaves, gutters, downspouts, window sills or similar
projections, extending into such #court# not more
than four inches;

(d) Exterior wall thickness, where such wall thickness
is added to the exterior face of a #building# wall
existing on (date of adoption), provided the added
wall thickness has a thermal resistance (R-value) of
at least 1.5 per inch, and is limited to 1 inch of
thickness for every foot of existing #court# width,
up to a maximum thickness of 8 inches.

Where #buildings# that have added exterior wall
thickness pursuant to this Section are #enlarged#,
such #enlarged# portion may similarly encroach
upon required #courts#  in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no encroachment
of #floor area# into a required #court#.

(e) Fences;

(f) Fire escapes in #inner courts#, where such fire
escapes are required as a result of alterations in
#buildings# existing before December 15, 1961;

Fire escapes in #outer courts#;

Fire escapes in #outer court recesses#, not more
than five feet in depth;

Fire escapes in #outer court recesses#, more than
five feet in depth, where such fire escapes are
required as a result of alterations in #buildings#
existing before December 15, 1961;

(g) Flagpoles;

(h) Recreational or yard drying equipment;

(i) Solar energy systems on walls existing on (date of
adoption), projecting no more than 10 inches and
occupying no more than 20 percent of the surface
area of the #building# wall (as viewed in elevation)
from which it projects;

(j) Terraces, open, porches or steps.

In addition, for #courts# at a level higher than the first
#story#, decks, skylights, parapet walls, roof thickness, solar
energy systems up to 4 feet high, vegetated roofs and weirs as
set forth in Section 24-51 (Permitted Obstructions) shall be
permitted.

* * *
25-62
Size and Location of Spaces
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, for all #accessory# off-street
parking spaces, open or enclosed, each 300 square feet of
unobstructed standing or maneuvering area shall be
considered one parking space. However, an area of less than
300 square feet, but in no event less than 200 square feet,
may be considered as one space, where the layout and design
of the parking area are adequate to permit convenient access
and maneuvering in accordance with regulations
promulgated by the Commissioner of Buildings, or where the
developer or applicant for a building permit or certificate of
occupancy certifies that such spaces will be fully attended.

Driveways used to access required parking spaces must be
unobstructed for a width of at least 8 feet and a height of 8
feet above grade and if connecting to a #street#, such
driveway may only be accessed by a curb cut.

In any case where a reduction of the required area per
parking space is permitted on the basis of the developer’s
certification that such spaces will be fully attended, it shall
be set forth in the certificate of occupancy that paid
attendants employed by the owners or operators of such
spaces shall be available to handle the parking and moving of
automobiles at all times when such spaces are in use.

* * *
26-42
Planting Strips

In accordance with applicability requirements of underlying
district regulations, the owner of the #development#,
#enlargement# or #converted building# shall provide and
maintain a planting strip. #Street# trees required pursuant

to Section 26-41 shall be planted within such planting strip.
In addition to such #street# trees, such strip shall be fully
planted with grass or groundcover, except as provided in
Section 26-421. Such planting strip shall be located adjacent
to, and extend along, the entire length of the curb of the
#street#. However, in the event that both adjoining
properties have planting strips adjacent to the #front lot
line#, such planting strip may be located along the #front lot
line#. The width of such planting strip shall be the greatest
width feasible given the required minimum paved width of
the sidewalk on #street# segments upon which the #building#
fronts, except that no planting strip less than six inches in
width shall be required. Driveways are permitted to traverse
such planting strip, and utilities are permitted to be located
within such planting strip.

26-421
Modifications of planting strip requirements

Driveways are permitted to traverse planting strips. Planting
strips may be interrupted by utilities and paved areas
required for bus stops.

On #zoning lots# containing #schools#, permeable pavers or
permeable pavement may be substituted for grass or ground
cover, provided that, beneath such permeable pavers or
pavement, there is structural soil or aggregate containing at
least 25 percent pore space, or other kind of engineered
system that absorbs stormwater, as acceptable to the
Department of Transportation. Any area improved with
permeable pavers or pavement pursuant to this paragraph
shall be no less than 3 feet in width except where necessary
for compliance with the Americans with Disabilities Act.

* * *
32-15
Use Group 6

* * *
D. Public Service Establishments*****

* * *
Telephone exchanges or other communications
equipment structures. In all districts the height
above #curb level# of such structures not existing
on December 15, 1961, shall not exceed that
attributable to #commercial buildings# of
equivalent #lot coverage#, having an average floor
to floor height of 14 feet above the lobby floor which
may be as much as 25 feet in height. For the
purpose of making this height computation, the
gross area of all floors of the #building# including
accessory mechanical equipment space except the
#cellar# shall be included as #floor area#.

Solar energy systems

Such height computation for the structure shall not
preclude the ability to utilize unused #floor area#
anywhere on the #zoning lot# or by special permit,
subject to the normal provisions of the Resolution.

* * *
32-16
Use Group 7

* * *
D. Auto Service Establishments

Automobile glass and mirror shops [PRC-B1]

Automobile seat cover or convertible top 
establishments, selling or installation [PRC-B1]

Electric vehicle charging stations and automotive
battery swapping facilities [PRC-B1]

Tire sales establishments, including installation 
services [PRC-B1]

E. #Accessory Uses#

* In a C6-1A District, #uses# in Use Group 7 are not 
permitted

* * *
33-23
Permitted Obstructions in Required Yards or Rear
Yard Equivalents

In all #Commercial Districts#, the following obstructions
shall be permitted when located within a required #yard# or
#rear yard equivalent#:

(a) In any #yard# or #rear yard equivalent#:

(1) Arbors or trellises;

(2) Awnings or canopies; and other sun
control devices, provided that when
located at a level higher than a first
#story#, excluding a #basement#, all such
awnings and other sun control devices:

(i) shall be limited to a maximum
projection from a #building#
wall of 2 feet, 6 inches; and

(ii) shall have solid surfaces that in
aggregate, cover an area no
more than 30 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project;

(3) Canopies

(4) Chimneys, projecting not more than three
feet into, and not exceeding two percent of
the area of, the required #yard# or #rear
yard equivalent#;

(5) Eaves, gutters or downspouts, projecting
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into such #yard# or #rear yard equivalent#
not more than 16 inches or 20 percent of
the width of such #yard# or #rear yard
equivalent#, whichever is the lesser
distance;

(6) Exterior wall thickness, where such wall
thickness is added to the exterior face of a
#building# wall existing on (date of
adoption), provided the added wall
thickness has a thermal resistance (R-
value) of at least 1.5 per inch, and is
limited to 1 inch of thickness for every
foot of existing #yard# width, up to a
maximum thickness of 8 inches. When an
open area is provided along a common
#lot line#, then such exterior wall
thickness is limited to 1 inch for every foot
of existing open area on the #zoning lot#.

Where #buildings# that have added
exterior wall thickness pursuant to this
Section are #enlarged#, such #enlarged#
portion may similarly encroach upon
required #yards# in order to align with
the exterior walls of the existing
#building#, provided such #enlargement#
contains less #floor area# than the
existing #building#, and there is no
encroachment of #floor area# into a
required #yard#.

(7) Fences;

(8) Flagpoles;

(9) Parking spaces for automobiles or
bicycles, off-street, open, #accessory#;

(10) Solar energy systems on walls existing on
(date of adoption), projecting no more
than 10 inches and occupying no more
than 20 percent of the surface area of the
#building# wall (as viewed in elevation)
from which it projects;

(11) Steps, and ramps for people with disabilities;

(12) Terraces or porches, open;

(13) Walls, not exceeding eight feet in height
and not roofed or part of a #building#;

(b) In any #rear yard# or #rear yard equivalent#:

(1) Balconies, unenclosed, subject to the
provisions of Section 24-165;

(2) Breezeways;

(3) Any #building# or portion of a #building#
used for any permitted #use# other than
#residences#, except that any portion of a
#building# containing rooms used for
living or sleeping purposes (other than a
room in a hospital used for the care or
treatment of patients) shall not be a
permitted obstruction, and provided that
the height of such #building# shall not
exceed one #story#, excluding #basement#,
nor in  any event 23 feet above #curb
level#. In addition, decks, parapet walls,
roof thickness, skylights, vegetated roofs
and weirs pursuant to Section 33-42
(Permitted Obstructions), shall be
permitted above such a #building#, or
portion thereof.

(4) Fire escapes;

(5) Parking spaces for automobiles or
bicycles, off-street, #accessory#, provided
that the height of an #accessory building#
used for such purposes and located in a
required #rear yard# or #rear yard
equivalent# shall not exceed 23 feet above
#curb level#. In addition, decks, parapet
walls, roof thickness, skylights, vegetated
roofs and weirs, as set forth in Section
33-42, shall be permitted above such an
#accessory building#, or portion thereof;

(6) Solar energy systems:

(i) on the roof of a #building#
permitted as an obstruction to
such #yard#, up to 4 feet in
height as measured
perpendicular to the roof
surface when located above a
permitted #commercial or
community facility use# or
attached parking structure;

(ii) on the roof of a #building#
permitted as an obstruction to
such #yard#, shall be limited to
18 inches in height as measured
perpendicular to the roof
surface when located above a
shed or detached parking
structure, or on any roof with a
slope greater than 20 degrees;

(iii) on walls existing on (date of
adoption), projecting no more
than 10 inches and occupying no
more than 20 percent of the
surface area of the #building#

wall (as viewed in elevation)
from which it projects.

(7) Water-conserving devices required in
connection with air conditioning or
refrigeration systems in #buildings#
existing prior to May 20, 1966, if located
not less than 8 feet from any #lot line#.

However, no portion of a #rear yard equivalent# that is also a
required #front yard# or required #side yard# may contain
any obstructions not permitted in such #front yard# or #side
yard#.

* * *
33-25
Minimum Required Side Yards

C1 C2 C3 C4 C5 C6 C7 C8

In all districts, as indicated, no #side yards# are required.
However, if an open area extending along a #side lot line# is
provided at any level, it shall be either:

(a) at least eight feet wide at every point; or

(b) at least five feet wide at every point, with an
average width of eight feet, such average being the
mean of the width of the open area at its narrowest
point and its width at its widest point, provided that:

(1) such widest point shall be on a #street line#;

(2) no portion of a #building# shall project
beyond a straight line connecting such
two points; and

(3) in the case of a #zoning lot# bounded by a
#side lot line# extending from #street# to
#street#, such average shall be computed
and such open area shall be provided as
though each half of such #side lot line#
bounded a separate #zoning lot#.

Permitted obstructions pursuant to paragraph (a) of Section
33-23(Permitted Obstructions in Required Yards or Rear
Yard Equivalents), shall be permitted in such open areas.

* * *
33-42
Permitted Obstructions

In all #Commercial Districts#, the following obstructions
shall be permitted and may thus penetrate a maximum
height limit or #sky exposure planes#, as set forth in Sections
33-43 (Maximum Height of Walls and Required Setbacks),
33-44 (Alternate Front Setbacks) or 33-491 (Limited Height
Districts):

(a) Awnings and other sun control devices, provided
that when located at a level higher than a first
#story#, excluding a #basement#, all such awnings
and other sun control devices:

(1) shall be limited to a maximum projection
from a #building# wall of 2 feet, 6 inches,
except when located on the first #story#
above a setback;

(2) shall have solid surfaces that, in aggregate,
cover an area no more than 30 percent of
the area of the #building# wall (as viewed
in elevation) from which they project; and

(3) may rise above the permitted #building#
height, up to the height of a parapet wall
or guardrail permitted in accordance with
Section 33-42 (Permitted Obstructions).

When located on the first #story# above a setback, awnings
and other sun control devices shall be limited to a projection
of 50 percent of the depth of the required setback, and shall
be limited, in total, to 50 percent of the width of the
#building# wall from which they project.

(b) Balconies, unenclosed, subject to the provisions of
Section 24-165;

(bc) #Building# columns, having an aggregate width
equal to not more than 20 percent of the #aggregate
width of street walls# of a #building#, to a depth
not exceeding 12 inches, in an #initial setback
distance#, optional front open area, or any other
required setback distance or open area set forth in
Sections 33-43, 33-44 or 33-45 (Tower Regulations); 

(cd) Chimneys or flues, with a total width not exceeding
10 percent of the #aggregate width of street walls#
of a #building# at any given level;

(e) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as
measured from the maximum height limit, or the
finished level of the roof as it existed on (date of
adoption), whichever is higher;

(df) Elevators or stair bulkhead, roof water tanks or
cooling towers (including enclosures), each having
an #aggregate width of street walls# equal to not
more than 30 feet. However, the product, in square
feet, of the #aggregate width of street walls# of such
obstructions facing each #street# frontage, times
their average height, in feet, shall not exceed a
figure equal to four times the width, in feet, of the
#street wall# of the #building# facing such frontage.
For the purposes of this paragraph, (c), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#;

Elevator or stair bulkheads (including shafts; and
vestibules not larger than 60 square feet in area

providing access to a roof), roof water tanks and
#accessory# mechanical equipment (including
enclosures), other than solar or wind energy
systems, provided that:

(1) such obstructions shall be located not less
than 10 feet from the #street wall# of a
#building#, except that such obstructions
need not be set back more than 25 feet
from a #narrow street line# or more than
20 feet from a #wide street line#.
However, such restrictions on location
shall not apply to elevator or stair
bulkheads (including shafts or vestibules),
provided the #aggregate width of street
walls# of such bulkheads within 10 feet of
a #street wall#, facing each #street#
frontage, times their average height, in
feet, does not exceed an area equal to 4
feet times the width, in feet, of the #street
wall# of the #building# facing such frontage.

(2) all mechanical equipment shall be
screened on all sides.

(3) such obstructions and screening are
contained within a volume that complies
with one of the following:

(i) the product, in square feet, of
the #aggregate width of street
walls# of such obstructions
facing each #street# frontage,
times their average height, shall
not exceed an area equal to 8
feet times the width, in feet, of
the #street wall# of the #building#
facing such frontage; or

(ii) the #lot coverage# of all such
obstructions does not exceed 20
percent of the #lot coverage# of
the #building#, and where the
maximum permitted height of a
#building# is less than 120 feet,
are limited to a maximum
height of 25 feet, and where the
maximum permitted height of a
#building# is 120 feet or greater,
are limited to a maximum
height of 40 feet.

For the purposes of this paragraph, (f), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#.

(g) Exterior wall thickness, up to 8 inches, where such
wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

(eh) Flagpoles or aerials;

(fi) House of worship towers, ornamental, having no
#floor area# in portion of tower penetrating such
height limit or #sky exposure plane#;

(gj) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall or within 2 feet of a parapet wall, provided
such guardrail is not more than 4 feet above the
accessible level of a roof. Such restriction on
guardrail height shall not apply when located
beyond 2 feet from a parapet wall;

(k) Roof thickness, up to 8 inches, to accommodate the
addition of insulation, for #buildings# or portions of
#buildings# constructed prior to (date of adoption).
For a #building# that has added roof thickness
pursuant to this paragraph, an #enlargement# may
align with the finished roof surface of such
#building#, provided the #enlarged# portion does
not exceed the maximum height limit height by
more than 8 inches;

(l) Rooftop greenhouses, permitted pursuant to Section
75-01 (Certification for Rooftop Greenhouses);

(m) Skylights, clerestories or other day lighting devices,
not more than 4 feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
8 feet from the #street wall# edge. However, such
devices shall not be permitted obstructions above a
roof with a slope greater than 20 degrees;

(n) Solar energy systems:

(1) on the roof of a #building#, up to 4 feet in
height, as measured from the maximum
height limit, or the finished level of the
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roof, whichever is higher;

(2) on the roof of a #building#, greater than 4
feet in height, as measured from the
maximum height limit, or the finished
level of the roof, whichever is higher,
provided that all such portions above 4
feet are set back at least 6 feet from a
#street wall#, limited to a #lot coverage#
not greater than 25 percent of the #lot
coverage# of the roof and do not exceed:

(i) in #Commercial Districts#
mapped within #Residence
Districts#, and in C3 and C4-1
Districts, a height of 6 feet;

(ii) in all other #Commercial
Districts#, a height of 15 feet; and

(iii) when located on a bulkhead or
other obstruction pursuant to
paragraph (f) of this Section, a
height of 6 feet.

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it
projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(ho) Spires or belfries;

(p) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,
vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(q) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(r) Wind energy systems on portions of #buildings#
with a height of 100 feet or greater, provided:

(1) the highest point of the wind turbine
assembly does not exceed 55 feet;

(2) no portion of the wind turbine assembly is
closer than 10 feet from any #lot line#; and

(3) in districts where new #residences# or
new #joint living work quarters for
artists# are allowed as-of-right or by
special permit or authorization, or within
100 feet of such districts, the diameter of
the swept area of the rotor does not
exceed 15 feet;

(s) Window washing equipment mounted on a roof;

(it) Wire, chain link or other transparent fences.

* * *
34-232
Modification of side yard requirements

C1 C2 C3 C4 C5 C6

In the districts indicated, except as otherwise provided in
Section 34-233 (Special provisions applying along district
boundaries), no #side yard# shall be required for any
#residential building#. However, if any open area extending
along a #side lot line# is provided, such open area shall have
a width of not less than eight feet. Permitted obstructions
pursuant to paragraph (a) of Section 23-44 (Permitted
Obstructions in Required Yards or Rear Yard Equivalents),
shall be permitted in such open areas.

* * *
35-24
Special Street Wall Location and Height and Setback
Regulations in Certain Districts

C1-6A C1-7A C1-8A C1-8X C1-9A C2-6A C2-7A C2-7X C2-8A
C4-2A C4-3A
C4-4A C4-4D C4-5A C4-5D C4-5X C4-6A C4-7A C5-1A C5-2A
C6-2A C6-3A
C6-3D C6-3X C6-4A C6-4X
* * *
(a) Permitted obstructions

C1-6A C1-7A C1-8A C1-8X C1-9A C2-6A C2-7A C2-
7X C2-8A C4-2A C4-3A C4-4A C4-4D C4-5A C4-5D
C4-5X C4-6A C4-7A C5-1A C5-2A C6-2A C6-3A C6-
3D C6-3X C6-4A C6-4X

In the districts indicated, and in other C1 or C2
Districts when mapped within R6A, R6B, R7A,
R7B, R7D, R7X, R8A, R8B, R8X, R9A, R9D, R9X,
R10A or R10X Districts, and for #Quality Housing
buildings# in other #Commercial Districts#, the
provisions of Section 33-42 shall apply to any
#building or other structure#. In addition, a dormer
may be allowed as a permitted obstruction
pursuant to paragraph (c)(1) of Section 23-621
(Permitted obstructions in certain districts), and an
elevator shaft and associated vestibule may be

allowed as a permitted obstruction, pursuant to
paragraph (f) of Section 23-62.

* * *
35-52
Modification of Side Yard Requirements

C1 C2 C3 C4 C5 C6

In the districts indicated, except as otherwise provided in
Section 35-54 (Special Provisions Applying Adjacent to R1
through R6B Districts), no #side yard# shall be required
although, if any open area extending along a #side lot line# is
provided at any level, it shall have a width of not less than
eight feet. Permitted obstructions pursuant to paragraph (a)
of Section 33-23 (Permitted Obstructions in Required Yards
or Rear Yard Equivalents), shall be permitted in such open
areas.

However, in C3A Districts, #side yards# shall be provided in
accordance with the regulations for R3A Districts as set forth
in Section 23-461 (Side yards for single- or two-family
residences).

35-53
Modification of Rear Yard Requirements

C1 C2 C3 C4 C5 C6

In the districts indicated, for a #residential# portion of a
#mixed building#, the required #residential rear yard# shall
be provided at the floor level of the lowest #story# used for
#dwelling units# or #rooming units#, where any window of
such #dwelling units# or #rooming units# faces onto such
#rear yard#. If the level of such #yard# is at or higher than
the first #story#, decks, parapet walls, roof thickness, solar
energy systems up to 4 feet high, vegetated roofs and weirs
shall be permitted pursuant to Section 23-62 (Permitted
Obstructions).

* * *
36-521
Size of spaces

C1 C2 C3 C4 C5 C6 C7 C8

In all districts, as indicated, for all #accessory# off-street
parking spaces, open or enclosed, each 300 square feet of
unobstructed standing or maneuvering area shall be
considered one parking space. However, an area of less than
300 square feet, but in no event less than 200 square feet,
may be considered as one space, where the layout and design
of the parking area are adequate to permit convenient access
and maneuvering in accordance with regulations
promulgated by the Commissioner of Buildings, or where the
developer or applicant for a building permit or certificate of
occupancy certifies that such spaces will be fully attended.

Driveways used to access required parking spaces must be
unobstructed for a width of at least 8 feet and a height of 8
feet above grade and if connecting to a #street#, such
driveway may only be accessed by a curb cut.

In any case where a reduction of the required area per
parking space is permitted on the basis of the developer’s
certification that such spaces will be fully attended, it shall
be set forth in the certificate of occupancy that paid
attendants employed by the owners or operators of such
spaces shall be available to handle the parking and moving of
automobiles at all times when such spaces are in use.

* * *
37-53
Design Standards for Pedestrian Circulation Spaces

(a) Arcade
* * *

(3) Permitted obstructions

Except for #building# columns, and
exterior wall thickness pursuant to
Section 33-23 (Permitted Obstructions in
Required Yards or Rear Yard Equivalents),
an arcade shall be free from obstructions
of any kind.

* * *
(b) #Bbuilding# entrance recess area

A #building# entrance recess area is a space that
adjoins and is open to a sidewalk or sidewalk
widening for its entire length and provides
unobstructed access to the #building’s# lobby
entrance or to the entrance to a ground floor #use#.

* * *
(2) Permitted obstructions

Any portion of a #building# entrance recess area
under an overhanging portion of the #building#
shall have a minimum clear height of 15 feet. It
shall be free of obstructions except for exterior wall
thickness as set forth in Section 33-23, and
#building# columns, between any two of which
there shall be a clear space of at least 15 feet
measured parallel to the #street line#. Between a
#building# column and a wall of the #building#,
there shall be a clear path at least five feet in width.

* * *
(c) Corner arcade

* * *
(2) Permitted obstructions

Except for #building# columns, and
exterior wall thickness pursuant to
Section 33-23, a corner arcade shall be
free from obstructions of any kind.

* * *
(d) Corner circulation space

* * *

(2) Permitted obstructions

A corner circulation space shall be
completely open to the sky from its lowest
level, except for temporary elements of
weather protection, such as awnings or
canopies, provided that the total area of
such elements does not exceed 20 percent
of the area of the corner circulation space
and that such elements and any
attachments thereto are at least eight feet
above #curb level#. A corner circulation
space shall be clear of all other
obstructions including, without
limitation, door swings, #building#
columns, #street# trees, planters, vehicle
storage, parking or trash storage. However,
exterior wall thickness may be added as
pursuant to Section 33-23. No gratings,
except for drainage, shall be permitted.

* * *
(f) Sidewalk widening

* * *
(3) Permitted obstructions

A sidewalk widening shall be unobstructed
from its lowest level to the sky except for
those obstructions permitted under
paragraph (f)(2) of this Section, for
exterior wall thickness pursuant to
Section 33-23, and for temporary
elements of weather protection, such as
awnings or canopies, provided that the
total area of such elements, measured on
the plan, does not exceed 20 percent of the
sidewalk widening area, and that such
elements and any attachments thereto
are at least eight feet above #curb level#.

* * *
(h) Through #block# connection

* * *
(2) Design standards for a through #block# 

connection

(i) A through #block# connection
shall provide a straight,
continuous, unobstructed path
at least 15 feet wide. If covered,
the clear, unobstructed height of
a through #block# connection
shall not be less than 15 feet.
Exterior wall thickness as set
forth in Section 33-23 shall be a
permitted obstruction to such path.

* * *
37-721
Sidewalk frontage

* * *
(b) In the remaining 50 percent of such area, only

those obstructions listed in Section 37-726
(Permitted obstructions) shall be allowed, provided
such obstructions are not higher than two feet
above the level of the public sidewalk fronting the
#public plaza#, except for light stanchions, public
space signage, railings for steps, exterior wall
thickness pursuant to Section 33-23 (Permitted
Obstructions in Required Yards or Rear Yard
Equivalents), trash receptacles, trees and fixed or
moveable seating and tables. Furthermore,
planting walls or trellises, water features and
artwork may exceed a height of two feet when
located within three feet of a wall bounding the
#public plaza#.

For #corner public plazas#, the requirements of this Section
shall apply separately to each #street# frontage, and the area
within 15 feet of the intersection of any two or more #streets#
on which the #public plaza# fronts shall be at the same
elevation as the adjoining public sidewalk and shall be free of
obstructions.

* * *
37-726
Permitted obstructions

(a) #Public plazas# shall be open to the sky and
unobstructed except for the following features,
equipment and appurtenances normally found in
#public parks# and playgrounds: water features,
including fountains, reflecting pools, and waterfalls;
sculptures and other works of art; seating,
including benches, seats and moveable chairs;
trees, planters, planting beds, lawns and other
landscape features; arbors or trellises; litter
receptacles; bicycle racks; tables and other outdoor
furniture; lights and lighting stanchions; public
telephones; public restrooms; permitted temporary
exhibitions; permitted awnings, canopies or
marquees; permitted freestanding signs; play
equipment; exterior wall thickness added pursuant
to Section 33-23 (Permitted Obstructions in
Required Yards or Rear Yard Equivalents);
permitted kiosks and open-air cafes; stages; subway
station entrances, which may include escalators;
and drinking fountains.

However, an area occupied in aggregate by such
permitted obstruction shall not exceed the
maximum percentage cited in paragraph (b) of this
Section. In addition, certain of the obstructions
listed in this paragraph, (a), shall not be permitted
within the sidewalk frontage of a #public plaza#, as
described in Section 37-721 (Sidewalk frontage).
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(b) Permitted obstructions may occupy a maximum
percentage of the area of a #public plaza#, as
follows:

For #public plazas# less than 10,000 square feet in
area: 40 percent

For #public plazas# less than 10,000 square feet in
area with a permitted open air cafe: 50 percent

For #public plazas# 10,000 square feet or more in
area: 50 percent

For #public plazas# 10,000 square feet or more in
area with a permitted open-air cafe: 60 percent.

The area of permitted obstructions shall be
measured by outside dimensions. Obstructions that
are non-permanent or moveable, such as moveable
chairs, open air cafes, or temporary exhibitions
shall be confined within gross areas designated on
the site plan, and not measured as individual pieces
of furniture.

Trees planted flush-to-grade in accordance with the
provisions of Section 37-742 (Planting and trees)
and tree canopies do not count as obstructions for
the purpose of calculating total area occupied by
permitted obstructions. Planting beds and their
retaining walls for trees count as obstructions,
except that lawn, turf or grass areas intended for
public access and seating shall not count as
obstructions, provided such lawns do not differ in
elevation from the adjoining #public plaza#
elevation by more than 6 inches. Exterior wall
thickness added pursuant to Section 33-23
(Permitted Obstructions in Required Yards or Rear
Yard Equivalents) in any #publicly accessible open
area# or #public plaza# built prior to the (date of
adoption) shall not count as obstructions for the
purpose of calculating total area occupied by
permitted obstructions.

* * *
(c) Canopies, awnings, and marquees and sun control

devices

(1) Entrances to #buildings# located within a
#public plaza# may have a maximum of
one canopy, awning or marquee, provided
that such canopy, awning or  marquee:

(1)(i) has a maximum area of 250
square feet;

(2)(ii) does not project into the #public
plaza# more than 15 feet when
measured perpendicular to the
#building# facade;

(3)(iii) is located a minimum of 15 feet
above the level of the #public
plaza# adjacent to the
#building# entrance; and

(4)(iv) does not contain vertical
supports.

Such canopies, awnings, and marquees
shall be designed to provide maximum
visibility into the #public plaza# from
adjoining #streets# and the adjacent
#building#. However, canopies, awnings,
and marquees associated with entrances
to #buildings# containing #residences#
located within a #public plaza# may
project more than 15 feet into the #public
plaza# and contain vertical supports if
they are located entirely within 10 feet of
the edge of the #public plaza#.

(2) Sun control devices may be located within
a #public plaza#, provided that all such
devices:

(i) shall be located above the level
of the first #story# ceiling;

(ii) shall be limited to a maximum
projection of 2 feet, 6 inches;

(iii) shall have solid surfaces that in
aggregate, cover an area no
more than 20 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project; and

(iv) may rise above the permitted
#building# height, up to the
height of a parapet wall or
guardrail permitted within
Section 33-42 (Permitted
Obstructions);

* * *
43-23
Permitted Obstructions in Required Yards or Rear
Yard Equivalents

In all #Manufacturing Districts#, the following obstructions
shall be permitted within a required #yard# or #rear yard
equivalent#:

(a) In any #yard# or #rear yard equivalent#:

(1) Arbors or trellises;

(2) Awnings or canopies; and other sun
control devices, provided that when

located at a level higher than a first
#story#, excluding a #basement#, all such
awnings and other sun control devices:

(i) shall be limited to a maximum
projection from a #building#
wall of 2 feet, 6 inches; and

(ii) shall have solid surfaces that in
aggregate, cover an area no
more than 30 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project;

(3) Canopies

(4) Chimneys, projecting not more than three
feet into, and not exceeding two percent of
the area of, the required #yard# or #rear
yard equivalent#;

(5) Eaves, gutters or downspouts, projecting
into such #yard# or #rear yard equivalent#
not more than 16 inches or 20 percent of
the width of such #yard# or #rear yard
equivalent#, whichever is the lesser
distance;

(6) Exterior wall thickness, where such wall
thickness is added to the exterior face of a
#building# wall existing on (date of
adoption), provided the added wall
thickness has a thermal resistance (R-
value) of at least 1.5 per inch, and is
limited to 1 inch of thickness for every
foot of existing #yard# width, up to a
maximum thickness of 8 inches. When an
open area is provided along a common
#lot line#, then such exterior wall
thickness is limited to 1 inch for every
foot of existing open area on the #zoning
lot#.

Where #buildings# that have added
exterior wall thickness pursuant to this
Section are #enlarged#, such #enlarged#
portion may similarly encroach upon
required #yards# in order to align with
the exterior walls of the existing
#building#, provided such #enlargement#
contains less #floor area# than the
existing #building#, and there is no
encroachment of #floor area# into a
required #yard#.

(7) Fences;

(8) Flagpoles;

(9) Parking spaces for automobiles or
bicycles, off-street, open, #accessory#;

(10) Solar energy systems on walls existing on
(date of adoption), projecting no more
than 10 inches and occupying no more
than 20 percent of the surface area of the
#building# wall (as viewed in elevation)
from which it projects;

(11) Steps, and ramps for persons with
physical disabilities;

(12) Terraces or porches, open;

(13) Walls, not exceeding eight feet in height
and not roofed or part of a #building#;

(b) In any #rear yard# or #rear yard equivalent#:

(1) Any #building# or portion of a #building#
used for any permitted #use#, except that
any portion of a #building# containing
rooms used for living or sleeping purposes
(other than a room in a hospital used for
the care and treatment of patients, or
#joint living-work quarters for artists#)
shall not be a permitted obstruction, and
provided that the height of such
#building# shall not exceed one #story#,
excluding #basement#, nor in any event
23 feet above #curb level#. In addition,
decks, parapet walls, roof thickness,
skylights, vegetated roofs and weirs shall
be permitted upon such #building#, or
portion thereof, as listed within Section
43-42 (Permitted Obstructions);

(2) Breezeways;

(3) Fire escapes;

(4) Parking spaces for automobiles or
bicycles, off-street, #accessory#, provided
that the height of an #accessory building#
used for such purposes and located in a
required #rear yard# or #rear yard
equivalent# shall not exceed 23 feet above
#curb level#;

(5) Solar energy systems on the roof of a
#building# permitted as an obstruction to
such #yard#:

(i) up to 4 feet in height as
measured perpendicular to the
roof surface when located above
a permitted #commercial or

community facility use# or
attached parking structure;
however

(ii) shall be limited to 18 inches in
height as measured perpendicular
to the roof surface when located
above a shed or detached
parking structure, or on any
roof with a slope greater than
20 degrees;

(6) Water-conserving devices, required in
connection with air conditioning or
refrigeration systems in #buildings#
existing prior to May 20, 1966, if located
not less than eight feet from any #lot
line#.

However, no portion of a #rear yard equivalent# which is also
a required #front yard# or required #side yard# may contain
any obstructions not permitted in such #front yard# or #side
yard#.

* * *
43-42
Permitted Obstructions

In all #Manufacturing Districts#, the following obstructions
shall be permitted to penetrate a maximum height limit or a
#sky exposure plane# set forth in Sections 43-43 (Maximum
Height of Front Wall and Required Front Setbacks), 43-44
(Alternate Front Setbacks) or 43-49 (Limited Height
Districts).

(a) Awnings and other sun control devices, provided
that when located at a level higher than a first
#story#, excluding a #basement#, all such awnings
and other sun control devices:

(1) shall be limited to a maximum projection
from a #building# wall of 2 feet, 6 inches,
except when located on the first #story#
above a setback;

(2) shall have solid surfaces that, in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project; and

(3) may rise above the permitted #building#
height, up to the height of a parapet wall
or guardrail permitted in accordance with
Section 43-42 (Permitted Obstructions).

When located on the first #story# above a setback,
awnings and other sun control devices shall be
limited to a projection of 50 percent of the depth of
the required setback, and shall be limited, in total,
to 50 percent of the width of the #building# wall
from which they project.

(ab) #Building# columns, having an aggregate width
equal to not more than 20 percent of the #aggregate
width of street walls# of a #building#, to a depth
not exceeding 12 inches, in an #initial setback
distance#, optional front open area, or any other
required setback distance or open area set forth in
Sections 43-43, 43-44 or 43-45 (Tower Regulations);

(bc) Chimneys or flues, with a total width not exceeding
10 percent of the #aggregate width of street walls#
of a #building# at any given level;

(d) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as
measured from the maximum height limit, or the
finished level of the roof as it existed on (date of
adoption), whichever is higher;

(ce) Elevators or stair bulkhead, roof water tanks or
cooling towers (including enclosures), each having
an #aggregate width of street walls# equal to not
more than 30 feet. However, the product, in square
feet, of the #aggregate width of street walls# of such
obstructions facing each #street# frontage, times
their average height, in feet, shall not exceed a
figure equal to four times the width, in feet, of the
#street wall# of the #building# facing such frontage.
For the purposes of this paragraph, (b), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#;

Elevator or stair bulkheads (including shafts; and
vestibules not larger than 60 square feet in area
providing access to a roof), roof water tanks and
#accessory# mechanical equipment (including
enclosures), other than solar or wind energy
systems, provided that:

(1) such obstructions shall be located not less
than 10 feet from the #street wall# of a
#building#, except that such obstructions
need not be set back more than 25 feet
from a #narrow street line# or more than
20 feet from a #wide street line#.
However, such restrictions on location
shall not apply to elevator or stair
bulkheads (including shafts or vestibules),
provided the #aggregate width of street
walls# of such bulkheads within 10 feet of
a #street wall#, facing each #street#
frontage, times their average height, in
feet, does not exceed an area equal to 4
feet times the width, in feet, of the #street
wall# of the #building# facing such frontage.

(2) all mechanical equipment shall be
screened on all sides.
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(3) such obstructions and screening are
contained within a volume that complies
with one of the following:

(i) the product, in square feet, of
the #aggregate width of street
walls# of such obstructions
facing each #street# frontage,
times their average height, shall
not exceed an area equal to 8
feet times the width, in feet, of
the #street wall# of the #building#
facing such frontage; or

(ii) the #lot coverage# of all such
obstructions does not exceed 20
percent of the #lot coverage# of
the #building#, and where the
maximum permitted height of a
#building# is less than 120 feet,
are limited to a maximum
height of 25 feet, and where the
maximum permitted height of a
#building# is 120 feet or
greater, are limited to a
maximum height of 40 feet.

For the purposes of this paragraph, (e), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#.

(f) Exterior wall thickness, up to 8 inches, where such
wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

(dg) Flagpoles or aerials;

(eh) House of worship towers, ornamental, having no
#floor area# in portion of tower penetrating such
height limit or #sky exposure plane#;

(fi) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall or within 2 feet of a parapet wall, provided
such guardrail is not more than 4 feet above the
accessible level of a roof. Such restriction on
guardrail height shall not apply when located
beyond 2 feet from a parapet wall;

(j) Roof thickness, up to 8 inches, to accommodate the
addition of insulation, for #buildings# or portions of
#buildings# constructed prior to (date of adoption).
For a #building# that has added roof thickness
pursuant to this paragraph, an #enlargement# may
align with the finished roof surface of such
#building#, provided the #enlarged# portion does
not exceed the maximum height limit height by
more than 8 inches;

(k) Rooftop greenhouses, permitted pursuant to Section
75-01 (Certification for Rooftop Greenhouses);

(l) Skylights, clerestories or other day lighting devices,
not more than 4 feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
8 feet from the #street wall# edge. However, such
devices shall not be permitted obstructions above a
roof with a slope greater than 20 degrees;

(m) Solar energy systems:

(1) on the roof of a #building#, up to 4 feet in
height, as measured from the maximum
height limit, or the finished level of the
roof, whichever is higher;

(2) on the roof of a #building#, greater than 4
feet in height, as measured from the
maximum height limit, or the finished
level of the roof, whichever is higher,
provided that all such portions above 4
feet are set back at least 6 feet from a
#street wall#, limited to a #lot coverage#
not greater than 25 percent of the #lot
coverage# of the roof and do not exceed:

(i) a height of 15 feet;

(ii) when located on a bulkhead or
other obstruction pursuant to
paragraph (e) of this Section, a
height of 6 feet;

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it projects.

However, any installation on a roof with a slope greater than

20 degrees shall be limited to 18 inches in height, as
measured perpendicular to the roof surface.

(gn) Spires or belfries;

(o) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,
vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(p) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(q) Wind energy systems on portions of #buildings#
with a height of 100 feet or greater, provided:

(1) the highest point of the wind turbine
assembly does not exceed 55 feet;

(2) no portion of the wind turbine assembly is
closer than 10 feet from any #lot line#;  and

(3) in districts where #residences# new #joint
living work quarters for artists# are
permitted as-of-right, by special permit or
authorization, or within 100 feet of such
districts, the diameter of the swept area
of the rotor does not exceed 15 feet;

(r) Window washing equipment mounted on a roof;

(hs) Wire, chain link or other transparent fences.

* * *
44-42
Size and Identification of Spaces

M1 M2 M3

(a) Size of spaces

In all districts, as indicated, for all #accessory# off-
street parking spaces, open or enclosed, each 300
square feet of unobstructed standing or
maneuvering area shall be considered one parking
space. However, an area of less than 300 square
feet, but in no event less than 200 square feet, may
be considered as one space, where the layout and
design of the parking area are adequate to permit
convenient access and maneuvering in accordance
with regulations promulgated by the Commissioner
of Buildings, or where the applicant for a building
permit or certificate of occupancy certifies that such
spaces will be fully attended.

Driveways used to access required parking spaces
must be unobstructed for a width of at least 8 feet
and a height of 8 feet above grade and if connecting
to a #street#, such driveway may only be accessed
by a curb cut.

In any case where a reduction of the required area
per parking space is permitted on the basis of the
applicant’s certification that such spaces will be
fully attended, it shall be set forth in the certificate
of occupancy that paid attendants employed by the
owners or operators of such spaces shall be
available to handle the parking and moving of
automobiles at all times when such spaces are in use.

In no event shall the dimensions of any parking
stall be less than 18 feet long and 8 feet, 6 inches
wide.

* * *
54-313
Single- or two-family residences with non-complying
front yards or side yards

* * *
(b) In all districts, for an existing #single-# or #two-

family residence# with a #noncomplying side yard#,
an #enlargement# involving a vertical extension of
existing #building# walls facing such #non-
complying side yard# is permitted, provided the
following conditions are met:

(1) the portion of the #building# which is
being vertically extended complies with
the height and setback regulations
applicable to an R3-2 District;

(2) the #non-complying side yard# where the
#building# wall is being vertically
extended is at least three feet in width
and the minimum distance between such
#building# wall and the nearest
#building# wall or vertical prolongation
thereof on an adjoining #zoning lot#
across the common #side lot line# is eight
feet;

(3) the #enlarged building# does not contain
more than two #dwelling units#;

(4) that there is no encroachment on the
existing #non-complying side yard# except
as set forth in this Section; and

(5) the #enlargement# does not otherwise
result in the creation of a new
#noncompliance# or in an increase in the
degree of #non-compliance#.

Notwithstanding the provisions set forth in paragraphs (a)(1)
and (b)(1) of this Section, when an existing #building# has
added exterior wall thickness pursuant to Section 23-44
(Permitted Obstructions in Required Yards or Rear Yard
Equivalents), such vertical extensions may align with the
location of the finished exterior #building# wall of the
existing #building#.

* * *
62-341
Developments on land and platforms

All #developments# on portions of a #zoning lot# landward of
the #shoreline# or on #platforms# shall be subject to the
height and setback provisions of this Section. However, when
the seaward view from all points along the #shoreline# of a
#zoning lot# is entirely obstructed by existing elevated roads,
bridges or similar structures which are less than 50 feet
above mean high water and within 200 feet of the
#shoreline#, #developments# shall be exempt from the
requirements of this Section. Height and setback regulations
for #developments# on #piers# and #floating structures# are
set forth in Sections 62-342 and 62-343.

(a) For the purposes of applying the height and setback
regulations of this Section, the following provisions
shall apply:

* * *
(4) Permitted obstructions

The obstructions permitted pursuant to
Sections 23-62, 24-51, 33-42 or 43-42 shall
apply. In addition, the following regulations
regarding permitted obstructions shall be
permitted apply:

(i) Within an #initial setback
distance#, a dormer may exceed
a maximum base height
specified in Table A of this
Section or penetrate a required
setback area above a maximum
base height specified in Table C
of this Section, provided that on
any #street# frontage the
aggregate width of all dormers
at the maximum base height
does not exceed 60 percent of
the width of the #street wall# of
the highest #story# entirely
below the maximum base
height. At any level above the
maximum base height, the
width of a #street wall# of a
dormer shall be decreased by
one percent for every foot that
such level of dormer exceeds the
maximum base height. (See
Illustration of Dormer)

* * *
(iii) Wind energy systems

Regulations governing wind
energy systems are modified
pursuant to this paragraph:

In R6 through R10 Districts,
Commercial Districts other than
C1 or C2 Districts mapped
within R1 through R5 Districts
and C4-1, C7, C8-1, and
Manufacturing Districts other
than M1-1 Districts, wind
energy systems located on a roof
of a #building# shall not exceed
a height equivalent to 50
percent of the height of such
portion of the #building# or 55
feet, whichever is less, as
measured from the roof to the
highest point of the wind
turbine assembly.

In C4-1, C7, C8-1 and M1-1
Districts, for #buildings#
containing #commercial# or
#community facility uses#, wind
energy systems shall not exceed
a height of 55 feet when located
above a roof of the #building# as
measured to the highest point of
the wind turbine assembly.
In all districts, no portion of a
wind energy system may be
closer than 10 feet to a
#waterfront public access area#
boundary or a #zoning lot line#.

(b) Lower density districts

R1 R2 R3 R4 R5 C3 C4-1 C7 C8-1 M1-1

In the districts indicated, and in C1 and C2
Districts mapped within such #Residence
Districts#, the underlying district height and
setback regulations are applicable or modified as
follows:

* * *
(4) Other structures

All structures other than #buildings#
shall be limited to a height of 35 feet,
except that in C4-1, C7, C8-1 and M1-1
Districts, freestanding wind energy
systems shall be permitted to a height of
85 feet, as measured from the base plane
to the highest point of the wind turbine
assembly.
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(c) Medium and high density non-contextual districts

* * *
Table A

HEIGHT AND SETBACK FOR ALL BUILDINGS AND
OTHER STRUCTURES IN MEDIUM AND HIGH DENSITY

NON-CONTEXTUAL DISTRICTS*

* * *
(d) Medium and high density contextual districts

R6A R6B R7A R7B R7D R7X R8A R8B R8X R9A 
R9X R10A

C1-6A C1-7A C1-8A C1-8X C1-9A C2-6A C2-7A C2-
7X C2-8A C4-2A C4-3A C4-4A C4-5A C4-5D C4-5X
C4-6A C4-7A C5-1A C5-2A C6-2A C6-3A C6-4A

In the districts indicated, and in C1 and C2
Districts mapped within such #Residence
Districts#, the height and setback regulations of
Sections 23-60, 24-50 and 35-24 shall not  apply. In
lieu thereof, the height and setback regulations set
forth in this Section following regulations shall apply:

* * *
62-342
Developments on piers

* * *
(a) Height and setback regulations on #piers#

The height of a #building or other structure# on a
#pier# shall not exceed 30 feet. However, where a
setback at least 15 feet deep is provided, the
maximum height of a #building or other structure#
shall be 40 feet. Such required setback shall be
provided at a minimum height of 25 feet and a
maximum height of 30 feet, and may be reduced to
ten feet in depth along any portion of the #building
or other structure# fronting on an open area of the
#pier# having a dimension of at least 40 feet
measured perpendicular to such fronting portion. In
addition, wind energy systems shall be allowed,
provided such a system does not exceed a height of
85 feet, as measured from the base plane to the
highest point of the wind turbine assembly or, when
located above a roof of the #building#, a height of 55
feet, as measured to the highest point of the wind
turbine assembly, whichever is higher.

(b) #Bbuilding# width and spacing regulations on #piers#
* * *

Article VII
Administration

Chapter 1
Enforcement, and Administration and Amendments

71-00
ENFORCEMENT AND ADMINISTRATION

* * *
71-10
PROCEDURE FOR AMENDMENTS

The City Planning Commission shall adopt resolutions to
amend the text of this Resolution or the #zoning maps#
incorporated therein, and the City Council shall act upon
such amendments, in accordance with the provisions of the
New York City Charter.

* * *
Chapter 5
Amendments

75-00
PROCEDURE FOR AMENDMENTS

The City Planning Commission shall adopt resolutions to
amend the text of this Resolution or the #zoning maps#
incorporated therein, and the City Council shall act upon
such amendments, in accordance with the provisions of the
New York City Charter.

* * *
Chapter 5
Certifications

75-00
CERTIFICATIONS

75-01
Certification for Rooftop Greenhouses

A rooftop greenhouse shall be excluded from the definition of
#floor area# and may exceed #building# height limits, upon
certification by the Chairperson of the City Planning
Commission that such rooftop greenhouse:

(a) is located on the roof of a #building# that does not
contain #residences# or other #uses# with sleeping
accommodations;

(b) will only be used for cultivation of plants, or
primarily for cultivation of plants when #accessory#
to a #community facility use#;

(c) is no more than 25 feet in height:

(d) has roofs and walls consisting of at least 70 percent
transparent materials, except as permitted
pursuant to paragraph (f)(3) of this Section;

(e) where exceeding #building# height limits, is set
back from the perimeter wall of the #story#
immediately below by at least 6 feet on all sides; and

(f) has been represented in plans showing:

(1) the area and dimensions of the proposed
greenhouse, the location of the existing or
proposed #building# upon which the
greenhouse will be located, and access to
and from the #building# to the greenhouse;

(2) that the design of the greenhouse
incorporates a rainwater collection and
reuse system; and

(3) any portions of the greenhouse dedicated
to office or storage space #accessory# to
the greenhouse, which shall be limited to
20 percent of the floor space of the
greenhouse, and shall be exempt from the
transparency requirement in paragraph
(d) of this Section.

Plans submitted shall include sections and elevations, as
necessary to demonstrate compliance with the provisions of
paragraphs (a) through (f) of this Section, as applicable. A
copy of the proposed rooftop greenhouse plan shall be
delivered to the affected Community Board, which may
review such proposal and submit comments to the
Chairperson of the City Planning Commission. The
certification of a rooftop greenhouse shall not be complete
until the earlier of the date that the affected Community
Board submits comments regarding such proposal to City
Planning or informs City Planning that such Community
Board has no comments; or 45 days from the date that such
proposal was submitted to the affected Community Board.

No building permits or certificates of occupancy related to the
addition of #residences# or other #uses# with sleeping
accommodations within the #building# may be issued by the
Department of Buildings, unless and until such rooftop
greenhouse has been fully dismantled. A Notice of Restrictions
shall be recorded for the #zoning lot# providing notice of the
certification pursuant to this Section. The form and contents
of the legal instrument shall be satisfactory to the
Chairperson of the City Planning Commission, and the filing
and recording of such instrument shall be a precondition to
the use of such rooftop greenhouse. The recording information for
the rooftop greenhouse certification shall be referenced on the
first Certificate of Occupancy to be issued after such notice is
recorded, as well as all subsequent Certificates of Occupancy,
for as long as the rooftop greenhouse remains intact.

* * *
81-252
Permitted obstructions

With the exception of unenclosed balconies conforming to the
provisions of Section 23-13 (Balconies), the Except as set
forth in this Section, structures which under the provisions of
Sections 33-42 or 43-42 (Permitted Obstructions) or 34-11 or
35-11 (General Provisions), are permitted to penetrate a
maximum height limit or a #sky exposure plane# shall not be
permitted as exceptions to the height limitations, setback
requirements or rules for the measurement of #encroachments#
or #compensating recesses# set forth in Section 81-26 (Height
and Setback Regulations), nor shall they be excluded in
determining daylight blockage pursuant to the provisions of
Section 81-27 (Alternate Height and Setback Regulations).

The following shall be permitted as exceptions to the height
regulations, setback requirements or rules for the
measurement of #encroachments# or #compensating
recesses# set forth in Section 81-26 (Height and Setback
Regulations) and shall be excluded in determining daylight
blockage pursuant to the provisions of Section 81-27 (Alternate
Height and Setback Regulations).

(a) Unenclosed balconies conforming to the provisions
of Section 23-13 (Balconies); and

(b) Exterior wall thickness, up to 8 inches, where such
wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

* * *
84-135
Limited height of buildings

For the purposes of this Section, the term “#buildings#” shall
include #buildings or other structures#. No portion of any
#building# may be built to a height greater than 85 feet
above #curb level#, except that:

* * *
(e) Sections 23-62 (Permitted Obstructions) and 33-42

(Permitted Obstructions) are hereby made
inapplicable. Any portion of a #building# that
exceeds an established height limit shall be subject
to the following provisions:

(1) The following shall not be considered
obstructions and may thus penetrate a
maximum height limit:

(i) Chimneys or flues, with a total
width not exceeding 10 percent
of the #aggregate width of street
walls# of a #building# at any level 

(ii) Elevator or stair bulkheads, roof
water tanks, cooling towers and
or other #accessory# mechanical
equipment (including enclosure
walls), provided that either the
product, in square feet, of the
#aggregate width of street
walls# of such obstructions
facing each #street# frontage
times their average height, in

feet, shall not exceed a figure
equal to eight times the width,
in feet, of the #street wall# of
the #building# facing such
frontage at #curb level#, or the
#lot coverage# of all such
obstructions does not exceed 20
percent of the #lot coverage# of
the #building# and the height of
all such obstructions does not
exceed 40 feet pursuant to Section
33-42 (Permitted Obstructions)

(iii) Decks, and other surfaces for
recreational activities, not more
than 3 feet, 6 inches in height,
as measured from the maximum
height limit, or the finished
level of the roof as it existed on
(date of adoption), whichever is
higher;

(iv) External wall thickness, pursuant
to Section 33-42 (Permitted
Obstructions)

(v) Flagpoles and aerials

(vi) Heliostats and wind turbines
energy systems

(vii) Parapet walls, not more than
four feet high in height, as
measured from the maximum
height limit, or the finished
level of the roof as it existed on
(date of adoption), whichever is
higher. A guardrail with a
surface at least 70 percent open
or with an opacity no more than
30 percent (as viewed in
elevation), shall be permitted
above a parapet wall or within 2
feet of a parapet wall, provided
such guardrail is not more than
4 feet above the accessible level
of a roof. Such restriction on
guardrail height shall not apply
when located beyond 2 feet from
a parapet wall;

(viii) Roof thickness, up to 8 inches,
to accommodate the addition of
insulation, for #buildings# or
portions of #buildings#
constructed prior to (date of
adoption). For a #building# that
has added roof thickness
pursuant to this paragraph, an
#enlargement# may align with
the finished roof surface of such
#building#, provided the
#enlarged# portion does not
exceed the maximum height
limit height by more than 8 inches;

(ix) Rooftop greenhouses, permitted
pursuant to Section 75-01
(Certification for Rooftop
Greenhouses);

(x) Skylights, clerestories or other
day lighting devices, not more
than 4 feet in height, as
measured from the maximum
height limit, or the finished
level of the roof as it existed on
(date of adoption), whichever is
higher. Such devices shall be
limited to a #lot coverage# not
greater than 10 percent of the
#lot coverage# of the roof and be
located at least 8 feet from the
#street wall# edge. However,
such devices shall not be permitted
obstructions above a roof with a
slope greater than 20 degrees;

(xi) Solar energy systems:

(1) on the roof of a #building#, up to
4 feet in height, as measured
from the maximum height limit,
or the finished level of the roof,
whichever is higher;

(2) on the roof of a #building#,
greater than 4 feet in height, as
measured from the maximum
height limit, or the finished
level of the roof, whichever is
higher, provided that all such
portions above 4 feet are set
back at least 6 feet from a
#street wall#, limited to a #lot
coverage# not greater than 25
percent of the #lot coverage# of
the roof and do not exceed a
height of 15 feet, or when
located on a bulkhead or other
obstruction pursuant to
paragraph (f) of Section 33-42,
do not exceed a height of 6 feet.

(3) on walls existing on (date of
adoption), projecting no more
than 10 inches and occupying no
more than 20 percent of the
surface area of the #building#
wall (as viewed in elevation)
from which it projects.

TUESDAY, APRIL 24, 2012 THE CITY RECORD 1031



However, any installation on a
roof with a slope greater than
20 degrees shall be limited to 18
inches in height, as measured
perpendicular to the roof surface.

(xii) Vegetated roofs, not more than
3 feet, 6 inches in height
excluding vegetation, as
measured from the maximum
height limit, or the finished
level of the roof as it existed on
(date of adoption), whichever is
higher. On roofs with slopes
greater than 20 degrees,
vegetated roofs shall be limited
to a height of 12 inches measured
perpendicular to such roof surface;

(xiii) Weirs, check dams and other
equipment for stormwater
management, not more than 3
feet, 6 inches in height, as
measured from the maximum
height limit, or the finished
level of the roof as it existed on
(date of adoption), whichever is
higher;

(xiv) Wire, chain link or other
transparent fences;

(2) The maximum permitted size of enclosure
walls surrounding elevator or stair
bulkheads, roof water tanks, cooling
towers and or other #accessory#
mechanical equipment may be increased
by authorization of the City Planning
Commission, provided the Commission
finds that:

(i) the width of such additional
enclosure wall at each
#building# face does not exceed
80 percent of the width of the
enclosure wall as allowed in
paragraph (e)(1) of this Section;

(ii) the additional area of the
enclosure wall at each #building#
face is not more than 50 percent
of the area permitted as-of-
right; and

(iii) the enclosure wall is compatible
with the #building# and the
urban design goals of the
Special District and
complements the design by
providing a decorative top; and

(f) in #special height locations# in Appendices 2.2 and
3.2 of this Chapter, no portion of a #building#,
including permitted obstructions, shall exceed a
height of 450 feet above #curb level#.

* * *
84-333
Limited height of buildings

The maximum height of any #building or other structure#, or
portion thereof, shall not exceed 400 feet on any portion of
subzone C-1 shown as a #special height location# in Appendix
3.2 of this Chapter, except that permitted obstructions
pursuant to Section 33-42 shall be allowed to penetrate a
maximum height limit.

The maximum height of any #building or other structure#, or
any portion thereof, located within subzone C-2 shall not
exceed 180 feet above #curb level#, except that:

(a) the maximum height of any #building or other
structure#, or portion thereof, shown as a #special
height location# shall not exceed the height set
forth in Appendix 3.2; and

(b) Sections 23-62 and 33-42 (Permitted Obstructions)
are hereby made inapplicable. Any portion of a
#building or other structure# that exceeds an
established height limit shall be subject to the
following provisions:

(1) The following shall not be considered
obstructions and may this penetrate a
maximum height limit:

(i) Chimneys or flues, with a total
width not exceeding 10 percent
of the #aggregate width of street
walls# or a #building# at any level; 

(ii) Decks, and other surfaces for
recreational activities, not more
than 3 feet, 6 inches in height,
as measured from the maximum
height limit, or the finished
level of the roof as it existed on
(date of adoption), whichever is
higher;

(iii) Elevator or stair bulkheads, roof
water tanks, cooling towers or
other accessory mechanical
equipment (including enclosure
walls), provided that either the
product, in square feet, of the
#aggregate width of street
walls# of such obstructions

facing each #street# frontage
times their average height, in
feet, shall not exceed a figure
equal to eight times the width,
in feet, of the #street wall# of
the #buildings# facing such
frontage at #curb level#, or the
#lot coverage# of all such
obstructions, does not exceed 20
percent of the #lot coverage# of
the #building# and the height of
all such obstructions does not
exceed 40 feet pursuant to Section
33-42 (Permitted Obstructions);

(iv) Fences, wire, chain link or other
transparent type;

(v) Flagpoles and aerials;

(vi) Parapet walls, not more than
four feet high in height, as
measured from the maximum
height limit, or the finished
level of the roof as it existed on
(date of adoption), whichever is
higher. A guardrail with a
surface at least 70 percent open
or with an opacity no more than
30 percent (as viewed in
elevation), shall be permitted
above a parapet wall or within 2
feet of a parapet wall, provided
such guardrail is not more than
4 feet above the accessible level
of a roof. Such restriction on
guardrail height shall not apply
when located beyond 2 feet from
a parapet wall;

(vii) Roof thickness, up to 8 inches,
to accommodate the addition of
insulation, for #buildings# or
portions of #buildings#
constructed prior to (date of
adoption). For a #building# that
has added roof thickness
pursuant to this paragraph, an
#enlargement# may align with
the finished roof surface of such
#building#, provided the
#enlarged# portion does not
exceed the maximum height
limit height by more than 8
inches;

(viii) Rooftop greenhouses, permitted
pursuant to Section 75-01
(Certification for Rooftop
Greenhouses);

(ix) Skylights, clerestories or other
day lighting devices, not more
than 4 feet in height, as
measured from the maximum
height limit, or the finished
level of the roof as it existed on
(date of adoption), whichever is
higher. Such devices shall be
limited to a #lot coverage# not
greater than 10 percent of the
#lot coverage# of the roof and be
located at least 8 feet from the
#street wall# edge. However,
such devices shall not be
permitted obstructions above a
roof with a slope greater than
20 degrees;

(x) Solar energy systems:

(a) on the roof of a #building#, up to
4 feet in height, as measured
from the maximum height limit,
or the finished level of the roof,
whichever is higher;

(b) on the roof of a #building#,
greater than 4 feet in height, as
measured from the maximum
height limit, or the finished
level of the roof, whichever is
higher, provided that all such
portions above 4 feet are set
back at least 6 feet from a
#street wall#, limited to a #lot
coverage# not greater than 25
percent of the #lot coverage# of
the roof and do not exceed a
height of 15 feet, or when
located on a bulkhead or other
obstruction pursuant to
paragraph (f) of Section 33-42,
do not exceed a height of 6 feet.

(c) on walls existing on (date of
adoption), projecting no more
than 10 inches and occupying no
more than 20 percent of the
surface area of the #building#
wall (as viewed in elevation)
from which it projects.

However, any installation on a roof with a
slope greater than 20 degrees shall be
limited to 18 inches in height, as
measured perpendicular to the roof
surface.

(xi) Vegetated roofs, not more than 3 feet, 6
inches in height excluding vegetation, as
measured from the maximum height
limit, or the finished level of the roof as it
existed on (date of adoption), whichever is
higher. On roofs with slopes greater than
20 degrees, vegetated roofs shall be
limited to a height of 12 inches measured
perpendicular to such roof surface;

(xii) Weirs, check dams and other equipment
for stormwater management, not more
than 3 feet, 6 inches in height, as
measured from the maximum height
limit, or the finished level of the roof as it
existed on (date of adoption), whichever is
higher;

(2) The maximum permitted size of enclosure walls
surrounding elevator or stair bulkheads, roof water
tanks, cooling towers and or other #accessory#
mechanical equipment may be increased by
authorization of the City Planning Commission,
provided the Commission finds that:

(i) the width of such additional enclosure
wall at each #building# face does not
exceed 80 percent of the width of the
enclosure wall as allowed in paragraph
(b)(1) of this Section;

(ii) the additional area of the enclosure wall
at each #building# face is not more than
50 percent of the area permitted as-of-
right; and

(iii) the enclosure wall is compatible with the
#building# and the urban design goals of
the Special District and complements the
design by providing a decorative top.

(c) Notwithstanding the above, iIn no event, shall the
height of any #building#, including permitted
obstructions, exceed 800 feet above #curb level#.

* * *
87-31
Permitted Obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings#., except that elevator or stair
bulkheads, roof water tanks, cooling towers or other
mechanical equipment (including enclosures), may penetrate
a maximum height limit, provided that either:

(a)            the product, in square feet, of the #aggregate width
of street walls# of such obstructions facing each
#street# frontage, times their average height, in
feet, shall not exceed a figure equal to eight times
the width, in feet, of the #street wall# of the
#building# facing such frontage; or

(b)            the #lot coverage# of all such obstructions does not
exceed 20 percent of the #lot coverage# of the
#building#, and the height of all such obstructions
does not exceed 40 feet.

In addition, dormers may penetrate a maximum base height
in accordance with the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in certain districts).

* * *
93-41
Rooftop Regulations

(a) Permitted obstructions

(1) Subdistricts A, B, C, D and E

The provisions of Section 33-42
(Permitted Obstructions) shall apply to all
#buildings# within Subdistricts A through
E, except that elevator or stair bulkheads,
roof water tanks, cooling towers or other
mechanical equipment (including
enclosures), may penetrate a maximum
height limit provided that either the
product, in square feet, of the #aggregate
width of street walls# of such obstructions
facing each #street# frontage, times their
average height, in feet, shall not exceed a
figure equal to eight times the width, in
feet, of the #street wall# of the #building#
facing such frontage or, the #lot coverage#
of all such obstructions does not exceed 20
percent of the #lot coverage# of the
#building#, and the height of all such
obstructions does not exceed 40 feet. In
addition, dormers may penetrate a
maximum base height in accordance with
the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in
certain districts).

(b) (2) Subdistrict F

In Subdistrict F, the provisions of paragraph (df) of
Section 33-42 (Permitted Obstructions) shall not
apply, except that. In lieu thereof, the following
shall apply:

(i) #Building# bases and transition heights

For all #building# bases and transition
heights, rooftop mechanical structures,
including, but not limited to, elevator or
stair bulkheads, roof water tanks, cooling
towers or other mechanical equipment,
and their required enclosures may
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penetrate a maximum height limit,
provided that either the product, in
square feet, of the #aggregate width of
street walls# of such obstructions facing
each #street# frontage, times their
average height, in feet, shall not exceed a
figure equal to eight times the width, in
feet, of the #street wall# of the #building#
facing such frontage or, the #lot coverage#
of all such obstructions does not exceed 20
percent of the #lot coverage# of the
#building#, and the height of all such
obstructions does not exceed 40 feet.

(ii) Towers

For all towers, rooftop mechanical
equipment, including, but not limited to,
elevator or stair bulkheads, roof water
tanks, cooling towers or other mechanical
equipment, and their required enclosures,
may penetrate a maximum height limit.
Ffor towers above a height of 350 feet,
such rooftop mechanical structures shall
comply with the tower top articulation
provisions set forth in Section 93-569
(Tower top articulation).

(b)            Screening requirements for mechanical equipment

For all #developments# and #enlargements#, all
mechanical equipment located on any roof of a
#building or other structure# shall be fully
enclosed, except that openings in such enclosure
shall be permitted only to the extent necessary for
ventilation and exhaust.

* * *
93-55
Special Height and Setback Regulations in the South
of Port Authority Subdistrict E

(a) #Zoning lots# with Eighth Avenue frontage

* * *
(2) permitted obstructions, as listed in

paragraph (a) of Section 93-41, may
penetrate the #sky exposure plane#. In
addition, a dormer, as listed in paragraph
(c)(1) of Section 23-621, may penetrate the
#sky exposure plane#.

* * *
93-77
Design Criteria for Public Access Areas in Subdistrict F

Public access areas in Subdistrict F shall be comprised of
publicly accessible open spaces, private streets and
pedestrian ways.

(a) Design criteria

* * *
(12) Canopies, awnings, and marquees and

sun control devices

Where #buildings# front onto publicly
accessible open spaces, private streets
and pedestrian ways, canopies, awnings,
and marquees and sun control devices
shall be permitted pursuant to the
standards set forth in paragraph (c) of
Section 37-726 (Permitted obstructions).

* * *
94-072
Special plaza provisions

In Areas A, C and E, all #developments# which are located on
a #zoning lot# with frontage along Emmons Avenue, except
for a #zoning lot# of less than 8,000 square feet which was in
existence as of November 1, 1972, shall provide and maintain
a plaza for public use which complies with the following
requirements:

* * *

(c) The size of the plaza shall be at least 4,000 square
feet in one location and shall not at any point be
more than two feet below or five feet above #street#
level, with a minimum dimension of 35 feet. At
least 15 percent of the plaza area shall be
landscaped and planted with trees, except when a
#zoning lot# abutting both Dooley Street and
Emmons Avenue is #developed#, then such
landscaping shall be at least 75 percent of the total
plaza area provided with such #development#.

* * *
(f) A plaza may include as permitted obstructions,

sculptures, kiosks, or open cafes occupying in the
aggregate no more than 30 percent of the total
plaza area. Ice skating rinks are also allowed as
permitted obstructions within such plazas only for
the months from October through March, provided
the minimum area of such plaza is 7,500 square
feet. Exterior wall thickness, awnings and other
sun control devices pursuant to Section 37-726
(Permitted Obstructions) shall also be allowed as
permitted obstructions.

* * *
97-441
Permitted obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings# within the Special District,
except that the provisions of paragraph (d) shall not apply. In
lieu thereof, the following regulations shall apply:

Elevator or stair bulkheads, roof water tanks, cooling towers
or other mechanical equipment (including enclosures), may
penetrate a maximum height limit or #sky exposure plane#
provided that either:

(a)            the product, in square feet, of the #aggregate width
of street walls# of such obstructions facing each
#street# frontage, times their average height, in
feet, shall not exceed a figure equal to eight times
the width, in feet, of the #street wall# of the
#building# facing such frontage; or

(b)            for #buildings# at least 120 feet in height, the #lot
coverage# of all such obstructions does not exceed
20 percent of the #lot coverage# of the #building#,
and the height of all such obstructions does not
exceed 40 feet.

In addition, dormers may penetrate a maximum base height
in accordance with the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in certain districts).

* * *
98-422
Special rooftop regulations

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings or other structures# within the
#Special West Chelsea District#, except that as modified as
follows:

(a)            Permitted Obstructions

(1)            Elevator or stair bulkheads, roof water
tanks, cooling towers or other mechanical
equipment (including enclosures), may
penetrate a #sky exposure plane# or a
maximum height limit provided that
either the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage or, the #lot coverage# of all
such obstructions does not exceed 20
percent of the #lot coverage# of the
#building#, and the height of all such
obstructions does not exceed 40 feet.

(2)            Ddormers may penetrate a maximum
base height in accordance with the
provisions of paragraph (c)(1) of Section
23-621 (Permitted obstructions in certain
districts). However, dormers may not
exceed the maximum #building# height in
Subareas C, F and G where the maximum
base height and maximum #building#
height are the same.

(b)            Ventilation and mechanical equipment

All mechanical equipment located within 15 feet of
the level of the #High Line bed# that is within 25
feet of the #High Line#, measured horizontally, or
within the #High Line frontage#, as applicable,
shall be screened and buffered with no intake or
exhaust fans or vents facing directly onto the #High
Line#.

* * *
101-221
Permitted Obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings# within the #Special Downtown
Brooklyn District#, except that elevator or stair bulkheads,
roof water tanks, cooling towers or other #accessory#
mechanical equipment (including enclosures) may penetrate
a maximum height limit, provided the product, in square
feet, of the #aggregate width of street walls# of such
obstructions facing each #street# frontage, times their
average height, in feet, shall not exceed a figure equal to
eight times the width, in feet, of the #street wall# of the
#building# facing such frontage or, the #lot coverage# of all
such obstructions does not exceed 20 percent of the #lot
coverage# of the #building# and the height of all such
obstructions does not exceed 40 feet. In addition, dormers
may penetrate a maximum base height in accordance with
the provisions of paragraph (c)(1) of Section 23-621
(Permitted obstructions in certain districts).

* * *
104-322
Permitted Obstructions

* * *
(a) Chimneys, flues, intake and exhaust vents limited

to a #lot coverage# of 900 square feet with neither
length nor width of any single such obstruction, nor
the total length or width of all such obstructions,
greater than 30 feet;

(b) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as
measured from the maximum height limit, or the
finished level of the roof as it existed on (date of
adoption), whichever is higher;

(d) Elevator and stair bulkheads to a maximum height
of 15 feet above the permitted maximum height of
mechanical equipment;

(e) Flagpoles or aerials;

(f) House of worship towers, ornamental, having no
#floor area# in portion of tower penetrating such
#sky exposure plane#;

(g) Parapet walls, not more than four feet high in

height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall or within 2 feet of a parapet wall, provided
such guardrail is not more than 4 feet above the
accessible level of a roof. Such restriction on
guardrail height shall not apply when located
beyond 2 feet from a parapet wall;

(h) Pipes and supporting structures;

(i) Railings;

(j) Roof thickness, up to 8 inches, to accommodate the
addition of insulation, for #buildings# or portions of
#buildings# constructed prior to (date of adoption).
For a #building# that has added roof thickness
pursuant to this paragraph, an #enlargement# may
align with the finished roof surface of such
#building#, provided the #enlarged# portion does
not exceed the maximum height limit height by
more than 8 inches;

(k) Rooftop greenhouses, permitted pursuant to Section
75-01 (Certification for Rooftop Greenhouses);

(l) Skylights, clerestories or other day lighting devices,
not more than 4 feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
8 feet from the #street wall# edge. However, such
devices shall not be permitted obstructions above a
roof with a slope greater than 20 degrees;

(m) Solar energy systems:

(1) on the roof of a #building#, up to 4 feet in
height, as measured from the maximum
height limit, or the finished level of the
roof, whichever is higher;

(2) on the roof of a #building#, greater than 4
feet in height, as measured from the
maximum height limit, or the finished
level of the roof, whichever is higher,
provided that all such portions above 4
feet are set back at least 6 feet from a
#street wall#, limited to a #lot coverage#
not greater than 25 percent of the #lot
coverage# of the roof and do not exceed:

(i) a height of 15 feet; and

(iii) when located on a bulkhead or
other obstruction pursuant to
paragraph (d) of this Section, a
height of 6 feet;

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it
projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(n) Spires or belfries;

(o) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20
degrees, vegetated roofs shall be limited to a height
of 12 inches measured perpendicular to such roof
surface;

(p) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(q) Window washing equipment mounted on the roof;

(r) Wire, chain link or other transparent fences.

* * *
107-223
Permitted obstruction in designated open space

The following shall not be considered as obstructions when
located in #designated open space#:

(a) Awnings and other sun control devices pursuant to
Section 23-44 (Permitted Obstructions)

(b) Balconies, unenclosed, subject to the provisions of
Section 23-13; or

(bc) Eaves, gutters or downspouts projecting into such
#designated open space# not more than 16 inches; or

(cd) Fences or walls, conditioned upon certification by
the City Planning Commission that:

(1) such fences or walls will not obstruct or
preclude public access or circulation of
pedestrians, cyclists or horseback riders
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through the public easement within
#designated open space#; and

(2) the location, size, design and materials of
such fences or walls are appropriate to
the character of the #designated open
space#.

(e) Exterior wall thickness, pursuant to Section 23-44
(Permitted Obstructions)

(f) Solar energy systems on walls existing on (date of
adoption), projecting no more than 10 inches and
occupying no more than 20 percent of the surface
area of the #building# wall (as viewed in elevation)
from which it projects; 

No #accessory# off-street parking facilities shall be permitted
in #designated open space#. No #building or other structure#
shall be erected in #designated open space# except as
permitted by the provisions of Section 107-221 (Active
recreational activities). Any existing #building or other
structure# located within the #designated open space# on
September 11, 1975, and not complying with the provisions of
this Section or the other Sections specified in the preceding
paragraph, shall not be #enlarged# but may be continued as
a #non-conforming use# or #noncomplying building# subject
to the applicable provisions of Article V (Non-Conforming
Uses and Non-Complying Buildings) in accordance with the
underlying district regulations.

* * *
111-20
SPECIAL BULK PROVISIONS FOR AREAS A1
THROUGH A7

* * *
(d) Area A4, A5, A6 and A7

Except as set forth herein, the bulk regulations of 
the underlying district shall apply.

* * *
(2) The provisions of Section 33-42 (Permitted

Obstructions) shall apply to all #buildings#,
except that elevator or stair bulkheads,
roof water tanks, cooling towers or other
mechanical equipment (including
enclosures), may penetrate a maximum
height limit provided that either the
product, in square feet, of the #aggregate
width of street walls# of such obstructions
facing each #street# frontage, times their
average height, in feet, shall not exceed a
figure equal to eight times the width, in
feet, of the #street wall# of the #building#
facing such frontage or, the #lot coverage#
of all such obstructions does not exceed 20
percent of the #lot coverage# of the
#building#, and the height of all such
obstructions does not exceed 40 feet. In
addition, dormers may penetrate a
maximum base height in accordance with
the provisions of paragraph (c)(1) of Section
23-621 (Permitted obstructions in certain
districts).

* * *
114-121
Special rooftop regulations

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings or other structures# in R6A,
R6B, R7A, R7B, C4-2A and C8-2 Districts in the #Special Bay
Ridge District#, except that the provisions of paragraph (d) of
Section 33-42 shall not apply. In lieu thereof, the following
regulations shall apply:

Elevator or stair bulkheads, roof water tanks,
cooling towers or other mechanical equipment
(including enclosures) may exceed a maximum
height limit provided that either the product, in
square feet, of the #aggregate width of street walls#
of such obstructions facing each #street# frontage,
times their average height, in feet, shall not exceed
a figure equal to eight times the width, in feet, of
the #street wall# of the #building# facing such
frontage or, the #lot coverage# of all such
obstructions does not exceed 20 percent of the #lot
coverage# of the #building#, and the height of all
such obstructions does not exceed 20 feet. In
addition, dormers may penetrate a maximum base
height in accordance with the provisions of
paragraph (c)(1) of Section 23-621 (Permitted
obstructions in certain districts).

* * *
115-231
Permitted obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings# within the #Special Downtown
Jamaica District#, except that the provisions of paragraph (d)
of Section 33-42 shall not apply. In lieu thereof, the following
regulations shall apply:

Elevator or stair bulkheads, roof water tanks,
cooling towers or other mechanical equipment
(including enclosures) may penetrate a maximum
height limit or #sky exposure plane#, provided that
either:

(a)            the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage; or

(b)            for #buildings# at least 120 feet in height,
the #lot coverage# of all such obstructions
does not exceed 20 percent of the #lot
coverage# of the #building#, and the
height of all such obstructions does not
exceed 40 feet.

In addition, dormers may penetrate a maximum base height
in accordance with the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in certain districts).

* * *
116-231
Special rooftop regulations

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings or other structures# in the
#Special Stapleton Waterfront District#, except that the
provisions of paragraph (d) of Section 33-42 shall not apply.
In lieu thereof, the following regulations shall
apply:

Elevator or stair bulkheads, roof water tanks,
cooling towers or other mechanical equipment
(including enclosures) may exceed a maximum
height limit provided that either:

(a)            the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage; or

(b)            the #lot coverage# of all such obstructions
does not exceed 20 percent of the #lot
coverage# of the #building#, and the
height of all such obstructions does not
exceed 20 feet.

In addition, dormers may penetrate a maximum base height
in accordance with the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in certain districts).

* * *
121-32
Height of Street Walls and Maximum Building Height

* * *
(b) Maximum #building# height

* * *
(2) permitted obstructions, as listed in

paragraph (a) of Section 93-41, may
penetrate the #sky exposure plane# and
the height limit of 250 feet. In addition, a
dormer, as listed in paragraph (c)(1) of
Section 23-621, may penetrate the #sky
exposure plane#.

* * *
125-31
Rooftop Regulations
(a)            Permitted obstructions

The provisions of Section 33-42 (Permitted
Obstructions) shall apply to all #buildings# within
the #Special Southern Hunters Point District#,
except that elevator or stair bulkheads, roof water
tanks, cooling towers or other mechanical
equipment (including enclosures), may penetrate a
maximum height limit, provided that either:

(1)            the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage; or

(2)            the #lot coverage# of all such obstructions
does not exceed 20 percent of the #lot
coverage# of the #building#, and the
height of all such obstructions does not
exceed 40 feet. In addition, dormers may
penetrate a maximum base height in
accordance with the provisions of
paragraph (c)(1) of Section 23-621
(Permitted obstructions in certain districts).

(b)            Screening requirements for mechanical equipment

For all #developments# and #enlargements#, all
mechanical equipment located on any roof of a
#building or other structure# shall be fully
enclosed, except that openings in such enclosure
shall be permitted only to the extent necessary for
ventilation and exhaust.

* * *
128-31
Rooftop Regulations

The provisions of this Section shall apply to all #buildings# in
C4-2 Districts within the Upland and Waterfront
Subdistricts.

(a)            Permitted obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings# in C4-2 Districts within the
Upland and Waterfront Subdistricts, except that elevator or
stair bulkheads, roof water tanks, cooling towers or other
mechanical equipment (including enclosures), may penetrate
a maximum height limit, provided that either:

(1)            the product, in square feet, of the #aggregate width
of street walls# of such obstructions facing each

#street# frontage, times their average height, in
feet, shall not exceed a figure equal to eight times
the width, in feet, of the #street wall# of the
#building# facing such frontage; or

(2)            the #lot coverage# of all such obstructions does not
exceed 20 percent of the #lot coverage# of the
#building#, and the height of all such obstructions
does not exceed 40 feet. In addition, dormers may
penetrate a maximum base height in accordance
with the provisions of paragraph (c)(1) of Section
23-621 (Permitted obstructions in certain districts).

(b)            Screening requirements for mechanical equipment

For all #developments# and #enlargements#, and
#conversions# of #non-residential buildings# to
#residences#, all mechanical equipment located on
any roof of a #building or other structure# shall be
fully enclosed, except that openings in such
enclosure shall be permitted  only to the extent
necessary for ventilation and exhaust.

* * *
131-40
HEIGHT AND SETBACK REGULATIONS

131-41
Rooftop Regulations

(a)           Permitted obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings# within the #Special Coney
Island District#, except that elevator or stair bulkheads, roof
water tanks, cooling towers or other mechanical equipment
(including enclosures), may penetrate a maximum height
limit provided that either the product, in square feet, of the
#aggregate width of street walls# of such obstructions facing
each #street# frontage, times their average height, in feet,
shall not exceed a figure equal to eight times the width, in
feet, of the #street wall# of the #building# facing such
frontage or, the #lot coverage# of all such obstructions does
not exceed 20 percent of the #lot coverage# of the #building#,
and the height of all such obstructions does not exceed 40
feet. In addition, dormers may penetrate a maximum base
height in accordance with the provisions of paragraph (c)(1)
of Section 23-621 (Permitted obstructions in certain districts)
only in the Mermaid Avenue Subdistrict.

(b)            Screening requirements for mechanical equipment

For all #developments# and #enlargements#, all
mechanical equipment located on any roof of a
#building or other structure# shall be fully
enclosed, except that openings in such enclosure
shall be permitted only to the extent necessary for
ventilation and exhaust.

END OF AMENDMENT TEXT

QUEENS PLAZA SIGN REGULATIONS

QUEENS CB - 1 and 2                                   N 110223 ZRQ
Application submitted by the JetBlue Airways Corporation
pursuant to Section 197-c and 201 of the New York City
Charter for an amendment of the Zoning Resolution of the
City of New York, relating to Article XI, Chapter 7 to modify
sign regulations within the Queens Plaza Subdistrict of the
Special Long Island City Mixed Use District.

Matter Underlined is new, to be added;
Matter in Strikeout is old, to be deleted;
Matter within # # is defined in Section 12-10;
* * * indicate where unchanged text appears in the Zoning
Resolution

Article XI – Special Purpose Districts

Chapter 7
Special Long Island Mixed Use District

117-51
Queens Plaza Subdistrict Special Use Regulations

The special #use# provisions of Sections 123-20 through 123-
50, inclusive, of the #Special Mixed Use District# shall apply
in the Queens Plaza Subdistrict except where modified by the
provisions of this Section and shall supplement or supersede
the provisions of the designated #Residence# or M1 District,
as applicable.

* * *
117-514
Special Sign Regulations

Within the Queens Plaza Subdistrict, the #sign# regulations
of Section 123-40 shall apply, except that such #sign#
regulations may be modified to permit a non-#flashing sign#
on the rooftop of a #non-residential building#, provided that
such #sign# directs attention to a business conducted within
such #building#, where such business occupies at least 20
percent of the #floor area# within such #building#, or a
minimum of 50,000 square feet of #floor area# within such
#building#, whichever is less. In addition, the following rules
shall apply:

(a) such #sign# shall be located on the rooftop of a
#building# with frontage on Queens Plaza South,
Queens Boulevard, Queens Plaza East or Queens
Plaza North, and the height of the rooftop on which
the #sign# is affixed shall be at least 70 feet but not
more than 150 feet above #curb level#:

(b) there shall be no more than one such #sign# on a
#zoning lot#, and no more than one such #sign# per
establishment on any #sign# structure:

(c) such #signs# shall be affixed to an open frame
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structure with maximum dimensions that shall not
exceed 45 feet in height, as measured from the
surface of the roof to its uppermost point, and 150
feet in width, as measured along its widest dimension;

(d) all writing, pictorial representations, emblems,
flags, symbols or any other figure or character
comprising the design of such #sign# shall be
separate elements, individually cut and separately
affixed to the open frame structure. No perimeter or
background surfaces shall be applied or affixed to
the open frame structure in addition to such
separate elements. No portion of such separate
elements shall extend beyond the maximum
dimensions allowed for an open frame structure.
The area of such separate elements of a rooftop
#sign# shall not count towards the maximum
#surface area# of a #sign# permitted in Section
32-644 (Illuminated or flashing signs in C4, C5-4,
C6 or C7 Districts); and

(e) any illumination from a rooftop #sign# located
within 100 feet of any #building# containing
#residences#, where such #residences# legally
existed at the time of the application for a permit
for such #sign#, shall not project into or reflect onto
any #residential# portion of such #building#.

* * *
119-03 SPRINGFIELD BOULEVARD

QUEENS CB - 13                                            C 090466 ZMQ
Application submitted by ADC Builders & Developers
pursuant to Sections 197-c and 201 of the New York City
Charter, for an amendment of the Zoning Map, Section No.
19a, by establishing within an existing R2A District a C1-3
District bounded by 119th Avenue, Francis Lewis Boulevard,
217th Street, a line perpendicular to the southeasterly street
line of Springfield Boulevard distant 140 feet southwesterly
(as measured along the street line) from the point of
intersection of the southeasterly line of Springfield Boulevard
and the southwesterly street line of 119th Avenue, and
Springfield Boulevard.

The Subcommittee on Landmarks, Public Siting and
Maritime Uses will hold a public hearing in the
Council Committee Room, 250 Broadway, 16th Floor,
New York City, New York 10007, commencing at 11:00
A.M. on Tuesday, April 24, 2012.

The Subcommittee on Planning, Dispositions and
Concessions will hold a public hearing  in the Council
Committee Room, 250 Broadway, 16th Floor, New York
City, New York 10007, commencing at 1:00 P.M. on
Tuesday, April 24, 2012.

a18-247-13412

CITY PLANNING COMMISSION
■■  PUBLIC HEARINGS

NOTICE IS HEREBY GIVEN THAT RESOLUTIONS
Have been adopted by the City Planning Commission
Scheduling public hearings on the following matters
to be held at the Auditorium of the National Museum
of the American Indian, 1 Bowling Green New York,
New York, on Wednesday, April 25, 2012 at 10:00 A.M.

No. 1
WOODHAVEN-RICHMOND HILL REZONING

CD 9                                                                 C 120195 ZMQ
IN THE MATTER OF an application submitted by the
Department of City Planning pursuant to Sections 197-c and
201 of the New York City Charter for an amendment of the
Zoning Map, Section Nos. 14b, 14d, 17c, 18a and 18c:

1. eliminating from an existing R3-1 District a C1-2
District bounded by a line 100 feet northerly of
Jamaica Avenue, 85th Street, a line 150 feet
northerly of Jamaica Avenue, Woodhaven
Boulevard, 86th Drive, 94th Street, a line 150 feet
northerly of Jamaica Avenue, 98th Street, a line
150 feet southerly of Jamaica Avenue, 85th Street,
a line 100 feet southerly of Jamaica Avenue, 80th
Street, Jamaica Avenue, and 80th Street;

2. eliminating from an existing R3-1 District a C2-2
District bounded by:

a. a line 100 feet northerly of Jamaica
Avenue, 76th Street, a line 150 feet
northerly of Jamaica Avenue, 80th Street,
Jamaica Avenue, 80th Street, a line 100
feet southerly of Jamaica Avenue, 78th
Street, a line 150 feet southerly of
Jamaica Avenue, 75th Street, a line 100
feet southerly of Jamaica Avenue, and
Dexter Court and it’s southerly centerline
prolongation;

b. a line 150 feet northwesterly of Atlantic
Avenue, 112th Street, a line 100 feet
northwesterly of Atlantic Avenue, and
108th Street; and

c. and a line 150 feet northwesterly of
Atlantic Avenue, 121st Street,  a line 100
feet northwesterly of Atlantic Avenue,
and 114th Street; 

3. eliminating from an existing R5 District a C2-2
District bounded by a line 100 feet northwesterly of
Atlantic Avenue, 121st Street, Atlantic Avenue,
Lefferts Boulevard, 94th Avenue, 120th Street, a
line 150 feet southeasterly of 94th Avenue, Lefferts
Boulevard, a line 150 feet southeasterly of Atlantic
Avenue, 107th Street, Atlantic Avenue, and 108th
Street; 

4. changing from an R3-1 District to an R3A District
property bounded by:

a. a line 100 feet southerly of Jamaica
Avenue, a line 80 feet northeasterly of
90th Street, 88th Avenue, a line 100 feet
southwesterly of Woodhaven Boulevard,
89th Avenue, Woodhaven Boulevard, 91st
Avenue, 88th Street, a line 80 feet
northerly of 91st Avenue, and a line
midway between 88th Street and 89th
Street; and

b. Park Lane South, the northeasterly
boundary line of the Long Island Railroad
right-of-way (Rockaway Beach Division),
a line 100 feet northerly of Jamaica
Avenue, 98th Street, a line 250 feet
northerly of Jamaica Avenue, and a line
100 feet easterly of 96th Street; 

5. changing from an R3-1 District to an R3X District 
property bounded by:

a. Park Lane South, 89th Street, a line150
feet southerly of 85th Road, a line midway
between 88th Street and 89th Street, a
line 100 feet northerly of Jamaica Avenue,
86th Street, 86th Avenue, a line 290 feet
northeasterly of Forest Parkway, a line
100 feet northerly of Jamaica Avenue,
Forest Parkway, southeasterly street line
of 86th Road and its northeasterly
prolongation, and a line 100 feet
southwesterly of Forest Parkway; 

b. Park Lane South, a line 100 feet easterly
of 96th Street, a line 150 feet northerly of
Jamaica Avenue, 96th Street, a line 100
feet southerly of 86th Road, 94th Street,
86th Drive, Woodhaven Boulevard, 86th
Road, 91st Street, a line 150 feet northerly of
85th Road, and a line midway between
91st Street and 90th Street; and 

c. a line 100 feet southerly of Jamaica
Avenue, 98th Street, a line 175 feet
southerly of Jamaica Avenue, a line 140
feet northeasterly of 98th Street, a line
225 feet southeasterly of 91st Avenue,
98th Street, a line 100 feet northwesterly
of Atlantic Avenue, 96th Street, 91st
Avenue, 96th Street, 89th Avenue, and
Woodhaven Boulevard; 

6. changing from an R5 District to an R4-1 District 
property bounded by:

a. 95th Avenue, 104th Street, 94th Avenue,
a line 90 feet northeasterly of 104th
Street, 95th Avenue, a line midway
between 106th Street and 105th Street, a
line 100 feet northwesterly of 101st
Avenue, and 102nd Street;

b. a line 100 feet southeasterly of 101st
Avenue, a line midway between 112th
Street and 113th Street, a line 100 feet
northwesterly of 103rd Avenue, and a line
midway between 101st Street and 102nd
Street;  and

c. Atlantic Avenue, 124th Street, a line 100
feet northwesterly of 95th Avenue, and
121st Street; 

7. changing from an M1-1 District to an R4-1 District
property bounded by 94th Avenue, 104th Street,
95th Avenue, and 102nd Street;

8. changing from an R3-1 District to an R4A District
property bounded by a line 100 feet southeasterly of
Jamaica Avenue, a line midway between 114th
Street and 115th Street, a line perpendicular to the
southwesterly street line of 115th Street distant
290 feet southeasterly (as measured along the
street line) from the point of intersection of the
southeasterly street line of Jamaica Avenue and the
southwesterly street line of 115th Street, 115th
Street, a line 200 feet southeasterly of Jamaica
Avenue, 116th Street, a line 100 feet southeasterly
of Jamaica Avenue, Lefferts Boulevard, 89th
Avenue, 121st Street, a line 100 feet northwesterly
of Atlantic Avenue, 112th Street, 89th Avenue and
its southwesterly centerline prolongation, and
113th Street;

9. changing from an R5 District to an R4A District
property bounded by:

a. Atlantic Avenue, 96th Street, 95th
Avenue, and Woodhaven Boulevard;

b. 94th Avenue, 106th Street, a line 100 feet
southeasterly of Atlantic Avenue, Lefferts
Boulevard, a line 200 feet northwesterly
of 95th Avenue, 120th Street, a line 150
feet northwesterly of 95th Avenue, 121st
Street, a line 100 feet southeasterly of
95th Avenue, 124th Street, 94th Avenue,
125th Street, Atlantic Avenue, 127th
Street, 94th Avenue, 129th Street, a line
150 feet southeasterly of Atlantic Avenue,
130th Street, a line 100 feet southeasterly
of Atlantic Avenue, a line 100 feet
northeasterly of 134th Street, a line 100
feet northwesterly of 95th Avenue, a line
100 feet southwesterly of the Van Wyck
Expressway, a line 100 feet northwesterly

of 101st Avenue, a line midway between
105th Street and 106th Street, 95th
Avenue, and a line 90 feet northeasterly
of 104th Street; and

c. a line 100 feet southeasterly of 101st
Avenue, 135th Street, 102nd Avenue, Van
Wyck Expressway, a line 100 feet
northwesterly of 103rd Avenue, 133rd
Street, 103rd Avenue, 127th Street, a line
90 feet northwesterly of 103rd Avenue,
114th Street, a line 100 feet
northwesterly of 103rd Avenue, and a line
midway between 112th Street and 113th
Street; 

10. changing from an R5 District to an R4B District
property bounded by a line 100 feet northwesterly
of 95th Avenue, 124th Street, a line 100 feet
southeasterly of 95th Avenue, and 121st Street;

11. changing from an R3-1 District to an R6A District
property bounded by:

a. a line 100 feet northerly of Jamaica
Avenue, a line 85 feet westerly of 76th
Street, a line 100 feet northerly of
Jamaica Avenue, Woodhaven Boulevard,
86th Drive, 94th Street-, a line 100 feet
southerly of 86th Road, 96th Street, a line
150 feet northerly of Jamaica Avenue, a
line 100 feet easterly of 96th Street, a line
250 feet northerly of Jamaica Avenue,
98th Street, a line 100 feet southerly of
Jamaica Avenue, and Dexter Court and
its southerly centerline prolongation;  

b. a line 150 feet southerly of Jamaica
Avenue, a line 100 feet southwesterly of
102nd Street, a line 175 feet southerly of 
Jamaica Avenue, and 98th Street; and

c. a line 100 feet southeasterly of Jamaica
Avenue, 116th Street, a line 200 feet
southeasterly of Jamaica Avenue, 115th
Street, a line perpendicular to the
southwesterly street line of 115th Street
distant 290 feet southeasterly (as measured
along the street line) from the point of
intersection of the southeasterly street
line of Jamaica Avenue and the
southwesterly street line of 115th Street,
and a line midway between 114th Street
and 115th Street;

12. changing from an R3-2 District to an R6A District
property bounded by a line 130 feet northerly of
Jamaica Avenue, a line 85 feet westerly of 76th
Street, a line 100 feet northerly of Jamaica Avenue;
and Dexter Court;

13. changing from an R5 District to an R6A District
property bounded by a line midway between 93rd
Avenue and Atlantic Avenue and its northeasterly
prolongation, 108th Street, a line 100 feet
northwesterly of Atlantic Avenue, 121st Street,
Atlantic Avenue, Lefferts Boulevard, a line 100 feet
southeasterly of Atlantic Avenue, 106th Street,
94th Avenue, and a line 100 feet northeasterly of
104th Street;

14. changing from a C8-1 District to an R6A District
property bounded by:

a. Jamaica Avenue, the southerly
prolongation of Dexter Court, a line 100
feet southerly of Jamaica Avenue, and
Eldert Lane; and

b. a line 100 feet northerly of Jamaica
Avenue, the northeasterly boundary line
of the Long Island Railroad right-of-way
(Rockaway Beach Division), a line
perpendicular to the southwesterly street
line of 101st Street distant 240 feet
northwesterly (as measured along the
street line) from the point of intersection
of the northerly street line of Jamaica
Avenue to the southwesterly street line of
101st Street, 101st Street, Jamaica
Avenue, a line 100 feet southwesterly of
102nd Street, a line 150 feet southerly of
Jamaica Avenue, and 98th Street;

15. establishing within a proposed R4A District a C2-3
District bounded by a line 150 feet southeasterly of
Jamaica Avenue, Lefferts Boulevard, a line 535 feet
southeasterly of Jamaica Avenue, and a line midway
between Lefferts Boulevard and 118th Street;

16. establishing within an existing R5 District a C2-3 
District bounded by:

a. 94th Avenue, 120th Street, a line 100 feet
southeasterly of 94th Avenue, and
Lefferts Boulevard;

b. Atlantic Avenue, a line 100 feet
northeasterly of 130th Street, a line 100
feet southeasterly of Atlantic Avenue,
129th Street, 94th Avenue, and 127th
Street;

c. Atlantic Avenue, 134th Street, a line 100
feet southeasterly of Atlantic Avenue, and
133rd Street; and 

d. a line 100 feet southeasterly of Atlantic
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Avenue, the southwesterly service road of
Van Wyck Expressway, a line 100 feet
southeasterly of 95th Avenue, a line 100
feet southwesterly of Van Wyck
Expressway, and a line 100 feet
northwesterly of 95th Avenue, and a line
100 feet northeasterly of 134th street; 

17. establishing within a proposed R6A District a C1-4
District bounded by a line 100 feet northerly of
Jamaica Avenue, Woodhaven Boulevard, 86th
Drive, 94th Street, a line 100 feet southerly of 86th
Road, 96th Street, a line 100 feet northerly of
Jamaica Avenue, 98th Street, a line 100 feet
southerly of Jamaica Avenue, 80th Street, Jamaica
Avenue, and 80th Street;

18. establishing within a proposed R6A District a C2-3
District bounded by a line midway between 93rd
Avenue and Atlantic Avenue and its northeasterly
prolongation, 108th Street, a line 100 feet
northwesterly of Atlantic Avenue, 121st Street,
Atlantic Avenue, Lefferts Boulevard, a line 100 feet
southeasterly of Atlantic Avenue, 106th Street,
Atlantic Avenue, and a line 100 feet northeasterly
of 104th Street; and

19. establishing within a proposed R6A District a C2-4
District bounded by: 

a. Jamaica Avenue, Dexter Court, a line 130
feet northerly of Jamaica Avenue, a line
85 feet westerly of 76th Street, a line 100
feet northerly of Jamaica Avenue, 80th
Street, Jamaica Avenue, 80th Street, a
line 100 feet southerly of Jamaica
Avenue, and Eldert Lane; and

b. a line 100 feet northerly of Jamaica
Avenue, the northeasterly boundary line
of the Long Island Railroad right-of-way
(Rockaway Beach Division), a line
perpendicular to the southwesterly street
line of 101st  Street distant 240 feet
northwesterly (as measured along the
street line) from the point of intersection
of the northerly street line of Jamaica
Avenue to the southwesterly street line of
101st Street, 101st Street, Jamaica
Avenue, a line 100 feet southwesterly of
102nd Street, a line 175 feet southerly of
Jamaica Avenue, and 98th Street;

Borough of Queens, Community District 9, as shown on a
diagram (for illustrative purposes only) dated February 27,
2012, and subject to the conditions of CEQR Declaration E-281.

BOROUGH OF MANHATTAN
Nos. 2, 3, 4 & 5

NEW YORK UNIVERSITY CORE
No. 2

CD 2                                                                C 120077 MMM
IN THE MATTER OF an application submitted by New
York University, pursuant to Sections 197-c and 199 of the
New York City Charter and Section 5-430 et seq. of the New
York City Administrative Code, for an amendment to the
City Map involving:

● the narrowing, by elimination, discontinuance and
closing, of Mercer Street between West Houston
Street and West 4th Street, and of LaGuardia Place
between Bleecker Street and West 3rd Street;

● the elimination, discontinuance and closing of
portions of Mercer Street, West 3rd Street and
West 4th Street below an upper limiting plane;

● the establishment of parks west of Mercer Street
and east of LaGuardia Place between Bleecker
Street and West 3rd Street above lower-limiting
planes; and

● the adjustment of legal grades necessitated thereby, 

including authorization for any acquisition or disposition of
real property related thereto, in accordance with Map Nos.
30230 through 30235, dated December 22, 2011 and signed
by the Borough President.

No. 3
CD 2 C 120122 ZMM
IN THE MATTER OF an application submitted by New
York University pursuant to Sections 197-c and 201 of the
New York City Charter for an amendment of the Zoning Map,
Section No. 12c:

1. eliminating from within an existing R7-2 District a
C1-5 District bounded by a line 340 feet northerly
of Bleecker Street, a line 125 feet easterly of
LaGuardia Place, a line 131 feet southerly of
Bleecker Street, and LaGuardia Place; 

2. changing from an R7-2 District to a C1-7 District
property bounded by West 3rd Street, Mercer
Street*, West Houston Street, LaGuardia Place,
Bleecker Street, and LaGuardia Place*;

3. changing from a C6-2 District to an R7-2 District
property bounded by West 4th Street, Mercer
Street*, West 3rd Street, and the former centerline
of Mercer Street*;

4. changing from a C6-2 District to a C1-7 District
property bounded by West 3rd Street, Mercer
Street*, West Houston Street, and the former
centerline of Mercer Street*; and

5. establishing within an existing R7-2 District a C1-5
District bounded by a line 100 feet southerly of East
8th Street, Mercer Street, West 4th Street, and
Washington Square East, Waverly Place, and
University Place;

as shown on a diagram (for illustrative purposes only) dated
January 3, 2012.

*Note: Mercer Street and LaGuardia Place are proposed to be
narrowed under a concurrent related application (C 120077
MMM) for a change in the City Map.

No. 4
CD 2 C 120123 ZRM
IN THE MATTER OF an application submitted by New
York University pursuant to Section 201 of the New York
City Charter, for an amendment of the Zoning Resolution of
the City of New York, concerning special permit regulations
for large scale general developments relating to Section 
74-742 (Ownership) and Section 74-743 (Special Provisions
for bulk modifications) on the zoning lots bounded by West
Third Street, Mercer Street, West Houston Street, and
LaGuardia Place.

Matter Underlined is new, to be added;
Matter in Strikeout is old, to be deleted;
Matter within # # is defined in Section 12-10;

Article 7 – Administration

* * *

Chapter 4
Special Permits by the City Planning Commission

* * *

74-742
Ownership

Except as otherwise provided in this Section, any #large-scale
general development# for which application is made for a
special permit in accordance with the provisions of Section
74-74 (Large- Scale General Development) shall be on a tract
of land which at the time of application is all under the
control of the applicant(s) as the owner(s) or holder(s) of a
written option to purchase. No special permit shall be
granted unless the applicant(s) acquired actual ownership
(single fee ownership or alternate ownership arrangements
according to the #zoning lot# definition in Section 12-10
(DEFINITIONS) for all #zoning lots# comprising the #large-
scale general development#) of, or executed a binding sales
contract for, all of the property comprising such tract.

When a #large-scale general development# is located within a
designated urban renewal area, the City’s urban renewal
agency, or a person authorized by such agency, may apply for
and be granted a special permit under the provisions of
Section 74-74 even though such #large-scale general
development# does not meet the ownership requirements set
forth elsewhere in this Section. All parcels comprising such
#large-scale general development# shall be within the
designated urban renewal area and subject to the urban
renewal controls set forth in the approved urban renewal plan.

When a #large-scale general development# is to be
#developed# or #enlarged# through assemblage by any other
governmental agency, or its agent, having the power of
condemnation, a special permit may be applied for and
granted under the provisions of Section 74-74 even though
such #large-scale general development# does not meet the
ownership requirements set forth elsewhere in this Section.

A special permit may be applied for and granted under the
provisions of Section 74-74, even though such #large-scale
general development# does not meet the ownership
requirements set forth elsewhere in this Section, when the
site of such #large-scale general development# is:

(a) to be #developed# or #enlarged# through
assemblage by any other governmental agency, 
or its agent, having the power of condemnation, or

(b) partially under city ownership, within the former
Washington Square Southeast Urban Renewal
Area, within Community District 2 in the Borough
of Manhattan provided that the exception to the
ownership requirements set forth herein shall
apply only to tracts of land in city ownership.

* * *

74-743
Special provisions for bulk modification

(a) For a #large-scale general development#, the City
Planning Commission may permit:

* * *
Within the former Washington Square Southeast Urban
Renewal Area, within Community District 2 in the Borough
of Manhattan, where the Commission has approved a #large-
scale general development#, and a #lot line# of such #large-
scale general development# coincides with the boundary of a
mapped #public park#, such #lot line# shall be considered to
be a #street line# of a #wide street # for the purposes of
applying all #use# and #bulk# regulations of this Resolution.

* * *

No. 5
CD 2 C 120124 ZSM
IN THE MATTER OF an application submitted by New
York University pursuant to Sections 197-c and 201 of the
New York City Charter for the grant of a special permit
pursuant to Section 74-743* of the Zoning Resolution:

1. to allow the distribution of total allowable floor area
without regard for zoning lot lines; and

2. to allow the location of buildings without regard for
the applicable height and setback, yards and
distance between buildings;

to facilitate the development of four new buildings, within a
Large-Scale General Development generally bounded by
West 3rd Street, Mercer Street***, West Houston Street, and

LaGuardia Place*** (Block 533, Lots 1 & 10, and Block 524,
Lots 9 & 66), in a C1-7** District.
*Note: Section 74-743 is proposed to be changed under a
concurrent related application (N 120123 ZRM) for a zoning
text amendment.

**Note: The site is proposed to be rezoned from an R7-2 and
R7-2/C1-5 Districts to a C1-7 District under a concurrent
related application (C 120122 ZMM) for a change in the
Zoning Map.

***Note: Mercer Street and LaGuardia Place are proposed to
be narrowed under a concurrent related application 
(C 120077 MMM) for a change in the City Map.

Plans for this proposal are on file with the City Planning
Commission and may be seen in Room 3N, 22 Reade Street,
New York, N.Y. 10007.

NOTICE

On Wednesday, April 25, 2012, at 10:00 A.M., in the National
Museum of the American Indian at the historic Alexander
Hamilton U.S. Custom House located at One Bowling Green,
in Lower Manhattan, a public hearing is being held by the
City Planning Commission in conjunction with the above
ULURP hearing to receive comments related to a Draft
Environmental Impact Statement (DEIS) concerning an
application by New York University for a zoning map
amendment and zoning text amendments as well as a special
permit for a large-scale general development project (LSGD).
The zoning map amendment would rezone the two blocks
between LaGuardia Place, Mercer Street, West Houston
Street, and West Third Street from R7-2 and R7-2/C1-5 to
C1-7. It would also rezone several blocks between
Washington Square East / University Place, Mercer Street,
West Fourth Street, and the northern boundary of the
existing R6-2 zoning district near East Eighth Street from
R7-2 to R7-2/C1-5. The zoning text amendments would allow
applications for LSGD special permits within the former
Washington Square Southeast Urban Renewal Area to be
submitted without meeting normally-applicable ownership
requirements and allow public parks in the former
Washington Square Southeast Urban Renewal Area to be
treated as a street for all zoning purposes. The applicant is
also requesting a special permit under ZR Section 74-74 to
waive certain bulk requirements for their LSGD. Also being
requested by the applicant under a concurrent application is
a change to the City Map that would eliminate, discontinue
and close (“demap”) four areas within the mapped rights-of-
way of Mercer Street, LaGuardia Place, West 3rd Street and
West 4th Street, and the subsequent disposition of portions of
those demapped areas along with easements in other
portions to the applicant, and the mapping of portions of two
of the demapped areas as a public park. The proposed actions
would facilitate a proposal by the applicant to expand their
facilities at its academic core with two academic buildings, a
mixed-use building containing academic, dormitory, hotel
and conference space, faculty housing and retail uses, and a
building containing academic and dormitory uses (the
applicant anticipates making space available within this
building to the New York City School Construction Authority
for the provision of a public school). The proposal also
includes below-grade space for academic use, an athletic
center, and an accessory parking garage with 389 spaces; and
approximately 3.8 acres of parkland and publicly-accessible
open spaces. Comments are requested on the DEIS and will
be accepted until Monday, May 7, 2012.

This hearing is being held pursuant to the State Environmental
Quality Review Act (SEQRA) and City Environmental
Quality Review (CEQR), CEQR No. 11DCP121M.

YVETTE V. GRUEL, Calendar Officer
City Planning Commission
22 Reade Street, Room 2E
New York, New York 10007
Telephone (212) 720-3370

a11-25

COMMUNITY BOARDS
■■  PUBLIC HEARINGS

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF QUEENS

COMMUNITY BOARD NO. 08 - Monday, April 30, 2012 at
7:30 P.M., Margaret Tietz Nursing Center, 164-11 Chapin
Parkway (Rec. Room), Jamaica, NY

The Department of Transportation conducted an
investigation to determine the feasibility of installing a speed
hump on 82nd Drive between Parsons Blvd. and 161st Street.
This meeting is to solicit your comments as to whether or not
a speed hump should be installed.

☛ a24-3018-19412

DEPUTY MAYOR FOR ECONOMIC
DEVELOPMENT
■■  PUBLIC MEETING

NOTICE OF PUBLIC SCOPING

The Office of the Deputy Mayor for Economic
Development

Draft Scope of Work for an Environmental Impact
Statement Cornell NYC Tech Campus

NOTICE IS HEREBY GIVEN THAT a public scoping
meeting will be held on Tuesday, May 22, 2012, at the
Manhattan Park Community Center, 8 River Road, Roosevelt
Island, New York, at 6:30 P.M. The purpose of the scoping
meeting is to provide the public with the opportunity to
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comment on the draft scope of work proposed to be used to
develop an Environmental Impact Statement (EIS) for the
proposed CornellNYC Tech Campus project. Written
comments on the draft scope may also be submitted to the
address below until 5:00 P.M., Friday, June 8, 2012.

Directing that an Environmental Impact Statement be
prepared, the Environmental Assessment Statement,
Positive Declaration, and draft Scope of Work were issued by
the Office of the Deputy Mayor for Economic Development on
April 18, 2012, and are available for review from the contact
person listed below and on the websites of the Mayor’s Office
of Environmental Coordination and the New York City
Economic Development Corporation: www.nyc.gov/oec and
www.nycedc.com, respectively.

The proposed project entails the development of a new
applied sciences and engineering campus, CornellNYC Tech
in collaboration with Technion-Israel Institute of Technology,
on the site of the existing Goldwater Memorial Hospital on
Roosevelt Island in the Borough of Manhattan. Beginning in
2014, over a period of approximately 24 years, Cornell
University proposes development that would entail
construction of three new Cornell academic research
buildings, three new buildings for partner research and
development facilities, three new residential buildings to
house a portion of the Cornell academic population affiliated
with the new campus, an academic-oriented hotel with
conference facility, two central energy plants, a modest
amount of campus-oriented retail space, and approximately
7.5 acres of publicly-accessible open space. In addition,
parking may be provided for the hotel and the research and
development facilities. The total amount of development
would be approximately 2.13 million square feet in the
anticipated completion year of 2038.

The first phase of development would be complete by 2018
and would encompass the demolition of the existing, vacated
Goldwater Memorial Hospital, construction of approximately
200,000 square feet of academic research facilities,
approximately 100,000 square feet of partner research and
development space, approximately 300,000 square feet of
residential space (approximately 442 dwelling units),
approximately 170,000 square feet for the academic hotel/
conference facility, approximately 20,000 square feet for the
energy plant, and approximately 250 parking spaces. The
remainder of the development would be built out over a
period of approximately 20 years.

The project site is located on Block 1373, Lot 20 and a portion
of Lot 1, on Roosevelt Island in the Borough of Manhattan
bounded by a one-way ring road - to the north of the project
site, the road is unnamed; to the east it is named East Road
with southbound traffic flow; to the west it is named West
Road with northbound traffic flow. The ring road meets Main
Street north of the project site.

The project requires discretionary approvals from a number
of agencies: (1) amendment of the New York City Health and
Hospitals Corporation (NYCHHC) operating agreement with
the City by the Corporation Board in order to surrender a
portion of the project site; (2) disposition of City-owned
property to the New York City Economic Development
Corporation (NYCEDC) for a subsequent proposed long-term
lease and potential future sale to Cornell; (3) Mayoral
approval of the lease and sale terms of the disposition parcels
pursuant to Section 384(b)(4) of the New York City Charter;
(4) modification of the City’s lease with the Roosevelt Island
Operating Corporation (RIOC); (5) zoning map amendment to
change zoning on the project site from R7-2 to C4-5; (6)
zoning text amendment to create the Special Southern
Roosevelt Island District and to establish special bulk, use,
parking, and waterfront controls for the rezoning area; and
(7) City map amendment to map the one-way ring road
surrounding the project site as a City street. Other potential
approvals from the New York City Department of
Environmental Protection, New York State Department of
Environmental Conservation and/or the U.S. Environmental
Protection Agency may also be required.

CEQR Reference #: 12DME004M

Lead Agency:
Office of the Deputy Mayor for Economic Development 
Robert R. Kulikowski, Ph.D.
Assistant to the Mayor
253 Broadway - 14th Floor
New York, NY 10007

Sponsoring Agency:
New York City Economic Development Corporation
Attn: Matt Mason 
110 William Street
New York, New York 10038
(212) 312-3718
mmason@nycedc.com

SEQRA/CEQR
Classification: Type I

Location of Action:
The project site is located on Block 1373, Lot 20 and a portion
of Lot 1 on Roosevelt Island in the Borough of Manhattan.

This Notice of Public Meeting has been prepared pursuant to
Article 8 of the New York State Environmental Conservation
Law (the State Environmental Quality Review Act (SEQRA)),
its implementing regulations found at 6 NYCRR Part 617,
and the Rules of Procedure for City Environmental Quality
Review found at 62 RCNY Chapter 5, and Mayoral Executive
Order 91 of 1977, as amended (CEQR).

a20-2411-18412

INFORMATION TECHNOLOGY AND
TELECOMMUNICATIONS
FRANCHISE ADMINISTRATION
■■  PUBLIC HEARINGS

NOTICE OF A FRANCHISE AND CONCESSION REVIEW
COMMITTEE (“FCRC”) PUBLIC HEARING to be held on
Monday, May 7, 2012 commencing at 2:30 P.M. at 22 Reade

Street, Borough of Manhattan in the matter of approval of a
change of control of mobile telecommunications franchisee
Mobilitie Investments II, LLC (“Mobilitie”) arising from the
sale of all of the equity interests of Mobilitie by the parent
company of Mobilitie, Mobilitie Holdings II, LLC to SBA
Monarch Acquisition, LLC. Mobilitie’s franchise from the
City of New York (“the City”) grants the non-exclusive right
to install, operate and maintain telecommunications
equipment and facilities on City owned and managed street
light poles, traffic light poles, highway sign support poles and
certain utility poles (“utility” being defined as it is defined in
47 U.S.C. Section 224). The franchise runs until November
14, 2019. The franchisee is limited to the use of 3,000 poles
City-wide during the term of the franchise.

Copies of organizational charts reflecting the controlling
ownership of the franchisee before and after the above-
described change of control (including name changes for the
franchisee and its parent), and a copy of Mobilitie’s existing
franchise agreement with the City, may be viewed at the
Department of Information Technology and
Telecommunications, 2 Metrotech Center, 4th Floor,
Brooklyn, New York 11201, from April 16, 2012 through May
7, 2012, between the hours of 9:30 A.M. and 3:30 P.M.,
excluding Saturdays, Sundays and holidays. Hard copies of
Mobilitie’s franchise agreement with the City and copies of
the organizational charts may be obtained, by appointment,
at a cost of $.25 per page. All payments shall be made at the
time of pickup by check or money order made payable to the
New York City Department of Finance. The franchise
agreement and copies of the organizational charts may also
be obtained in PDF form at no cost, by email request.
Interested parties should contact Roxanne Chambers at 
(212) 788-6610 or by email at RChambers@doitt.nyc.gov.

NOTE: Individuals requesting sign language interpreters at
the public hearing should contact the Mayor’s Office of
Contract Services, Public Hearing Unit, 253 Broadway, 9th
Floor, New York, New York 10007, (212) 788-7490, no later
than SEVEN (7) BUSINESS DAYS PRIOR TO THE PUBLIC
HEARING. TDD users should call Verizon relay service.

The Hearing may be cablecast on NYC Media Group
channels.

a13-m71-10412

LANDMARKS PRESERVATION
COMMISSION
■■  PUBLIC HEARINGS

NOTICE IS HEREBY GIVEN that pursuant to the provisions
of Title 25, chapter 3 of the Administrative Code of the City
of New York (Sections 25-307, 25-308, 25,309, 25-313, 25-318,
25-320) (formerly Chapter 8-A, Sections 207-6.0, 207-7.0, 207-
12.0, 207-17.0, and 207-19.0), on Tuesday, April 24, 2012 at
9:30 A.M. in the morning of that day, a public hearing will be
held in the Conference Room at 1 Centre Street, 9th Floor,
Borough of Manhattan with respect to the following
properties and then followed by a public meeting. Any person
requiring reasonable accommodation in order to participate
in the hearing or attend the meeting should call or write the
Landmarks Commission no later than five (5) business days
before the hearing or meeting.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-9077 - Block 145, lot 7501-
105 Chambers Street, aka 89-91 Reade Street & 160-170
Church Street - Cary Building - Individual Landmark -
Tribeca South Historic District
An Italianate style store and loft building designed by King
and Kellum and built in 1856-57. Application is to enlarge
window openings. Community District 1.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-6363 - Block 145, lot 18-
105-107 Reade Street - Tribeca South Historic District
An Italianate style store and loft building built in 1860-61.
Application is to construct a rooftop addition and alter the
rear facade. Zoned C6-3A. Community District 1.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-5306 - Block 224, lot 27-
464 Greenwich Street - Tribeca North Historic District
A store and loft building designed by Charles S. Clark and
built in 1892. Application is alter the cast iron vault light
platform and excavate the cellar. Zoned C6-2A/TMU.
Community District 1.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 13-0319 - Block 175, lot 4-
78 Franklin Street - Tribeca East Historic District
An Italianate/Second Empire Style store and loft building
designed by Samuel A. Warner and built in 1866-1868.
Application is to replace ground floor infill and install a
ramp. Community District 1.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 13-0491 - Block 179, lot 51, 52-
15 Leonard Street, aka 11-13 Leonard Street - Tribeca West
Historic District
An early 20th century commercial style industrial workshop
designed by Edward Schneider and built in 1920; and an
altered industrial workshop designed by Charles Goldman
and built in 1924. Application is to demolish the existing
buildings and to construct a new building. 
Zoned C6-2A/TMU. Community District 1.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-4186 - Block 472, lot 11-
251 Centre Street - SoHo-Cast Iron Historic District
Extension
A Renaissance Revival style store and loft building designed
by Albert V. Porter and built in 1901-02. Application is to
remove a sidewalk hatch and install a cellar access stair,
railings, and gate. Community District 1.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-4848 - Block 530, lot 41-

54 Bond Street - Bowerie Lane Theater, originally Bond
Street Savings Bank - Individual landmark
A French Second Empire style building designed by Henry
Engelbert and built in 1874. Application is to enlarge an
existing rooftop addition. Zoned C6-1. Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-6776 - Block 590, lot 11-
277 Bleecker Street, aka 32 Jones Street - Greenwich Village
Historic District- Extension II
An altered Romanesque/Renaissance Revival style tenement
building with a commercial ground floor designed by Max
Muller and built in 1899-1901. Application is to install a
sidewalk railing, a cellar storefront, and modify the ground
floor storefront. Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-7101 - Block 590, lot 29-
168 West 4th Street - Greenwich Village Historic District-
Extension II
An altered Renaissance Revival style tenement dwelling,
with a commercial ground floor. Application is to alter an
existing rear yard addition. Zoned C1-5. 
Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-9621 - Block 607, lot 1-
134-146 West 12th Street - Greenwich Village Historic
District
A utilitarian brick and stone building designed by Eggers and
Higgins and built in 1953-54. Application is to modify the
facade and construct additions. Zoned C6-2, R8. 
Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-7860 - Block 588, lot 12-
30 Grove Street - Greenwich Village Historic District
A vernacular Greek Revival style townhouse with early 
Italianate style and transitional features built in 1851-52. 
Application is construct rooftop and rear yard additions and 
alter the ironwork. Zoned R6. Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-5928 - Block 744, lot 8-
357 West 20th Street - Chelsea Historic District
An Italianate style rowhouse built in 1858. Application is to
alter the rooftop dormers. Community District 4.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-9583 - Block 822, lot 49-
12 West 21st Street - Ladies’ Mile Historic District
A neo-Renaissance style store and loft building designed by
Buchman & Fox and built in 1907. Application is to install
storefront infill. Community District 5.

ADVISORY REPORT
BOROUGH OF MANHATTAN 13-0241 - Block 1257, lot 2-
Bryant Park - Scenic Landmark
A formal French-style garden designed in 1933 by Lusby
Simpson and reconstructed and partially redesigned by
Hanna/Olin in 1988-91. Application is to establish a master
plan governing seasonal installations. Community District 5.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-9608 - Block 815, lot 21-
104 West 40th Street - Spring Mills Building - Individual
Landmark
An office tower designed by Harrison and Abramovitz, and
Charles H. Abbe, and built in 1961-63. Application is to
establish a master plan governing the future installation of
mechanical louvers. Community District 5.

BINDING REPORT
BOROUGH OF MANHATTAN 12-9479 - Block 1111, lot 1-
Central Park, Mineral Spring Building and Central Park Zoo
- Central Park-Scenic Landmark
An English Romantic style public park designed by Frederick
Law Olmsted and Calvert Vaux in 1856; a comfort station
and concession building built c. 1959; and a zoo remodeled
from a menagerie in 1936 and again in the 1980s. Application
is to install wifi antennas. Community District 5,7,8,10,11.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-7504 - Block 1143, lot 58-
162 West 72nd Street - Upper West Side/Central Park West
Historic District
A neo-Renaissance style office building designed by Henry
Ives Cobb and built in 1909-10. Application is to install a
ramp and modify storefront infill. Community District 7.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-5565 - Block 1128, lot 50-
30 West 76th Street- Upper West Side/Central Park West
Historic District
A Renaissance Revival style rowhouse with Romanesque
style elements designed by Gilbert A. Schellenger and built
in 1891. Application is to alter the areaway entrance.
Community District 7.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-3115 - Block 1249, lot 38-
308 West 88th Street - Riverside-West End Historic District
A Flemish Revival style rowhouse designed by Joseph H. Taft
and built in 1889-1890. Application is to construct rooftop
and rear yard additions. Zoned R-8. Community District 7.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-7632 - Block 1378, lot 126-
31 East 63rd Street - Upper East Side Historic District
A rowhouse built in 1877-79 and altered in 1938 by Treanor
& Fatio. Application is to alter the front façade and construct
a rooftop bulkhead and rear yard addition. Zoned R8B.
Community District 8.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 13-0335 - Block 1399, lot 8-
121 East 64th Street - Upper East Side Historic District
A residence originally designed by John McCool and built in 
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1876-77, altered by James E. Casale with a neo- Tudor style 
facade in 1919-22. Application is to alter the facade and
replace ironwork. Community District 8.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-8108 - Block 1384, lot 7501-
28 East 70th Street - Upper East Side Historic District
A neo-Gothic style apartment hotel designed by Emory Roth
and built in 1926-27. Application is to enlarge a window
opening. Community District 8.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-8961 - Block 1523, lot 165-
122 East 95th Street - Expanded Carnegie Hill Historic
District
A Queen Anne style rowhouse designed by C. Abbott French
& Co. and built in 1887-1888. Application is to replace 
windows and doors and construct a rooftop bulkhead. 
Zoned R8B. Community District 8.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-8742 - Block 1504, lot 31-
1160 Park Avenue - Expanded Carnegie Hill Historic District
A neo-Renaissance-style apartment building designed by
George F. Pelham and built in 1926. Application is to replace
windows. Community District 8.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-5776 - Block 1750, lot 34-
81 East 125th Street - Mount Morris Bank - Individual
Landmark
A Queen Anne/Romanesque Revival style bank building
designed by Lamb and Rich and built in 1883-84 and
enlarged 1889-90. Application is to reconstruct the partially
demolished building. Zoned C6-3. Community District 11.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF BROOKLYN 13-0450 - Block 20, lot 1-
29 Jay Street - DUMBO Historic District
A brick warehouse building built in 1975-77. Application is to
alter the facade, and install signage and lighting. 
Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF BROOKLYN 12-8288 - Block 1945, lot 8-
357 Waverly Avenue- Clinton Hill Historic District
A vernacular 19th century carriage house and residence.
Application is to construct a rear yard addition. Zoned R6B.
Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF BROOKLYN 12-7856 - Block 1964, lot 55-
40 Cambridge Place - Clinton Hill Historic District
A vernacular French Second Empire style semi-detached
frame house, built circa 1866. Application is to construct a
rear addition, replace windows, and install solar panels.
Zoned R-6B. Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF BROOKLYN 12-9066 - Block 942, lot 16-
100 Park Place - Park Slope Historic District
A neo-Grec style rowhouse designed by Parfitt Brothers and
built in 1877. Application is to enlarge an existing tree pit by
removing bluestone paving. Community District 6.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF BROOKLYN 12-5844 - Block 1144, lot 56-
588 Vanderbilt Avenue - Prospect Heights Historic District A
Romanesque Revival/Renaissance Revival style flats building
designed by Timothy Remsen and built in 1891. Application
is to legalize alterations to the stoop and replacement of
ironwork at the gate and areaway without Landmarks
Preservation Commission permits. Community District 8.

BINDING REPORT
BOROUGH OF BROOKLYN 12-9584 - Block 7917, lot 1-
5816 Clarendon Road - Pieter Claesen Wyckoff House -
Individual Landmark
A Dutch Colonial vernacular style farmhouse built c. 1652,
with a main section added in 1740. Application is to construct
a new building on the site and alter pathways. Zoned C2-2.
Community District 17.

a11-243-4412

MAYOR’S OFFICE OF OPERATIONS
REPORT AND ADVISORY BOARD REVIEW COMMISSION
■■  NOTICE

PUBLIC HEARING NOTICE

The Report and Advisory Board Review Commission will hold
its first public hearing to solicit public feedback on whether
the Commission should waive the 21 reporting requirements
and advisory boards listed below.

●   DATE:   Friday, May 11, 2012
●   TIME:    2:00 P.M.
●   PLACE: Department of City Planning, Spector Hall 

22 Reade Street
MANHATTAN

Members of the public may also provide comments to
Commission staff by email (ReportsandBoards@cityhall.nyc.gov),
or by mail: The Report and Advisory Board Commission,
Mayor’s Office of Operations, Attn: Alexis Offen, 253
Broadway, 10th Floor, New York, NY, 10007. As of April 20,
2012, all new comments sent by mail or email to the
Commission will be posted on a weekly basis to
www.nyc.gov/ReportsandBoards. Publishing of comments is
subject to policies posted on the Commission’s website.

Individuals requesting sign language interpreters or other
reasonable accommodation for a disability at the public
hearing should contact Rosa Reinat by emailing
rreinat@cityhall.nyc.gov or by calling (212) 788-1400.

Press may contact the Mayor’s Press Office at (212) 788-2958.

Background

In November 2010, New York City voters approved a Charter
Revision Commission referendum proposal to review and
assess the continued usefulness of certain reporting
requirements and advisory boards. The Commission is
chaired by the Director of the Mayor’s Office of Operations
and consists of representatives from the City Council, the
Office of the Corporation Counsel, the Office of Management
& Budget (OMB), and the Department of Information
Technology and Telecommunications (DOITT).

More information about the Commission is available at
www.nyc.gov/ReportsandBoards or by contacting the

Commission staff at ReportsandBoards@cityhall.nyc.gov.

Items for Potential Waiver

Statutory provisions for the following can be found at
www.nyc.gov/ReportsandBoards and the Charter and
Administrative Code can be reviewed at the City Hall Library, 31
Chambers Street, Room 112, New York, NY, 10007:

Reports

1. Arson Strike Force Report (Administrative Code
§15-303)
A report to be published annually on arson-related
statistics.

2. Class Size Report (partial waiver) (Charter §522(c)-(f))
A report to be published twice a year comparing the
number of classes by school, grade, and program to
the number of students in the same categories, in
order to show the average class size. Note: The
Commission is considering a partial waiver of this
report in order to change the frequency of the report
from biannual to annual. 

3. Criminal Justice Account Allocation of Funds
Report (Administrative Code §5-605)
A report to be published annually on the allocation
of funds from the criminal justice account and
status of the implementation of the safe streets-safe
city program.

4. Drug Enforcement/Drug Abuse Task Force Report
(Administrative Code §3-111)
A report to be published quarterly on the task force’s
ongoing coordination activities, as well as a formal
annual report on findings and recommendations of
the task force.

5. Horse Drawn Cab Stand Report (Administrative
Code §19-174)
A report to be published annually on existing
locations of horse draw cab stands, as well as any
proposals to establish or eliminate horse drawn cab
stands.

6. Industrial and Commercial Incentive Program
Report (Administrative Code §11-267)
A report to be published annually on the status of
the Industrial and Commercial Incentive Program
and its effects in the City.

7. Outreach Programs Report (Charter §612(a)(7))
A report to be published quarterly on Department of
Homeless Services or contractor outreach programs,
and the number of chronically homeless individuals
placed into permanent or temporary housing. 

8. Permanent Housing Needs Report (Charter §614)
A report to be published annually on expected needs
for permanent housing and transitional housing
and services in the upcoming fiscal year. 

9. Preliminary Mayor’s Management Report (Charter §12)
A report to be published annually showing a mid-
year snapshot of agency performance across all
mayoral agencies. 

10. Sustainable Stormwater Management Plan Report
(Administrative Code §24-526.1)
A report to be published biennially on the status of
the sustainable stormwater management plan.

11. Temporary and Non-Standard Classroom Report
(Charter §522(b))
A report to be published annually on the use of non-
standard classrooms within the public school system. 

12. Ultra Low Sulfur Diesel Fuel for Ferries Report
(Administrative Code §19-307)
A report to be published annually on the use of ultra
low sulfur diesel fuel and the best available
technology for reducing the emission of pollutants
for diesel fuel-powered City ferries.

13. Use of Refuse Burning Equipment without Control
Apparatus Report (Administrative Code §24-158)
A report to be published twice a year on the extent of
compliance with the law prohibiting unauthorized
incinerator use.

14. Zoning and Planning Report (Charter §192(f))
A report to be published every four years on the
planning agenda and zoning reform of the
Department of City Planning.

Advisory Boards

1. Arson Strike Force (Administrative Code §15-301)
A multi-agency strike force to foster cooperation in
controlling incidences of arson.

2. Consumers Council (Charter §2204)
A council representing consumer interests to advise
the Department of Consumer Affairs on needed
programs, reports, and cooperative efforts. 

3. Drug Enforcement and Drug Abuse Task Force
(Administrative Code §3-111)
A multi-agency task force to foster cooperation and
coordination in the battle against drug use and in
providing abuse services.

4. Inter-Agency Advisory Council on Towing
(Administrative Code §20-521)
A council to make recommendations to the
Department of Consumer Affairs concerning the
criteria for issuing towing company licenses and
participation in the rotation tow and directed
accident programs.

5. NYC Commission for the Foster Care of Children
(Administrative Code §21-118)
A commission to study and recommend programs
and standards addressing phases, facilities, and
services of foster care.

6. Resource Recovery Task Force (Charter §1403)
A Department of Environmental Protection and
Department of Sanitation task force to advise and
make recommendations on the planning and
implementation of energy and materials recovery for
solid and liquid wastes.

7. Tattoo Regulation Advisory Committee
(Administrative Code §17-361)
A Department of Health and Mental Hygiene
committee to advise the Commissioner on health
issues relating to tattooing. 

a20-m115-17412

TRANSPORTATION
■■  PUBLIC HEARINGS

COMMUTER VAN SERVICE AUTHORITY APPLICATION
Queens

Notice is hereby given that the Department of Transportation
has received an application for an expansion of vans for an
existing commuter van service authority in the Borough of
Queens. The existing territory is from a residential area of

Queens bounded on the north by Jamaica Avenue from Guy
Brewer Boulevard to Hollis Avenue/Farmers Boulevard,
bounded on the east by Hollis Avenue/Farmers Boulevard/
Merrick Boulevard/along Hook Creek Boulevard to 149th
Street, bounded on the south by 149th Street/Huxley
Street/147th Avenue/225th Street/North Conduit Avenue to
Rockaway Boulevard, bounded on the west by Rockaway
Boulevard..Baisley Boulevard/ Guy Brewer Boulevard to
Jamaica Avenue. The applicant is CEDI Transportation.
They can be reached at 161-36 118TH Avenue, Jamaica, NY
11434. The applicant is proposing to add 4 van(s) daily to
provide this service 24 hours a day.

There will be a public hearing held on Friday, May 18, 2012
at the Queens Borough Hall, 120-55 Queens Blvd., Room 213,
Part 1, Kew Gardens, New York 11424 from 2:00 P.M. - 4:00
P.M. so that you may have an opportunity to voice your
position on this application. In addition, written comments in
support or in opposition to this application may be sent to
Ms. Dorothy Szorc at the New York City Department of
Transportation, Division of Traffic and Planning, 55 Water
Street, 9th Floor, New York, NY 10041 no later than May 18,
2012. Any written comments received after this date may not
be considered. Those opposing the application must clearly
specify why the proposed service will not meet present and/or
future public convenience and necessity.

a23-272-17412

CITYWIDE ADMINISTRATIVE
SERVICES
ASSET MANAGEMENT
■■  AUCTION

PROPOSED SALE OF CERTAIN NEW YORK CITY
REAL PROPERTY PARCELS BY PUBLIC AUCTION

PUBLIC NOTICE IS HEREBY GIVEN THAT The
Department of Citywide Administrative Services, Asset
Management proposes to offer the properties listed herein for
sale at Public Auction.

In accordance with Section 384 of the New York City Charter, a
Public Hearing was held on March 6, 2012 for these
properties at Spector Hall, 22 Reade Street, Main Floor,
Borough of Manhattan.

These properties will be sold in accordance with the Standard
Terms and Conditions of Sale dated January 18, 2012. An
asterisk (*) appears adjacent to those parcels subject to
Special Terms and Conditions.

They have been approved for sale by the Mayor of the City of
New York, and will be offered at public auction on May 10, 2012.

The brochure for this sale is available on the DCAS website
at nyc.gov/dcas. Additionally, brochures are available at 1
Centre Street, 20th Floor South, New York, New York 10007,
or by calling (212) 669-8888.

32 Parcels

Borough of The Bronx

Block Lot(s) Upset Price
3520 34 $374,500

Borough of Brooklyn

Block Lot(s) Upset Price
1339 38 $  82,500
1465 29,42,43,44 $262,500
1473 14 $247,500
3432 42 $101,500
5289 46 $467,500
7208 302 $780,000

Borough of Queens

Block Lot(s) Upset Price
3916 136 $114,000
*10107 68,69,70 $525,000
*10107 74,75,76 $506,500
10108 316 $615,000
10193 85 $    9,000
12041 99 $  28,500
14240 113 $126,000
14243 1119 $  37,500
14243 1169 and 14246, 1169 $  36,000
*14246 1189 $  60,000
14251 1666 $  30,000
14253 1488,1492 $195,000
14253 1512,1513,1514 $169,000
14254 1638,1639,1640,2037 $169,000
*15306 11 $191,500
*15317 16 $  66,000
15600 325 $  51,000
15819 145 $  62,500
16066 50 $  66,000
16103 83,84 $178,000
16290 999 $403,500

Borough of Staten Island

Block Lot(s) Upset Price
1012 57 $  34,000
3671 15 $  49,000
6253 9 $217,500
6353 42 $487,500

m23-my10
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MUNICIPAL SUPPLY SERVICES
■■  SALE BY SEALED BID

SALE OF: 18 LOTS OF USED PARKING METERS.

S.P.#: 12019 DUE: April 27, 2012

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
DCAS, Division of Municipal Supply Services, 18th Floor
Bid Room, Municipal Building, New York, NY 10007.
For sales proposal contact Gladys Genoves-McCauley
(718) 417-2156.

a16-27

HOUSING PRESERVATION &
DEVELOPMENT
■■  NOTICE

ASSET SALES PROGRAM

REQUEST FOR OFFERS

The Department of Housing Preservation and Development
(“HPD”) of the City of New York (the “City”) is issuing a
Request for Offers for the purchase of occupied and vacant
City-owned residential properties, in the following
Boroughs/Community Boards.

Manhattan Community Board 11
Bronx Community Board 2
Brooklyn Community Board 4,5,8,14,16,17 and 18
Queens Community Board 8,10,12 and 13
Staten Island Community Board 3

The buildings will be sold in their “as is” condition. After the
sale, the new owner would be responsible for complying with
all applicable building, zoning and other legal requirements.
All purchasers would be solely responsible for securing
sufficient financial resources to purchase and operate the
properties and perform any necessary rehabilitation or repair
work. HPD will NOT offer any subsidies or financial incentives
related to the sale or rehabilitation or redevelopment of these
properties.

The Request for Offers is available on HPD’s website at
www.nyc.gov/hpd from Monday, April 30, 2012, 10:00 A.M.
through Friday, May 18, 2012, 5:00 P.M.

All sales will be subject to applicable governmental approvals.

Michael R. Bloomberg          Mathew M. Wambua
Mayor                            Commissioner

a16-2710-5412

POLICE

OWNERS ARE WANTED BY THE PROPERTY CLERK
DIVISION OF THE NEW YORK CITY POLICE
DEPARTMENT.

The following listed property is in the custody, of the
Property Clerk Division without claimants.

Recovered, lost, abandoned property, property
obtained from prisoners, emotionally disturbed,
intoxicated and deceased persons; and property
obtained from persons incapable of caring for
themselves.
Motor vehicles, boats, bicycles, business machines,
cameras, calculating machines, electrical and optical
property, furniture, furs, handbags, hardware,
jewelry, photographic equipment, radios, robes, sound
systems, surgical and musical instruments, tools,
wearing apparel, communications equipment,
computers, and other miscellaneous articles.

INQUIRIES
Inquiries relating to such property should be made in
the Borough concerned, at the following office of the
Property Clerk.

FOR MOTOR VEHICLES
(All Boroughs):
* College Auto Pound, 129-01 31 Avenue,

College Point, NY 11354, (718) 445-0100
* Gowanus Auto Pound, 29th Street and 2nd

Avenue, Brooklyn, NY 11212, (718) 832-3852
* Erie Basin Auto Pound, 700 Columbia Street,

Brooklyn, NY 11231, (718) 246-2029

FOR ALL OTHER PROPERTY
* Manhattan - 1 Police Plaza, New York, NY

10038, (212) 374-4925.
* Brooklyn - 84th Precinct, 301 Gold Street,

Brooklyn, NY 11201, (718) 875-6675.
* Bronx Property Clerk - 215 East 161 Street,

Bronx, NY 10451, (718) 590-2806.
* Queens Property Clerk - 47-07 Pearson Place,

Long Island City, NY 11101, (718) 433-2678.
* Staten Island Property Clerk - 1 Edgewater

Plaza, Staten Island, NY 10301, (718) 876-8484.

j1-d31

“Compete To Win” More Contracts!
Thanks to a new City initiative - “Compete to Win” - the
NYC Department of Small Business Services offers a
new set of FREE services to help create more
opportunities for minority and women-owned
businesses to compete, connect and grow their business
with the City. With NYC Construction Loan, Technical
Assistance, NYC Construction Mentorship, Bond

Readiness, and NYC Teaming services, the City will be
able to help even more small businesses than before.

●●  Win More Contracts at nyc.gov/competetowin

“The City of New York is committed to achieving
excellence in the design and construction of its capital
program, and building on the tradition of innovation
in architecture and engineering that has contributed
to the City’s prestige as a global destination. The
contracting opportunities for construction/construction
services and construction-related services that appear
in the individual agency listings below reflect that
commitment to excellence.”7-18412

ADMINISTRATION FOR CHILDREN’S
SERVICES
■■  SOLICITATIONS

Human/Client Services

NON-SECURE DETENTION GROUP HOMES –
Negotiated Acquisition – Judgment required in evaluating
proposals - PIN# 06811N0004 – DUE 05-31-13 AT 2:00 P.M.
– The Administration for Children’s Services, Division of
Youth and Family Justice is soliciting applications from
organizations interested in operating non-secure detention
group homes in New York City. This is an open-ended
solicitation; applications will be accepted on a rolling basis
until 2:00 P.M. on 5/31/13.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Administration for Children’s Services, 150 William Street,
9th Floor, New York, NY 10038. 
Patricia Chabla (212) 341-3505; Fax: (212) 341-3625;
patricia.chabla@dfa.state.ny.us

j1-n142-25611

CITY UNIVERSITY
■■  SOLICITATIONS

Construction/Construction Services

CUNY TV FACILITY - PHASE II – Competitive Sealed
Bids – PIN# NY-CUCF-01-08-GC – DUE 05-24-12 AT 12:00
P.M. – On behalf of the City University Construction Fund
(CUCF), F.J. Sciame Construction Co., Inc (Sciame) acting as
Construction Manager, is soliciting the services of a General
Contractor to provide all labor, material, and equipment
necessary for the general construction scope within the
renovated rooms of the CUNY TV facility located at the
CUNY Graduate Center, 365 Fifth Avenue, NY, NY. The
work generally consists of the NYC Media Group Master
Control Room, Radio production facilities and equipment
spaces, rooftop equipment and upgrades in the existing
CUNY TV Master Control Room and associated spaces. It
includes all demolition, architectural, structural, mechanical,
electrical, plumbing, and fire protection work as designated
in the drawings and specifications. It includes any electrical
work required in coordination with the systems integration
work as designated in the drawings and specifications.

Bid documents will be available starting on Tuesday, April
24, 2012 at 12:00 noon. Bid documents may be downloaded
from on our FTP site, http://cuny.sciame.com/.

If you are unable to download the documents from our site,
you MUST contact Anne Marie Chance by fax, at (212) 248-
5313, or email, at achance@sciame.com, to arrange your
pickup of the drawings in CD format. After contacting Anne
Marie Chance, the documents will be made available at F.J.
Sciame Construction Co., Inc., 14 Wall Street, 2nd Floor, New
York, NY 10005.

Attendance at the mandatory site walkthrough is required in
order to submit a bid.
This site walkthrough has been scheduled for Wednesday,
May 2, 2012 at 10:00 A.M. All bidders are required to attend
this walkthrough. Bidders’ subcontractors and suppliers are
encouraged to attend as are other interested subcontractors
and suppliers. Prospective Bidders should meet at the
security desk in the Lobby of the 5th Avenue entrance at The
Graduate Center, The City University of New York, 365 Fifth
Avenue, Suite 1400, New York, NY 10016.

The site walkthrough will follow immediately thereafter the
sign-in. Bidders not attending the mandatory site
walkthrough will be disqualified and subsequent bids will be
found non-responsive.

All RFIs must be submitted in writing no later than 3:00
P.M. on Wednesday, May 9, 2012. Submit all RFIs in writing
to Anne Marie Chance by fax, at (212) 248-5313, or by email,
at achance@sciame.com. Addenda to the Bid conveying RFI
responses, and any other applicable matters, will be available
for downloading at http://cuny.sciame.com/ Bidders must
check this website periodically for any Addenda that may be
issued before submitting a Bid.

Bidder will be required to demonstrate that it is an
organization doing business for a minimum of three (3 ) years
prior to the bid opening date as documented by the New York
State Department of State, has successfully completed at
least three (3) projects of similar value, size, and scope in the
last three (3) years prior to the bid opening date. Bidder shall
submit: a Bid Form (included in the Project Manual of the
Bid Booklet Documents); project list confirming the bidder
satisfies experience requirements; Bid Bond (10 percent of
Bid) in the approved form; Experience Modification Rate for
the past three (3) years (as set forth in the Safety
Questionnaire); as well as any other documents requested
within the Bid Documents. The successful bidder will be
responsible for all licenses, permits, insurance and agency
sign-offs for the duration of the contract. See the Bid Booklet
Documents for a complete description of the project scope, bid
requirements, timing, and procedures.

The MBE participation goal for this project is 7.25 percent;
the WBE participation goal is 4.75 percent.

The expected construction cost range is between $ 2,500,000
and $3,200,000.

Bids will be opened at the offices of the City University of
New York (CUNY) located at 555 West 57th Street, New
York, N.Y. 10019 at the 10th Floor Conference Room on
Thursday, May 24, 2012 at 1:30 P.M. No more than two
representatives per firm may attend the bid opening.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
F.J. Sciame Construction Co., Inc., 14 Wall Street, 2nd Floor,
New York, NY 10005. Anne Marie Chance (212) 232-2200;
Fax: (212) 248-5313; achance@sciame.com

☛ a2413-18412

CITYWIDE ADMINISTRATIVE
SERVICES
MUNICIPAL SUPPLY SERVICES
■■  SOLICITATIONS

Goods

STEEL, WAREHOUSE STOCK – Competitive Sealed Bids
– PIN# 8571200427 – DUE 05-21-12 AT 10:30 A.M.  
● METAL FRAMING, WALLBOARD AND
MISCELLANEOUS HARDWARE – Competitive Sealed
Bids – PIN# 8571200535 - DUE 05-21-12 AT 10:30 A.M.

Vendors interested in obtaining copies of the bid should
contact Anna Wong, (212) 669-8610; Fax: (212) 669-7603;
dcasdmssbids@dcas.nyc.gov

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Department of Citywide Administrative Services, 
1 Centre Street, 18th Floor, New York, NY 10007. 
Adenike Bagboye (212) 669-2569; Fax: (646) 500-5864;
abamgboye@dcas.nyc.gov

☛ a243-17412

HOT ASPHALT PAVING MIX DELIVERED INTO CITY
TRUCKS – Competitive Sealed Bids – PIN# 8571200235 –
DUE 05-21-12 AT 10:30 A.M. – Vendors interested in
obtaining copies of the bid should contact Anna Wong, 
(212) 669-8610; Fax: (212) 669-7603;
dcasdmssbids@dcas.nyc.gov

A copy of the bid can be downloaded from the City Record
Online site at http://a856-internet.nyc.gov/nycvendoronline/
home.asp

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Department of Citywide Administrative Services, 
1 Centre Street, 18th Floor, New York, NY 10007. 
Veronica Vanderpool (212) 669-8517; Fax: (212) 669-7581;
vvanderpool@dcas.nyc.gov

☛ a247-17412

■■  VENDOR LISTS

Goods

EQUIPMENT FOR DEPARTMENT OF SANITATION –
In accordance with PPB Rules, Section 2.05(c)(3), an
acceptable brands list will be established for the following
equipment for the Department of Sanitation:

A. Collection Truck Bodies
B. Collection Truck Cab Chassis
C. Major Component Parts (Engine, Transmission, etc.)

Applications for consideration of equipment products for
inclusion on the acceptable brands list are available from:
Mr. Edward Andersen, Procurement Analyst, Department of
Citywide Administrative Services, Office of Citywide
Procurement, 1 Centre Street, 18th Floor, New York, NY
10007. (212) 669-8509.

j5-d3122-3111

HEALTH AND HOSPITALS
CORPORATION

The New York City Health and Hospitals Corporation
is regularly soliciting bids for supplies and equipment
at its Central Purchasing Offices, 346 Broadway, New
York City, Room 516, for its Hospitals and Diagnostic
and Treatment Centers. All interested parties are
welcome to review the bids that are posted in Room
516 weekdays between 9:00 a.m. and 4:30 p.m. For
information regarding bids and the bidding process,
please call (212) 442-4018.

j1-d3100-000000

MATERIALS MANAGEMENT
■■  SOLICITATIONS

Goods

MEDICAL LASERSCOPE ITEMS, LASER SYSTEMS
AND DELIVERY DEVICES – Competitive Sealed Bids –
PIN# 033-0010 – DUE 05-08-12 AT 10:00 A.M.  

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Health and Hospitals Corporation, 346 Broadway, 5th Floor,
Room 516, New York, NY 10013-3990. 
Sherry Lloyd (212) 442-3863; Fax: (212) 442-3872;
Sherry.Lloyd@nychhc.org

☛ a246-17412

HEALTH AND MENTAL HYGIENE
AGENCY CHIEF CONTRACTING OFFICER
■■  SOLICITATIONS

Human/Client Services

NEW YORK/NY III SUPPORTED HOUSING
CONGREGATE – Competitive Sealed Proposals – Judgment
required in evaluating proposals - 
PIN# 81608PO076300R0X00-R – DUE 09-18-12 AT 4:00 P.M.
– The Department is issuing a RFP to establish 3,000 units of
citywide supportive housing in newly constructed or
rehabilitated single-site buildings for various homeless
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populations pursuant to the New York III Supported Housing
agreement. The subject RFP will be open-ended and
proposals will be accepted on an on-going basis. The RFP is
available on-line at
http://www.nyc.gov/html/doh/html/acco/acco-rfp-nynycongregate-
20070117-form.shtml. A pre-proposal conference was held on
March 6, 2007 at 2:00 P.M. at 125 Worth Street, 2nd Floor
Auditorium, New York, N.Y. Any questions regarding this
RFP must be sent in writing in advance to Contracting
Officer at the above address or e-mailed to the above address.
All proposals must be hand delivered at the Agency Chief
Contracting Officer, Gotham Center, CN#30A, 42-09 28th
Street, 17th Floor, Queens, NY 11101-4132, no later than
September 18, 2012.

As a minimum qualification requirement for (1) the serious
and persistent mentally ill populations, the proposer must be
incorporated as a not-for-profit organization, and (2) for the
young adult populations, the proposer must document site
control and identify the source of the capital funding and
being used to construct or renovate the building.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Health and Mental Hygiene, ACCO, Gotham Center, CN#30A,
42-09 28th Street, 17th Floor, Queens, NY 11101-4132.
Huguette Beauport (347) 396-6633; hbeaupor@health.nyc.gov

a6-s1712-5411

INFORMATION TECHNOLOGY AND
TELECOMMUNICATIONS
EXECUTIVE 
■■  SOLICITATIONS

Services (Other Than Human Services)

TRANSLATION AND INTERPRETATION SERVICES –
Negotiated Acquisition – PIN# 85809X0007CNVN001 – 
DUE 04-25-12 AT 2:00 P.M. – DoITT intends to enter into
negotiations with Language Line Services, Inc. to provide
Citywide Language Translation and Interpretation Services.
Any firm which believes it can provide the required services
in the future is invited to express interest via email to
acco@doitt.nyc.gov by April 25, 2012, 2:00 P.M.

The services cannot be timely procured through competitive
sealed bidding or competitive sealed proposals. DoITT is
utilizing the Negotiated Acquisition Extension procurement
source method to provide the services in order to continue to
provide uninterrupted service.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Department of Information Technology and
Telecommunications, 75 Park Place, 9th Floor, New York, NY
10007. Anne Cody (212) 788-6276; acody@doitt.nyc.gov

a18-2429-10412

PARKS AND RECREATION
REVENUE AND CONCESSIONS
■■  SOLICITATIONS

Services (Other Than Human Services)

SNACK BAR AT BEACH 17TH STREET, ROCKAWAY
BEACH, QUEENS – Request for Proposals – 
PIN# Q162-2-SB – DUE 06-25-12 AT 3:00 P.M. – Requests
for Proposals for the renovation, operation, and maintenance
of a snack bar/beach shop and the optional operation of up to
five (5) mobile food units at Rockaway Beach, Queens, N.Y.

The RFP is also available for download, commencing on April
19, 2012 through June 25, 2012, on Parks’ website.

TELECOMMUNICATION DEVICE FOR THE DEAF (TDD)
212-504-4115

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Parks and Recreation, The Arsenal-Central Park, 
830 Fifth Avenue, Room 407, New York, NY 10021. 
Evan George (212) 360-3495; Fax: (917) 849-6623;
evan.george@parks.nyc.gov

a19-m21-12412

OPERATION AND MAINTENANCE OF CONCESSIONS
FOR THE SALE OF CHRISTMAS TREES AND
RELATED HOLIDAY MERCHANDISE – Competitive
Sealed Bids – PIN# TR2012 – DUE 05-23-12 AT 11:00 A.M. –
At various locations, Citywide.
● SALE OF FOOD FROM MOBILE FOOD UNITS –
Competitive Sealed Bids – PIN# CWB2012A/B – 
DUE 05-30-12 AT 11:00 A.M. - At Central Park and Theodore
Roosevelt Park, Manhattan.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Parks and Recreation, The Arsenal-Central Park, 
830 Fifth Avenue, Room 407, New York, NY 10021. 
Glenn Kaalund (212) 360-1397; Fax: (212) 340-3434;
glenn.kaalund@parks.nyc.gov

a23-m419-16412

PROBATION
CONTRACTS AND PROCUREMENT
■■  SOLICITATIONS

Human/Client Services

BID EXTENSION: ADVOCATE INTERVENE MENTOR
(AIM) – Request for Proposals – PIN# 78112P0001 – 
DUE 05-03-12 AT 2:00 P.M. – BID EXTENSION: The New
York City Department of Probation (DOP), in collaboration
with the Center for Economic Opportunity (CEO), is seeking
three to six qualified vendors to provide intensive mentoring
and advocacy programming for high risk youth facing the
highest probability of out-of-home-placement, as a result of
Family Court delinquency adjudication. The ultimate goal of
AIM is to help build stronger and safer communities, reduce
crime and recidivism, and promote lifelong gains for youth
involved in the juvenile justice system in New York City.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Department of Probation, 33 Beaver Street, 21st Floor, 
New York, NY 10004. Vincent Pernetti (212) 232-0656;
ACCO@probation.nyc.gov

☛ a24
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CHANGES IN PERSONNEL

OFFICE OF THE COMPTROLLER
FOR PERIOD ENDING 03/30/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE
AMEER           SYED        12749    $40500.0000     APPOINTED     YES     03/18/12
DILEO           ROBERTO  A  40501    $40500.0000     APPOINTED     YES     03/11/12
DONE            ALEXIS      10026   $150000.0000     APPOINTED     YES     03/11/12
GARRISON        MILTON   E  1002A    $59983.0000     RETIRED       YES     03/22/12
ILONZE          MERNA    R  40502    $57143.0000     RETIRED       NO      11/11/11
LEE             JIMMY       40526    $42049.0000     RESIGNED      YES     02/26/12
LERNER          SIDNEY      12627    $75706.0000     RETIRED       NO      03/24/12
LUO             WENYU       40510       $30.0000     RESIGNED      YES     03/20/12
SCHOFIELD       EKATERIN    1002C    $70000.0000     APPOINTED     YES     03/11/12
THOMAS          ASHELY      1002C    $50000.0000     APPOINTED     YES     03/18/12
TYLER           APRIL       10022       $45.0000     APPOINTED     YES     03/18/12

OFFICE OF EMERGENCY MANAGEMENT
FOR PERIOD ENDING 03/30/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE
KRAKAUER        BENJAMIN J  06765    $70200.0000     INCREASE      YES     03/12/12

OFFICE OF MANAGEMENT & BUDGET
FOR PERIOD ENDING 03/30/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE
BRINDISI        FRANCESC    0608A   $133020.0000     APPOINTED     YES     03/11/12
KENNEY          MICHAEL  S  06088       $21.5300     APPOINTED     YES     03/21/12
MULLIGAN        TIMOTHY  F  0608A   $187960.0000     INCREASE      YES     03/11/12
WILTON          EDWARD   J  06088    $70034.0000     RESIGNED      YES     01/22/12

TAX COMMISSION
FOR PERIOD ENDING 03/30/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE
CHU             MINGANG     13631    $64500.0000     APPOINTED     YES     03/18/12

LAW DEPARTMENT
FOR PERIOD ENDING 03/30/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE
HEER            CHRISTOP L  30112    $65898.0000     RESIGNED      YES     04/30/09
LEONE           KATHRYN  E  30112    $85000.0000     APPOINTED     YES     03/18/12
MANGUM          SHERLYNN    12626    $56001.0000     APPOINTED     NO      02/26/12
MAXWELL         CAROLINE    30112    $63338.0000     APPOINTED     YES     03/18/12
MOUTON          GREGORY  P  30112    $65338.0000     RESIGNED      YES     03/24/12
NURSE           DONALD   A  12627    $75265.0000     RETIRED       NO      03/20/12
PRIDGEN         LAVONNE     12626    $60590.0000     APPOINTED     NO      02/26/12
PRYCE           DION     O  10251    $40531.0000     DECEASED      NO      03/16/12

DEPARTMENT OF CITY PLANNING
FOR PERIOD ENDING 03/30/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE
MEAGHER         ADAM     P  22122    $57866.0000     RESIGNED      YES     03/21/12

☛ a24

ECONOMIC DEVELOPMENT CORPORATION
CONTRACTS
■■  SOLICITATIONS

Goods & Services

BATHGATE INDUSTRIAL SITE – Request for Proposals – PIN# 5200-0 – DUE 02-19-13 AT
4:00 P.M. – New York City Economic Development Corporation (“NYCEDC”) is seeking

proposals for the purchase of an approximately 109,000 square foot property in the Bronx for
development as an industrial facility.

The Site is located within the Bathgate Industrial Business Zone, is designated as Industrial
by the Fourth Amended Bathgate Urban Renewal Plan, and is zoned M1-4. It is an ideal
opportunity for a build-to-suit industrial development.

NYCEDC plans to evaluate proposals on the basis of factors stated in the RFP which include,
but are not limited to: enabling and enhancing the growth of the City’s industrial base through
the redevelopment of the Site, establishing a financially feasible and economically viable
project, generating proceeds attributable to new development from the Site’s purchase price
and tax revenue, activating the Site as quickly as possible through an as-of-right development,
expanding and preserving quality jobs for local residents, and aiming to achieve a Leadership
in Energy and Environmental Design rating of Silver as applicable to the Site’s proposed use.

Companies who have been certified with the New York City Department of Small Business
Services as Minority and Women Owned Business Enterprises (“M/WBE”) are strongly
encouraged to apply. To learn more about M/WBE certification and NYCEDC’s M/WBE
program, please visit http://www.nycedc.com/opportunitymwdbe.

The RFP process shall be conducted as follows:
(1) NYCEDC will accept responses on a “rolling” basis, as this RFP is structured as an open
RFP through 2013. The open RFP process allows respondents to submit proposals for
consideration at any time, and allows NYCEDC to review submissions at quarterly intervals
over the remainder of calendar year 2012 and a portion of 2013. Respondents may submit
proposals on or before each submission deadline, and may revise and resubmit their proposals
prior to subsequent submission deadlines.
(2) After any submission deadline, NYCEDC may, at its sole discretion, elect to close the RFP.
Should the RFP close, no further proposals shall be accepted, and all proposals received on or
before that submission deadline shall be reviewed by NYCEDC. Accordingly, respondents
preparing proposals should bear in mind that the likelihood of NYCEDC exercising its right to
close the RFP increases with the passing of each submission deadline. In the event that
NYCEDC elects to close the RFP before the final submission deadline, Respondents shall be
notified via email, and a similar notification shall be posted on the NYCEDC website.
(3) If the RFP remains open for all planned submission deadlines, all proposals received after
the RFP release date of April 24, 2012 and on or before the fourth (final) submission deadline
of February 19, 2013 will be reviewed by NYCEDC by March 19, 2013.
Optional informational sessions will be held on Monday, April 30, 2012 at 3:00 P.M., Tuesday,
May 29, 2012 at 10:00 A.M., Monday, August 27, 2012 at 10:00 A.M., and Monday, November
26, 2012 at 10:00 A.M. Each will be held at NYCEDC’s offices. The first information session
will be held. For the following information sessions, if NYCEDC does not receive at least one
RSVP for an information session by 15 business days prior to its scheduled date, that
information session will not be held. Information sessions will also not be held if NYCEDC has
elected to close the RFP.
(4) Those who wish to attend an information session must RSVP to Hildegarde Williams by
calling (212) 312-3584 or emailing BathgateRFP@nycedc.com a minimum of three business
days prior to the information session. For those who are not able to attend an information
session, the questions will be answered at the session and a transcript of the entire session will
be posted on the website http://www.nycedc.com/rfp/ within ten business days of the
information session.
(5) Additionally, Respondents can submit questions regarding the RFP for up to ten business
days prior to each submission deadline by emailing BathgateRFP@nycedc.com. Answers to
these questions will be posted within five business days of their receipt to
www.nycedc.com/RFP.

An overview of the initial schedule is as follows:
April 24, 2012 - Release Date
April 26, 2012 - RSVP for First Information Session
April 30, 2012 - First Information Session
May 8, 2012 - Final deadline for submitting Clarification Questions
May 14, 2012 - Transcript of First Information Session posted on website

Submission Deadlines are:
May 22, 2012; August 21, 2012; November 20, 2012; February 19, 2013

NYCEDC may, in its sole and absolute discretion, elect to begin negotiation with one or more
Respondents at any time as part of the proposal review process, including prior to the initial
submission deadline or upon receipt of proposals throughout the open RFP process.

Respondents may submit questions and/or request clarifications from NYCEDC no later than
4:00 P.M. on January 29, 2013. Questions regarding the subject matter of this RFP should be
directed to BathgateRFP@nycedc.com. For all questions that do not pertain to the subject
matter of this RFP please contact NYCEDC’s Contracts Hotline at (212) 312-3969. Answers to
all questions will be posted by February 8, 2013 to www.nycedc.com/RFP.

Please submit six (6) hard copies of your proposal, as well as one (1) electronic version.

Use the following address unless otherwise specified in notice, to secure, examine or submit
bid/proposal documents, vendor pre-qualification and other forms; specifications/blueprints;
other information; and for opening and reading of bids at date and time specified above.
Economic Development Corp., 110 William Street, 6th Floor, New York, NY 10038. 
Maryann Catalano (212) 312-3969; Fax: (212) 312-3918; BathgateRFP@nycedc.com

☛ a24
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