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CITY PLANNING COMMISSION
■■  PUBLIC HEARING

NOTICE IS HEREBY GIVEN THAT RESOLUTIONS
Have been adopted by the City Planning Commission
Scheduling public hearings on the following matters to
be held at Spector Hall, 22 Reade Street New York,
New York, on Wednesday, February 29, 2012 at 10:00 A.M.

BOROUGH OF QUEENS
No. 1

119-03 SPRINGFIELD BOULEVARD
CD 13 C 090466 ZMQ
IN THE MATTER OF an application submitted by ADC
Builders & Developers pursuant to Sections 197-c and 201 of
the New York City Charter, for an amendment of the Zoning
Map, Section No. 19a, by establishing within an existing R2A
District a C1-3 District bounded by 119th Avenue, Francis
Lewis Boulevard, 217th Street, a line perpendicular to the
southeasterly street line of Springfield Boulevard distant 140
feet southwesterly (as measured along the street line) from
the point of intersection of the southeasterly line of
Springfield Boulevard and the southwesterly street line of
119th Avenue, and Springfield Boulevard, as shown on a
diagram (for illustrative purposes only) dated October 31, 2011.

No. 2
FDNY TECHNICAL SERVICES HEADQUARTERS

CD 2 C 120113 PCQ
IN THE MATTER OF an application submitted by the Fire
Department and the Department of Citywide Administrative
Services, pursuant to Section 197-c of the New York City
Charter, for the site selection and acquisition of property
located at 34-02 Queens Boulevard (Block 246, part of Lot 1)
for use as a warehouse and offices.

No. 3
QUEENS PLAZA SIGN REGULATIONS

CDs 1 & 2                                                         N 110223 ZRQ
IN THE MATTER OF an application submitted by the
JetBlue Airways Corporation pursuant to Section 197-c and
201 of the New York City Charter for an amendment of the
Zoning Resolution of the City of New York, relating to Article
XI, Chapter 7 to modify sign regulations within the Queens
Plaza Subdistrict of the Special Long Island City Mixed Use
District.

Matter Underlined is new, to be added;
Matter in Strikeout is old, to be deleted;
Matter within # # is defined in Section 12-10;
* * * indicate where unchanged text appears in the Zoning
Resolution

Article XI – Special Purpose Districts

Chapter 7
Special Long Island Mixed Use District

117-51 
Queens Plaza Subdistrict Special Use Regulations

The special #use# provisions of Sections 123-20 through 123-
50, inclusive, of the #Special Mixed Use District# shall apply
in the Queens Plaza Subdistrict except where modified by the
provisions of this Section and shall supplement or supersede
the provisions of the designated #Residence# or M1 District,
as applicable.

*     *     *
117-514 
Special Sign Regulations

Within the Queens Plaza Subdistrict, the #sign# regulations
of Section 123-40 (SIGN REGULATIONS) shall apply, except
that such #sign# regulations may be modified to permit a
#sign# on the rooftop of a #non-residential building#, provided
that the height of such rooftop is between 70 feet and 150 feet,
as measured from #curb level#, and further provided that:

(a) such rooftop #sign# is located on a #building# with
frontage on Queens Plaza South, Queens Boulevard,
Queens Plaza East or Queens Plaza North;

(b) there shall be no more than one rooftop #sign# on a
#zoning lot#;

(c) there shall be no more than one #sign# per
establishment on any #sign# structure;

(d) such rooftop #sign# shall be neither a #flashing
sign# nor an #advertising sign#;

(e) rooftop #signs# shall be affixed to an open frame
structure with maximum dimensions  that shall not
exceed 45 feet in height, as measured from the
surface of the roof to its uppermost point, and 150
feet in width, as measured along its widest dimension;

(f) all writing, pictorial representations, emblems,
flags, symbols or any other figure or character
comprising the design of such rooftop #sign# shall
be separate elements, individually cut and
separately affixed to the open frame structure. No
perimeter or background surfaces shall be applied
or affixed to the open frame structure in addition to
such separate elements. No portion of such separate
elements shall extend beyond the maximum
dimensions allowed for an open frame structure.
The area of such separate elements of a rooftop
#sign# shall not count towards the maximum
#surface area# of a #sign# permitted in Section
32-644 (Illuminated or flashing signs in C4, C5-4,
C6 or C7 Districts); and

(f) any illumination from rooftop #signs# located within
100 feet of any #building# containing #residences#,
where such #residences# legally existed at the time
of the application for a permit for such #sign#, shall
not project into or reflect onto any #residential#
portion of such #building#.

*       *      *

CITYWIDE
ZONE GREEN TEXT AMENDMENT

No. 4
Citywide                                                          N 120132 ZRY
IN THE MATTER OF an application submitted by the
Department of City Planning pursuant to Section 201 of the
New York City Charter, for an amendment of the Zoning
Resolution of the City of New York, to remove barriers to
construction of green building features in the City of New
York by modification of various Sections of the Zoning
Resolution. 

Matter in underline is new, to be added;
Matter in strikeout is to be deleted;
Matter with # # is defined in Section 12-10;
* * * indicates where unchanged text appears in the Zoning
Resolution

Article I
General Provisions

*      *      *
11-13
Public Parks
District designations indicated on #zoning maps# do not
apply to #public parks#, except as set forth in Section 105-91
(Special District Designation on Public Parks). In the event
that a #public park# or portion thereof is sold, transferred,
exchanged, or in any other manner relinquished from the
control of the Commissioner of Parks and Recreation, no
building permit shall be issued, nor shall any #use# be
permitted on such former #public park# or portion thereof,
until a zoning amendment designating a zoning district
therefore has been adopted by the City Planning Commission
and has become effective after submission to the City Council
in accordance with the provisions of Section 75-00 71-10
(PROCEDURE FOR AMENDMENTS).

*      *      *
Chapter 2
Construction of Language and Definitions

*      *      *
12-10 Definitions 

*      *      *
Accessory use, or accessory (8/27/98)

*      *      *
An #accessory use# includes:

*      *      *
(19) An ambulance outpost operated by or under contract

with a government agency or a public benefit
corporation and located either on the same #zoning
lot# as, or on a #zoning lot# adjacent to, a #zoning
lot# occupied by a fire or police station.;

(20) Electric vehicle charging in connection with
parking facilities;

(21) Solar energy systems.

*      *      *
Floor area (2/2/11)

“Floor area” is the sum of the gross areas of the several floors
of a #building# or #buildings#, measured from the exterior
faces of exterior walls or from the center lines of walls
separating two #buildings#. In particular, #floor area#
includes:

*      *      *
However, the #floor area# of a #building# shall not include:

*      *      *
(12)          exterior wall thickness, up to eight inches:

(i) Where such wall thickness is added to the
exterior face of a #building# wall existing
on (date of adoption), provided the added
wall thickness has a thermal resistance
(R-value) of at least 1.5 per inch; or

(ii) Where such wall thickness is within an
exterior wall constructed after (date of
adoption), equal to the amount that such
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wall is greater than eight inches in
thickness provided the above-grade
exterior walls of the #building# envelope
are more energy efficient than required by
the New York City Energy Conservation
Code (NYCECC) as determined below:

(1) The area-weighted average U-
factor of all opaque above-grade
wall assemblies shall be no
greater than 80 percent of the
area-weighted average U-factor
determined by using the
prescribed requirements of the
NYCECC, and

(2) The area-weighted average U-
factor of all above-grade exterior
wall assemblies, including
vertical fenestrations, shall be
no more than 90 percent of the
area-weighted average U-factor
determined by using the
prescribed requirements of the
NYCECC. For the purposes of
calculating the area-weighted
average U-factor, the amount of
fenestration shall equal the
amount of fenestration provided
in such exterior walls, or an
amount equal to 40 percent of
the area of such exterior walls,
whichever is less.

For the purposes of calculating compliance
with this paragraph (ii), the term “above-
grade” shall only include those portions of
walls located above the grade adjoining
such wall. Compliance with this paragraph
(ii) shall be demonstrated to the Department
of Buildings at the time of issuance of the
building permit for such exterior walls.

(13) floor space in a rooftop greenhouse permitted
pursuant to Section 75-01 (Certification for Rooftop
Greenhouses).

*      *      *
23-12
Permitted Obstructions in Open Space

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In the districts indicated, the following obstructions shall be
permitted in any #open space# required on a #zoning lot#:

(a) Air conditioning condensation units, #accessory#,
for #single-# or #two-family residences#, provided
that such units, if located between a #street wall#,
or prolongation thereof, and a #street line#, are
within 18 inches of the #street wall#, fully screened
from the #street# by vegetation;

(b) Awnings and other sun control devices. However,
when located at a level higher than a first #story#,
excluding a #basement#, all such devices:

(1) shall be limited to a maximum projection
into such #open space# of 2 feet, 6 inches;
and

(2) shall have solid surfaces that, in aggregate,
cover an area no more than 30 percent of
the area of the #building# wall (as viewed
in elevation) from which they project;

(ac) Balconies, unenclosed, subject to the provisions of
Section 23-13;

(bd) Breezeways;

(ce) Driveways, private streets, open #accessory# off-
street parking spaces, unenclosed #accessory#
bicycle parking spaces or open #accessory# off-
street loading berths, provided that the total area
occupied by all these items does not exceed the
percentages set forth in Section 25-64 (Restrictions
on Use of Open Space for Parking);

(df) Eaves, gutters or downspouts, projecting into such
#open space# not more than 16 inches or 20 percent
of the width of such #open space#, whichever is the
lesser distance;

(g) Exterior wall thickness, where such wall thickness
is added to the exterior face of a #building# wall
existing on (date of adoption), provided the added
wall thickness has a thermal resistance (R-value) of
at least 1.5 per inch, and is limited to one inch of
thickness for every foot of existing #open space#
width, up to a maximum thickness of eight inches.

(eh) Parking spaces, off-street, enclosed, #accessory#,
not to exceed one space per #dwelling unit#, when
#accessory# to a #single-family#, #two-family# or
three-#family residence#, provided that the total
area occupied by a #building# used for such
purposes does not exceed 20 percent of the total
required #open space# on the #zoning lot. However,
two such spaces for a #single-family residence# may
be permitted in #lower density growth management
areas# and in R1-2A Districts;

(i) Solar energy systems:

(1) on the roof of an #accessory building#,
limited to 18 inches in height as measured
perpendicular to the roof surface; or

(2) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it projects;

(fj) Swimming pools, #accessory#, above-grade
structures limited to a height not exceeding eight
feet above the level of the #rear yard# or #rear yard
equivalent#;

(gk) Terraces, unenclosed, fire escapes, planting boxes
or air conditioning units, provided that no such
items project more than six feet into or over such
#open space#.

*      *      *
23-44
Permitted Obstructions in Required Yards or Rear
Yard Equivalents

In all #Residence Districts#, the following obstructions shall
be permitted within a required #yard# or #rear yard
equivalent#:

(a) In any #yard# or #rear yard equivalent#:

(1) Air conditioning condensation units,
#accessory#, for #single-# or #two-family
residences#, provided that such units, if
located between a #street wall#, or

prolongation thereof, and a #street line#,
are within 18 inches of the #street wall#,
fully screened from the #street# by
vegetation;

(2) Arbors or trellises;

(3) Awnings or canopies; and other sun
control devices, provided that when
located at a level higher than a first
#story#, excluding a #basement#, all such
awnings and other sun control devices:

(i) shall be limited to a maximum
projection into a required #yard#
or #rear yard equivalent# of 2
feet, 6 inches; and

(ii) shall have solid surfaces that, in
aggregate, cover an area no
more than 30 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project;

(4) Balconies, unenclosed, of a #building#
containing #residences# subject to the
applicable provisions of Section 23-13.
Such balconies are not permitted in
required #side yards#;

(5) Canopies

(6) Chimneys, projecting not more than three
feet into, and not exceeding two percent of
the area of, the required #yard# or #rear
yard equivalent#;

(7) Eaves, gutters or downspouts projecting
into such #yard# or #rear yard equivalent#
not more than 16 inches or 20 percent of
the width of such #yard# or #rear yard
equivalent#, whichever is the lesser
distance;

(8) Exterior wall thickness, where such wall
thickness is added to the exterior face of a
#building# wall existing on (date of
adoption), provided the added wall
thickness has a thermal resistance (R-
value) of at least 1.5 per inch, and is
limited to one inch of thickness for every
foot of existing #yard# width, up to a
maximum thickness of eight inches. When
an open area is provided along a common
#lot line#, then such exterior wall
thickness is limited to one inch for every
foot of existing open area on the #zoning
lot#.

Where #buildings# that have added
exterior wall thickness pursuant to this
Section are #enlarged#, such #enlarged#
portion may similarly encroach upon
required #yards# in order to align with
the exterior walls of the existing #building#,
provided such #enlargement# contains
less #floor area# than the existing
#building#, and there is no encroachment
of #floor area# into a required #yard#.

(9) Fences, not exceeding four feet in height
above adjoining grade in any #front
yard#, except that for #corner lots#, a
fence may be up to six feet in height
within that portion of one #front yard#
that is between a #side lot line# and the
prolongation of the side wall of the
#residence# facing such #side lot line#;

(10) Fire escapes, projecting into a #front
yard#, only in such cases where the fire
escape is required for the #conversion# of
a #building# in existence before December
15, 1961; 

(11) Flagpoles;

(12) Overhanging portions of a #building# in
R4 and R5 Districts, except R4A, R4-1,
R4B, R5A, R5B or R5D Districts, which
are above the first #story# including the
#basement# and which project not more
than three feet into the required 18 foot
#front yard#. In no case shall the lowest
level of the projected portion be less than
seven feet above the level of the #front
yard# at the face of the #building#.
Supports for the projected portion of any
#building# are permitted obstructions
within the required #front yard#, provided
that the total area occupied by such 

(13) supports does not exceed 15 percent of the
area underneath the projected portion. No
support may extend beyond the three-foot
projection; 

(14) Parking spaces for automobiles or
bicycles, off-street, open, #accessory#,
within a #side# or #rear yard#;

(15) Parking spaces, off-street, open, within a
#front yard#, that are #accessory# to a
#building# containing #residences#,
provided that:

(1i) in R1, R2, R3A, R3X, R3-1, R4A,
R4-1 and R5A Districts, except
in #lower density growth
management areas#, such
spaces meet all the requirements
of paragraph (a) of Section 25-
621 (Location of parking spaces
in certain districts);

(2ii) in R3-2 Districts, R4 Districts
other than R4A, R4-1 and R4B
Districts, and R5 Districts other
than R5A, R5B and R5D
Districts, such spaces meet all
the requirements of paragraph
(b) of Section 25-621;

(3iii) in #lower density growth
management areas#, such
spaces are non-required and are
located in a driveway that
accesses parking spaces that are
located behind the #street wall#
of the #building# or
prolongation thereof.

However, no parking spaces of any kind
shall be permitted in any #front yard# in
an R4B, R5B or R5D District. Furthermore,
no parking spaces of any kind shall be
permitted in any #front yard# on a
#zoning lot# containing an #attached# or
#semi-detached building# in an R1, R2,
R3A, R3X, R4A or R5A District, or in any
#front yard# on a #zoning lot# containing
an #attached building# in an R3-1 or R4-1
District.

(16) Ramps for persons with physical
disabilities;

(17) Solar energy systems on walls existing on
(date of adoption), projecting no more
than 10 inches and occupying no more
than 20 percent of the surface area of the
#building# wall (as viewed in elevation)
from which it projects;

(18) Steps, provided that such steps access
only the lowest #story# or #cellar# of a
#building# fronting on a #street#, which
may include a #story# located directly
above a #basement#; 

(19) Swimming pools, #accessory#, above-
grade structures limited to a height not
exceeding eight feet above the level of the
#rear yard# or #rear yard equivalent#.
#Accessory# swimming pools are not
permitted obstructions in any #front yard#;

(20) Terraces or porches, open;

(21) Walls, not exceeding eight feet in height
above adjoining grade and not roofed or
part of a #building#, and not exceeding
four feet in height in any #front yard#,
except that for #corner lots#, a wall may
be up to six feet in height within that
portion of one #front yard# that is
between a #side lot line# and the
prolongation of the side wall of the
#residence# facing such #side lot line#.

(b) In any #rear yard# or #rear yard equivalent#:
Air conditioning condensation units, #accessory#,
for #single-# or #two-family residences#, provided
that such units are located not less than eight feet
from any #lot line#;

(1) Balconies, unenclosed, subject to the
provisions of Section 23-13;

(2) Breezeways;

(3) Fire escapes;

(4) Greenhouses, non-commercial, #accessory#,
limited to one #story# or 14 feet in height
above adjoining grade, whichever is less,
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and limited to an area not exceeding 25
percent of a required #rear yard#;

(5) Parking spaces, off-street, #accessory#,
for automobiles or bicycles, provided that:

(1i) if #accessory# to a #single-# or
#two-family residence#, the
height of a #building# containing
such parking spaces shall not
exceed one #story# ten feet in
height above the adjoining
grade and such #building# shall
be #detached# from such
#residence#., and fFurthermore,
if located in an R1 District, such
#building# may not be nearer
than five feet to a #rear lot line#
or #side lot line#. In R2A
Districts, detached garages
shall be included in #lot
coverage#. In addition, solar
energy systems, limited to 18
inches in height, as measured
perpendicular to the roof
surface shall be permitted upon
the roof of such #accessory
building# within the #rear yard#;

(2ii) if #accessory# to any other kind
of #building# containing
#residences#, the height of a
#building#, or portion thereof,
containing such parking spaces
within the #rear yard#, shall
not exceed ten feet above
adjoining grade, including the
apex of a pitched roof in R3, R4
or R5 Districts, or fourteen feet
above #curb level# or #base
plane#, as applicable, in R6, R7,

R8, R9 or R10 Districts. In
addition, decks, parapet walls,
roof thickness, skylights,
vegetated roofs, and weirs, as
set forth in Section 23-62
(Permitted Obstructions), and
solar energy systems, limited to
18 inches in height, as measured
perpendicular to the roof
surface, shall be permitted upon
the roof of such #accessory
building# within the #rear yard#;

(3iii) enclosed #accessory# parking
spaces for bicycles shall be
#accessory# to a #residence#
other than a #single-# or #two-
family residence#, attached to a
#building#, and the area
dedicated to such spaces shall
not exceed the area of bicycle
parking spaces permitted to be
excluded from #floor area#
pursuant to Section 25-85 (Floor
Area Exemption). 

(6) Recreational or drying yard equipment;

(7) Sheds, tool rooms or other similar
#accessory buildings or other structures#
for domestic or agricultural storage, with
a height not exceeding 10 feet above the
level of the #rear yard# or #rear yard
equivalent#;

(8) Water-conserving devices required in
connection with air conditioning or
refrigeration systems in #buildings#
existing prior to May 20, 1966, if located
not less than eight feet from any #lot
line#.

However, no portion of a #rear yard equivalent#
which is also a required #front yard# or required
#side yard# may contain any obstructions not
permitted in such #front yard# or #side yard#.

*      *      *
23-461
Side yards for single- or two-family residences

*      *      *
R3-1 R3-2 R4 R4-1 R4B R5

*      *      *
(c) Additional regulations

*      *      *
(3) Permitted obstructions in open areas between 

#buildings#

Only air conditioning condensation units, chimneys,
downspouts, eaves, exterior wall thickness, gutters,
downspouts, open #accessory# off-street parking spaces,
steps, and ramps for access by people with disabilities, and
steps as set forth in paragraph (a) of Section 23-44 shall be
permitted obstructions in open areas required pursuant to
paragraphs (c)(1) and (c)(2) of this Section, and provided such
obstructions may not reduce the minimum width of the open
area by more than three feet. Open #accessory# off-street
parking spaces shall be permitted in such open areas.

*      *      *
23-462
Side yards for all other buildings containing residences

*      *      *
R4B R5B R5D

(b) In the districts indicated, no #side yards# are

required; however, where a #building# containing
#residences# on an adjacent #zoning lot# has a
#side yard#, an open area with a minimum width of
eight feet and parallel to the #side lot line# is
required along the common #side lot line# between
such #buildings#. Obstructions permitted pursuant
to paragraph (c)(3) of Section 23-461 (Side yards for
single- or two-family residences), shall be permitted
in such open areas.

R6 R7 R8 R9 R10 

(c) In the districts indicated, no #side yards# are
required. However, if any open area extending
along a #side lot line# is provided at any level, it
shall measure at least eight feet wide for the entire
length of the #side lot line#. Obstructions permitted
pursuant to paragraph (a) of Section 23-44 (Permitted
Obstructions in Required Yards or Rear Yard
Equivalents), shall be permitted in such open areas.

*      *      *
23-62
Permitted Obstructions

In all #Residence Districts#, except as provided in Section
23-621 (Permitted obstructions in certain districts), the
obstructions listed in paragraphs (a) through (hs) in this
Section shall be permitted to penetrate a maximum height
limit or #sky exposure plane# set forth in Sections 23-63
(Maximum Height of Walls and Required Setbacks), 23-64
(Alternate Front Setbacks) or 23-69 (Special Height
Limitations):

(a) Awnings and other sun control devices, provided
that when located at a level higher than a first
#story#, excluding a #basement#, all such awnings
and other sun control devices:

(1) shall be limited to a maximum projection
into a required setback of 2 feet, 6 inches,
except when located on the first #story#
above a setback;

(2) shall have solid surfaces that, in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project; and

(3) may rise above the permitted #building#
height, up to the height of a parapet wall
or guardrail permitted in accordance with
Section 23-62 (Permitted Obstructions).

When located on the first #story# above a setback,
awnings and other sun control devices shall be
limited to a projection of 50 percent of the depth of
the required setback, and shall be limited, in total,
to 50 percent of the width of the #building# wall
from which they project.

(ab) Balconies, unenclosed subject to the provisions of
Section 23-13;

(bc) #Building# columns, having an aggregate width
equal to not more than 20 percent of the #aggregate
width of street walls# of a #building#, to a depth
not exceeding 12 inches, in an #initial setback
distance#, optional front open area, or any other
required setback distance or open area set forth in
Sections 23-63, 23-64, or 23-65 (Tower Regulations);

(cd) Chimneys or flues, with a total width not exceeding
10 percent of the #aggregate width of street walls#
of a #building# at any level;

(e) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as measured
from the maximum height limit, or the finished
level of the roof as it existed on (date of adoption),
whichever is higher;

(df) Dormers having an #aggregate width of street
walls# equal to not more than 50 percent of the
width of the #street wall# of a #detached# or #semi-
detached single-# or #two-family residence#;

(eg) Elevators or stair bulkhead, roof water tanks
(including enclosures), each having an #aggregate
width of street walls# equal to not more than 30
feet. However, the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street# frontage, times
their average height, in feet, shall not exceed a
figure equal to four times the width, in feet, of the
#street wall# of the #building# facing such frontage.
For the purposes of this paragraph, (d), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#. Portions of
elevator shafts and associated vestibules that
provide access to a roof pursuant to paragraph (e) of
this Section shall not be included in the limitations
on width or surface area of this paragraph, (d);
Elevator or stair bulkheads (including shafts; and
vestibules not larger than 60 square feet in area
providing access to a roof), roof water tanks and
#accessory# mechanical equipment (including
enclosures), other than solar or wind energy
systems, provided that:

(1) such obstructions shall be located not less
than 10 feet from the #street wall# of a
#building#, except that such obstructions
need not be set back more than 25 feet
from a #narrow street line# or more than
20 feet from a #wide street line#.
However, such restrictions on location
shall not apply to elevator or stair

bulkheads (including shafts or vestibules),
provided the #aggregate width of street
walls# of such bulkheads within 10 feet of
a #street wall#, facing each #street#
frontage, times their average height, in
feet, does not exceed an area equal to four
feet times the width, in feet, of the #street
wall# of the #building# facing such frontage.

(2) all mechanical equipment shall be
screened on all sides.

(3) such obstructions and screening are
contained within a volume that complies
with one of the following:

(a) the product, in square feet, of
the #aggregate width of street
walls# of such obstructions
facing each #street# frontage,
times their average height, shall
not exceed an area equal to
eight feet times the width, in
feet, of the #street wall# of the
#building# facing such frontage;
or

(b) the #lot coverage# of all such
obstructions does not exceed 20
percent of the #lot coverage# of
the #building#, and where the
maximum permitted height of a
#building# is less than 120 feet,
are limited to a maximum
height of 25 feet, and where the
maximum permitted height of  a
#building# is 120 feet or
greater, are limited to a
maximum height of 40 feet.

For the purposes of this paragraph, (g), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#.

(f) Elevator shafts, portions of which provide an
elevator stop with access to a roof, and associated
vestibules providing access to such roof, provided
that such vestibules include no more than 60
square feet of #floor area#;

(h) Exterior wall thickness, up to eight inches, where
such wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

(gi) Flagpoles or aerials;

(hj) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall, provided such guardrail is not more than 3
feet, 6 inches above the accessible level of a roof;

(k) Roof thickness, up to eight inches, to accommodate
the addition of insulation, for #buildings# or
portions of #buildings# constructed prior to (date of
adoption). For a #building# that has added roof
thickness pursuant to this paragraph, an
#enlargement# may align with the finished roof
surface of such #building#, provided the #enlarged#
portion does not exceed the maximum height limit
height by more than eight inches;

(l) Skylights, clerestories or other day lighting devices,
not more than four feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
eight feet from the #street wall# edge. However,
such devices shall not be permitted obstructions
above a roof with a slope greater than 20 degrees;

(m) Solar energy systems:

(1) on the roof of a #building#, up to four feet
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher;

(2) on the roof of a #building#, greater than
four feet in height, provided that all such
portions above four feet are set back at
least six feet from a #street wall#, limited
to a #lot coverage# not greater than 25
percent of the #lot coverage# of the roof
and do not exceed:

(i) in R1 through R5 Districts, a
height of six feet;

(ii) in R6 through R10 Districts, a
height of 15 feet; and
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(iii) when located on a bulkhead or
other obstruction pursuant to
paragraph (g) of this Section, a
height of six feet;

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it
projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(n) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,
vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(o) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(p) Wind energy systems on #buildings# with a height
of 100 feet or greater, provided:

(1) the highest point of the wind turbine
assembly does not exceed 55 feet;

(2) no portion of the wind turbine assembly is
closer than 10 feet to any #lot line#; and

(3) the diameter of the swept area of the
rotor does not exceed 15 feet;

(q) Window washing equipment mounted on a roof; 

(ir) Wire, chain link or other transparent fences.

23-621
Permitted obstructions in certain districts

R2A R3 R4 R4A R4-1 R5A

(a) In the districts indicated, permitted obstructions
are limited to chimneys, exterior wall thickness,
flag poles or aerials, parapet walls, roof thickness,
skylights, solar energy systems and vegetated roofs
pursuant to those listed in paragraphs (c), (f) and
(h) of Section 23-62 (Permitted Obstructions).

R2X

(b) In the district indicated, permitted obstructions are
limited to chimneys, exterior wall thickness, flag
poles or aerials, parapet walls, roof thickness,
skylights, solar energy systems and vegetated roofs
pursuant to those listed in paragraphs (c), (f) and
(h) of Section 23-62 (Permitted Obstructions).
Dormers may be considered permitted obstructions
if:

*      *      *
R6A R6B R7A R7B R7D R7X R8A R8B R8X R9A R9D R9X
R10A R10X

(c) In the districts indicated, and for #Quality Housing
buildings# in other R6, R7, R8, R9 and R10
Districts, the permitted obstructions set forth in
Section 23-62 shall apply to any #building or other
structure#, except that In addition, a dormer may
be allowed as a permitted obstruction within a
required front setback distance above a maximum
base height, the following rules shall apply:.

(1) Such dDormers may shall be allowed as a
permitted obstruction, exceed a maximum
base height specified for such district
provided that on any #street# frontage,
the aggregate width of all dormers at the
maximum base height does not exceed 60
percent of the width of the #street wall#
of the highest #story# entirely below the
maximum base height. For each foot of
height above the maximum base height,
the aggregate width of all dormers shall
be decreased by one percent of the #street
wall# width of the highest #story# entirely
below the maximum base height.

(2) Solar energy systems on a roof shall be
limited to four feet or less in height, as
measured from the maximum height
limit, or the finished level of the roof as it
existed on (date of adoption), whichever is
higher. However, on a roof with a slope
greater than 20 degrees, such systems
shall be limited to 18 inches in height as
measured perpendicular to the roof surface.

(3) Wind energy systems shall not be allowed
as permitted obstructions.

(4) Window washing equipment shall not be
allowed as permitted obstructions.

R5D

(d) In R5D Districts, permitted obstructions shall be as
set forth in Section 23-62, except that elevator or
stair bulkheads, roof water tanks, cooling towers or
other mechanical equipment (including enclosures)
may exceed a maximum height limit provided that
the product, in square feet, of the #aggregate width
of street walls# of such obstructions facing each

#street# frontage, times their average height, in
feet, shall not exceed a figure equal to eight times
the width, in feet, of the #street wall# of the
#building# facing such frontage. For the purposes of
this paragraph, (d), #abutting buildings# on a
single #zoning lot# may be considered to be a single
#building#.

*      *      *
23-66
Required Side and Rear Setbacks

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10
In all districts, as indicated, side and rear setbacks shall be
provided as specified in this Section. Unenclosed balconies,
subject to the provisions of Section 23-13 (Balconies), are
permitted to project into or over any open areas required by
the provisions of this Section. In addition, awnings and other
sun control devices, decks, exterior wall thickness, parapet
walls, roof thickness, solar energy systems up to four feet
high, vegetated roofs and weirs are permitted as set forth in
Section 23-62 (Permitted Obstructions).

*      *      *
23-711
Standard minimum distance between buildings

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10
*      *      *

(e) portions of #buildings# above 125 feet that exceed,
in aggregate, a #lot coverage# of 40 percent, shall
be spaced at least 80 feet apart; and

(f) in R1, R2, R3, R4A and R4-1 Districts within
#lower density growth management areas#, the
provisions of this paragraph, (f), shall apply to any
#zoning lot# with two or more #buildings# where at
least 75 percent of the #floor area# of one
#building# is located beyond 50 feet of a #street
line# and the #private road# provisions do not
apply. For the purposes of this paragraph, any
#building# containing #residences# with no
#building# containing #residences# located between
it and the #street line# so that lines drawn
perpendicular to the #street line# do not intersect
any other #building# containing #residences# shall
be considered a “front building,” and any #building#
containing #residences# with at least 75 percent of
its #floor area# located beyond the #rear wall line#,
or prolongation thereof, of a “front building” shall
be considered a “rear building.” The minimum
distances set forth in the table in this Section shall
apply, except that a minimum distance of 45 feet
shall be provided between any such front and rear
#buildings#.; and

(g) For #buildings# existing on (date of adoption), the
minimum distances set forth in the table in this
Section, and any non-complying distance greater
than 8 feet, may be reduced by up to eight inches of
exterior wall thickness from each #building# wall,
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. A non-
complying distance of 8 feet or less shall be limited
to a total reduction of one inch of wall thickness for
each foot of such existing distance between
buildings.

*     *     *
23-80
COURT REGULATIONS, MINIMUM DISTANCE
BETWEEN WINDOWS AND WALLS OR LOT LINES
AND OPEN AREA REQUIREMENTS

*     *     *
23-861
General provisions

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

*     *     *
In R3, R4 and R5 Districts, the minimum dimension between
a #legally required window# and a #side lot line# shall be 15
feet. Such 15 foot dimension shall be measured in a horizontal
plane perpendicular to the #side lot line# or vertical
projection thereof. Furthermore, such area with a 15 foot
dimension shall be open to the sky from ground level up for
the entire length of the #side lot line#. Only air conditioning
condensation units, chimneys, downspouts, eaves, exterior
wall thickness, gutters, downspouts, open #accessory# off-
street parking spaces, steps, and ramps for access by the
handicapped, and steps shall be permitted obstructions in
such open area, subject to the conditions set forth in
paragraph (a) of Section 23-44 (Permitted Obstructions in
Required Yards or Rear Yard Equivalents), and provided
such obstructions may will not reduce the minimum width of
the open area by more than three feet.

23-862
Minimum distance between legally required windows
and lot lines on small corner lots in R9 or R10 Districts 

R9 R10
In the districts indicated, on a #corner lot# less than 10,000
square feet in #lot area#, a #legally required window# may
open on a #yard# bounded on one side by a #front lot line#
and having a minimum width of 20 feet, provided that the
provisions of Section 23-44 (Permitted Obstructions in
Required Yards or Rear Yard Equivalents) shall not apply to
such #yard#. However, awnings and other sun control
devices, exterior wall thickness and solar energy systems on
walls, as set forth in Section 23-44 (Permitted Obstructions
in Required Yards or Rear Yard Equivalents), shall be
permitted within such minimum distance.

*      *      *
23-87
Permitted Obstructions in Courts

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, the following obstructions shall
be permitted within the minimum area and dimensions
needed to satisfy the requirements for a #court#:

(a) Arbors or trellises;

(b) Awnings and other sun control devices. However,
when located at a level higher than a first #story#,
excluding a #basement#, all such devices:

(1) shall be limited to a maximum projection
into such court of 2 feet, 6 inches; and

(2) shall have solid surfaces that in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project;

(c) Eaves, gutters, downspouts, window sills, or similar
projections extending into such #court# not more
than four inches;

(d) Exterior wall thickness, where such wall thickness
is added to the exterior face of a #building# wall
existing on (date of adoption), provided the added
wall thickness has a thermal resistance (R-value) of
at least 1.5 per inch, and is limited to one inch of
thickness for every foot of existing #court# width,
up to a maximum thickness of eight inches.

Where #buildings# that have added exterior wall
thickness pursuant to this Section are #enlarged#,
such #enlarged# portion may similarly encroach
upon required #courts# in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no encroachment
of #floor area# into a required #court#.

(e) Fences;

(f) Fire escapes in #outer courts#;

Fire escapes in #outer court recesses# not more
than five feet in depth;

Fire escapes in #inner courts# where such fire
escapes are required as a result of alterations in
#buildings# existing before December 15, 1961;

Fire escapes in #outer court recesses# more than
five feet in depth where such fire escapes are
required as a result of alterations in #buildings#
existing before December 15, 1961;

(g) Flag poles;

(h) Open terraces, porches, or steps;

(i) Recreational or drying yard equipment.;

(j) Solar energy systems on walls existing on (date of
adoption), projecting no more than 10 inches and
occupying no more than 20 percent of the surface
area of the #building# wall (as viewed in elevation)
from which it projects;

In addition, for #courts# at a level higher than the first
#story#, decks, parapet walls, roof thickness, solar energy
systems up to four feet high, vegetated roofs and weirs as set
forth in Section 23-62 (Permitted Obstructions) shall be
permitted.

*      *      *
23-891
In R1 through R5 Districts

R1 R2 R3 R4 R5

In the districts indicated, except R4B and R5B Districts, the
provisions of this Section shall apply to all #zoning lots# with
two or more #buildings# or #building segments# containing
#residences#. All such #buildings# or #building segments#
shall provide open areas as follows: in accordance with this
Section. Only those obstructions set forth in Section 23-44
(Permitted Obstructions in Required Yards or Rear Yard
Equivalents) shall be allowed, except that parking spaces,
whether enclosed or unenclosed, and driveways, shall not be
permitted within such open areas.

(a) An open area shall be provided adjacent to the rear
wall of each such #building# or #building segment#.
For the purposes of this Section, the “rear wall”
shall be the wall opposite the wall of each #building#
or #building segment# that faces a #street# or
#private road#. The width of such open area shall
be equal to the width of each #building# or #building
segment#, and the depth of such open area shall be
at least 30 feet when measured perpendicular to
each rear wall. No such open areas shall serve more
than one #building# or #building segment#. Only
those obstructions set forth in Section 23-44 shall
be allowed, except that parking spaces, whether
enclosed or unenclosed, and driveways shall not be
permitted within such open areas.

*      *      *
24-33
Permitted Obstructions in Required Yards or Rear
Yard Equivalents

In all #Residence Districts#, the following obstructions shall
be permitted when located within a required #yard# or #rear
yard equivalent#:

(a) In any #yard# or #rear yard equivalent#:

(1) Arbors or trellises; 
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(2) Awnings or canopies; and other sun
control devices, provided that when
located at a level higher than a first
#story#, excluding a #basement#, all such
awnings and other sun control devices:

(i) shall be limited to a maximum
projection of two feet, six inches
into such required #yard#; and

(ii) shall have solid surfaces that in
aggregate, cover an area no
more than 30 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project;

(3) Canopies

(4) Chimneys, projecting not more than three
feet into, and not exceeding two percent of
the area of, the required #yard# or #rear
yard equivalent#;

(5) Eaves, gutters or downspouts, projecting
into such #yard# or #rear yard equivalent#
not more than 16 inches or 20 percent of
the width of such #yard# or #rear yard
equivalent#, whichever is the lesser
distance;

(6) Exterior wall thickness, where such wall
thickness is added to the exterior face of a
#building# wall existing on (date of
adoption), provided the added wall
thickness has a thermal resistance (R-
value) of at least 1.5 per inch, and is
limited to one inch of thickness for every
foot of existing #yard# width, up to a
maximum thickness of eight inches. When
an open area is provided along a common
#lot line#, then such exterior wall thickness
is limited to one inch for every foot of
existing open area on the #zoning lot#.

Where #buildings# that have added
exterior wall thickness pursuant to this
Section are #enlarged#, such #enlarged#
portion may similarly encroach upon
required #yards# in order to align with
the exterior walls of the existing #building#,
provided such #enlargement# contains
less #floor area# than the existing
#building#, and there is no encroachment
of #floor area# into a required #yard#.

(7) Fences;

(8) Flagpoles; 

(9) Parking spaces for automobiles or
bicycles, off-street, open, #accessory;

(10) Solar energy systems, on walls existing on
(date of adoption), projecting no more
than 10 inches and occupying no more
than 20 percent of the surface area of the
#building# wall (as viewed in elevation)
from which it projects;

(11) Steps, and ramps for people with
disabilities;

(12) Terraces or porches, open;

(13) Walls, not exceeding eight feet in height
and not roofed or part of a #building#;

(b) In any #rear yard# or #rear yard equivalent#: 

(1) Balconies, unenclosed, subject to the
provisions of Section 24-165;

(2) Breezeways;

(3) Any #building# or portion of a #building#
used for #community facility uses#,
including #accessory# parking spaces for
bicycles within such #building#, provided
that the height of such #building# shall
not exceed one #story#, nor in any event
23 feet above #curb level#, and further
provided that the area within such
#building# dedicated to #accessory#
parking spaces for bicycles shall not
exceed the area permitted to be excluded
from #floor area#, pursuant to Section 25-85
(Floor Area Exemption). In addition,
decks, parapet walls, roof thickness,
skylights, vegetated roofs and weirs
pursuant to Section 24-51(Permitted
Obstructions), shall be permitted above
such an #accessory building#, or portion
thereof. However, the following shall not
be permitted obstructions:

(1i) in all #rResidence dDistricts#,
any portion of a #building#
containing rooms used for living
or sleeping purposes, other than
a room in a hospital used for the
care or treatment of patients;

(2ii) in R1, R2, R3A, R3X, R3-1, R4A,
R4B or R4-1 Districts, any
portion of a #building# used for
any #community facility use#; 

(3iii) in all #rResidence dDistricts#,

not listed in paragraph (b)(2) of
this Section, beyond one hundred
feet of a #wide street#, any
portion of a #building# used for
a #community facility use#
other than a #school#, house of
worship, college or university, or
hospital and related facilities;

(4) Fire escapes;

(5) Greenhouses, #accessory#, non-commercial,
limited to one #story# or 14 feet in height
above natural grade level, whichever is
less, and limited to an area not exceeding
25 percent of a required #rear yard# or
#rear yard equivalent# on a #zoning lot#;

(6) Parking spaces, off-street, #accessory# to
a #community facility use#, provided that
the height of an #accessory building#, or
portion of a #building# used for 

(7) such purposes, shall not exceed 14 feet
above #curb level#. However, such
#accessory building# or portion of a
#building# shall not be a permitted
obstruction in R1, R2, R3A, R3X, R3-1,
R4A, R4B or R4-1 Districts;

(8) Recreation or drying yard equipment;

(9) Sheds, tool rooms or other similar
#accessory buildings or other structures#
for domestic or agricultural storage, with
a height not exceeding 10 feet above the
level of the #rear yard# or #rear yard
equivalent#;

(9) Solar energy systems on the roof of a
#building# permitted as an obstruction to
such #yard#, up to four feet in height as
measured perpendicular to the roof
surface when located above a permitted
#community facility use# or attached
parking structure; however, limited to 18
inches in height as measured perpendicular
to the roof surface when located above a
shed or detached parking structure, or on
any roof with a slope greater than 20
degrees;

(10) Water-conserving devices required in
connection with air conditioning or
refrigeration systems in #buildings#
existing prior to May 20, 1966, if located
not less than eight feet from any #lot line#.

However, no portion of a #rear yard equivalent# which is also
a required #front yard# or required #side yard# may contain
any obstructions not permitted in such #front yard# or #side
yard#.

*      *      *
24-35
Minimum Required Side Yards

*      *      *
R6 R7 R8 R9 R10

(b) In the districts indicated, no #side yards# are
required. However, if any open area extending
along a #side lot line# is provided at any level, it
shall be at least eight feet wide. Permitted
obstructions pursuant to paragraph (a) of Section
24-33 (Permitted Obstructions in Required Yards or
Rear Yard Equivalents), shall be permitted in such
open areas.

*      *      *
24-51 
Permitted Obstructions

In all #Residence Districts#, the following obstructions shall
be permitted and may thus penetrate a maximum height
limit or #sky exposure plane# set forth in Sections 24-52
(Maximum Height of Walls and Required Setbacks), 24-53
(Alternate Front Setbacks) or 24-591 (Limited Height Districts):

(a) Awnings and other sun control devices, provided
that when located at a level higher than a first
#story#, excluding a #basement#, all such awnings
and other sun control devices:

(1) shall be limited to a maximum projection
into a required setback of 2 feet, 6 inches,
except when located on the first #story#
above a setback;

(2) shall have solid surfaces that, in aggregate,
cover an area no more than 30 percent of
the area of the #building# wall (as viewed
in elevation) from which they project; and

(3) may rise above the permitted #building#
height, up to the height of a parapet wall
or guardrail permitted in accordance with
Section 23-62 (Permitted Obstructions).

When located on the first #story# above a setback,
awnings and other sun control devices shall be
limited to a projection of 50 percent of the depth of
the required setback, and shall be limited, in total,
to 50 percent of the width of the #building# wall
from which they project.

(ab) Balconies, unenclosed, subject to the provisions of
Section 24-165;

(bc) #Building# columns, having an aggregate width

equal to not more than 20 percent of the #aggregate
width of street walls# of a #building#, to a depth
not exceeding 12 inches, in an #initial setback
distance#, optional front open area, or any other
required setback distance or open area set forth in
Sections 24-52, 24-53 or 24-54 (Tower Regulations);

(cd) Chimneys or flues, with a total width not exceeding
10 percent of the #aggregate width of street walls#
of a #building# at any level;

(e) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as
measured from the maximum height limit, or the
finished level of the roof as it existed on (date of
adoption), whichever is higher;

(df) Elevators or stair bulkhead, roof water tanks or
cooling towers (including enclosures), each having
an #aggregate width of street walls# equal to not
more than 30 feet. However, the product, in square
feet, of the #aggregate width of street walls# of such
obstructions facing each #street# frontage, times
their average height, in feet, shall not exceed a
figure equal to four times the width, in feet, of the
#street wall# of the #building# facing such frontage.
For the purposes of this paragraph, (c), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#;

Elevator or stair bulkheads (including shafts; and
vestibules not larger than 60 square feet in area
providing access to a roof), roof water tanks and
#accessory# mechanical equipment (including
enclosures), other than solar or wind energy
systems, provided that:

(1) such obstructions shall be located not less
than 10 feet from the #street wall# of a
#building#, except that such obstructions
need not be set back more than 25 feet
from a #narrow street line# or more than
20 feet from a #wide street line#.
However, such restrictions on location
shall not apply to elevator or stair
bulkheads (including shafts or vestibules),
provided the #aggregate width of street
walls# of such bulkheads within 10 feet of
a #street wall#, facing each #street#
frontage, times their average height, in
feet, does not exceed an area equal to four
feet times the width, in feet, of the #street
wall# of the #building# facing such
frontage.

(2) all mechanical equipment shall be
screened on all sides.

(3) such obstructions and screening are
contained within a volume that complies
with one of the following:

(i) the product, in square feet, of
the #aggregate width of street
walls# of such obstructions
facing each #street# frontage,
times their average height, shall
not exceed an area equal to
eight feet times the width, in
feet, of the #street wall# of the
#building# facing such frontage;
or

(ii) the #lot coverage# of all such
obstructions does not exceed 20
percent of the #lot coverage# of
the #building#, and where the
maximum permitted height of a
#building# is less than 120 feet,
are limited to a maximum
height of 25 feet, and where the
maximum permitted height of a
#building# is 120 feet or greater,
are limited to a maximum
height of 40 feet.

For the purposes of this paragraph, (f),
#abutting buildings# on a single #zoning
lot# may be considered to be a single
#building#.

(g) Exterior wall thickness, up to eight inches, where
such wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

(eh) Flagpoles or aerials;

(fi) House of worship towers, ornamental, having no
#floor area# in portion of tower penetrating such
height limit or #sky exposure plane#;

(gj) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
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in elevation), shall be permitted above a parapet
wall, provided such guardrail is not more than 3
feet, 6 inches above the accessible level of a roof;

(k) Roof thickness, up to eight inches, to accommodate
the addition of insulation, for #buildings# or
portions of #buildings# constructed prior to (date of
adoption). For a #building# that has added roof
thickness pursuant to this paragraph, an
#enlargement# may align with the finished roof
surface of such #building#, provided the #enlarged#
portion does not exceed the maximum height limit
height by more than eight inches;

(l) Rooftop greenhouses, permitted pursuant to Section
75-01 (Certification for Rooftop Greenhouses);

(m) Skylights, clerestories or other day lighting devices,
not more than four feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
eight feet from the #street wall# edge. However,
such devices shall not be permitted obstructions
above a roof with a slope greater than 20 degrees;

(n) Solar energy systems:

(1) on the roof of a #building#, up to four feet
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher;

(2) on the roof of a #building#, greater than
four feet in height, provided that all such
portions above four feet are set back at
least six feet from a #street wall#, limited
to a #lot coverage# not greater than 25
percent of the #lot coverage# of the roof
and do not exceed:

(i) in R1 through R5 Districts, a
height of six feet;

(ii) in R6 through R10 Districts, a
height of 15 feet; and

(iii) when located on a bulkhead or
other obstruction pursuant to
paragraph (f) of this Section, a
height of six feet;

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(ho) Spires or belfries;

(p) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,
vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(q) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(r) Wind energy systems on #buildings# with a height
of 100 feet or greater, provided:

(1) the highest point of the wind turbine
assembly does not exceed 55 feet;

(2) no portion of the wind turbine assembly is
closer than ten feet to any #lot line#; and

(3) the diameter of the swept area of the
rotor does not exceed 15 feet;

(s) Window washing equipment mounted on a roof;

(it) Wire, chain link or other transparent fences. 

*      *      *
24-55
Required Side and Rear Setbacks
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10
In all districts, as indicated, side and rear setbacks shall be
provided as specified in this Section. Unenclosed balconies,
subject to the provisions of Section 24-165 (Balconies); and
awnings and other sun control devices, decks, exterior wall
thickness, parapet walls, roof thickness, solar energy systems
up to four feet high, vegetated roofs and weirs as set forth in
Section 24-51 (Permitted Obstructions), are permitted to
project into or over any open areas required by the provisions
of this Section.

*      *      *
24-65
Minimum Distance between Required Windows and
Walls or Lot Lines

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, the minimum distance between
required windows and walls or #lot lines# shall be as set

forth in this Section, except that this Section shall not apply
to required windows in #buildings# of three #stories# or less.
For #buildings# existing on (date of adoption), the minimum
distances set forth in this Section, and any non-complying
distance greater than 8 feet, may be reduced by up to eight
inches of exterior wall thickness from each #building# wall,
provided the added wall thickness has a thermal resistance
(R-value) of at least 1.5 per inch. A non-complying distance of
8 feet or less shall be limited to a total reduction of one inch
of wall thickness for each foot of such existing distance
between buildings.

*      *      *
24-68
Permitted Obstruction in Courts

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, the following shall not be
considered obstructions when located within a #court#:

(a) Arbors or trellises;

(b) Awnings and other sun control devices. However,
when located at a level higher than a first #story#,
excluding a #basement#, all such devices:

(1) shall be limited to a maximum projection
into such court of 2 feet, 6 inches; and

(2) shall have solid surfaces that in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project;

(c) Eaves, gutters, downspouts, window sills or similar
projections, extending into such #court# not more
than four inches;

(d) Exterior wall thickness, where such wall thickness
is added to the exterior face of a #building# wall
existing on (date of adoption), provided the added
wall thickness has a thermal resistance (R-value) of
at least 1.5 per inch, and is limited to one inch of
thickness for every foot of existing #court# width,
up to a maximum thickness of eight inches.

Where #buildings# that have added exterior wall
thickness pursuant to this Section are #enlarged#,
such #enlarged# portion may similarly encroach
upon required #courts# in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no encroachment
of #floor area# into a required #court#.

(e) Fences;

(f) Fire escapes in #inner courts#, where such fire
escapes are required as a result of alterations in
#buildings# existing before December 15, 1961;

Fire escapes in #outer courts#;

Fire escapes in #outer court recesses#, not more
than five feet in depth;

Fire escapes in #outer court recesses#, more than
five feet in depth, where such fire escapes are
required as a result of alterations in #buildings#
existing before December 15, 1961;

(g) Flagpoles;

(h) Recreational or yard drying equipment;

(i) Solar energy systems on walls existing on (date of
adoption), projecting no more than 10 inches and
occupying no more than 20 percent of the surface
area of the #building# wall (as viewed in elevation)
from which it projects;

(j) Terraces, open, porches or steps.

*      *      *
25-62
Size and Location of Spaces

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10

In all districts, as indicated, for all #accessory# off-street
parking spaces, open or enclosed, each 300 square feet of
unobstructed standing or maneuvering area shall be
considered one parking space. However, an area of less than
300 square feet, but in no event less than 200 square feet,
may be considered as one space, where the layout and design
of the parking area are adequate to permit convenient access
and maneuvering in accordance with regulations promulgated by
the Commissioner of Buildings, or where the developer or
applicant for a building permit or certificate of occupancy
certifies that such spaces will be fully attended.

Driveways used to access required parking spaces must be
unobstructed for a width of at least eight feet and a height of
eight feet above grade and if connecting to a #street#, such
driveway may only be accessed by a curb cut.

In any case where a reduction of the required area per
parking space is permitted on the basis of the developer’s
certification that such spaces will be fully attended, it shall
be set forth in the certificate of occupancy that paid
attendants employed by the owners or operators of such
spaces shall be available to handle the parking and moving of
automobiles at all times when such spaces are in use.

*      *      *
26-42
Planting Strips 

In accordance with applicability requirements of underlying
district regulations, the owner of the #development#,
#enlargement# or #converted building# shall provide and
maintain a planting strip. #Street# trees required pursuant
to Section 26-41 shall be planted within such planting strip.
In addition to such #street# trees, such strip shall be fully
planted with grass or groundcover, except as provided in
Section 26-421. Such planting strip shall be located adjacent
to, and extend along, the entire length of the curb of the
#street#. However, in the event that both adjoining
properties have planting strips adjacent to the #front lot
line#, such planting strip may be located along the #front lot
line#. The width of such planting strip shall be the greatest
width feasible given the required minimum paved width of
the sidewalk on #street# segments upon which the #building#
fronts, except that no planting strip less than six inches in
width shall be required. Driveways are permitted to traverse
such planting strip, and utilities are permitted to be located
within such planting strip.

26-421
Modifications of planting strip requirements

Driveways are permitted to traverse planting strips. Planting
strips may be interrupted by utilities and paved areas
required for bus stops.

On #zoning lots# containing #schools#, permeable pavers or
permeable pavement may be substituted for grass or ground
cover, provided that, beneath such permeable pavers or
pavement, there is structural soil or aggregate containing at
least 25 percent pore space, or other kind of engineered
system that absorbs stormwater, as acceptable to the
Department of Transportation. Any area improved with
permeable pavers or pavement pursuant to this paragraph
shall be no less than three feet in width except where
necessary for compliance with the Americans with
Disabilities Act.

*      *      *
32-15
Use Group 6

*      *      *
D. Public Service Establishments*****

*      *      *
Telephone exchanges or other communications equipment
structures. In all districts the height above #curb level# of
such structures not existing on December 15, 1961, shall not
exceed that attributable to #commercial buildings# of
equivalent #lot coverage#, having an average floor to floor
height of 14 feet above the lobby floor which may be as much
as 25 feet in height. For the purpose of making this height
computation, the gross area of all floors of the #building#
including accessory mechanical equipment space except the
#cellar# shall be included as #floor area#.

Solar energy systems

Such height computation for the structure shall not preclude
the ability to utilize unused #floor area# anywhere on the
#zoning lot# or by special permit, subject to the normal
provisions of the Resolution.

*      *      *
32-16
Use Group 7

*      *      *
D. Auto Service Establishments

Automobile glass and mirror shops [PRC-B1]

Automobile seat cover or convertible top
establishments, selling or installation [PRC-B1]

Electric vehicle charging stations and automotive
battery swapping facilities [PRC-B1]

Tire sales establishments, including installation
services [PRC-B1]

E. #Accessory Uses#

*   In a C6-1A District, #uses# in Use Group 7 are not permitted

*      *      *
33-23
Permitted Obstructions in Required Yards or Rear
Yard Equivalents

In all #Commercial Districts#, the following obstructions
shall be permitted when located within a required #yard# or
#rear yard equivalent#:

(a) In any #yard# or #rear yard equivalent#:

(1) Arbors or trellises;

(2) Awnings or canopies; and other sun
control devices, provided that when
located at a level higher than a first
#story#, excluding a #basement#, all such
awnings and other sun control devices:

(i) shall be limited to a maximum
projection of 2 feet, 6 inches into
such required #yard#; and

(ii) shall have solid surfaces that in
aggregate, cover an area no
more than 30 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project;

(3) Canopies

(4) Chimneys, projecting not more than three
feet into, and not exceeding two percent of
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the area of, the required #yard# or #rear
yard equivalent#;

(5) Eaves, gutters or downspouts, projecting
into such #yard# or #rear yard equivalent#
not more than 16 inches or 20 percent of
the width of such #yard# or #rear yard
equivalent#, whichever is the lesser
distance;

(6) Exterior wall thickness, where such wall
thickness is added to the exterior face of a
#building# wall existing on (date of
adoption), provided the added wall
thickness has a thermal resistance (R-
value) of at least 1.5 per inch, and is
limited to one inch of thickness for every
foot of existing #yard# width, up to a
maximum thickness of eight inches. When
an open area is provided along a common
#lot line#, then such exterior wall
thickness is limited to one inch for every
foot of existing open area on the #zoning
lot#.

Where #buildings# that have added
exterior wall thickness pursuant to this
Section are #enlarged#, such #enlarged#
portion may similarly encroach upon
required #yards# in order to align with
the exterior walls of the existing
#building#, provided such #enlargement#
contains less #floor area# than the
existing #building#, and there is no
encroachment of #floor area# into a
required #yard#.

(7) Fences;

(8) Flagpoles;

(9) Parking spaces for automobiles or
bicycles, off-street, open, #accessory#;

(10) Solar energy systems on walls existing on
(date of adoption), projecting no more
than 10 inches and occupying no more
than 20 percent of the surface area of the
#building# wall (as viewed in elevation)
from which it projects;

(11) Steps, and ramps for people with
disabilities;

(12) Terraces or porches, open;

(13) Walls, not exceeding eight feet in height
and not roofed or part of a #building#;

(b) In any #rear yard# or #rear yard equivalent#:

(1) Balconies, unenclosed, subject to the
provisions of Section 24-165;

(2) Breezeways;

(3) Any #building# or portion of a #building#
used for any permitted #use# other than
#residences#, except that any portion of a
#building# containing rooms used for
living or sleeping purposes (other than a
room in a hospital used for the care or
treatment of patients) shall not be a
permitted obstruction, and provided that
the height of such #building# shall not
exceed one #story#, excluding #basement#,
nor in any event 23 feet above #curb
level#. In addition, decks, parapet walls,
roof thickness, skylights, vegetated roofs
and weirs pursuant to Section 33-42
(Permitted Obstructions), shall be
permitted above such a #building#, or
portion thereof.

(4) Fire escapes;

(5) Parking spaces for automobiles or
bicycles, off-street, #accessory#, provided
that the height of an #accessory building#
used for such purposes and located in a
required #rear yard# or #rear yard
equivalent# shall not exceed 23 feet above
#curb level#. In addition, decks, parapet
walls, roof thickness, skylights, vegetated
roofs and weirs, as set forth in Section 33-
42, shall be permitted above such an
#accessory building#, or portion thereof;

(6) Solar energy systems:

(i) on the roof of a #building#
permitted as an obstruction to
such #yard#, up to four feet in
height as measured perpendicular
to the roof surface when located
above a permitted #commercial
or community facility use# or
attached parking structure;

(ii) on the roof of a #building#
permitted as an obstruction to
such #yard#, shall be limited to
18 inches in height as measured
perpendicular to the roof
surface when located above a
shed or detached parking
structure, or on any roof with a
slope greater than 20 degrees;

(iii) on walls existing on (date of
adoption), projecting no more
than 10 inches and occupying no
more than 20 percent of the
surface area of the #building#
wall (as viewed in elevation)
from which it projects.

(7) Water-conserving devices required in
connection with air conditioning or
refrigeration systems in #buildings#
existing prior to May 20, 1966, if located
not less than 8 feet from any #lot line#.

However, no portion of a #rear yard equivalent# that is also a
required #front yard# or required #side yard# may contain
any obstructions not permitted in such #front yard# or #side
yard#.

*      *      *
33-25
Minimum Required Side Yards

C1 C2 C3 C4 C5 C6 C7 C8

In all districts, as indicated, no #side yards# are required.
However, if an open area extending along a #side lot line# is
provided at any level, it shall be either:

(a) at least eight feet wide at every point; or

(b) at least five feet wide at every point, with an
average width of eight feet, such average being the
mean of the width of the open area at its narrowest
point and its width at its widest point, provided
that:

(1) such widest point shall be on a #street
line#;

(2) no portion of a #building# shall project
beyond a straight line connecting such
two points; and

(3) in the case of a #zoning lot# bounded by a
#side lot line# extending from #street# to
#street#, such average shall be computed
and such open area shall be provided as
though each half of such #side lot line#
bounded a separate #zoning lot#.

Permitted obstructions pursuant to paragraph (a) of Section
33-23(Permitted Obstructions in Required Yards or Rear
Yard Equivalents), shall be permitted in such open areas.

*      *      *
33-42 
Permitted Obstructions

In all #Commercial Districts#, the following obstructions
shall be permitted and may thus penetrate a maximum
height limit or #sky exposure planes#, as set forth in Sections
33-43 (Maximum Height of Walls and Required Setbacks),
33-44 (Alternate Front Setbacks) or 33-491 (Limited Height
Districts):

(a) Awnings and other sun control devices, provided
that when located at a level higher than a first
#story#, excluding a #basement#, all such awnings
and other sun control devices:

(1) shall be limited to a maximum projection
into a required setback of 2 feet, 6 inches,
except when located on the first #story#
above a setback;

(2) shall have solid surfaces that, in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project; and

(3) may rise above the permitted #building#
height, up to the height of a parapet wall
or guardrail permitted in accordance with
Section 33-42 (Permitted Obstructions).

When located on the first #story# above a setback,
awnings and other sun control devices shall be
limited to a projection of 50 percent of the depth of
the required setback, and shall be limited, in total,
to 50 percent of the width of the #building# wall
from which they project.

(b) Balconies, unenclosed, subject to the provisions of
Section 24-165;

(bc) #Building# columns, having an aggregate width
equal to not more than 20 percent of the #aggregate
width of street walls# of a #building#, to a depth
not exceeding 12 inches, in an #initial setback
distance#, optional front open area, or any other
required setback distance or open area set forth in
Sections 33-43, 33-44 or 33-45 (Tower Regulations);

(cd) Chimneys or flues, with a total width not exceeding
10 percent of the #aggregate width of street walls#
of a #building# at any given level;

(e) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as
measured from the maximum height limit, or the
finished level of the roof as it existed on (date of
adoption), whichever is higher;

(df) Elevators or stair bulkhead, roof water tanks or
cooling towers (including enclosures), each having
an #aggregate width of street walls# equal to not
more than 30 feet. However, the product, in square

feet, of the #aggregate width of street walls# of such
obstructions facing each #street# frontage, times
their average height, in feet, shall not exceed a
figure equal to four times the width, in feet, of the
#street wall# of the #building# facing such frontage.
For the purposes of this paragraph, (c), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#;

Elevator or stair bulkheads (including shafts; and
vestibules not larger than 60 square feet in area
providing access to a roof), roof water tanks and
#accessory# mechanical equipment (including
enclosures), other than solar or wind energy
systems, provided that:

(1) such obstructions shall be located not less
than 10 feet from the #street wall# of a
#building#, except that such obstructions
need not be set back more than 25 feet
from a #narrow street line# or more than
20 feet from a #wide street line#.
However, such restrictions on location
shall not apply to elevator or stair
bulkheads (including shafts or vestibules),
provided the #aggregate width of street
walls# of such bulkheads within 10 feet of
a #street wall#, facing each #street#
frontage, times their average height, in
feet, does not exceed an area equal to four
feet times the width, in feet, of the #street
wall# of the #building# facing such
frontage.

(2) all mechanical equipment shall be
screened on all sides.

(3) such obstructions and screening are
contained within a volume that complies
with one of the following:

(a) the product, in square feet, of
the #aggregate width of street
walls# of such obstructions
facing each #street# frontage,
times their average height, shall
not exceed an area equal to
eight feet times the width, in
feet, of the #street wall# of the
#building# facing such frontage;
or

(b) the #lot coverage# of all such
obstructions does not exceed 20
percent of the #lot coverage# of
the #building#, and where the
maximum permitted height of a
#building# is less than 120 feet,
are limited to a maximum
height of  25 feet, and  where
the maximum permitted height
of  a #building# is 120 feet or
greater, are limited to a
maximum height of 40 feet.

For the purposes of this paragraph, (f), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#.

(f) Exterior wall thickness, up to eight inches, where
such wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

(eh) Flagpoles or aerials;

(fi) House of worship towers, ornamental, having no
#floor area# in portion of tower penetrating such
height limit or #sky exposure plane#;

(gj) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall, provided such guardrail is not more than 3
feet, 6 inches above the accessible level of a roof;

(k) Roof thickness, up to eight inches, to accommodate
the addition of insulation, for #buildings# or
portions of #buildings# constructed prior to (date of
adoption). For a #building# that has added roof
thickness pursuant to this paragraph, an
#enlargement# may align with the finished roof
surface of such #building#, provided the #enlarged#
portion does not exceed the maximum height limit
height by more than eight inches;

(l) Rooftop greenhouses, permitted by pursuant to
Section 75-01 (Certification for Rooftop Greenhouses);

(m) Skylights, clerestories or other day lighting devices,
not more than four feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
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the #lot coverage# of the roof and be located at least
eight feet from the #street wall# edge. However,
such devices shall not be permitted obstructions
above a roof with a slope greater than 20 degrees;

(n) Solar energy systems:

(1) on the roof of a #building#, up to four feet
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher;

(2) on the roof of a #building#, greater than
four feet in height, provided that all such
portions above four feet are set back at
least six feet from a #street wall#, limited
to a #lot coverage# not greater than 25
percent of the #lot coverage# of the roof
and do not exceed:

(i) in #Commercial Districts#
mapped within #Residence
Districts#, and in C3 and C4-1
Districts, a height of six feet;

(ii) in all other #Commercial
Districts#, a height of 15 feet;
and

(iii) when located on a bulkhead or
other obstruction pursuant to
paragraph (f) of this Section, a
height of six feet.

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(ho) Spires or belfries;

(p) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,
vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(q) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(r) Wind energy systems on #buildings# with a height
of 100 feet or greater, provided:

(1) the highest point of the wind turbine
assembly does not exceed 55 feet;

(2) no portion of the wind turbine assembly is
closer than 10 feet from any #lot line#;
and

(3) in districts where new #residences# or
new #joint living work quarters for
artists# are allowed as-of-right or by
special permit or authorization, or within
100 feet of such districts, the diameter of
the swept area of the rotor does not
exceed 15 feet;

(s) Window washing equipment  mounted on a roof;

(it) Wire, chain link or other transparent fences.

*      *      *
34-232
Modification of side yard requirements

C1 C2 C3 C4 C5 C6

In the districts indicated, except as otherwise provided in
Section 34-233 (Special provisions applying along district
boundaries), no #side yard# shall be required for any
#residential building#. However, if any open area extending
along a #side lot line# is provided, such open area shall have
a width of not less than eight feet. Permitted obstructions
pursuant to paragraph (a) of Section 23-44 (Permitted
Obstructions in Required Yards or Rear Yard Equivalents),
shall be permitted in such open areas.

*      *      *
35-24
Special Street Wall Location and Height and Setback
Regulations in Certain Districts

C1-6A C1-7A C1-8A C1-8X C1-9A C2-6A C2-7A C2-7X C2-8A
C4-2A C4-3A C4-4A C4-4D C4-5A C4-5D C4-5X C4-6A C4-7A
C5-1A C5-2A C6-2A C6-3A C6-3D C6-3X C6-4A C6-4X

*      *      *
(a) Permitted obstructions

C1-6A C1-7A C1-8A C1-8X C1-9A C2-6A C2-7A C2-
7X C2-8A C4-2A C4-3A C4-4A C4-4D C4-5A C4-5D
C4-5X C4-6A C4-7A C5-1A C5-2A C6-2A C6-3A C6-
3D C6-3X C6-4A C6-4X

In the districts indicated, and in other C1 or C2
Districts when mapped within R6A, R6B, R7A,

R7B, R7D, R7X, R8A, R8B, R8X, R9A, R9D, R9X,
R10A or R10X Districts, and for #Quality Housing
buildings# in other #Commercial Districts#, the
provisions of Section 33-42 shall apply to any
#building or other structure#. In addition, a dormer
may be allowed as a permitted obstruction
pursuant to paragraph (c)(1) of Section 23-621
(Permitted obstructions in certain districts), and an
elevator shaft and associated vestibule may be
allowed as a permitted obstruction, pursuant to
paragraph (f) of Section 23-62.

*      *      *
35-52
Modification of Side Yard Requirements

C1 C2 C3 C4 C5 C6

In the districts indicated, except as otherwise provided in
Section 35-54 (Special Provisions Applying Adjacent to R1
through R6B Districts), no #side yard# shall be required
although, if any open area extending along a #side lot line# is
provided at any level, it shall have a width of not less than
eight feet. Permitted obstructions pursuant to paragraph (a)
of Section 33-23 (Permitted Obstructions in Required Yards
or Rear Yard Equivalents), shall be permitted in such open
areas.

However, in C3A Districts, #side yards# shall be provided in
accordance with the regulations for R3A Districts as set forth
in Section 23-461 (Side yards for single- or two-family
residences).

35-53
Modification of Rear Yard Requirements

C1 C2 C3 C4 C5 C6

In the districts indicated, for a #residential# portion of a
#mixed building#, the required #residential rear yard# shall
be provided at the floor level of the lowest #story# used for
#dwelling units# or #rooming units#, where any window of
such #dwelling units# or #rooming units# faces onto such
#rear yard#. If the level of such #yard# is at or higher than
the first #story#, decks, parapet walls, roof thickness, solar
energy systems up to four feet high, vegetated roofs and
weirs shall be permitted pursuant to Section 23-62
(Permitted Obstructions).

*      *      *
36-521
Size of spaces

C1 C2 C3 C4 C5 C6 C7 C8

In all districts, as indicated, for all #accessory# off-street
parking spaces, open or enclosed, each 300 square feet of
unobstructed standing or maneuvering area shall be
considered one parking space. However, an area of less than
300 square feet, but in no event less than 200 square feet,
may be considered as one space, where the layout and design
of the parking area are adequate to permit convenient access
and maneuvering in accordance with regulations promulgated by
the Commissioner of Buildings, or where the developer or
applicant for a building permit or certificate of occupancy
certifies that such spaces will be fully attended.

Driveways used to access required parking spaces must be
unobstructed for a width of at least eight feet and a height of
eight feet above grade and if connecting to a #street#, such
driveway may only be accessed by a curb cut.

In any case where a reduction of the required area per
parking space is permitted on the basis of the developer’s
certification that such spaces will be fully attended, it shall
be set forth in the certificate of occupancy that paid
attendants employed by the owners or operators of such
spaces shall be available to handle the parking and moving of
automobiles at all times when such spaces are in use.

*      *      *
37-53
Design Standards for Pedestrian Circulation Spaces

(a) Arcade
*      *      *

(3) Permitted obstructions

Except for #building# columns, and
exterior wall thickness pursuant to
Section 33-23 (Permitted Obstructions in
Required Yards or Rear Yard Equivalents),
an arcade shall be free from obstructions
of any kind.

*      *      *
(b) #Bbuilding# entrance recess area

A #building# entrance recess area is a space that
adjoins and is open to a sidewalk or sidewalk
widening for its entire length and provides
unobstructed access to the #building’s# lobby
entrance or to the entrance to a ground floor #use#.

*      *      *
(2) Permitted obstructions

Any portion of a #building# entrance
recess area under an overhanging portion
of the #building# shall have a minimum
clear height of 15 feet. It shall be free of
obstructions except for exterior wall
thickness as set forth in Section 33-23,
and #building# columns, between any two
of which there shall be a clear space of at
least 15 feet measured parallel to the
#street line#. Between a #building#
column and a wall of the #building#, there

shall be a clear path at least five feet in
width.

*      *      *
(c) Corner arcade

*      *      *

(2) Permitted obstructions

Except for #building# columns, and
exterior wall thickness pursuant to
Section 33-23, a corner arcade shall be
free from obstructions of any kind.

*      *      *
(d) Corner circulation space

*      *      *
(2) Permitted obstructions

A corner circulation space shall be
completely open to the sky from its lowest
level, except for temporary elements of
weather protection, such as awnings or
canopies, provided that the total area of
such elements does not exceed 20 percent
of the area of the corner circulation space
and that such elements and any
attachments thereto are at least eight feet
above #curb level#. A corner circulation
space shall be clear of all other obstructions
including, without limitation, door
swings, #building# columns, #street#
trees, planters, vehicle storage, parking or
trash storage. However, exterior wall
thickness may be added as pursuant to
Section 33-23. No gratings, except for
drainage, shall be permitted.

*      *      *
(f) Sidewalk widening

*      *      *
(3) Permitted obstructions

A sidewalk widening shall be unobstructed
from its lowest level to the sky except for
those obstructions permitted under
paragraph (f)(2) of this Section, for
exterior wall thickness pursuant to
Section 33-23, and for temporary
elements of weather protection, such as
awnings or canopies, provided that the
total area of such elements, measured on
the plan, does not exceed 20 percent of the
sidewalk widening area, and that such
elements and any attachments thereto
are at least eight feet above #curb level#.

*      *      *
(h) Through #block# connection

*      *      *

(2) Design standards for a through #block#
connection

(i) A through #block# connection
shall provide a straight,
continuous, unobstructed path
at least 15 feet wide. If covered,
the clear, unobstructed height of
a through #block# connection
shall not be less than 15 feet.
Exterior wall thickness as set
forth in Section 33-23 shall be a
permitted obstruction to such
path.

*      *      *
37-721
Sidewalk frontage

*      *      *
(b) In the remaining 50 percent of such area, only

those obstructions listed in Section 37-726
(Permitted obstructions) shall be allowed, provided
such obstructions are not higher than two feet
above the level of the public sidewalk fronting the
#public plaza#, except for light stanchions, public
space signage, railings for steps, exterior wall
thickness pursuant to Section 33-23 (Permitted
Obstructions in Required Yards or Rear Yard
Equivalents), trash receptacles, trees and fixed or
moveable seating and tables. Furthermore,
planting walls or trellises, water features and
artwork may exceed a height of two feet when
located within three feet of a wall bounding the
#public plaza#. 

For #corner public plazas#, the requirements of this Section
shall apply separately to each #street# frontage, and the area
within 15 feet of the intersection of any two or more #streets#
on which the #public plaza# fronts shall be at the same
elevation as the adjoining public sidewalk and shall be free of
obstructions.

*      *      *
37-726
Permitted obstructions 

(a) #Public plazas# shall be open to the sky and
unobstructed except for the following features,
equipment and appurtenances normally found in
#public parks# and playgrounds: water features,
including fountains, reflecting pools, and waterfalls;
sculptures and other works of art; seating,
including benches, seats and moveable chairs;
trees, planters, planting beds, lawns and other
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landscape features; arbors or trellises; litter
receptacles; bicycle racks; tables and other outdoor
furniture; lights and lighting stanchions; public
telephones; public restrooms; permitted temporary
exhibitions; permitted awnings, canopies or
marquees; permitted freestanding signs; play
equipment; exterior wall thickness added pursuant
to Section 33-23 (Permitted Obstructions in
Required Yards or Rear Yard Equivalents);
permitted kiosks and open-air cafes; stages; subway
station entrances, which may include escalators;
and drinking fountains.

However, an area occupied in aggregate by such
permitted obstruction shall not exceed the
maximum percentage cited in paragraph (b) of this
Section. In addition, certain of the obstructions
listed in this paragraph, (a), shall not be permitted
within the sidewalk frontage of a #public plaza#, as
described in Section 37-721 (Sidewalk frontage).

(b) Permitted obstructions may occupy a maximum
percentage of the area of a #public plaza#, as follows:

For #public plazas# less than 10,000 square feet in
area: 40 percent

For #public plazas# less than 10,000 square feet in
area with a permitted open air cafe: 50 percent

For #public plazas# 10,000 square feet or more in
area: 50 percent

For #public plazas# 10,000 square feet or more in
area with a permitted open-air cafe: 60 percent.

The area of permitted obstructions shall be
measured by outside dimensions. Obstructions that
are non-permanent or moveable, such as moveable
chairs, open air cafes, or temporary exhibitions
shall be confined within gross areas designated on
the site plan, and not measured as individual pieces
of furniture.

Trees planted flush-to-grade in accordance with the
provisions of Section 37-742 (Planting and trees)
and tree canopies do not count as obstructions for
the purpose of calculating total area occupied by
permitted obstructions. Planting beds and their
retaining walls for trees count as obstructions,
except that lawn, turf or grass areas intended for
public access and seating shall not count as
obstructions, provided such lawns do not differ in
elevation from the adjoining #public plaza#
elevation by more than six inches. Exterior wall
thickness added pursuant to Section 33-23
(Permitted Obstructions in Required Yards or Rear
Yard Equivalents) in any #publicly accessible open
area# or #public plaza# built prior to the (date of
adoption) shall not count as obstructions for the
purpose of calculating total area occupied by
permitted obstructions.

*      *      *
(c) Canopies, awnings, and marquees and sun control

devices

(1) Entrances to #buildings# located within a
#public plaza# may have a maximum of
one canopy, awning or marquee, provided
that such canopy, awning or marquee: 

(1)(i) has a maximum area of 250
square feet; 

(2)(ii) does not project into the #public
plaza# more than 15 feet when
measured perpendicular to the
#building# facade;

(3)(iii) is located a minimum of 15 feet
above the level of the #public
plaza# adjacent to the
#building# entrance; and 

(4)(iv) does not contain vertical
supports. 

Such canopies, awnings, and marquees
shall be designed to provide maximum
visibility into the #public plaza# from
adjoining #streets# and the adjacent
#building#. However, canopies, awnings,
and marquees associated with entrances
to #buildings# containing #residences#
located within a #public plaza# may
project more than 15 feet into the #public
plaza# and contain vertical supports if
they are located entirely within 10 feet of
the edge of the #public plaza#.

(2) Sun control devices may be located within
a #public plaza#, provided that all such
devices:

(i) shall be located above the level
of the first #story# ceiling;

(ii) shall be limited to a maximum
projection of two feet, six inches;

(iii) shall have solid surfaces that in
aggregate, cover an area no
more than 20 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project; and

(iv) may rise above the permitted
#building# height, up  to the
height of a parapet wall or
guardrail permitted within
Section 33-42 (Permitted
Obstructions);

*      *      *
43-23
Permitted Obstructions in Required Yards or Rear
Yard Equivalents

In all #Manufacturing Districts#, the following obstructions
shall be permitted within a required #yard# or #rear yard
equivalent#:

(a) In any #yard# or #rear yard equivalent#:

(1) Arbors or trellises;

(2) Awnings or canopies; and other sun
control devices, provided that when
located at a level higher than a first
#story#, excluding a #basement#, all such
awnings and other sun control devices:

(i) shall be limited to a maximum
projection of 2 feet, 6 inches into
such required #yard#; and

(ii) shall have solid surfaces that in
aggregate, cover an area no
more than 30 percent of the
area of the #building# wall (as
viewed in elevation) from which
they project;

(3) Canopies

(4) Chimneys, projecting not more than three
feet into, and not exceeding two percent of
the area of, the required #yard# or #rear
yard equivalent#; 

(5) Eaves, gutters or downspouts, projecting
into such #yard# or #rear yard equivalent#
not more than 16 inches or 20 percent of
the width of such #yard# or #rear yard
equivalent#, whichever is the lesser
distance;

(6) Exterior wall thickness, where such wall
thickness is added to the exterior face of a
#building# wall existing on (date of
adoption), provided the added wall
thickness has a thermal resistance (R-
value) of at least 1.5 per inch, and is
limited to one inch of thickness for every
foot of existing #yard# width, up to a
maximum thickness of eight inches. When
an open area is provided along a common
#lot line#, then such exterior wall
thickness is limited to one inch for every
foot of existing open area on the #zoning
lot#.

Where #buildings# that have added
exterior wall thickness pursuant to this
Section are #enlarged#, such #enlarged#
portion may similarly encroach upon
required #yards# in order to align with
the exterior walls of the existing #building#,
provided such #enlargement# contains
less #floor area# than the existing
#building#, and there is no encroachment
of #floor area# into a required #yard#.

(7) Fences;

(8) Flagpoles;

(9) Parking spaces for automobiles or
bicycles, off-street, open, #accessory#;

(10) Solar energy systems on walls existing on
(date of adoption), projecting no more
than 10 inches and occupying no more
than 20 percent of the surface area of the
#building# wall (as viewed in elevation)
from which it projects;

(11) Steps, and ramps for persons with
physical disabilities;

(12) Terraces or porches, open;

(13) Walls, not exceeding eight feet in height
and not roofed or part of a #building#;

(b) In any #rear yard# or #rear yard equivalent#:

(1) Any #building# or portion of a #building#
used for any permitted #use#, except that
any portion of a #building# containing
rooms used for living or sleeping purposes
(other than a room in a hospital used for
the care and treatment of patients, or
#joint living-work quarters for artists#)
shall not be a permitted obstruction, and
provided that the height of such #building#
shall not exceed one #story#, excluding
#basement#, nor in any event 23 feet
above #curb level#. In addition, decks,
parapet walls, roof thickness, skylights,
vegetated roofs and weirs shall be
permitted upon such #building#, or
portion thereof, as listed within Section
43-42 (Permitted Obstructions);

(2) Breezeways;

(3) Fire escapes; 

(4) Parking spaces for automobiles or
bicycles, off-street, #accessory#, provided
that the height of an #accessory building#
used for such purposes and located in a
required #rear yard# or #rear yard
equivalent# shall not exceed 23 feet above
#curb level#;

(5) Solar energy systems on the roof of a
#building# permitted as an obstruction to
such #yard#:

(i) up to four feet in height as
measured perpendicular to the
roof surface when located above
a permitted #commercial or
community facility use# or
attached parking structure;
however

(ii) shall be limited to 18 inches in
height as measured
perpendicular to the roof
surface when located above a
shed or detached parking
structure, or on any roof with a
slope greater than 20 degrees;

(6) Water-conserving devices, required in
connection with air conditioning or
refrigeration systems in #buildings#
existing prior to May 20, 1966, if located
not less than eight feet from any #lot line#.

However, no portion of a #rear yard equivalent# which is also
a required #front yard# or required #side yard# may contain
any obstructions not permitted in such #front yard# or #side
yard#.

*      *      *
43-42
Permitted Obstructions

In all #Manufacturing Districts#, the following obstructions
shall be permitted to penetrate a maximum height limit or a
#sky exposure plane# set forth in Sections 43-43 (Maximum
Height of Front Wall and Required Front Setbacks), 43-44
(Alternate Front Setbacks) or 43-49 (Limited Height Districts).

(a) Awnings and other sun control devices, provided
that when located at a level higher than a first
#story#, excluding a #basement#, all such awnings
and other sun control devices:

(1) shall be limited to a maximum projection
into a required setback of 2 feet, 6 inches,
except when located on the first #story#
above a setback;

(2) shall have solid surfaces that, in
aggregate, cover an area no more than 30
percent of the area of the #building# wall
(as viewed in elevation) from which they
project; and

(3) may rise above the permitted #building#
height, up to the height of a parapet wall
or guardrail permitted in accordance with
Section 43-42 (Permitted Obstructions).

When located on the first #story# above a setback,
awnings and other sun control devices shall be
limited to a projection of 50 percent of the depth of
the required setback, and shall be limited, in total,
to 50 percent of the width of the #building# wall
from which they project.

(ab) #Building# columns, having an aggregate width
equal to not more than 20 percent of the #aggregate
width of street walls# of a #building#, to a depth
not exceeding 12 inches, in an #initial setback
distance#, optional front open area, or any other
required setback distance or open area set forth in
Sections 43-43, 43-44 or 43-45 (Tower Regulations);

(bc) Chimneys or flues, with a total width not exceeding
10 percent of the #aggregate width of street walls#
of a #building# at any given level;

(d) Decks, and other surfaces for recreational activities,
not more than 3 feet, 6 inches in height, as
measured from the maximum height limit, or the
finished level of the roof as it existed on (date of
adoption), whichever is higher;

(ce) Elevators or stair bulkhead, roof water tanks or
cooling towers (including enclosures), each having
an #aggregate width of street walls# equal to not
more than 30 feet. However, the product, in square
feet, of the #aggregate width of street walls# of such
obstructions facing each #street# frontage, times
their average height, in feet, shall not exceed a
figure equal to four times the width, in feet, of the
#street wall# of the #building# facing such frontage.
For the purposes of this paragraph, (b), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#;

Elevator or stair bulkheads (including shafts; and
vestibules not larger than 60 square feet in area
providing access to a roof), roof water tanks and
#accessory# mechanical equipment (including
enclosures), other than solar or wind energy
systems, provided that:

(1) such obstructions shall be located not less
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than 10 feet from the #street wall# of a
#building#, except that such obstructions
need not be set back more than 25 feet
from a #narrow street line# or more than
20 feet from a #wide street line#.
However, such restrictions on location
shall not apply to elevator or stair
bulkheads (including shafts or vestibules),
provided the #aggregate width of street
walls# of such bulkheads within 10 feet of
a #street wall#, facing each #street#
frontage, times their average height, in
feet, does not exceed an area equal to four
feet times the width, in feet, of the #street
wall# of the #building# facing such frontage.

(2) all mechanical equipment shall be
screened on all sides.

(3) such obstructions and screening are
contained within a volume that complies
with one of the following:

a. the product, in square feet, of
the #aggregate width of street
walls# of such obstructions
facing each #street# frontage,
times their average height, shall
not exceed an area equal to
eight feet times the width, in
feet, of the #street wall# of the
#building# facing such frontage;
or

b. the #lot coverage# of all such
obstructions does not exceed 20
percent of the #lot coverage# of
the #building#, and where the
maximum permitted height of a
#building# is less than 120 feet,
are limited to a maximum
height of  25 feet, and  where
the maximum permitted height
of  a #building# is 120 feet or
greater, are limited to a
maximum height of 40 feet.

For the purposes of this paragraph, (e), #abutting
buildings# on a single #zoning lot# may be
considered to be a single #building#.

(f) Exterior wall thickness, up to eight inches, where
such wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

(dg) Flagpoles or aerials;

(eh) House of worship towers, ornamental, having no
#floor area# in portion of tower penetrating such
height limit or #sky exposure plane#;

(fi) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall, provided such guardrail is not more than 3
feet, 6 inches above the accessible level of a roof;

(j) Roof thickness, up to eight inches, to accommodate
the addition of insulation, for #buildings# or
portions of #buildings# constructed prior to (date of
adoption). For a #building# that has added roof
thickness pursuant to this paragraph, an
#enlargement# may align with the finished roof
surface of such #building#, provided the #enlarged#
portion does not exceed the maximum height limit
height by more than eight inches;

(k) Rooftop greenhouses, permitted pursuant to Section
75-01 (Certification for Rooftop Greenhouses);

(l) Skylights, clerestories or other day lighting devices,
not more than four feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
eight feet from the #street wall# edge. However,
such devices shall not be permitted obstructions
above a roof with a slope greater than 20 degrees;

(m) Solar energy systems:

(1) on the roof of a #building#, up to four feet
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher;

(2) on the roof of a #building#, greater than
four feet in height, provided that all such
portions above four feet are set back at
least six feet from a #street wall#, limited
to a #lot coverage# not greater than 25

percent of the #lot coverage# of the roof
and do not exceed:

(i) a height of 15 feet;

(ii) when located on a bulkhead or
other obstruction pursuant to
paragraph (e) of this Section, a
height of six feet;

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(gn) Spires or belfries;

(o) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,
vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(p) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(q) Wind energy systems on #buildings# with a height
of 100 feet or greater, provided:

(1) the highest point of the wind turbine
assembly does not exceed 55 feet;

(2) no portion of the wind turbine assembly is
closer than 10 feet from any #lot line#; and

(3) in districts where #residences# new #joint
living work quarters for artists# are
permitted as-of-right, by special permit or
authorization, or within 100 feet of such
districts, the diameter of the swept area
of the rotor does not exceed 15 feet;

(r) Window washing equipment mounted on a roof;

(hs) Wire, chain link or other transparent fences.

*     *     *
44-42
Size and Identification of Spaces

M1 M2 M3

(a) Size of spaces

In all districts, as indicated, for all #accessory# off-
street parking spaces, open or enclosed, each 300
square feet of unobstructed standing or maneuvering
area shall be considered one parking space.
However, an area of less than 300 square feet, but
in no event less than 200 square feet, may be
considered as one space, where the layout and
design of the parking area are adequate to permit
convenient access and maneuvering in accordance
with regulations promulgated by the Commissioner
of Buildings, or where the applicant for a building
permit or certificate of occupancy certifies that such
spaces will be fully attended.

Driveways used to access required parking spaces
must be unobstructed for a width of at least eight
feet and a height of eight feet above grade and if
connecting to a #street#, such driveway may only be
accessed by a curb cut.

In any case where a reduction of the required area
per parking space is permitted on the basis of the
applicant’s certification that such spaces will be
fully attended, it shall be set forth in the certificate
of occupancy that paid attendants employed by the
owners or operators of such spaces shall be
available to handle the parking and moving of
automobiles at all times when such spaces are in
use.

In no event shall the dimensions of any parking
stall be less than 18 feet long and 8 feet, 6 inches
wide.

*     *     *
54-313
Single- or two-family residences with non-complying
front yards or side yards

*      *      *
(b) In all districts, for an existing #single-# or #two-

family residence# with a #non-complying side
yard#, an #enlargement# involving a vertical
extension of existing #building# walls facing such
#non-complying side yard# is permitted, provided
the following conditions are met:

(1) the portion of the #building# which is
being vertically extended complies with
the height and setback regulations
applicable to an R3-2 District;

(2) the #non-complying side yard# where the
#building# wall is being vertically
extended is at least three feet in width

and the minimum distance between such
#building# wall and the nearest #building#
wall or vertical prolongation thereof on an
adjoining #zoning lot# across the common
#side lot line# is eight feet;

(3) the #enlarged building# does not contain
more than two #dwelling units#;

(4) that there is no encroachment on the
existing #non-complying side yard# except
as set forth in this Section; and

(5) the #enlargement# does not otherwise
result in the creation of a new #non-
compliance# or in an increase in the
degree of #non-compliance#.

Notwithstanding the provisions set forth in paragraphs (a)(1)
and (b)(1) of this Section, when an existing #building# has
added exterior wall thickness pursuant to Section 23-44
(Permitted Obstructions in Required Yards or Rear Yard
Equivalents), such vertical extensions may align with the
location of the finished exterior #building# wall of the
existing #building#.

*     *     *
62-341
Developments on land and platforms

All #developments# on portions of a #zoning lot# landward of
the #shoreline# or on #platforms# shall be subject to the
height and setback provisions of this Section. However, when
the seaward view from all points along the #shoreline# of a
#zoning lot# is entirely obstructed by existing elevated roads,
bridges or similar structures which are less than 50 feet
above mean high water and within 200 feet of the
#shoreline#, #developments# shall be exempt from the
requirements of this Section. Height and setback regulations
for #developments# on #piers# and #floating structures# are
set forth in Sections 62-342 and 62-343.

(a) For the purposes of applying the height and setback
regulations of this Section, the following provisions shall
apply:

*     *     *

(4) Permitted obstructions 

The obstructions permitted pursuant to Sections
23-62, 24-51, 33-42 or 43-42 shall apply. In
addition, the following regulations regarding
permitted obstructions shall be permitted apply:

(i) Within an #initial setback distance#, a
dormer may exceed a maximum base
height specified in Table A of this Section
or penetrate a required setback area
above a maximum base height specified in
Table C of this Section, provided that on
any #street# frontage the aggregate width
of all dormers at the maximum base
height does not exceed 60 percent of the
width of the #street wall# of the highest
#story# entirely below the maximum base
height. At any level above the maximum
base height, the width of a #street wall#
of a dormer shall be decreased by one
percent for every foot that such level of
dormer exceeds the maximum base
height. (See Illustration of Dormer)

*      *      *
(iii) Wind energy systems

Regulations governing wind energy
systems are modified pursuant to this
paragraph:

In R6 through R10 Districts, Commercial
Districts other than C1 or C2 Districts
mapped within R1 through R5 Districts
and C4-1, C7, C8-1, and Manufacturing
Districts other than M1-1 Districts, wind
energy systems located on a roof of a
#building# shall not exceed a height
equivalent to 50 percent of the height of
the #building# or 55 feet, whichever is
less, as measured from the roof of the
#building# to the highest point of the
wind turbine assembly.

In C4-1, C7, C8-1 and M1-1 Districts, for
#buildings# containing #commercial# or
#community facility uses#, wind energy
systems shall not exceed a height of 55
feet when located above a roof of the
#building# as measured to the highest
point of the wind turbine assembly.

In all districts, no portion of a wind
energy system may be closer than ten feet
to a #waterfront public access area#
boundary or a #zoning lot line#.

(b) Lower density districts

R1 R2 R3 R4 R5 C3 C4-1 C7 C8-1 M1-1

In the districts indicated, and in C1 and C2 Districts mapped
within such #Residence Districts#, the underlying district
height and setback regulations are applicable or modified as
follows:

*      *      *
(4) Other structures

All structures other than #buildings# shall be
limited to a height of 35 feet, except that in C4-1,
C7, C8-1 and M1-1 Districts, freestanding wind
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energy systems shall be permitted to a height of 85
feet, as measured from the base plane to the
highest point of the wind turbine assembly.

(c) Medium and high density non-contextual districts

*     *     *
Table A
HEIGHT AND SETBACK FOR ALL BUILDINGS AND
OTHER STRUCTURES IN MEDIUM AND HIGH DENSITY
NON-CONTEXTUAL DISTRICTS*

*     *     *

(d) Medium and high density contextual districts

R6A R6B R7A R7B R7D R7X R8A R8B R8X R9A
R9X R10A

C1-6A C1-7A C1-8A C1-8X C1-9A C2-6A C2-7A C2-
7X C2-8A C4-2A C4-3A C4-4A C4-5A C4-5D C4-5X
C4-6A C4-7A C5-1A C5-2A C6-2A C6-3A C6-4A 

In the districts indicated, and in C1 and C2
Districts mapped within such #Residence
Districts#, the height and setback regulations of
Sections 23-60, 24-50 and 35-24 shall not apply. In
lieu thereof, the height and setback regulations set
forth in this Section following regulations shall apply:

*     *     *
62-342
Developments on piers

*      *      *
(a) Height and setback regulations on #piers#

The height of a #building or other structure# on a
#pier# shall not exceed 30 feet. However, where a
setback at least 15 feet deep is provided, the
maximum height of a #building or other structure#
shall be 40 feet. Such required setback shall be
provided at a minimum height of 25 feet and a
maximum height of 30 feet, and may be reduced to
ten feet in depth along any portion of the #building
or other structure# fronting on an open area of the
#pier# having a dimension of at least 40 feet
measured perpendicular to such fronting portion. In
addition, wind energy systems shall be allowed,
provided such a system does not exceed a height of
85 feet, as measured from the base plane to the
highest point of the wind turbine assembly or, when
located above a roof of the #building#, a height of 55
feet, as measured to the highest point of the wind
turbine assembly, whichever is higher.

(b) #Bbuilding# width and spacing regulations on 
#piers#

*      *      *
Article VII
Administration

Chapter 1
Enforcement, and Administration and Amendments

71-00
ENFORCEMENT AND ADMINISTRATION

*      *      *
71-10
PROCEDURE FOR AMENDMENTS

The City Planning Commission shall adopt resolutions to
amend the text of this Resolution or the #zoning maps#
incorporated therein, and the City Council shall act upon
such amendments, in accordance with the provisions of the
New York City Charter.

*     *     *
Chapter 5
Amendments

75-00
PROCEDURE FOR AMENDMENTS

The City Planning Commission shall adopt resolutions to
amend the text of this Resolution or the #zoning maps#
incorporated therein, and the City Council shall act upon
such amendments, in accordance with the provisions of the
New York City Charter.

*     *     *
Chapter 5
Certifications

75-00
CERTIFICATIONS

75-01
Certification for Rooftop Greenhouses

A rooftop greenhouse shall be excluded from the definition of
#floor area# and may exceed #building# height limits, upon
certification by the Chairperson of the City Planning
Commission that such rooftop greenhouse:

(a) is located on the roof of a #building# that does not
contain #residences# or other #uses# with sleeping
accommodations;

(b) will only be used for cultivation of plants, or
primarily for cultivation of plants when #accessory#
to a #community facility use#;

(c) exceeds #building# height limits by no more than
25 feet;

(d) has roofs and walls consisting of at least 70 percent

transparent materials, except as permitted
pursuant to paragraph (f)(3) of this Section;

(e) where exceeding #building# height limits, is set
back from the perimeter wall of the #story#
immediately below by at least 6 feet on all sides;
and

(f) has been represented in plans showing:

(1) the area and dimensions of the proposed
greenhouse, the location of the existing or
proposed #building# upon which the
greenhouse will be located, and access to
and from the #building# to the greenhouse;

(2) that the design of the greenhouse
incorporates a rainwater collection and
reuse system; and

(3) any portions of the greenhouse dedicated
to #accessory# office or storage space,
which shall be limited to 20 percent of the
floor space of the greenhouse, and shall be
exempt from the transparency requirement
in paragraph (d) of this Section.

Plans submitted  shall include sections and elevations, as
necessary to demonstrate compliance with the provisions of
paragraphs (a) through (f) of this Section, as applicable.

No building permits or certificates of occupancy related to the
addition of #residences# or other #uses# with sleeping
accommodations within the #building# may be issued by the
Department of Buildings, unless and until such rooftop
greenhouse has been fully dismantled. A Notice of
Restrictions shall be recorded for the #zoning lot# providing
notice of the certification pursuant to this Section. The form
and contents of the legal instrument shall be satisfactory to
the Chairperson of the City Planning Commission, and the
filing and recording of such instrument shall be a precondition to
the use of such rooftop greenhouse. The recording
information for the rooftop greenhouse certification shall be
referenced on the first Certificate of Occupancy to be issued
after such notice is recorded, as well as all subsequent
Certificates of Occupancy, for as long as the rooftop
greenhouse remains intact.

*     *     *
81-252
Permitted obstructions

With the exception of unenclosed balconies conforming to the
provisions of Section 23-13 (Balconies), the Except as set
forth in this Section, structures which under the provisions of
Sections 33-42 or 43-42 (Permitted Obstructions) or 34-11 or
35-11 (General Provisions), are permitted to penetrate a
maximum height limit or a #sky exposure plane# shall not be
permitted as exceptions to the height limitations, setback
requirements or rules for the measurement of #encroachments#
or #compensating recesses# set forth in Section 81-26 (Height
and Setback Regulations), nor shall they be excluded in
determining daylight blockage pursuant to the provisions of
Section 81-27 (Alternate Height and Setback Regulations).

The following shall be permitted as exceptions to the height
regulations, setback requirements or rules for the
measurement of #encroachments# or #compensating
recesses# set forth in Section 81-26 (Height and Setback
Regulations) and shall be excluded in determining daylight
blockage pursuant to the provisions of Section 81-27
(Alternate Height and Setback Regulations).

(a) Unenclosed balconies conforming to the provisions
of Section 23-13 (Balconies); and

(b) Exterior wall thickness, up to eight inches, where
such wall thickness is added to the exterior face of a
#building# wall existing on (date of adoption),
provided the added wall thickness has a thermal
resistance (R-value) of at least 1.5 per inch. Where
#buildings# that have added exterior wall thickness
pursuant to this Section are #enlarged#, such
#enlarged# portion may similarly penetrate a
maximum height limit in order to align with the
exterior walls of the existing #building#, provided
such #enlargement# contains less #floor area# than
the existing #building#, and there is no penetration
of #floor area# above a maximum height limit.

*      *      *
84-135
Limited height of buildings

For the purposes of this Section, the term “#buildings#” shall
include #buildings or other structures#. No portion of any
#building# may be built to a height greater than 85 feet
above #curb level#, except that:

*      *      *
(e) Sections 23-62 (Permitted Obstructions) and 33-42

(Permitted Obstructions) are hereby made
inapplicable. Any portion of a #building# that
exceeds an established height limit shall be subject
to the following provisions:

(1) The following shall not be considered
obstructions and may thus penetrate a
maximum height limit:

(i) Chimneys or flues, with a total width not
exceeding 10 percent of the #aggregate
width of street walls# of a #building# at
any level

(ii) Elevator or stair bulkheads, roof water
tanks, cooling towers and or other
#accessory# mechanical equipment

(including enclosure walls), provided that
either the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street# frontage
times their average height, in feet, shall
not exceed a figure equal to eight times
the width, in feet, of the #street wall# of
the #building# facing such frontage at
#curb level#, or the #lot coverage# of all
such obstructions does not exceed 20
percent of the #lot coverage# of the
#building# and the height of all such
obstructions does not exceed 40 feet
pursuant to Section 33-42 (Permitted
Obstructions)

(iii) Decks, and other surfaces for recreational
activities, not more than 3 feet, 6 inches
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher;

(iv) External wall thickness, pursuant to
Section 33-42 (Permitted Obstructions)

(v) Flagpoles and aerials

(vi) Heliostats and wind turbines energy
systems

(vii) Parapet walls, not more than four feet
high in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher. A
guardrail with a surface at least 70
percent open or with an opacity no more
than 30 percent (as viewed in elevation),
shall be permitted above a parapet wall,
provided such guardrail is not more than
3 feet, 6 inches above the accessible level
of a roof;

(viii) Roof thickness, up to eight inches, to
accommodate the addition of insulation,
for #buildings# or portions of #buildings#
constructed prior to (date of adoption).
For a #building# that has added roof
thickness pursuant to this paragraph, an
#enlargement# may align with the
finished roof surface of such #building#,
provided the #enlarged# portion does not
exceed the maximum height limit height
by more than eight inches;

(ix) Rooftop greenhouses, permitted pursuant
to Section 75-01 (Certification for Rooftop
Greenhouses);

(x) Skylights, clerestories or other day
lighting devices, not more than four feet
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher. Such
devices shall be limited to a #lot
coverage# not greater than 10 percent of
the #lot coverage# of the roof and be
located at least eight feet from the #street
wall# edge. However, such devices shall
not be permitted obstructions above a roof
with a slope greater than 20 degrees;

(xi) Solar energy systems:

(1) on the roof of a #building#, up to
four feet in height, as measured
from the maximum height limit,
or the finished level of the roof
as it existed on (date of adoption),
whichever is higher;

(2) on the roof of a #building#,
greater than four feet in height,
provided that all such portions
above four feet are set back at
least six feet from a #street
wall#, limited to a #lot coverage#
not greater than 25 percent of
the #lot coverage# of the roof
and do not exceed a height of 15
feet, or when located on a
bulkhead or other obstruction
pursuant to paragraph (f) of
Section 33-42, do not exceed a
height of six feet.

(3) on walls existing on (date of
adoption), projecting no more
than 10 inches and occupying no
more than 20 percent of the
surface area of the #building#
wall (as viewed in elevation)
from which it projects.

However, any installation on a roof with a
slope greater than 20 degrees shall be
limited to 18 inches in height, as
measured perpendicular to the roof
surface.

(xii) Vegetated roofs, not more than 3 feet, 6
inches in height excluding vegetation, as
measured from the maximum height
limit, or the finished level of the roof as it
existed on (date of adoption), whichever is
higher. On roofs with slopes greater than
20 degrees, vegetated roofs shall be
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limited to a height of 12 inches measured
perpendicular to such roof surface;

(xiii) Weirs, check dams and other equipment
for stormwater management, not more
than 3 feet, 6 inches in height, as
measured from the maximum height
limit, or the finished level of the roof as it
existed on (date of adoption), whichever is
higher;

(xiv) Wire, chain link or other transparent
fences;

(2) The maximum permitted size of enclosure
walls surrounding elevator or stair
bulkheads, roof water tanks, cooling
towers and or other #accessory#
mechanical equipment may be increased
by authorization of the City Planning
Commission, provided the Commission
finds that: 

(i) the width of such additional enclosure
wall at each #building# face does not
exceed 80 percent of the width of the
enclosure wall as allowed in paragraph
(e)(1) of this Section;

(ii) the additional area of the enclosure wall
at each #building# face is not more than
50 percent of the area permitted as-of-
right; and

(iii) the enclosure wall is compatible with the
#building# and the urban design goals of
the Special District and complements the
design by providing a decorative top; and

(f) in #special height locations# in Appendices 2.2 and
3.2 of this Chapter, no portion of a #building#,
including permitted obstructions, shall exceed a
height of 450 feet above #curb level#.

*      *      *
84-333
Limited height of buildings

The maximum height of any #building or other structure#, or
portion thereof, shall not exceed 400 feet on any portion of
subzone C-1 shown as a #special height location# in Appendix
3.2 of this Chapter, except that permitted obstructions
pursuant to Section 33-42 shall be allowed to penetrate a
maximum height limit.

The maximum height of any #building or other structure#, or
any portion thereof, located within subzone C-2 shall not
exceed 180 feet above #curb level#, except that:

(a) the maximum height of any #building or other
structure#, or portion thereof, shown as a #special
height location# shall not exceed the height set
forth in Appendix 3.2; and

(b) Sections 23-62 and 33-42 (Permitted Obstructions)
are hereby made inapplicable. Any portion of a
#building or other structure# that exceeds an
established height limit shall be subject to the
following provisions:

(1) The following shall not be considered
obstructions and may this penetrate a
maximum height limit:

(i) Chimneys or flues, with a total width not
exceeding 10 percent of the #aggregate
width of street walls# or a #building# at
any level; 

(ii) Decks, and other surfaces for recreational
activities, not more than 3 feet, 6 inches
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher;

(iii) Elevator or stair bulkheads, roof water
tanks, cooling towers or other accessory
mechanical equipment (including
enclosure walls), provided that either the
product, in square feet, of the #aggregate
width of street walls# of such obstructions
facing each #street# frontage times their
average height, in feet, shall not exceed a
figure equal to eight times the width, in
feet, of the #street wall# of the
#buildings# facing such frontage at #curb
level#, or the #lot coverage# of all such
obstructions, does not exceed 20 percent
of the #lot coverage# of the #building#
and the height of all such obstructions
does not exceed 40 feet pursuant to
Section 33-42 (Permitted Obstructions);

(iv) Fences, wire, chain link or other
transparent type;

(v) Flagpoles and aerials;

(vi) Parapet walls, not more than four feet
high in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher. A
guardrail with a surface at least 70
percent open or with an opacity no more
than 30 percent (as viewed in elevation),
shall be permitted above a parapet wall,
provided such guardrail is not more than

3 feet, 6 inches above the accessible level
of a roof;

(vii) Roof thickness, up to eight inches, to
accommodate the addition of insulation,
for #buildings# or portions of #buildings#
constructed prior to (date of adoption).
For a #building# that has added roof
thickness pursuant to this paragraph, an
#enlargement# may align with the
finished roof surface of such #building#,
provided the #enlarged# portion does not
exceed the maximum height limit height
by more than eight inches;

(viii) Rooftop greenhouses, permitted pursuant
to Section 75-01 (Certification for Rooftop
Greenhouses);

(ix) Skylights, clerestories or other day
lighting devices, not more than four feet
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher. Such
devices shall be limited to a #lot
coverage# not greater than 10 percent of
the #lot coverage# of the roof and be
located at least eight feet from the #street
wall# edge. However, such devices shall
not be permitted obstructions above a roof
with a slope greater than 20 degrees;

(x) Solar energy systems:

(a) on the roof of a #building#, up to
four feet in height, as measured
from the maximum height limit,
or the finished level of the roof
as it existed on (date of adoption),
whichever is higher;

(b) on the roof of a #building#,
greater than four feet in height,
provided that all such portions
above four feet are set back at
least six feet from a #street
wall#, limited to a #lot coverage#
not greater than 25 percent of
the #lot coverage# of the roof
and do not exceed a height of 15
feet, or when located on a
bulkhead or other obstruction
pursuant to paragraph (f) of
Section 33-42, do not exceed a
height of six feet.

(c) on walls existing on (date of
adoption), projecting no more
than 10 inches and occupying no
more than 20 percent of the
surface area of the #building#
wall (as viewed in elevation)
from which it projects.

However, any installation on a roof with a
slope greater than 20 degrees shall be
limited to 18 inches in height, as
measured perpendicular to the roof
surface.

(xi) Vegetated roofs, not more than 3 feet, 6
inches in height excluding vegetation, as
measured from the maximum height
limit, or the finished level of the roof as it
existed on (date of adoption), whichever is
higher. On roofs with slopes greater than
20 degrees, vegetated roofs shall be
limited to a height of 12 inches measured
perpendicular to such roof surface;

(xii) Weirs, check dams and other equipment
for stormwater management, not more
than 3 feet, 6 inches in height, as
measured from the maximum

(xiii) height limit, or the finished level of the
roof as it existed on (date of adoption),
whichever is higher;

(2) The maximum permitted size of enclosure
walls surrounding elevator or stair
bulkheads, roof water tanks, cooling
towers and or other #accessory#
mechanical equipment may be increased
by authorization of the City Planning
Commission, provided the Commission
finds that:

(i) the width of such additional
enclosure wall at each #building#
face does not exceed 80 percent
of the width of the enclosure
wall as allowed in paragraph
(b)(1) of this Section; 

(ii) the additional area of the
enclosure wall at each #building#
face is not more than 50 percent
of the area permitted as-of-
right; and

(iii) the enclosure wall is compatible
with the #building# and the
urban design goals of the Special
District and complements the
design by providing a decorative
top.

(c) Notwithstanding the above, iIn no event, shall the
height of any #building#, including permitted
obstructions, exceed 800 feet above #curb level#.

*      *      *
87-31
Permitted Obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings#., except that elevator or stair
bulkheads, roof water tanks, cooling towers or other
mechanical equipment (including enclosures), may penetrate
a maximum height limit, provided that either:

(a)            the product, in square feet, of the #aggregate width
of street walls# of such obstructions facing each
#street# frontage, times their average height, in
feet, shall not exceed a figure equal to eight times
the width, in feet, of the #street wall# of the
#building# facing such frontage; or

(b)            the #lot coverage# of all such obstructions does not
exceed 20 percent of the #lot coverage# of the
#building#, and the height of all such obstructions
does not exceed 40 feet.

In addition, dormers may penetrate a maximum base height
in accordance with the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in certain districts).

*      *      *
93-41
Rooftop Regulations

(a) Permitted obstructions

(1) Subdistricts A, B, C, D and E 

The provisions of Section 33-42 (Permitted
Obstructions) shall apply to all #buildings#
within Subdistricts A through E, except
that elevator or stair bulkheads, roof
water tanks, cooling towers or other
mechanical equipment (including
enclosures), may penetrate a maximum
height limit provided that either the
product, in square feet, of the #aggregate
width of street walls# of such obstructions
facing each #street# frontage, times their
average height, in feet, shall not exceed a
figure equal to eight times the width, in
feet, of the #street wall# of the #building#
facing such frontage or, the #lot coverage#
of all such obstructions does not exceed 20
percent of the #lot coverage# of the
#building#, and the height of all such
obstructions does not exceed 40 feet. In
addition, dormers may penetrate a
maximum base height in accordance with
the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in
certain districts).

(b) (2) Subdistrict F

In Subdistrict F, the provisions of paragraph (df) of
Section 33-42 (Permitted Obstructions) shall not
apply, except that. In lieu thereof, the following
shall apply:

(i) #Building# bases and transition heights

For all #building# bases and transition
heights, rooftop mechanical structures,
including, but not limited to, elevator or
stair bulkheads, roof water tanks, cooling
towers or other mechanical equipment,
and their required enclosures may
penetrate a maximum height limit,
provided that either the product, in
square feet, of the #aggregate width of
street walls# of such obstructions facing
each #street# frontage, times their
average height, in feet, shall not exceed a
figure equal to eight times the width, in
feet, of the #street wall# of the #building#
facing such frontage or, the #lot coverage#
of all such obstructions does not exceed 20
percent of the #lot coverage# of the
#building#, and the height of all such
obstructions does not exceed 40 feet. 

(ii) Towers

For all towers, rooftop mechanical
equipment, including, but not limited to,
elevator or stair bulkheads, roof water
tanks, cooling towers or other mechanical
equipment, and their required enclosures,
may penetrate a maximum height limit.
Ffor towers above a height of 350 feet,
such rooftop mechanical structures shall
comply with the tower top articulation
provisions set forth in Section 93-569
(Tower top articulation).

(b) Screening requirements for mechanical equipment

For all #developments# and #enlargements#, all
mechanical equipment located on any roof of a
#building or other structure# shall be fully
enclosed, except that openings in such enclosure
shall be permitted only to the extent necessary for
ventilation and exhaust.

*      *      *
93-55
Special Height and Setback Regulations in the South
of Port Authority Subdistrict E
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(a) #Zoning lots# with Eighth Avenue frontage

*      *      *
(2) permitted obstructions, as listed in

paragraph (a) of Section 93-41, may
penetrate the #sky exposure plane#. In
addition, a dormer, as listed in paragraph
(c)(1) of Section 23-621, may penetrate the
#sky exposure plane#.

*      *      *
93-77
Design Criteria for Public Access Areas in Subdistrict F

Public access areas in Subdistrict F shall be comprised of
publicly accessible open spaces, private streets and
pedestrian ways.

(a) Design criteria

*      *      *

(12) Canopies, awnings, and marquees and
sun control devices

Where #buildings# front onto publicly
accessible open spaces, private streets
and pedestrian ways, canopies, awnings,
and marquees and sun control devices
shall be permitted pursuant to the
standards set forth in paragraph (c) of
Section 37-726 (Permitted obstructions).

*      *      *
94-072
Special plaza provisions

In Areas A, C and E, all #developments# which are located on
a #zoning lot# with frontage along Emmons Avenue, except
for a #zoning lot# of less than 8,000 square feet which was in
existence as of November 1, 1972, shall provide and maintain
a plaza for public use which complies with the following
requirements:

*      *      *

(c) The size of the plaza shall be at least 4,000 square
feet in one location and shall not at any point be
more than two feet below or five feet above #street#
level, with a minimum dimension of 35 feet. At
least 15 percent of the plaza area shall be
landscaped and planted with trees, except when a
#zoning lot# abutting both Dooley Street and
Emmons Avenue is #developed#, then such
landscaping shall be at least 75 percent of the total
plaza area provided with such #development#.

*      *      *
(f) A plaza may include as permitted obstructions,

sculptures, kiosks, or open cafes occupying in the
aggregate no more than 30 percent of the total
plaza area. Ice skating rinks are also allowed as
permitted obstructions within such plazas only for
the months from October through March, provided
the minimum area of such plaza is 7,500 square
feet. Exterior wall thickness, awnings and other
sun control devices pursuant to Section 37-726
(Permitted Obstructions) shall also be allowed as
permitted obstructions.

*      *      *
97-441
Permitted obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings# within the Special District,
except that the provisions of paragraph (d) shall not apply. In
lieu thereof, the following regulations shall apply:

Elevator or stair bulkheads, roof water tanks, cooling towers
or other mechanical equipment (including enclosures), may
penetrate a maximum height limit or #sky exposure plane#
provided that either:

(a)            the product, in square feet, of the #aggregate width
of street walls# of such obstructions facing each
#street# frontage, times their average height, in
feet, shall not exceed a figure equal to eight times
the width, in feet, of the #street wall# of the
#building# facing such frontage; or

(b)            for #buildings# at least 120 feet in height, the #lot
coverage# of all such obstructions does not exceed
20 percent of the #lot coverage# of the #building#,
and the height of all such obstructions does not
exceed 40 feet. 

In addition, dormers may penetrate a maximum base height
in accordance with the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in certain districts). 

*      *      *
98-422
Special rooftop regulations

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings or other structures# within the
#Special West Chelsea District#, except  that as modified as
follows:

(a)            Permitted Obstructions

(1)            Elevator or stair bulkheads, roof water
tanks, cooling towers or other mechanical
equipment (including enclosures), may
penetrate a #sky exposure plane# or a
maximum height limit provided that
either the product, in square feet, of the
#aggregate width of street walls# of such

obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage or, the #lot coverage# of all
such obstructions does not exceed 20
percent of the #lot coverage# of the
#building#, and the height of all such
obstructions does not exceed 40 feet.

(2)            Ddormers may penetrate a maximum
base height in accordance with the
provisions of paragraph (c)(1) of Section
23-621 (Permitted obstructions in certain
districts). However, dormers may not
exceed the maximum #building# height in
Subareas C, F and G where the maximum
base height and maximum #building#
height are the same. 

(b)            Ventilation and mechanical equipment

All mechanical equipment located within 15 feet of
the level of the #High Line bed# that is within 25
feet of the #High Line#, measured horizontally, or
within the #High Line frontage#, as applicable,
shall be screened and buffered with no intake or
exhaust fans or vents facing directly onto the #High
Line#.

*      *      *
101-221
Permitted Obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings# within the #Special Downtown
Brooklyn District#, except that elevator or stair bulkheads,
roof water tanks, cooling towers or other #accessory#
mechanical equipment (including enclosures) may penetrate
a maximum height limit, provided the product, in square
feet, of the #aggregate width of street walls# of such
obstructions facing each #street# frontage, times their
average height, in feet, shall not exceed a figure equal to
eight times the width, in feet, of the #street wall# of the
#building# facing such frontage or, the #lot coverage# of all
such obstructions does not exceed 20 percent of the #lot
coverage# of the #building# and the height of all such
obstructions does not exceed 40 feet. In addition, dormers
may penetrate a maximum base height in accordance with
the provisions of paragraph (c)(1) of Section 23-621
(Permitted obstructions in certain districts).

*      *      *
104-322
Permitted Obstructions

*      *      *
(a) Chimneys, flues, intake and exhaust

vents limited to a #lot coverage# of 900
square feet with neither length nor width
of any single such obstruction, nor the
total length or width of all such
obstructions, greater than 30 feet;

(b) Decks, and other surfaces for recreational
activities, not more than 3 feet, 6 inches
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher;

(d) Elevator and stair bulkheads to a maximum height
of 15 feet above the permitted maximum height of
mechanical equipment;

(e) Flagpoles or aerials;

(f) House of worship towers, ornamental, having no
#floor area# in portion of tower penetrating such
#sky exposure plane#;

(g) Parapet walls, not more than four feet high in
height, as measured from the maximum height
limit, or the finished level of the roof as it existed
on (date of adoption), whichever is higher. A
guardrail with a surface at least 70 percent open or
with an opacity no more than 30 percent (as viewed
in elevation), shall be permitted above a parapet
wall, provided such guardrail is not more than 3
feet, 6 inches above the accessible level of a roof;

(h) Pipes and supporting structures;

(i) Railings;

(j) Roof thickness, up to eight inches, to accommodate
the addition of insulation, for #buildings# or
portions of #buildings# constructed prior to (date of
adoption). For a #building# that has added roof
thickness pursuant to this paragraph, an
#enlargement# may align with the finished roof
surface of such #building#, provided the #enlarged#
portion does not exceed the maximum height limit
height by more than eight inches;

(k) Rooftop greenhouses, permitted pursuant to Section
75-01 (Certification for Rooftop Greenhouses);

(l) Skylights, clerestories or other day lighting devices,
not more than four feet in height, as measured from
the maximum height limit, or the finished level of
the roof as it existed on (date of adoption),
whichever is higher. Such devices shall be limited
to a #lot coverage# not greater than 10 percent of
the #lot coverage# of the roof and be located at least
eight feet from the #street wall# edge. However,
such devices shall not be permitted obstructions

above a roof with a slope greater than 20 degrees;

(m) Solar energy systems:

(1) on the roof of a #building#, up to four feet
in height, as measured from the
maximum height limit, or the finished
level of the roof as it existed on (date of
adoption), whichever is higher;

(2) on the roof of a #building#, greater than
four feet in height, provided that all such
portions above four feet are set back at
least six feet from a #street wall#, limited
to a #lot coverage# not greater than 25
percent of the #lot coverage# of the roof
and do not exceed:

(i) a height of 15 feet; and

(iii) when located on a bulkhead or
other obstruction pursuant to
paragraph (d) of this Section, a
height of six feet;

(3) on walls existing on (date of adoption),
projecting no more than 10 inches and
occupying no more than 20 percent of the
surface area of the #building# wall (as
viewed in elevation) from which it
projects.

However, any installation on a roof with a slope
greater than 20 degrees shall be limited to 18
inches in height, as measured perpendicular to the
roof surface.

(n) Spires or belfries;

(o) Vegetated roofs, not more than 3 feet, 6 inches in
height excluding vegetation, as measured from the
maximum height limit, or the finished level of the
roof as it existed on (date of adoption), whichever is
higher. On roofs with slopes greater than 20 degrees,

(p) vegetated roofs shall be limited to a height of 12
inches measured perpendicular to such roof surface;

(q) Weirs, check dams and other equipment for
stormwater management, not more than 3 feet, 6
inches in height, as measured from the maximum
height limit, or the finished level of the roof as it
existed on (date of adoption), whichever is higher;

(r) Window washing equipment mounted on the roof;

(s) Wire, chain link or other transparent fences.

*     *     *
107-223
Permitted obstruction in designated open space

The following shall not be considered as obstructions when
located in #designated open space#:

(a) Awnings and other sun control devices pursuant to
Section 23-44 (Permitted Obstructions)

(b) Balconies, unenclosed, subject to the provisions of
Section 23-13; or

(bc) Eaves, gutters or downspouts projecting into such
#designated open space# not more than 16 inches; or

(cd) Fences or walls, conditioned upon certification by
the City Planning Commission that:

(1) such fences or walls will not obstruct or
preclude public access or circulation of
pedestrians, cyclists or horseback riders
through the public easement within
#designated open space#; and

(2) the location, size, design and materials of
such fences or walls are appropriate to the
character of the #designated open space#.

(e) Exterior wall thickness, pursuant to Section 23-44
(Permitted Obstructions)

(f) Solar energy systems on walls existing on (date of
adoption), projecting no more than 10 inches and
occupying no more than 20 percent of the surface
area of the #building# wall (as viewed in elevation)
from which it projects;

No #accessory# off-street parking facilities shall be permitted
in #designated open space#. No #building or other structure#
shall be erected in #designated open space# except as
permitted by the provisions of Section 107-221 (Active
recreational activities). Any existing #building or other
structure# located within the #designated open space# on
September 11, 1975, and not complying with the provisions of
this Section or the other Sections specified in the preceding
paragraph, shall not be #enlarged# but may be continued as
a #non-conforming use# or #non-complying building# subject
to the applicable provisions of Article V (Non-Conforming
Uses and Non-Complying Buildings) in accordance with the
underlying district regulations.

*      *      *
111-20
SPECIAL BULK PROVISIONS FOR AREAS A1
THROUGH A7

*      *      *

(d) Area A4, A5, A6 and A7

Except as set forth herein, the bulk regulations of
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the underlying district shall apply.

*      *      *
(2) The provisions of Section 33-42

(Permitted Obstructions) shall apply to all
#buildings#, except that elevator or stair
bulkheads, roof water tanks, cooling
towers or other mechanical equipment
(including enclosures), may penetrate a
maximum height limit provided that
either the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage or, the #lot coverage# of all
such obstructions does not exceed 20
percent of the #lot coverage# of the
#building#, and the height of all such
obstructions does not exceed 40 feet. In
addition, dormers may penetrate a
maximum base height in accordance with
the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in
certain districts).

*     *     *
114-121
Special rooftop regulations

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings or other structures# in R6A,
R6B, R7A, R7B, C4-2A and C8-2 Districts in the #Special Bay
Ridge District#, except that the provisions of paragraph (d) of
Section 33-42 shall not apply. In lieu thereof, the following
regulations shall apply:

Elevator or stair bulkheads, roof water tanks,
cooling towers or other mechanical equipment
(including enclosures) may exceed a maximum
height limit provided that either the product, in
square feet, of the #aggregate width of street walls#
of such obstructions facing each #street# frontage,
times their average height, in feet, shall not exceed
a figure equal to eight times the width, in feet, of
the #street wall# of the #building# facing such
frontage or, the #lot coverage# of all such
obstructions does not exceed 20 percent of the #lot
coverage# of the #building#, and the height of all
such obstructions does not exceed 20 feet. In
addition, dormers may penetrate a maximum base
height in accordance with the provisions of
paragraph (c)(1) of Section 23-621 (Permitted
obstructions in certain districts).

*      *      *
115-231
Permitted obstructions

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings# within the #Special Downtown
Jamaica District#, except that the provisions of paragraph (d)
of Section 33-42 shall not apply. In lieu thereof, the following
regulations shall apply:

Elevator or stair bulkheads, roof water tanks,
cooling towers or other mechanical equipment
(including enclosures) may penetrate a maximum
height limit or #sky exposure plane#, provided that
either:

(a)            the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage; or

(b)            for #buildings# at least 120 feet in height,
the #lot coverage# of all such obstructions
does not exceed 20 percent of the #lot
coverage# of the #building#, and the
height of all such obstructions does not
exceed 40 feet.

In addition, dormers may penetrate a maximum base height
in accordance with the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in certain districts).

*      *      *
116-231
Special rooftop regulations

The provisions of Section 33-42 (Permitted Obstructions)
shall apply to all #buildings or other structures# in the
#Special Stapleton Waterfront District#, except that the
provisions of paragraph (d) of Section 33-42 shall not apply.
In lieu thereof, the following regulations shall apply:

Elevator or stair bulkheads, roof water tanks,
cooling towers or other mechanical equipment
(including enclosures) may exceed a maximum
height limit provided
that either:

(a)            the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage; or

(b)            the #lot coverage# of all such obstructions
does not exceed 20 percent of the #lot

coverage# of the #building#, and the
height of all such obstructions does not
exceed 20 feet.

In addition, dormers may penetrate a maximum base height
in accordance with the provisions of paragraph (c)(1) of
Section 23-621 (Permitted obstructions in certain districts).

*      *      *
121-32
Height of Street Walls and Maximum Building Height

*      *      *

(b) Maximum #building# height

*      *      *

(2) permitted obstructions, as listed in
paragraph (a) of Section 93-41, may
penetrate the #sky exposure plane# and
the height limit of 250 feet. In addition, a
dormer, as listed in paragraph (c)(1) of
Section 23-621, may penetrate the #sky
exposure plane#.

*      *      *
125-31
Rooftop Regulations

(a)            Permitted obstructions

The provisions of Section 33-42 (Permitted
Obstructions) shall apply to all #buildings# within
the #Special Southern Hunters Point District#,
except that elevator or stair bulkheads, roof water
tanks, cooling towers or other mechanical
equipment (including enclosures), may penetrate a
maximum height limit, provided that either:

(1)            the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage; or 

(2)            the #lot coverage# of all such obstructions
does not exceed 20 percent of the #lot
coverage# of the #building#, and the
height of all such obstructions does not
exceed 40 feet. In addition, dormers may
penetrate a maximum base height in 

(3) accordance with the provisions of
paragraph (c)(1) of Section 23-621
(Permitted obstructions in certain
districts).

(b)            Screening requirements for mechanical equipment

For all #developments# and #enlargements#, all
mechanical equipment located on any roof of a
#building or other structure# shall be fully
enclosed, except that openings in such enclosure
shall be permitted only to the extent necessary for
ventilation and exhaust.

*      *      *
128-31
Rooftop Regulations

The provisions of this Section shall apply to all #buildings# in
C4-2 Districts within the Upland and Waterfront
Subdistricts.

(a) Permitted obstructions

The provisions of Section 33-42 (Permitted
Obstructions) shall apply to all #buildings# in C4-2
Districts within the Upland and Waterfront
Subdistricts, except that elevator or stair bulkheads,
roof water tanks, cooling towers or other mechanical
equipment (including enclosures), may penetrate a
maximum height limit, provided that either:

(1)            the product, in square feet, of the
#aggregate width of street walls# of such
obstructions facing each #street#
frontage, times their average height, in
feet, shall not exceed a figure equal to
eight times the width, in feet, of the
#street wall# of the #building# facing
such frontage; or

(2)            the #lot coverage# of all such obstructions
does not exceed 20 percent of the #lot
coverage# of the #building#, and the
height of all such obstructions does not
exceed 40 feet. In addition, dormers may
penetrate a maximum base height in
accordance with the provisions of
paragraph (c)(1) of Section 23-621
(Permitted obstructions in certain districts).

(b)            Screening requirements for mechanical equipment

For all #developments# and #enlargements#, and
#conversions# of #non-residential buildings# to
#residences#, all mechanical equipment located on
any roof of a #building or other structure# shall be
fully enclosed, except that openings in such
enclosure shall be permitted only to the extent
necessary for ventilation and exhaust.

*      *      *
131-40
HEIGHT AND SETBACK REGULATIONS

131-41  
Rooftop Regulations

(a)            Permitted obstructions

The provisions of Section 33-42 (Permitted
Obstructions) shall apply to all #buildings# within
the #Special Coney Island District#, except that
elevator or stair bulkheads, roof water tanks,
cooling towers or other mechanical equipment
(including enclosures), may penetrate a maximum
height limit provided that either the product, in
square feet, of the #aggregate width of street walls#
of such obstructions facing each #street# frontage,
times their average height, in feet, shall not exceed
a figure equal to eight times the width, in feet, of
the #street wall# of the #building# facing such
frontage or, the #lot coverage# of all such
obstructions does not exceed 20 percent of the #lot
coverage# of the #building#, and the height of all
such obstructions does not exceed 40 feet. In
addition, dormers may penetrate a maximum base
height in accordance with the provisions of
paragraph (c)(1) of Section 23-621 (Permitted
obstructions in certain districts) only in the
Mermaid Avenue Subdistrict.

(b)            Screening requirements for mechanical equipment

For all #developments# and #enlargements#, all
mechanical equipment located on any roof of a
#building or other structure# shall be fully
enclosed, except that openings in such enclosure
shall be permitted only to the extent necessary for
ventilation and exhaust.

*      *      *
BOROUGH OF BROOKLYN

Nos. 5, 6 & 7
MILL BASIN

No. 5
CD 18 C 120108 ZMK
IN THE MATTER OF an application submitted by NYC
Department of Small Business Services pursuant to Sections
197-c and 201 of the New York City Charter, for the
amendment of the Zoning Map, Section Nos. 29a and 29c,
changing from a C3 District to a C8-1 District property
bounded by a line perpendicular to the northeasterly street
line of Flatbush Avenue* 

distant 1290 feet northwesterly (as measured along the street
line) from the point of intersection of the northeasterly street
line of Flatbush Avenue* and the northerly street line of
Shore Parkway, a line 100 feet northeasterly of Flatbush
Avenue*, a line at an angle of 42 degrees to Flatbush
Avenue* and passing through a point on the northeasterly
street line of Flatbush Avenue* distant 1290 feet
northwesterly (as measured along the street line) from the
point of intersection of the northeasterly street line of
Flatbush Avenue* and the northerly street line of Shore
Parkway, a line 400 feet northeasterly of Flatbush Avenue*,
a line perpendicular to the northeasterly street line of
Flatbush Avenue* distant 420 feet northwesterly (as
measured along the street line) from the point of intersection
of the northeasterly street line of Flatbush Avenue* and the
northerly street line of Shore Parkway, and Flatbush
Avenue*, as shown on a diagram (for illustrative purposes
only) dated November 28, 2011.

*Note: a portion of Flatbush Avenue is proposed to be
narrowed under a concurrent related application 
(C 070512 MMK) for a change in the City Map.

No. 6
CD 18                                                              C 070512 MMK
IN THE MATTER OF an application submitted by the
Department of Small Business Services pursuant to Sections
1302, 197-c and 199 of the New York City Charter and
Section 5-430 et seq. of the New York City Administrative
Code for an amendment to the City Map involving:

● the narrowing, by elimination, discontinuance and
closing, of a portion of Flatbush Avenue between
Avenue U and Pelican Street; 

● the elimination, discontinuance and closing of
Marginal Street, Wharf or Place bounded by
Flatbush Avenue, Shore Parkway and Mill Basin*;
and

● the adjustment of grades necessitated thereby,

including authorization for any disposition or acquisition of
real property related thereto, in accordance with Map Nos. 
Z-2703 and Z-2704, dated July 30, 2008 and signed by the
Borough President.

* This change to Marginal Street, Wharf or Place, where such
Marginal Street, Wharf or Place is shown on any existing
plans for the water front or portion thereof, shall be
incorporated into the City Map.

No. 7
CD 18                                                                C 120111 PPK
IN THE MATTER OF an application submitted by the NYC
Department of Small Business Services (SBS), pursuant to
Section 197-c of the New York City Charter, for disposition to
the New York City Economic Development Corporation
(EDC) of city-owned property located  at 2875 Flatbush
Avenue (Block 8591, p/o Lot 100, p/o Lot 125, and  p/o Lot
175), which includes the disposition of an easement over p/o
Lot 100 and  a restriction prohibiting Use Group 16 on Block
8591, p/o Lot 100, p/o Lot 125 and p/o Lot 175. 

BOROUGH OF MANHATTAN
No. 8

EAST 10TH STREET HISTORIC DISTRICT
CD 3 N 120184 HKM
IN THE MATTER OF a communication dated January 26,
2012, from the Executive Director of the Landmarks
Preservation Commission regarding the landmark
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designation of the East 10th Street Historic District,
designated by the Landmarks Preservation Commission on
January 17, 2012 (List No. 451, LP No. 2492). The district
boundaries are:

The East 10th Street Historic District consists of the property
bounded by a line beginning at the intersection of the
northern curbline of East 10th Street and the eastern
curbline of Avenue A, continuing northerly along the eastern
curbline of Avenue A to its intersection with a line extending
westerly from northern property line of 293 East 10th Street,
easterly along the northern property line of 293 East 10th
Street, northerly along a portion of the western property line
of 295 East 10th Street, easterly along the northern property
lines of 295 to 299 East 10th Street, southerly along a portion
of the eastern property line of 299 East 10th Street, easterly
along the northern property lines of 301 to 303 East 10th
Street and a portion of the northern property line of 305 East
10th Street, northerly along a portion of the western property
line of 305 East 10th Street, easterly along a potion of the
northern property line of 305 East 10th Street and the
northern property line of 307 East 10th Street, southerly
along a portion of the eastern property line of 307 East 10th
Street, easterly along the northern property line of 309 East
10th Street, southerly along a portion of the eastern property
line of 309 East 10th Street, easterly along the northern
property lines of 311 to 319 East 10th Street, southerly along
a portion of the eastern property line of 319 East 10th Street,
easterly along the northern property line of 321 East 10th
Street, northerly along a portion of the western property line
of 323 East 10th Street, easterly along the northern property
lines of 323 to 339 East 10th Street, southerly along a portion
of the eastern property line of 339 East 10th Street, easterly
along the northern property lines of 341 to 345 East 10th
Street to the western curbline of Avenue B, southerly along
the western curbline of Avenue B to its intersection with the
northern curbline of East 10th Street, westerly along the
northern curbline of East 10th Street to the point of the
beginning.

YVETTE V. GRUEL, Calendar Officer
City Planning Commission
22 Reade Street, Room 2E
New York, New York 10007
Telephone (212) 720-3370

f15-299-8212

COMMUNITY BOARDS
■■  PUBLIC HEARINGS

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF THE BRONX

COMMUNITY BOARD NO. 04 - Tuesday, February 28, 2012
at 6:00 P.M., Bronx Museum of the Arts, 1040 Grand
Concourse, Bronx, NY

Fiscal Year 2013 Perliminary Budget public hearing.
f22-282-8212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF QUEENS

COMMUNITY BOARD NO. 08 - Monday, February 27, 2012
at 7:30 P.M., Silvercrest Senior Building, 86-19 144th Street
(Community Rm.), Briarwood, NY

#C 110042ZSQ
Silvercrest Senior Housing:
IN THE MATTER OF an application submitted by
Silvercrest Center for Nursing and Rehabilitation, pursuant
to Sections 197-c and 201 of the New York City Charter for
the grant of a special permit, to permit the allowable
community facility floor area ratio of Section 24-11 and to
apply to a 6-story non-profit institution on property located at
144-45 87th Avenue (a.k.a. 86-19 144th Street).

f21-275-7212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF BROOKLYN

COMMUNITY BOARD NO. 10 - Monday, February 27, 2012
at 7:15 P.M., Knights of Columbus, 1305 86th Street,
Brooklyn, NY

A public hearing on Capital and Expense Budget for Fiscal
Year 2013.

f21-278-3212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF THE BRONX

COMMUNITY BOARD NO. 01 - Thursday, February 23,
2012, 6:00 P.M., Bronx Community Board Office, 3024 Third
Avenue, Bronx, NY

#C 120164HAX
Crossroads Plaza
IN THE MATTER OF an application submitted by the
Department of Housing Preservation and Development
(HPD) pursuant to Section 197-c of the New York City
Charter, to facilitate the development of 8, 13, and 15-story
buildings with community facility and commercial spaces, for
the disposition of such property to a developer.

#C 120165ZMX
Crossroads Plaza
IN THE MATTER OF an application submitted by the
Department of Housing Preservation and Development
pursuant to Sections 197-c and 201 of the New York City
Charter for the amendment of the Zoning Map; by changing
from an R7-2 district to an R8X district property.

f17-239-6212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF BROOKLYN

COMMUNITY BOARD NO. 09 - Tuesday, February 28, 2012
at 7:00 P.M., Middle School 61 (Auditorium), 400 Empire
Boulevard, Brooklyn, NY

A public hearing on the Fiscal Year 2013 Preliminary
Budget.

f22-2811-2212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF BROOKLYN

COMMUNITY BOARD NO. 12 - Monday, February 27, 2012
at 6:30 P.M., Community Board 12 Office, 5910 13th Avenue,
Brooklyn, NY

BSA# 359-01-BZ
5002 14th Avenue
Application filed pursuant to Sections 72-01 and 72-22 of the
Zoning Resolution of the City of New York as amended to
herein as the Zoning Resolution.

12 Dahill Road, Brooklyn, NY
This application is filed pursuant to Section 72-21 of the
Zoning Resolution of the City of New York, as amended to
waive Sections 23-146 (c)(d), to allow the construction of a
3rd floor on an existing residential building.

f21-2718-9212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF BROOKLYN

COMMUNITY BOARD NO. 16 - Tuesday, February 28, 2012
at 7:00 P.M., Brownsville Multi Service Center, 444 Thomas
S. Boyland Street, Brooklyn, NY

Comments on the FY 2013 Capital and Expense Budget
requests.

f22-285-10212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF MANHATTAN

COMMUNITY BOARD NO. 12 - Thursday, February 23,
2012, 6:00 P.M., Community Board 12 Office, 711 West 168th
Street, New York, NY

Public Hearing to gauge community reaction to the
Preliminary Budget for FY 2013.

f17-235-13212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF BROOKLYN

COMMUNITY BOARD NO. 02 - Monday, February 27, 2012
at 6:00 P.M., Long Island University - LLC Room 515,
(Flatbush and DeKalb Avenues), Brooklyn, NY

Public Hearing
To provide the public with the opportunity to comment on the
Preliminary Budget for FY 2013.

f21-279-14212

PUBLIC NOTICE IS HEREBY GIVEN THAT the following
matters have been scheduled for public hearing by
Community Boards:

BOROUGH OF THE BRONX

COMMUNITY BOARD NO. 10 - Wednesday, February 29,
2012 at 7:30 P.M., Community Board 10 Office, 3165 East
Tremont Avenue, Bronx, NY

Preliminary Budget for Fiscal Year 2013, residents of the
Board service areas are encouraged to attend this public
hearing to learn how the City’s Capital and Expense Budgets
will affect their communities.

☛ f23-2917-14212

BOARD OF EDUCATION RETIREMENT
SYSTEM
■■  MEETING

The next regular meeting of the Board of Education
Retirement System (BERS) of the City of New York Trustees
will meet on Thursday, March 1, 2012. This meeting will be
held at Brooklyn Technical High School of Fashion
Industries, located at 29 Fort Greene Place, Brooklyn, New
York 11217.

The meeting will convene at 4:30 P.M. An agenda will be
distributed to BERS Trustees prior to the meeting.

If you need more information, please contact Noro Healy at
(718) 935-4529 or email: nhealy@bers.nyc.gov

☛ f23-2917-3212

EMPLOYEES RETIREMENT SYSTEM
■■  INVESTMENT MEETING

Please be advised that the next Investment Meeting of the
Board of Trustees of the New York City Employees’
Retirement System has been scheduled for Tuesday,
February 28, 2012 at 9:30 A.M. to be held at the New York
City Employees’ Retirement System, 335 Adams Street, 22nd
Floor Boardroom, Brooklyn, NY 11201-3751.

f21-2723-30212

EQUAL EMPLOYMENT PRACTICES
COMMISSION
■■  MEETING

The next meeting of the Equal Employment Practices
Commission will be held on Friday, February 24, 2012 at 9:15
A.M. in the Commission’s Conference Room/Library at 253
Broadway, Suite 602. (Note: This is a new location).

f17-244-16212

LANDMARKS PRESERVATION
COMMISSION
■■  PUBLIC HEARINGS

NOTICE IS HEREBY GIVEN that pursuant to the provisions
of Title 25, chapter 3 of the Administrative Code of the City
of New York (Sections 25-307, 25-308, 25,309, 25-313, 25-318,
25-320) (formerly Chapter 8-A, Sections 207-6.0, 207-7.0, 207-
12.0, 207-17.0, and 207-19.0), on Tuesday, March 6, 2012 at
9:30 A.M. in the morning of that day, a public hearing will be
held in the Conference Room at 1 Centre Street, 9th Floor,
Borough of Manhattan with respect to the following
properties and then followed by a public meeting. Any person
requiring reasonable accommodation in order to participate
in the hearing or attend the meeting should call or write the
Landmarks Commission no later than five (5) business days
before the hearing or meeting.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF BROOKLYN 12-4580 - Block 2103, lot 65-
151 Lafayette Avenue - Fort Greene Historic District
A transitional French Second Empire style rowhouse
designed by Thomas H. Brush and built in 1874. Application
is to alter the entrance. Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-6491 - Block 215, lot 1-
10 Hubert Street - Tribeca North Historic District
A Romanesque Revival style store and loft building designed
by Julius Kastner and built in 1892. Application is to
construct a rooftop addition, remove the fire-escape, alter
ground floor window and door openings, and install storefront
infill. Zoned C6-2A/TM. Community District 1.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-7630 - Block 501, lot 15-
130 Prince Street - SoHo-Cast Iron Historic Distict
A garage building built in 1925. Application is to alter the
ground floor and install storefront infill. Zoned M1-5A.
Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-5373 - Block 572, lot 45-
5 West 8th Street - Greenwich Village Historic District
A neo-Classical style apartment building designed by Hugo
Kafka, and built in 1900-02. Application is to enlarge a
bulkhead, install rooftop mechanicals equipment, construct
an addition, install awnings, a canopy and storefront infill.
Zoned C4-5. Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-6141 - Block 583, lot 29-
32 Morton Street - Greenwich Village Historic District
A utilitarian building designed by Hobart B. Upjohn and
built in 1920. Application is to enlarge window openings at
the penthouse. Community District 2.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-8128 - Block 795, lot 44-
641 6th Avenue - Ladies’ Mile Historic District
A Beaux Arts style department store building designed by
William H. Hume & Son and built in 1900-02. Application is
to alter the facade, install new storefronts and louvers, and
install a marquee. Community District 4.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-4961 - Block 823, lot 65-
40 West 22nd Street - Ladies’ Mile Historic District
A neo-Renaissance style store and loft building designed by
Korn & Zipkes and built in 1909-10. Application is to install a
marquee. Community District 5.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-3901 - Block 821, lot 1-
636 6th Avenue, aka 56 West 19th Street - Ladies’ Mile
Historic District
A neo-Renaissance style store building designed by Buchman
and Deisler and built in 1896. Application is to construct a
rooftop addition. Zoned C6-2A & C6-4A. 
Community District 5.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-7711 - Block 895, lot 34-
141-147 East 39th Street, aka 145 East 39th Street - The
Allerton 39th Street House - Individual Landmark
A Northern Italian Renaissance style hotel designed by
Arthur Loomis Harmon and built in 1916-18. Application is
to install marquees at the front and side entrances and
illuminated signage, and replace windows. 
Community District 6.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-7901 - Block 1296, lot 46-
150 East 42nd Street - Socony-Mobil Building - Individual
Landmark
An International Style skyscraper designed by Harrison &
Abramowitz and John B. Peterlin, built in 1953-56.
Application is to replace ground floor infill. 
Community District 6.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-4278 - Block 1120, lot 38-
12 West 68th Street - Upper West Side/Central Park West
Historic District A Queen Anne style house designed by Louis
Thouvard and built in 1895, with an attached studio building
designed by Edwin C. Georgi and built in 1925. Application is
to demolish a rooftop addition constructed without
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Landmarks Preservation Commission permits, and alter the
facade and construct a new rooftop addition. 
Zoned R8 and R10A. Community District 7.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-5665 - Block 1407, lot 57-
1016 Lexington Avenue - Upper East Side Historic District -
Extension
A neo-Grec style rowhouse designed by Thom and Wilson and
built in 1880-81 with later alterations. Application is to
legalize the installation of an awning without Landmarks
Preservation Commission permits. Community District 8.

CERTIFICATE OF APPROPRIATENESS
BOROUGH OF MANHATTAN 12-1671 - Block 1720, lot 108-
17 West 120th Street - Mount Morris Park Historic District
A rowhouse designed by Alfred Barlow and built in 1887-88.
Application is to legalize window replacement and facade
alterations performed without Landmarks Preservation
Commission permits. Community District 10.

f22-m613-15212

MAYOR’S OFFICE OF OPERATIONS
■■  PUBLIC MEETING

PUBLIC MEETING NOTICE

The Report and Advisory Board Review Commission will hold
its first organizational meeting to discuss its Charter-
mandated responsibilities and initial stages of its work.
While public testimony will not be received at this meeting,
the Commission will afford opportunities for the public’s
input at later dates.

● DATE: Tuesday, February 28, 2012
● TIME: 3:00 P.M.
● PLACE: Department of City Planning, Spector 

Hall, 22 Reade Street, Manhattan

In November 2010, New York City voters approved a ballot
proposal creating the Report and Advisory Board Review
Commission to review and assess the continued usefulness of
certain requirements for reports and advisory boards (City
Charter Section 1113). The Commission is chaired by the
Director of the Mayor’s Office of Operations and consists of
representatives from the City Council, the Office of the
Corporation Counsel, the Office of Management and Budget
(OMB), and the Department of Information Technology and
Telecommunications (DOITT).

Individuals requesting sign language interpreters or other
accommodations for a disability at the public meetings should
contact Rosa Reinat by emailing rreinat@cityhall.nyc.gov or
calling (212) 788-1400.

Contact: Mayor’s Press Office
(212) 788-2958

f10-281-8212

TRANSPORTATION
■■  PUBLIC HEARINGS

NOTICE IS HEREBY GIVEN, pursuant to law, that the
following proposed revocable consents, have been scheduled
for a public hearing by the New York City Department of
Transportation. The hearing will be held at 55 Water Street,
9th Floor, Room 945 commencing at 2:00 P.M. on Wednesday,
February 29, 2012. Interested parties can obtain copies of
proposed agreements or request sign-language interpreters
(with at least seven days prior notice) at 55 Water Street, 9th
Floor SW, New York, NY 10041, or by calling (212) 839-6550.

#1 In the matter of a proposed revocable consent authorizing
95-97 Horatio LLC to construct, maintain and use an
entrance detail on the south sidewalk of Gansevoort Street,
between West and Washington Streets, in the Borough of
Manhattan. The proposed revocable consent is for a term of
ten years from the date of Approval by the Mayor to June 30,
2022:

For the date of Approval by the Mayor to June 30, 2012-
$15,027/annum
]
For the period July 1, 2012 to June 30, 2013 - $15,464
For the period July 1, 2013 to June 30, 2014 - $15,901
For the period July 1, 2014 to June 30, 2015 - $16,338
For the period July 1, 2015 to June 30, 2016 - $16,775
For the period July 1, 2016 to June 30, 2017 - $17,212
For the period July 1, 2017 to June 30, 2018 - $17,649
For the period July 1, 2018 to June 30, 2019 - $18,086
For the period July 1, 2019 to June 30, 2020 - $18,523
For the period July 1, 2020 to June 30, 2021 - $18,960
For the period July 1, 2021 to June 30, 2022 - $19,397

the maintenance of a security deposit in the sum of $19,400
and the filing of an insurance policy in the minimum amount
of $500,000/$2,000,000 for bodily injury and property damage
for each occurrence in the aggregate amount of $200,000.

#2 In the matter of a proposed revocable consent authorizing
Anne Christensen to continue to maintain and use an
entrance stoop on the south sidewalk of East 7th Street
between Avenue D and Avenue C, in the Borough of
Manhattan. The proposed revocable consent is for a term of
ten years from July 1, 2011 to June 30, 2021 and provides
among other terms and conditions for compensation payable
to the City according to the following schedule:

For the period from July 1, 2011 to June 30, 2021 - $25/annum.

the maintenance of a security deposit in the sum of $2,500
and the filing of an insurance policy in the minimum amount
of $250,000/$1,000,000 for bodily injury and property damage
for each occurrence in the aggregate amount of $100,000.

#3 In the matter of a proposed revocable consent authorizing
ExxonMobil Oil Corporation to continue to maintain and use
a tunnel under and across Kingsland Avenue, south of
Greenpoint Avenue, and a conduit under and across Monitor
Street, south of Greenpoint Avenue, in the Borough of
Brooklyn. The proposed revocable consent is for a term of ten
years from the date of Approval by the Mayor to June 30,
2022 and provides among other terms and conditions for

compensation payable to the city according to the following
schedule:

For the date of Approval by the Mayor to June 30, 2012
$10,012/annum

For the period July 1, 2012 to June 30, 2013 - $10,303
For the period July 1, 2013 to June 30, 2014 - $10,594
For the period July 1, 2014 to June 30, 2015 - $10,885
For the period July 1, 2015 to June 30, 2016 - $11,176
For the period July 1, 2016 to June 30, 2017 - $11,467
For the period July 1, 2017 to June 30, 2018 - $11,758
For the period July 1, 2018 to June 30, 2019 - $12,049
For the period July 1, 2019 to June 30, 2020 - $12,340
For the period July 1, 2020 to June 30, 2021 - $12,631
For the period July 1, 2021 to June 30, 2022 - $12,922

the maintenance of a security deposit in the sum of $6,000
and the filing of an insurance policy in the minimum amount
of $1,250,000/$5,000,000 for bodily injury and property
damage for each occurrence in the aggregate amount of
$200,000.

#4 In the matter of a modification of a revocable consent
authorizing the Port Authority of New York and New Jersey
to maintain and use bollards on the north sidewalk of 40th
Street, north and south sidewalk of 41st Street, on the south
sidewalk of 42nd Street between Eighth and Ninth Avenues,
on the west sidewalk of Eighth Avenue and on the east
sidewalk of Ninth Avenue between 40th and 42nd Streets, in
the Borough of Manhattan. The proposed modified revocable
consent is for a term of twenty three years from the date of
approval by the Mayor to June 30, 2035.

There shall be no compensation required for this revocable
consent

there shall be no security deposit and filing of an insurance
policy in the minimum amount of $250,000/$1,000,000 for
bodily injury and property damage for each occurrence in the
aggregate amount of $100,000.

#5 In the matter of a proposed revocable consent authorizing
Ray Mortenson and Jean Wardle to continue to maintain and
use a stoop and a fenced-in area on the north sidewalk of
Charles Street, west of West 4th Street, in the Borough of
Manhattan. The proposed revocable consent is for a term of
ten years from July 1, 2012 to June 30, 2022 and provides
among other terms and conditions for compensation payable
to the City according to the following schedule:

For the period from July 1, 2012 to June 30, 2022 - $25/annum.

the maintenance of a security deposit in the sum of $3,500
and filing of an insurance policy in the minimum amount of
$250,000/1,000,000 for bodily injury and property damage for
each occurrence in the aggregate amount of $100,000.

f8-299-3212

NOTICE IS HEREBY GIVEN, pursuant to law, that the
following proposed revocable consents, have been scheduled
for a public hearing by the New York City Department of
Transportation. The hearing will be held at 55 Water Street,
9th Floor, Room 945 commencing at 2:00 P.M. on Wednesday,
March 14, 2012. Interested parties can obtain copies of
proposed agreements or request sign-language interpreters
(with at least seven days prior notice) at 55 Water Street, 9th
Floor SW, New York, NY 10041, or by calling (212) 839-6550.

#1   In the matter of a proposed revocable consent
authorizing New York University to continue to maintain
and use conduits under and across Waverly Place,
Washington Place and West 4th Street, in the Borough of
Manhattan. The proposed revocable consent is for a term of
ten years from July 1, 2012 to June 30, 2022 and provides
among other terms and conditions for compensation payable
to the City according to the following schedule:

For the period  July 1, 2012  to  June 30, 2013 - $26,922
For the period  July 1, 2013  to  June 30, 2014 - $27,705
For the period  July 1, 2014  to  June 30, 2015 - $28,488
For the period  July 1, 2015  to  June 30, 2016 - $29,271
For the period  July 1, 2016  to  June 30, 2017 - $30,054
For the period  July 1, 2017  to  June 30, 2018 - $30,837
For the period  July 1, 2018  to  June 30, 2019 - $31,620
For the period  July 1, 2019  to  June 30, 2020 - $32,403
For the period  July 1, 2020  to  June 30, 2021 - $33,186
For the period  July 1, 2021  to  June 30, 2022 - $33,969

the maintenance of a security deposit in the sum of $4,000
and the filing of an insurance policy in the minimum amount
of $250,000/$1,000,000 for bodily injury and property damage
for each occurrence in the aggregate amount of $100,000.

#2   In the matter of a proposed revocable consent
authorizing The Plaza Condominium to continue to maintain
and use two lampposts, together with electrical conduits, on
the south sidewalk of West 59th Street, west of Grand Army
Plaza, in the Borough of Manhattan. The proposed revocable
consent is for a term of ten years from July 1, 2010 to June
30, 2020 and provides among other terms and conditions for
compensation payable to the City according to the following
schedule:

For the period from July 1, 2010 to the date of approval -
$1,025/annum
From the date of approval to June 30, 2020 - $300/annum.

the maintenance of a security deposit in the sum of $2,700
and the filing of an insurance policy in the minimum amount
of $250,000/$1,000,000 for bodily injury and property damage
for each occurrence in the aggregate amount of $100,000.

#3   In the matter of a proposed revocable consent
authorizing The Therapy and Learning Center, Inc. to
continue to maintain and use an accessibility ramp and stairs
on the east sidewalk of Eighth Avenue, north of 18th Street,
and a fenced-in area on the north sidewalk of 18th Street,
east of Eighth Avenue, in the Borough of Brooklyn. The
proposed revocable consent is for a term of ten years from
July 1, 2012 to June 30, 2022 and provides among other
terms and conditions for compensation payable to the city
according to the following schedule:

For the period July 1, 2012  to  June 30, 2013  - $1,888
For the period July 1, 2013  to  June 30, 2014  - $1,941

For the period July 1, 2014  to  June 30, 2015  - $1,994
For the period July 1, 2015  to  June 30, 2016 -  $2,047
For the period July 1, 2016  to  June 30, 2017  - $2,100
For the period July 1, 2017  to  June 30, 2018  - $2,153
For the period July 1, 2018  to  June 30, 2019  - $2,206
For the period July 1, 2019  to  June 30, 2020  - $2,259
For the period July 1, 2020  to  June 30, 2021  - $2,312
For the period July 1, 2021  to  June 30, 2022  - $2,365

the maintenance of a security deposit in the sum of $3,500
and the filing of an insurance policy in the minimum amount
of $500,000/$2000,000 for bodily injury and property damage
for each occurrence in the aggregate amount of $200,000.

#4   In the matter of a proposed revocable consent
authorizing Timothy de llly and Victoria Touchberry to
continue to maintain and use a fenced-in area on the west
sidewalk of St. Nicholas Avenue, north of 146th Street, in the
Borough of Manhattan. The proposed revocable consent is for
a term of ten years from July 1, 2009 to June 30, 2019 and
provides among others terms and condition for compensation
payable to the city according to the following schedule:

For the period from July 1, 2009 to June 30, 2019 - $25/annum.

the maintenance of a security deposit in the sum of $1,000
and filing of an insurance policy in the minimum amount of
$250,000/$1,000,000 for bodily injury and property damage
for each occurrence in the aggregate amount of $100,000.

☛ f23-m142-21212

CITYWIDE ADMINISTRATIVE
SERVICES
MUNICIPAL SUPPLY SERVICES
■■  SALE BY AUCTION

PUBLIC AUCTION SALE NUMBER 12001-M

NOTICE IS HEREBY GIVEN of a public auction of City fleet
vehicles consisting of cars, vans, light duty vehicles, trucks,
heavy equipment and miscellaneous automotive equipment
to be held on Wednesday, March 7, 2012 (SALE NUMBER
12001-M). Viewing is on auction day only from 8:30 A.M.
until 9:00 A.M. The auction begins at 9:00 A.M.

LOCATION: 570 Kent Avenue, Brooklyn, NY (in the
Brooklyn Navy Yard between Taylor and Clymer Streets).

A listing of vehicles to be offered for sale in the next auction
can be viewed on our website on the Friday prior to the sale
date at:

http://www.nyc.gov/autoauction or
http://www.nyc.gov/autoauctions.

Terms and Conditions of Sale can also be viewed at this site.

For further information, please call (718) 417-2155 or 
(718) 625-1313.

f22-m74-14212

■■  SALE BY SEALED BID

SALE OF: 3 LOTS OF MISCELLANEOUS SUPPLIES 
AND EQUIPMENT, UNUSED.

S.P.#: 12014 DUE: March 6, 2012

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
DCAS, Division of Municipal Supply Services, 18th Floor
Bid Room, Municipal Building, New York, NY 10007.
For sales proposal contact Gladys Genoves-McCauley
(718) 417-2156.

f22-m69-17212

SALE OF: BARGE MOUNTED STEAM CRANE, AUTO/ 
TRUCK PARTS AND SHEET METAL SHEAR, 
USED/UNUSED.

S.P.#: 12013 DUE: February 23, 2012

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
DCAS, Division of Municipal Supply Services, 18th Floor
Bid Room, Municipal Building, New York, NY 10007.
For sales proposal contact Gladys Genoves-McCauley
(718) 417-2156.

f9-2315-26212

POLICE

OWNERS ARE WANTED BY THE PROPERTY CLERK
DIVISION OF THE NEW YORK CITY POLICE
DEPARTMENT.

The following listed property is in the custody, of the
Property Clerk Division without claimants.

Recovered, lost, abandoned property, property
obtained from prisoners, emotionally disturbed,
intoxicated and deceased persons; and property
obtained from persons incapable of caring for
themselves.
Motor vehicles, boats, bicycles, business machines,
cameras, calculating machines, electrical and optical
property, furniture, furs, handbags, hardware,
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jewelry, photographic equipment, radios, robes, sound
systems, surgical and musical instruments, tools,
wearing apparel, communications equipment,
computers, and other miscellaneous articles.

INQUIRIES
Inquiries relating to such property should be made in
the Borough concerned, at the following office of the
Property Clerk.

FOR MOTOR VEHICLES
(All Boroughs):
* College Auto Pound, 129-01 31 Avenue,

College Point, NY 11354, (718) 445-0100
* Gowanus Auto Pound, 29th Street and 2nd

Avenue, Brooklyn, NY 11212, (718) 832-3852
* Erie Basin Auto Pound, 700 Columbia Street,

Brooklyn, NY 11231, (718) 246-2029

FOR ALL OTHER PROPERTY
* Manhattan - 1 Police Plaza, New York, NY

10038, (212) 374-4925.
* Brooklyn - 84th Precinct, 301 Gold Street,

Brooklyn, NY 11201, (718) 875-6675.
* Bronx Property Clerk - 215 East 161 Street,

Bronx, NY 10451, (718) 590-2806.
* Queens Property Clerk - 47-07 Pearson Place,

Long Island City, NY 11101, (718) 433-2678.
* Staten Island Property Clerk - 1 Edgewater

Plaza, Staten Island, NY 10301, (718) 876-8484.

j1-d311-20991

“Compete To Win” More Contracts!
Thanks to a new City initiative - “Compete to Win” - the
NYC Department of Small Business Services offers a
new set of FREE services to help create more
opportunities for minority and women-owned
businesses to compete, connect and grow their business
with the City. With NYC Construction Loan, Technical
Assistance, NYC Construction Mentorship, Bond
Readiness, and NYC Teaming services, the City will be
able to help even more small businesses than before.

● Win More Contracts at nyc.gov/competetowin

“The City of New York is committed to achieving
excellence in the design and construction of its capital
program, and building on the tradition of innovation
in architecture and engineering that has contributed
to the City’s prestige as a global destination. The
contracting opportunities for construction/construction
services and construction-related services that appear
in the individual agency listings below reflect that
commitment to excellence.”

j1-d315-30105

ADMINISTRATION FOR CHILDREN’S
SERVICES
■■  SOLICITATIONS

Human/Client Services

NON-SECURE DETENTION GROUP HOMES –
Negotiated Acquisition – Judgment required in evaluating
proposals - PIN# 06811N0004 – DUE 05-31-13 AT 2:00 P.M.
– The Administration for Children’s Services, Division of
Youth and Family Justice is soliciting applications from
organizations interested in operating non-secure detention
group homes in New York City. This is an open-ended
solicitation; applications will be accepted on a rolling basis
until 2:00 P.M. on 5/31/13.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Administration for Children’s Services, 150 William Street,
9th Floor, New York, NY 10038. 
Patricia Chabla (212) 341-3505; Fax: (212) 341-3625;
patricia.chabla@dfa.state.ny.us

j1-n142-25611

CITYWIDE ADMINISTRATIVE
SERVICES
MUNICIPAL SUPPLY SERVICES
■■  AWARDS

Goods & Services

MISCELLANEOUS SOFTWARE CATALOG - DOITT –
Intergovernmental Purchase – PIN# 8571200386 – 
AMT: $290,266.70 – TO: SHI International Corp., 5 West
Bank Street, Cold Spring, NY 10516.
NYS Contract #PT65193.

Suppliers wishing to be considered for a contract with the
Office of General Services of New York State are advised to
contact the Procurement Services Group, Corning Tower,
Room 3711, Empire State Plaza, Albany, NY 12242 or by
phone: 518-474-6717.

☛ f238-16212

■■  VENDOR LISTS

Goods

EQUIPMENT FOR DEPARTMENT OF SANITATION –
In accordance with PPB Rules, Section 2.05(c)(3), an
acceptable brands list will be established for the following
equipment for the Department of Sanitation:

A. Collection Truck Bodies
B. Collection Truck Cab Chassis
C. Major Component Parts (Engine, Transmission, etc.)

Applications for consideration of equipment products for
inclusion on the acceptable brands list are available from:
Mr. Edward Andersen, Procurement Analyst, Department of
Citywide Administrative Services, Office of Citywide

Procurement, 1 Centre Street, 18th Floor, New York, NY
10007. (212) 669-8509.

j5-d3122-3111

DESIGN & CONSTRUCTION
■■  SOLICITATIONS

Construction Related Services

LRCA11LPA, THE NEW YORK PUBLIC LIBRARY -
LIBRARY FOR THE PERFORMING ARTS - FACADE
TRAVERTINE RESTORATION, MANHATTAN – Sole
Source – Available only from a single source - 
PIN# 8502012LN0004P – DUE 03-07-12 AT 4:00 P.M. – The
Department of Design and Construction intends to enter into
a Sole Source contract with the New York Public Library -
Library for the Performing Arts for the above project. The
contractor must have unique knowledge of the site, and must
guarantee the assumption of all costs above the estimated
cost of construction. Any firm which believes that it is also
qualified to provide these services would like to provide such
services in the future is invited to indicate by letter to:
Steven Wong, Program Director, 5th Floor, 30-30 Thomson
Avenue, Long Island City, New York 11101, (718) 391-2550;
wongs@ddc.nyc.gov

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Department of Design and Construction, 
30-30 Thomson Avenue, 4th Floor, Long Island City, NY
11101. Carlo DiFava (718) 391-1541; difavac@ddc.nyc.gov

☛ f23-2912-16212

EDUCATION
CONTRACTS AND PURCHASING
■■  SOLICITATIONS

Goods & Services

PHENOLIC AND HIGH DENSITY POLYETHYLENE
(HDPE) TOILET PARTITIONS – Competitive Sealed Bids
– PIN# B1982040 – DUE 04-16-12 AT 4:00 P.M. – There will
be a Pre-Bid Conference on Monday, March 19, 2012 at 1:00
P.M., at 65 Court Street, 12th Floor, Conference Room 1201,
Brooklyn, NY 11201. Bid opening at 65 Court Street,
Brooklyn, NY 11201, on April 17, 2012 at 11:00 A.M.
● REPAIR AND REPLACEMENT OF CERAMIC TILES
– Competitive Sealed Bids – PIN# B2047040 – DUE 04-18-12
AT 4:00 P.M. - There will be a Pre-Bid Conference on
Wednesday, March 21, 2012 at 2:00 P.M., at 65 Court Street,
12th Floor, Conference Room 1201, Brooklyn, NY 11201. The
Bid will be opening on April 19, 2012 at 11:00 A.M. at 65
Court Street, Brooklyn, NY 11201.
● REPAIR, REPLACEMENT AND INSTALLATION OF
SAFETY SURFACING AND PLAYGROUND MATS –
Competitive Sealed Bids – PIN# B2022040 – DUE 04-23-12
AT 4:00 P.M. - There will be a Pre-Bid Conference on
Wednesday, March 28, 2012 at 11:00 A.M., at 65 Court
Street, 12th Floor, Conference Room 1201, Brooklyn, NY
11201. The Bid opening will take place on April 24, 2012 at
11:00 A.M. at 65 Court Street, Room 1201, Brooklyn, NY
11201.

If you cannot download Bid Documents send an e-mail to
VendorHotline@schools.nyc.gov with the RFB number and
title in the subject line. For all questions related to this RFB,
please e-mail sepstei@schools.nyc.gov with the RFB number
and title in the subject line of your e-mail.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Department of Education, 65 Court Street, Room 1201,
Brooklyn, NY 11201. Shelley Epstein (718) 935-2300;
sepstei@schools.nyc.gov

☛ f237-16212

FIRE
■■  SOLICITATIONS

Services (Other Than Human Services)

REPAIR OF THERMAL IMAGING CAMERA SYSTEMS
– Competitive Sealed Bids – PIN# 057110002557 – 
DUE 03-27-12 AT 4:00 P.M. – The Fire Department of the
City of New York seeks a qualified Contractor to provide
repair services for Thermal Imaging Camera Systems
manufactured by Mine Safety Appliance, Inc., which are
located at Fire Department facilities throughout the five (5)
boroughs.

E-PIN: 05711B0013.
Last day for questions: no later than ten (10) business days
prior to the Bid submission date.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Fire Department, 9 MetroTech Center, 5th Floor, Brooklyn,
NY 11201. Kristina LeGrand (718) 999-1233; 
Fax: (718) 999-0177; legrankm@fdny.nyc.gov

☛ f2310-17212

UNDERGROUND TANKS – Competitive Sealed Bids –
PIN# 057110002435 – DUE 03-27-12 AT 4:00 P.M. – The Fire
Department of the City of New York seeks the services of a
qualified Contractor to inspect, test, upgrade, repair, and
maintain underground petroleum storage tanks and related
dispensing equipment, corrosion, protection systems, and
leak detection systems; install new “Veeder-Root” TLS 350R
LDS remote monitoring leak detection systems; monitor
existing and new leak detection systems; and provide
disposal services for waste petroleum products. The Fire 
Department requires such services to be provided at various 
facilities throughout the five boroughs of New York City. 
Vendor Source ID#: 78538.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Fire Department, 9 MetroTech Center, 5th Floor, Brooklyn,
NY 11201. Kristina LeGrand (718) 999-1231;
legrankm@fdny.nyc.gov

☛ f2314-17212

HEALTH AND HOSPITALS
CORPORATION

The New York City Health and Hospitals Corporation
is regularly soliciting bids for supplies and equipment
at its Central Purchasing Offices, 346 Broadway, New
York City, Room 516, for its Hospitals and Diagnostic
and Treatment Centers. All interested parties are
welcome to review the bids that are posted in Room
516 weekdays between 9:00 a.m. and 4:30 p.m. For
information regarding bids and the bidding process,
please call (212) 442-4018.

j1-d3100-000000

HEALTH AND MENTAL HYGIENE
AGENCY CHIEF CONTRACTING OFFICER
■■  SOLICITATIONS

Human/Client Services

NEW YORK/NY III SUPPORTED HOUSING
CONGREGATE – Competitive Sealed Proposals – Judgment
required in evaluating proposals - 
PIN# 81608PO076300R0X00-R – DUE 09-18-12 AT 4:00 P.M.
– The Department is issuing a RFP to establish 3,000 units of
citywide supportive housing in newly constructed or
rehabilitated single-site buildings for various homeless
populations pursuant to the New York III Supported Housing
agreement. The subject RFP will be open-ended and
proposals will be accepted on an on-going basis. The RFP is
available on-line at
http://www.nyc.gov/html/doh/html/acco/acco-rfp-nynycongregate-
20070117-form.shtml. A pre-proposal conference was held on
March 6, 2007 at 2:00 P.M. at 125 Worth Street, 2nd Floor
Auditorium, New York, N.Y. Any questions regarding this
RFP must be sent in writing in advance to Contracting
Officer at the above address or e-mailed to the above address.
All proposals must be hand delivered at the Agency Chief
Contracting Officer, Gotham Center, CN#30A, 42-09 28th
Street, 17th Floor, Queens, NY 11101-4132, no later than
September 18, 2012.

As a minimum qualification requirement for (1) the serious
and persistent mentally ill populations, the proposer must be
incorporated as a not-for-profit organization, and (2) for the
young adult populations, the proposer must document site
control and identify the source of the capital funding and
being used to construct or renovate the building.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Health and Mental Hygiene, ACCO, Gotham Center, CN#30A,
42-09 28th Street, 17th Floor, Queens, NY 11101-4132.
Huguette Beauport (347) 396-6633; hbeaupor@health.nyc.gov

a6-s1712-5411

HOUSING AUTHORITY
■■  SOLICITATIONS

Construction/Construction Services

ELEVATOR REHABILITATION AND MAINTENANCE
AND SERVICE FOR TWENTY-FOUR (24) ELEVATORS
AT THROGGS NECK HOUSES – Competitive Sealed Bids
– PIN# EV1128306 – DUE 03-14-12 AT 10:00 A.M. – Bid
documents are available Monday through Friday, 9:00 A.M.
to 4:00 P.M., for a $25.00 fee in the form of a money order or
certified check made payable to NYCHA. Documents can also
be obtained by registering with I-supplier and downloading
documents.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Housing Authority, 90 Church Street, 11th Floor, New York,
NY 10007. Gloria Guillo, MPA, CPPO, (212) 306-3121; 
Fax: (212) 306-5151; gloria.guillo@nycha.nyc.gov

☛ f239-16212

REPLACEMENT OF BOILERS AT EDENWALD
HOUSES – Competitive Sealed Bids – PIN# HE1124898 –
DUE 03-14-12 AT 10:00 A.M. – Bid documents are available
Monday through Friday, 9:00 A.M. to 4:00 P.M., for a $25.00
fee in the form of a money order or certified check made
payable to NYCHA. Documents can also be obtained by
registering with I-supplier and downloading documents.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Housing Authority, 90 Church Street, 11th Floor, New York,
NY 10007. Gloria Guillo, MPA, CPPO, (212) 306-3121; 
Fax: (212) 306-5151; gloria.guillo@nycha.nyc.gov

☛ f2311-15212

EXTERIOR BRICKWORK RESTORATION AT
EDENWALD HOUSES – Competitive Sealed Bids – 
PIN# BW1202944 – DUE 03-15-12 AT 10:00 A.M. 
● EXTERIOR BRICKWORK RESTORATION AT
REDFERN HOUSES – Competitive Sealed Bids – 
PIN# BW1202937 – DUE 03-15-12 AT 10:30 A.M.
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Bid documents are available Monday through Friday, 9:00 
A.M. to 4:00 P.M., for a $25.00 fee in the form of a money
order or certified check made payable to NYCHA. Documents
can also be obtained by registering with I-supplier and
downloading documents.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Housing Authority, 90 Church Street, 11th Floor, New York,
NY 10007. Gloria Guillo, MPA, CPPO, (212) 306-3121; 
Fax: (212) 306-5151; gloria.guillo@nycha.nyc.gov

☛ f2321-16212

GENERAL SERVICES
■■  SOLICITATIONS

Goods & Services

GSD_INSPECTION, TESTING, REBUILD AND REPAIR
OF BACK FLOW DEVICES - VARIOUS
DEVELOPMENTS - ALL FIVE (5) BOROUGHS – Small
Purchase – PIN# 29297 – DUE 03-07-12 AT 10:05 A.M. –
Inspection and Testing of Back Flow Devices at Various
Developments located within the five (5) boroughs. No Bid
Security required. Contract Term - One (1) Year.
● GSD_PREVENTIVE MAINTENANCE OF HVAC
SYSTEMS - PSA’S #9, 9-1 AND 9-2, BROOKLYN –
Competitive Sealed Bids – PIN# 29296 – DUE 03-07-12 AT
10:05 A.M. - The work to be done under this contract consists
of providing preventive maintenance; repair/replacement and
on call emergency services for HVAC units at site specific
PSA’s 9, 9-1 and 9-2 for a period of two years from
commencement date. Please ensure that bid response
includes documentation as required and attached/included in
electronic bid proposal submittal. Failure to comply will
result in your bid being deemed non-responsive.
● GSD_MAINTENANCE PAINTING OF APARTMENTS
– Competitive Sealed Bids – DUE 03-14-12.
PIN#: 29281 - Fort Independence-Health Ave. and Bailey
Ave. - West 193rd St., Bronx Due at 10:35 A.M.
PIN# 29282 - Lehman Village - Manhattan Due at 10:40 A.M.
Maintenance Painting of Apartments. Term / One (1) Year.
In order to be considered eligible for award, the supplier
must pre-qualify as an “Approved Supplier via NYCHA-
Technical Services Paint Program” and appear on the active
approved vendor list. Vendors are encouraged to immediately
contact the NYCHA General Services Dept., request a pre-
qualification application/package, complete and submit the
package for immediate evaluation. Bidder may competitively
bid pending completion, submission and evaluation of the
Pre-Qualification Application. In the event the suppliers
application is not approved the bid on file or pending award
subject to the pre-qualification requirement will be deemed
non-responsive.
● GSD_ASBESTOS BULK SAMPLE ANALYSIS AND
INVESTIGATION FOR BUILDING MATERIALS-
VARIOUS DEVELOPMENTS IN (5) BOROUGHS OF
NYC – Commpetitive Sealed Bids – PIN# 29283 – 
DUE 03-14-12 AT 10:45 A.M. - Asbestos Bulk Sample
Analysis and Asbestos Investigation for Building Materials-
Various Developments in (5) Boroughs. The contract will
supply support services to identify asbestos materials prior to
modernization and apartment move-out work. This contract
will also supply conclusive results to complaints and claims of
asbestos contamination. If a vendor uses a laboratory that is
located outside of the five (5) boroughs, the vendor is
responsible for the delivery of samples to the laboratory.

The term of this contract is two (2) years; with one (1) year
extension clause at the discretion of NYCHA. Bid Security in
the amount of five (5) percent is required at time of bid and
Performance and Payment Bonds in the amount equal to one
hundred percent (100 percent) of the contract price is
required at time of award respectively.

If a vendor uses a laboratory that is located outside of the five
(5) boroughs of NYC, the vendor is responsible for the
delivery of samples to the laboratory.
● GSD_INSTALLATION OF V/C FLOOR TILE IN
APARTMENTS – Competitive Sealed Bids – DUE 03-14-12.
PIN# 29167 - Webster-Morrisania Houses-Bronx Due at 

10:00 A.M.
PIN# 29192 - Taft Houses-Manhattan Due at 10:05 A.M.
PIN# 29193 - Baruch Houses and Addition-Manhattan Due 

at 10:10 A.M.
PIN# 29194 - Various Queens Developments-Queens Due at 

10:15 A.M.
PIN# 29278 - Lehman Village-Manhattan Due at 10:20 A.M.
PIN# 29279 - South Jamaica I and II-Queens Due at 10:25 

A.M.
PIN# 29280 - Wise Towers and 598 Amsterdam-Manhattan 

Due at 10:30 A.M.
Term One (1) Year. Please ensure that bid response includes
documentation as required and attached/included in
electronic bid proposal submittal. Failure to comply will
result in your bid being deemed non-responsive.
● GSD_MAINTENANCE PAINTING OF INTERIOR
WORK-UNION AVE. - EAST 163RD ST. AND VARIOUS -
BRONX – Small Purchase – PIN# 29195 – DUE 03-07-12
AT 10:00 A.M. - Maintenance Painting of Basement Spaces,
Partial Stairway Spaces and Public Halls at Union Ave. -
East 163rd Street, Davidson Houses, Union Ave. - E. 166th
Street, South Bronx Area, Stebbins Ave., Claremont Parkway
- Franklin Ave. Term sixty (60) days.

In order to be considered eligible for award the supplier must
pre-qualify as an “Approved Supplier via NYCHA-Technical
Services Paint Program” and appear on the active approved
vendor list. Vendors are encouraged to immediately contact
the NYCHA General Services Dept., request a pre-
qualification application/package, complete and submit the
package for immediate evaluation. Bidder may competitively
bid pending completion, submission and evaluation of the
Pre-Qualification Application. In the event the suppliers
application is not approved the bid on file or pending award
will be deemed non-responsive.

Please ensure that bid response includes documentation as
required and attached/included in electronic bid proposal
submittal. Failure to comply will result in your bid being
deemed non-responsive.

Interested firms may obtain a copy and submit it on
NYCHA’s website:
Http://www.nyc.gov/htm/nycha/html/business/business.shtml;
Vendors are instructed to access “Doing Business with
NYCHA”; then click- “Selling Goods and Services to NYCHA”
link; then click on “Getting Started” to create a log-in
utilizing log-in credentials: “New User, Request Log-in ID or
Returning iSupplier User. Upon access, reference applicable
RFQ/PIN number per solicitation.

Vendors electing to submit a non-electronic bid (paper
document) will be subject to a $25.00 non-refundable fee;
payable to NYCHA by USPS-Money order/Certified check or
cash only for each set of RFQ documents requested. Remit
payment to NYCHA Finance Department at 90 Church
Street, 6th Floor; obtain receipt and present it to 12th Floor,
General Services Procurement Group. A bid package will be
generated at time of request.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Housing Authority, 90 Church Street, 12th Floor, New York,
NY 10007. Sabrina Steverson (212) 306-6771;
sabrina.steverson@nycha.nyc.gov

☛ f238-21212

HUMAN RESOURCES
ADMINISTRATION
■■  SOLICITATIONS

Human/Client Services

HOMEMAKING SVCS TO FAMILIES OF PERSONS
DIAGNOSED HIV/AIDS – Request for Proposals – 
PIN# 06913H077000 – DUE 04-17-12 AT 2:00 P.M. – The
HIV/AIDS Services Administration (HASA) of the Human
Resources Administration (HRA) is seeking approximately
seven appropriately qualified vendors to directly provide
homemaker services (e.g., personal care, supervision of
children, shopping for food and household items, preparation
and/or serving of meals, leaning, laundry, etc.) to HASA
family cases with children under the age of 12. For families
with children over the age of 12, the need for homemaking
will be evaluated on a case by case basis.

Pre-Proposal Conference: March 14, 2012 from 10:00 A.M. to
12:00 Noon at 180 Water Street, 12th Fl., New York, NY
10038.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Human Resources Administration, 12 W. 14th Street, 
5th Floor, New York, NY 10011. 
Paula Sangster-Graham (212) 620-9275; Fax: (212) 620-9280;
sangstergrahamp@hra.nyc.gov
180 Water Street, 14th Fl., NY, NY 10038.

☛ f231-17212

NY/NY III SCATTER HOUSING AND SUPPORTIVE
SVCS. – Request for Proposals – PIN# 06913H078800 – 
DUE 04-19-12 AT 2:00 P.M. – The Human Resources
Administration (HRA) is seeking appropriately qualified
vendors to provide non-emergency scatter-site supportive
housing to chronically homeless single adults who are living
with HIV/AIDS and who suffer from a co-occurring serious
and persistent mental illness, a substance abuse disorder, or
a Mentally Ill Chemical Abuse (MICA) disorder.

Pre-Proposal Conference will be held March 20, 2012 from
10:00 A.M. to 12:00 Noon at 180 Water Street, 12th Floor,
New York, NY 10038.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Human Resources Administration, 12 W. 14th Street, 
5th Floor, New York, NY 10011. 
Paula Sangster-Graham (212) 620-9275; Fax: (212) 620-9280;
sangstergrahamp@hra.nyc.gov
180 Water Street, 14th Fl., NY, NY 10038.

☛ f2315-16212

AGENCY CHIEF CONTRACTING OFFICER/CONTRACTS
■■  INTENT TO AWARD

Human/Client Services

PROVISION OF PERMANENT CONGREGATE
HOUSING FOR PERSONS LIVING WITH AIDS
(PLWA’S) – Negotiated Acquisition – 
PIN# 06906X0055CNVN001 – DUE 03-01-12 AT 5:00 P.M. –
*For Informational Purposes Only*
HRA intends to extend the contract with Friends Quarters
Housing Development Fund Corp., located at 130 East 25th
Street, New York, NY 10010.
EPIN: 06906X0055CNVN001 - 
Contract Amount: $930,103.00

HRA has determined that there is a compelling need, in light
of the Agency’s programmatic responsibilities, for the use of
the Negotiated Acquisition Extension process to extend the
contract for the following permanent congregate vendor:
Friends Quarters Housing Development Fund Corporation.
This vendor is currently providing Permanent Congregate
Housing and Supportive Services to Persons Living with
AIDS (PLWA’s). This extension will ensure that these fragile
clients continue to receive needed critical services until a new
contract is in place. The term of this contract period is from
July 1, 2012 through June 30, 2013.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Human Resources Administration, 180 Water Street, 
14th Floor, New York, NY 10038. 
Barbara Beirne (212) 331-3436; beirneb@hra.nyc.gov

f21-27

CONTRACT MANAGEMENT
■■  AWARDS

Human/Client Services

NUTRITION EDUCATION FOR FOOD STAMP
ELIGIBLE CLIENTS – Renewal – PIN# 06912H077501 –
AMT: $3,416,381.00 – TO: Cornell University, 341 Pine Tree
Road - Ithaca, NY 14850. The contract term is 10/1/11 -
9/30/12 and the E-PIN number is 09610R0010CNVR002.

☛ f235-14212

INFORMATION TECHNOLOGY AND
TELECOMMUNICATIONS
FRANCHISE ADMINISTRATION
■■  SOLICITATIONS

Services (Other Than Human Services)

MOBILE TELECOM SUBWAY FRANCHISE – Other –
PIN# 85812FRANCHI – DUE 12-31-14 AT 3:00 P.M. –
Solicitation of Proposals for Franchises for the installation of
Fiber Optic Cables and Related Equipment in City Streets in
connection with the Provision of Mobile Telecommunications
Services to underground subway stations in New York City.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Department of Information Technology and
Telecommunications, 75 Park Place, New York, NY 10007.
Brett Sikoff (212) 788-6781; bsikoff@doitt.nyc.gov
2 Metrotech Center, 4th Floor, Brooklyn, NY 11201.

f21-m523-16212

OFFICE OF THE MAYOR
CRIMINAL JUSTICE COORDINATOR’S OFFICE
■■  INTENT TO AWARD

Human/Client Services

PROVISION OF INDIGENT CRIMINAL APPELLATE
REPRESENTATION – Renewal – DUE 03-01-12 AT 3:00
P.M. – 
PIN# 00213CMPS200 - The Legal Aid Society
PIN# 00213DMPS201 - First Department Assigned Counsel 

Corporation
PIN# 00213DMPS202 - Center for Appellate Litigation
PIN# 00213DMPS203 - Appellate Advocates

In accordance with Section 4-04 of the Procurement Policy
Board Rules (“PPB”), the Criminal Justice Coordinator’s
Office will exercise its option to renew its contracts with the
vendors listed below, who currently provide indigent
Criminal Appellate Representation in the First and Second
Judicial Departments. The term of the renewal contracts is
from July 1, 2012 to June 30, 2014. The contract dollar
amounts and PIN numbers are as follows:

The Legal Aid Society
199 Water Street, New York, NY 10038
Contract dollar amount: $16,200,000
PIN Number: 00213DMPS200

First Department Assigned Counsel Corporation
11 Park Place, Suite 1601, New York, NY 10007
Contract dollar amount: $4,136,766
PIN Number: 00213DMPS201

Center for Appellate Litigation
74 Trinity Place, New York, NY 10006
Contract dollar amount: $7,556,640
PIN Number: 00213DMPS202

Appellate Advocates
2 Rector Street, New York, NY 10006
Contract dollar amount: $8,556,440
PIN Number: 00213DMPS203

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Mayor’s Office, 1 Centre Street, Room 1012, New York, NY
10007. Migdalia Veloz (212) 788-6810; Fax: (212) 312-0824;
mveloz@cityhall.nyc.gov

☛ f2311-17212

PARKS AND RECREATION
PURCHASING AND ACCOUNTING
■■  AWARDS

Goods & Services

GREENTHUMB GROWTOGETHER CONFERENCE –
Sole Source – Available only from a single source - 
PIN# 67129846 – AMT: $12,206.00 – TO: MBJ JV, Inc., 
500 Grand Concourse, Bronx, NY 10451.Department of Parks
and Recreation intends to enter into Sole Source Negotiations
with MBJ Catering, Inc. to provide catering services for the
Annual Greenthumb Growtogether Conference at Hostos
Community College. MBJ Catering is currently the only
catering company authorized to sell at Hostos Community
College. Any firm that would like to join the City Bidders List
may do so by filling out the NYC-FMS Vendor Enrollment
Application available online at:
http://www.nyc.gov/html/selltonyc/html/new_vendors.html,
and in hard copy call the Vendor Enrollment Center at 
(212) 856-1680.

f17-2413-10212

TAXI AND LIMOUSINE COMMISSION
■■  SOLICITATIONS

Services (Other Than Human Services)

ENHANCED EDUCATION AND TRAINING PROGRAM
FOR DRIVERS REGULATED BY THE NYC TLC –
Competitive Sealed Proposals – Judgment required in
evaluating proposals - PIN# 15612P00073 – DUE 03-15-12
AT 2:00 P.M. – The RFP can be obtained from the office of
the Agency Chief Contracting Officer between the hours of
10:00 A.M. and 5:00 P.M., Monday through Friday, except
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holidays, at 33 Beaver Street - 22nd Floor, New York, New
York 10004 or via the City Record website:
http://www.nyc.gov/cityrecord (click on “Visit the City Record
On-Line (CROL),” then on “Search Procurement Notices.”
Search using the PIN listed at the top of this page. You must
register with the site in order to download the RFP.” All
parties who obtain the RFP package - electronically or
otherwise - must provide: the organization’s name, address,
telephone number, fax number, a contact person, and that
person’s e-mail address. RFP packages will not be distributed
without the above information.

Use the following address unless otherwise specified in
notice, to secure, examine or submit bid/proposal documents,
vendor pre-qualification and other forms; specifications/
blueprints; other information; and for opening and reading of
bids at date and time specified above.
Taxi and Limousine Commission, 33 Beaver Street, 
22nd Floor, New York, NY 10004. 
Jeremy Halperin (212) 676-1031; Fax; (212) 676-1153;
halperinj@tlc.nyc.gov

☛ f2316A-17212

LANDMARKS PRESERVATION
COMMISSION
■■  NOTICE

NOTICE OF PUBLIC HEARING

Subject: Opportunity to comment on the proposed 
amendment to the Landmarks Preservation 
Commission’s rules relating to staff approval of new
storefront infill, storefront security gates, and 
heating, ventilating and air conditioning 
equipment, on designated landmark properties.

Date / Time: March 27, 2012, 11:45 A.M.

Location: Municipal Building
1 Centre Street, 9th Floor North
New York, NY 10007

Contact: Mr. Mark A. Silberman
General Counsel
Landmarks Preservation Commission
Municipal Building
1 Centre Street, 9th Floor North
New York, NY 10007

Proposed Rule Amendment

Pursuant to the authority granted to the New York City
Landmarks Preservation Commission by Sections 1043 and
3020 of the New York City Charter and Sections 25-303, 25-
305, 25-306, 25-307, 25-308, 25-310, 25-313 and 25-319 of the
Administrative Code of the City of New York, the Landmarks
Preservation Commission intends to adopt the following
amendments to its rules relating to work on designated
properties.

The material proposed to be adopted is underlined.

This proposed rule was not included in the Landmarks
Preservation Commission’s most recent regulatory agenda
because the need for it was not anticipated at that time.

Instructions

● Prior to the hearing, you may submit written
comments about the proposed amendments to Mr.
Silberman by mail, or written comments may be
submitted electronically through NYCRULES at
www.nyc.gov/nycrules by March 26, 2012. 

● If you wish to speak at the hearing, please notify
Ms. Jenny Fernandez (212-669-7923) at least three
days prior to the date of the public hearing. To
request a sign language interpreter or other
reasonable accommodation for a disability at the
hearing, please contact Ms. Fernandez at least 10
business days prior to the hearing.  

● Written comments and a tape recording of the oral
comments received at the hearing will be available
within three days after the public hearing. Please
submit a records access request, the form is available
on the agency website. Records will be reviewable
between the hours of 1:00 P.M. and 5:00 P.M. at the
offices of the Commission, 1 Centre Street, 9th
Floor North, New York, NY  10007.

Statement of Basis and Purpose of Proposed Rule

Background

The Landmarks Preservation Commission is proposing
amendments to existing rules that will streamline the review
process for new storefront infill applications by authorizing
staff to approve certain storefront applications. Currently
these applications must be reviewed and approved by the
Commission Board members. Allowing Commission staff to
review and approve these applications will result in a
significant reduction in processing time.

Specifically, the Commission is proposing changes to the
rules for new storefront infill to:
● reflect current practices and policies at the

Commission, and,
● streamline the review of new storefront infill

applications. 

The amendments to section 2-17 provide for staff approval of:
● new storefront infill applications where the

proposed storefront is based on historic storefront

prototypes within the specific historic district for
buildings of similar age, type and style,

● storefront security gates, and
● heating, ventilating and air conditioning equipment.

The Amendments to section 2-11 provide for staff approval
when air-conditioning units and louvers are installed through
a storefront bulkhead or door or window transom.

Statutory Authority

The Landmarks Preservation Commission is authorized by
Section 25-319 of the Administrative Code of the City of New
York to issue regulations governing the protection,
preservation, enhancement, perpetuation and use of
landmarks, interior landmarks, scenic landmarks and
buildings in historic districts. The Commission issues permits
for work on designated landmarks if the work complies with
the factors and standards in Sections 25-306, 25-307 and 
25-310 of the Administrative Code of the City of New York. In
determining whether work complies with these standards,
the Commission follows the procedures in Sections 25-305,
25-306, 25-307, 25-308 and 25-310. 

Additions are shown by underscoring and deletions by
brackets ([ ]).

“Shall” and “must” denote mandatory requirements and may
be used interchangeably in the rules of this Commission,
unless otherwise specified or unless the context clearly
indicates otherwise.

§1. Section 2-17 of Title 63 of the Rules of the City of New
York is amended by adding the following definitions in their
correct alphabetical location to subsection (b):
“Awning” means a metal frame clad with fabric attached
over a storefront, door or window.
“Bulkhead” means the part of the storefront that forms a
base for one or more display windows.
“Display window” means the large glazed portion of the
storefront infill, and the associated framing, above the
bulkhead and below the transom, extending pier to pier. The
display window is typically used for the display of goods and
to provide daylight and visibility into the commercial space.
“Grille” means a metal louver over a ventilating duct that
has a series of angled, fixed slats with spaces between them
to admit air.
“Historic fabric” means a building’s original or significant
historic facade construction material or ornament, or
fragments thereof.
“Lintel” means the horizontal member or element above a
door or window opening.
“Pier” means an exterior vertical member(s) or element(s)
(usually of brick, stone, or metal) placed at intervals along a
wall which typically separates storefront openings within a
single building or define a single storefront opening.
“Roll-down gate” means a security gate with a retracting
mechanism that allows it to roll up and down.
“Scissor gate” means a security gate with a sideways
retracting mechanism.
“Security gate” means a movable metal fixture installed in
front of a storefront opening or bay, or inside the display
window or door to protect the store from theft or vandalism
when the store is closed. A security gate can be either the
roll-down or scissor variety.
“Security gate housing” or “housing” means the
container that houses the rolling mechanism of a rolldown
security gate.
“Security gate tracks” means the interior or exterior
tracks along the sides of the storefront opening or bay (for
roll-down gates), or along the top and bottom of the storefront
(for scissor gates) that hold the edges of the gates.
“Significant architectural feature” means an exterior
architectural component of a building that contributes to its
special historic, cultural, and aesthetic character, or
reinforces the special characteristics for which the Historic
District was designated.
“Storefront” means storefront infill.
“Storefront infill” means the framing, glazing, and
cladding contained within a storefront opening in the facade,
including but not limited to display windows, bulkheads and
entranceways.
“Storefront opening” means the area of the facade between
the piers and lintel, which contains storefront infill.
“Transom” means a glazed area above a display window or
door that is separated from the display window or door by a
horizontal framing member (“the transom bar”). The glazing
in the transom may be fixed or operable.

§2. Subdivision (c) of section 2-17 of Title 63 of the Rules of
the City of New York is amended by repealing and
repromulgating paragraphs (1) and (2),concerning restoration
of buildings or façade elements, and adding new paragraphs
(3) and (4), relating to new storefront infill, to read as follows:

(1) The restoration would not cause the removal of significant
historic fabric (such as Victorian period features on an earlier
structure) that may have been added over time, which is
evidence of the history and development of a building,
structure, or site, and the authenticity of the restoration is
documented by:

i.     Photographic evidence, or
ii.     Physical evidence on the building, or
iii.     Original or historic drawings or documents, or
iv.     Matching buildings.

(2)   Except for work that is subject to paragraph (3) below, if
there is no available documentary evidence as set forth in
subdivisions (i)-(iv) of paragraph (1) of this section and the
applicant certifies that he or she (or a designated
representative) has searched for historic drawings,
documents or photographs at the resources listed in
Appendix A of chapter 2 of this Title, the design may be
based on that found in buildings of similar age and style that
contain stylistic elements that follow a set pattern or type.

(3)   For new storefront infill where no original or significant
historic fabric exists:

i. The design of the infill must be based on the
criteria in subparagraphs (i-iv) of paragraph (1) of
this subdivision, or on historic storefront prototypes
and details within the specific historic district for
buildings of similar age, type and style, and;
A. The configuration of replacement infill

must be consistent with the proportions of

display windows, transoms and bulkheads
of historic storefront infill. For purposes
of this subdivision, proportion refers to
the dimensional arrangement of the
historic components and details in
relation to each other, the storefront
opening and the size of the building;

B. The placement of the bulkhead, display
window and transom must maintain the
building streetwall;

C. The bulkhead must be between eighteen
(18) inches and two (2) feet six (6) inches
in height, unless the traditional storefront
prototype indicates a lower or higher
bulkhead;

D. Recessed entrances may have either
splayed or straight returns;

E. Entrances, including doors, recesses and
steps, may be modified to accommodate
barrier free access, as long as the design
intent of the historic storefront is
maintained, except that steps or entrys
containing cast iron vault lights must not
be removed or modified;

F. If the building was constructed prior to
the 20th Century, the material of the new
infill must match the historic infill;

G. No interior partitions may be closer than
eighteen (18) inches to the glass of the
display window;

H. If original or historic piers have been
removed, the design must include the
reintroduction of piers that recall the
location, size, dimension and details of
such piers;

I. If the original storefront opening has been
reduced in size the design must include
restoration of the original size of the
opening. If interior conditions preclude
restoration to the original size, the
storefront opening must be enlarged to
the greatest extent feasible and the
storefront surround must be consistent
with the materials and details of the
historic base of the building;

J. If the applicant is proposing to remove
modern cladding on the storefront or the
area surrounding the storefront, the
applicant must first perform probes of the
material to see if historic material or
elements exists behind the modern
cladding, and if such material or elements
do exist must restore them or, if the
material or elements have deteriorated
beyond repair, must replicate them.

ii. The provisions of this paragraph do not apply in the
following situations:
A.  If the building contains multiple

storefronts and at least one of the
storefronts contains most of its historic
elements, a new storefront must match
the historic design, except that the
entrance may be modified to accommodate
barrier free access as required by clause
(E) of subparagraph (i) of this paragraph; or

B. If there is a Warning Letter or Notice of
Violation against the property for the
removal of a storefront without permits
and the storefront that was removed was
in significant part an original or historic
storefront, only the provisions of paragraphs
(1) and (2) of this subdivision will apply to
the design of the storefront, except that
the entrance may be modified to
accommodate barrier free access pursuant
to clause (E) of subparagraph (i) of this
paragraph.

(4)   Awnings, Security Gates and Grilles, and Storefront Air
Conditioning Units and Grilles for new storefronts approved
pursuant to paragraphs (1), (2) and (3) above.

i. Awnings, Signage and Lighting. The design and
installation of awnings, signage and lighting must
conform to the criteria set forth in Title 63 of
RCNY, Sections 2-12 and 2-20.

ii. Security Gates. Staff may approve an application
for security gates and grilles on proposed
storefronts if:
A. The security gate is open mesh where it

covers glazed areas of the storefront; and
B. The security gate is located behind the

storefront infill; or
C. the roll-down security gate is mounted on

the exterior of the storefront, it is
installed so that the gate rolls down on
the exterior side of the display window
and door and:
1.   the installation does not affect,

obscure or damage historic fabric;
2.   the security gate housing is located on

the interior of the storefront, or the
outer face of the security gate housing
is recessed so as not to protrude
beyond the storefront framing; and

3.   the security gate tracks are recessed
or set into reveals along the sides of
the storefront.

iii. Air Conditioning and Grilles. The installation of air
conditioning units and grilles must conform to the
criteria set forth in Title 63 of RCNY, Section 2-11(f).

§3. Section 2-11 of Title 63 of the Rules of the City of New
York is amended by relettering subdivision (f) as subdivision
(g) and adding a new subdivision (f), to read as follows: 

(f)  Installation of Air-Conditioners in storefronts. A CNE or
PMW for the installation of air-conditioning equipment may
be issued if:

(1) the air conditioning unit is installed in a door or
window transom and is concealed by an architectural
style grille that is mounted flush with the storefront
framing and is finished to match the framing; or

(2) the air condition unit is installed through a non-
historic bulkhead and is integrated into the design
of the bulkhead, and the unit is concealed by a
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grille mounted flush with the exterior of the
bulkhead.

NEW YORK CITY LAW DEPARTMENT
100 CHURCH STREET
NEW YORK, NY 10007

212-788-1087

CERTIFICATION PURSUANT TO
CHARTER §1043(d)

RULE TITLE: Amendment of Storefront Rules

REFERENCE NUMBER: 2012 RG 009

RULEMAKING AGENCY: Landmarks Preservation 
Commission

I certify that this office has reviewed the above-referenced
proposed rule as required by section 1043(d) of the New York
City Charter, and that the above-referenced proposed rule:

(i) is drafted so as to accomplish the purpose of the 
authorizing provisions of law;

(ii) is not in conflict with other applicable rules;

(iii) to the extent practicable and appropriate, is 
narrowly drawn to achieve its stated purpose; and

(iv) to the extent practicable and appropriate, contains 
a statement of basis and purpose that provides a 
clear explanation of the rule and the requirements 
imposed by the rule.

/s/ STEVEN GOULDEN Date: February 6, 2012
Acting Corporation Counsel

NEW YORK CITY MAYOR’S OFFICE OF OPERATIONS
253 BROADWAY, 10th FLOOR

NEW YORK, NY 10007
212-788-1400

CERTIFICATION / ANALYSIS 
PURSUANT TO CHARTER SECTION 1043(d)

RULE TITLE: Amendment of Storefront Rules

REFERENCE NUMBER: LPC-2

RULEMAKING AGENCY: LPC

I certify that this office has analyzed the proposed rule

referenced above as required by Section 1043(d) of the New
York City Charter, and that the proposed rule referenced
above:

(i) Is understandable and written in plain language for
the discrete regulated community or communities;

(ii) Minimizes compliance costs for the discrete 
regulated community or communities consistent 
with achieving the stated purpose of the rule; and

(iii) Does not provide a cure period because it does not 
establish a violation, modification of a violation, or 
modification of the penalties associated with a 
violation.

     /s/  Francisco Navarro February 6, 2012
Mayor’s Office of Operations Date 

☛ f2319-16212

COMPTROLLER
■■  NOTICE

ADVANCE PAYMENT OF AWARDS PURSUANT TO THE
STATUTES IN SUCH cases made and provided, notice is
hereby given that the Comptroller of the City of New York,
will be ready to pay, at 1 Centre St., Rm. 629, New York, NY
10007, on May 14, 2012, to the person or persons legally
entitled an amount as certified to the Comptroller by the
Corporation Counsel on damage parcels, as follows:

Damage Parcel No. Block Lot
1 6511 111
2 6469 30
3 6469 37
4 6469 39
5 6469 43
6 6469 46
7 6247 1
8 6247 10
9 6247 20
10 6247 29
11 6247 34
12 and 14 6247 37
15 6246 21
16 6246 30
17 6245 108
18 6249 222
19 6249 174
20 6249 214
21 6249 207

22 and 23 6249 200
24 6249 38
25 6249 33
26 6249 30
27 6249 25
28 6249 21

acquired in the proceeding, entitled: Albee Avenue, Amboy
Road, Annadale Road, Etc. subject to any liens and
encumbrances of record on such property. The amount
advanced shall cease to bear interest on the specified date
above.

JOHN C. LIU
Comptroller

f15-294-9212

MAYOR’S OFFICE OF
ENVIRONMENTAL REMEDIATION
■■  NOTICE

The New York City Office of Environmental Remediation
(OER) has received a NYC Voluntary Cleanup Program
(VCP) application from 114 N. Sixth Realty Corp. for a site
known as 126 North 6th Street, Block 2335, Lot 6 in
Brooklyn. Site No. 12CBCP041K is assigned to this project.

Information regarding this site, including the site cleanup
plan, can be found at:
http://www.nyc.gov/html/oer/html/repository/RBrooklyn.shtml

The public comment period on the cleanup plan ends on
March 22nd, 2012. Please send comments to Shaminder
Chawla, NYC OER, 253 Broadway, 14th Fl., New York, NY
10007 or to shaminderc@dep.nyc.gov

☛ f233-21212

The New York City Office of Environmental Remediation
(OER) has received a NYC Voluntary Cleanup Program
(VCP) application from Queensboro Development, LLC for a
site known as 23-10 Queensboro Site, Block 413, Lot(s) 20,
22, and 27 in Queens. Site No. 12CBCP036Q is assigned to
this project.

Information regarding this site, including the site cleanup
plan, can found at:
http://www.nyc.gov/html/oer/html/repository/RBrooklyn.shtml

The public comment period on the cleanup plan ends on
March 22nd, 2012. Please send comments to Shaminder
Chawla, NYC OER, 253 Broadway, 14th Fl., New York, NY
10007 or to shaminderc@dep.nyc.gov

☛ f23
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CHANGES IN PERSONNEL

HRA/DEPT OF SOCIAL SERVICES
FOR PERIOD ENDING 02/03/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE

LU-HSIEH        JING        40526    $36564.0000     APPOINTED     NO      01/22/12
MAURICE         AVIONNE  G  12626    $60571.0000     INCREASE      YES     01/15/12
MCDAY           EDWARD      52275    $50895.0000     RESIGNED      NO      06/23/06
MCINTOSH        PAULA    L  52314    $41101.0000     RESIGNED      NO      12/30/11
METTE           JULIA       40526    $36564.0000     APPOINTED     YES     01/22/12
MILLER          PAMELA      52316    $58947.0000     INCREASE      NO      01/15/12
NECHIPORUK      SVETLANA    10104    $31828.0000     APPOINTED     NO      01/22/12
NUNEZ           MARINA      13632    $85000.0000     APPOINTED     YES     01/08/12
PALOMINO        JOSEFINA R  52316    $59094.0000     DISMISSED     NO      12/29/11
PHILIPPE        SOPHIA      10104    $31828.0000     APPOINTED     NO      01/22/12
PHILLIPS        MONA     R  52304    $40224.0000     RETIRED       NO      01/25/12
PHILLIPS        YAMA        10026    $80303.0000     INCREASE      YES     08/07/11
POLIAKOVA       EVGUENIA    52311    $49646.0000     PROMOTED      NO      01/22/12
POLITO          JOSEPH   N  95812    $73943.0000     INCREASE      YES     01/08/12
POROSOFF        ALLEN       10251    $32057.0000     DISMISSED     NO      12/21/11
POWELL          COLETTE  G  10104    $31828.0000     APPOINTED     NO      01/22/12
RAIKUNDALIA     BHAGWANJ    40510    $55610.0000     RETIRED       NO      01/24/12
REGANO          CHRISTOP    10251    $38314.0000     DISMISSED     NO      12/04/11
ROBERTS         FLORENTI J  52311    $49646.0000     PROMOTED      NO      01/22/12
ROBERTS         SANDRA   E  10124    $56911.0000     INCREASE      NO      01/08/12
RONG            YANJIAO     40526    $36564.0000     APPOINTED     NO      01/22/12
ROUSE           MAXINE      13611    $59851.0000     RETIRED       NO      01/26/12
RUIZ            ADA         52304    $34977.0000     APPOINTED     NO      01/22/12
SANCHEZ         SARA     I  10104    $32538.0000     RESIGNED      YES     01/20/07
SAVENOK         TATYANA     10104    $38846.0000     INCREASE      NO      01/15/12
SUERO           ALBA     R  10104    $31828.0000     APPOINTED     NO      01/22/12
SUN             REESE       40526    $32345.0000     APPOINTED     NO      01/22/12
SWEENEY-CRISCUO CHRISTIN M  13632    $82779.0000     INCREASE      NO      01/25/12
TAYLOR          CHERRYLE    10104    $31828.0000     APPOINTED     NO      01/22/12
TAYLOR          LUVONNIA    1002A    $86561.0000     INCREASE      YES     12/05/10
THOMAS          PATRICIA L  52316    $59012.0000     DISMISSED     NO      09/28/11
VALDEZ          ZENEIDA  A  52316    $59047.0000     RESIGNED      YES     01/04/12
VALDEZ          ZENEIDA  A  10104    $38846.0000     RESIGNED      NO      01/04/12
VISHLITZKY      RUTH        10026    $97187.0000     INCREASE      YES     01/22/12
VOROBYOVA       TATYANA  T  40526    $36564.0000     APPOINTED     NO      01/22/12
WAGNER          MELISSA     30087    $69085.0000     INCREASE      YES     01/01/12
WALL            REINALD  C  52304    $34977.0000     APPOINTED     NO      01/08/12
WONG            KAM YI      10104    $31828.0000     APPOINTED     NO      01/22/12
WRIGHT          BRENDA      52314    $41200.0000     DISMISSED     NO      11/04/11
YULFO           CARMEN   L  10124    $56911.0000     INCREASE      NO      01/15/12
ZHU             HUANMEI     10104    $31828.0000     APPOINTED     NO      01/22/12

DEPT. OF HOMELESS SERVICES
FOR PERIOD ENDING 02/03/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE
BLANCO          ELISA    A  10026    $79000.0000     RESIGNED      YES     12/11/11
HARRIS          SAMARA   C  52632    $56021.0000     RESIGNED      YES     10/09/11
HOLDER          STEPHEN  M  91212    $33695.0000     RESIGNED      YES     01/08/12
IRVING          ANNETTE     52275    $58307.0000     RESIGNED      YES     01/17/12
LAYTON          SHEILA   D  12627    $68466.0000     RESIGNED      YES     01/15/12
MONTALVO        JOSEPH      10124    $56911.0000     INCREASE      NO      12/12/11
PANAZZOLO       THOMAS   H  56057    $45978.0000     RESIGNED      YES     01/11/12
RODRIGUEZ       FELIX    R  70810    $36764.0000     RESIGNED      YES     01/08/12

DEPARTMENT OF CORRECTION
FOR PERIOD ENDING 02/03/12
TITLE

NAME                       NUM   SALARY     ACTION     PROV  EFF DATE
ALBRIGHT        DENISE      70410    $76488.0000     DISMISSED     NO      01/25/12
ALLEN           DEMETRIU E  70410    $76488.0000     DISMISSED     NO      01/24/12
ALVAREZ         BRANDON  J  91916      $235.2000     APPOINTED     NO      01/17/12
BARKER          DEVORNE  R  70410    $39755.0000     APPOINTED     NO      12/22/11
BETHEA          KWAMI    S  70410    $39755.0000     APPOINTED     NO      12/22/11
BROWN           FURMAINE J  70410    $39755.0000     APPOINTED     NO      12/22/11
BROWN           MATTHEW     70410    $39755.0000     RESIGNED      NO      12/28/11
CAMPBELL        CHELSEA  G  30081    $39981.0000     APPOINTED     NO      01/24/12
CAMPFIELD       MARYBETH    10124    $45978.0000     APPOINTED     NO      12/13/11
CAPEHART        ALESHIA  L  70410    $39755.0000     APPOINTED     NO      12/22/11

CARDONA OTERO   MARELINE    70410    $76488.0000     RETIRED       NO      01/24/12
CARDOZA         AKEEM    C  70410    $39755.0000     APPOINTED     NO      12/22/11
CARRERAS        CHRISTOP    70410    $39755.0000     RESIGNED      NO      01/17/12
CHIN            KADAJAH     70410    $39755.0000     APPOINTED     NO      12/22/11
CLEARY-DARBOE   NATASHA     70410    $39755.0000     APPOINTED     NO      12/22/11
COLANGELO       LORENZO  F  70410    $56609.0000     RESIGNED      NO      01/08/12
COOK            EVA         70410    $39755.0000     APPOINTED     NO      12/22/11
DAVIS           FLORENCE B  70410    $39755.0000     APPOINTED     NO      12/22/11
DELVALLE        DESIREE     70410    $39755.0000     APPOINTED     NO      12/22/11
DENNIS          SELAINE     70410    $39755.0000     APPOINTED     NO      12/22/11
DIXON           KEENA    M  70410    $39755.0000     APPOINTED     NO      12/22/11
FELDER          LISA     M  70410    $39755.0000     APPOINTED     NO      12/22/11
FERRARO         SALVATOR M  91717      $343.0000     APPOINTED     NO      01/17/12
FISHMAN         JEFFREY  A  10124    $45978.0000     APPOINTED     NO      11/15/11
FLORES          JOSE        70410    $39755.0000     APPOINTED     NO      01/10/12
FLOYD           KATRISSE A  70410    $39755.0000     APPOINTED     NO      12/22/11
FONTEBOA JR     RODRIGO  F  70410    $39755.0000     APPOINTED     NO      12/22/11
FORNARELLI      ANTHONY     70410    $39755.0000     APPOINTED     NO      12/22/11
GARCIA          JUAN     V  70410    $39755.0000     APPOINTED     NO      12/22/11
GLOVER          STACEY   P  70410    $39755.0000     APPOINTED     NO      12/22/11
GONZALEZ        JOSE     L  70410    $39755.0000     APPOINTED     NO      11/11/11
HARRELL         ADRIENNE    70410    $39755.0000     APPOINTED     NO      12/22/11
HARVEY          NATHANIE R  70410    $39755.0000     APPOINTED     NO      12/22/11
HICKSON         GAIL        10605    $30683.0000     APPOINTED     YES     01/22/12
HOLLY           SHASTA      70410    $76488.0000     RESIGNED      NO      01/20/12
HUANG           CHON        70410    $39755.0000     RESIGNED      NO      12/27/11
ISAACS          WAYMOND  Q  70488   $181438.0000     RETIRED       NO      11/01/11
JACKSON-CRAWFOR SHARON   M  70410    $76488.0000     DISMISSED     NO      01/12/12
JERRICK         GREGORY     70410    $39755.0000     RESIGNED      NO      12/25/11
JOHNSON         SHEILA   R  70410    $39755.0000     APPOINTED     NO      12/22/11
JOSEPH          MATHEW   J  70410    $39755.0000     APPOINTED     NO      12/22/11
KEITT           JUNE        70410    $39755.0000     APPOINTED     NO      12/22/11
KENDRICK        BRANDON  L  70410    $76488.0000     RETIRED       NO      01/28/12
KING            TIFFANY     10605    $30683.0000     APPOINTED     YES     01/22/12
KOH             FRANK       70410    $39755.0000     APPOINTED     NO      01/19/12
KRAMER JR       RICHARD  C  91717      $343.0000     APPOINTED     NO      01/17/12
LASSITER        DOMINIC  C  70410    $39755.0000     APPOINTED     NO      12/22/11
LINDOR          LIONEL      70410    $39755.0000     APPOINTED     NO      12/22/11
MANGAROO        CEDRIC      70410    $39755.0000     APPOINTED     NO      01/03/12
MAYS            ASHLEY   D  70410    $39755.0000     APPOINTED     NO      12/22/11
MCMILLAN        PAULA    E  51274    $43068.0000     APPOINTED     YES     01/23/12
MICHEL          DANIEL      70410    $39755.0000     APPOINTED     NO      12/22/11
MICKENS         PATRICIA A  70410    $76488.0000     RETIRED       NO      01/19/12
MILES           NOVLET   A  70410    $39755.0000     APPOINTED     NO      12/22/11
MORELLO         STEPHEN     10033   $150000.0000     RESIGNED      YES     06/23/11
MURDAUGH        KISHA       30081    $45978.0000     APPOINTED     NO      01/24/12
NUAMAH          YAW      O  70410    $39755.0000     APPOINTED     NO      12/22/11
OBRIEN          TINA        70410    $76488.0000     RETIRED       NO      01/27/12
OLANIYI         ROSE     O  30081    $56911.0000     RESIGNED      YES     01/25/12
PARKS           ANASA    O  70410    $39755.0000     APPOINTED     NO      12/22/11
PEREZ           SANDRA   J  70410    $39755.0000     APPOINTED     NO      12/22/11
PEREZ JR        JAVIER      70410    $39755.0000     APPOINTED     NO      12/22/11
PETIGNY         YVONIA      70410    $39755.0000     APPOINTED     NO      12/22/11
POWER           JAMES    M  90698    $51907.6800     APPOINTED     NO      01/17/12
PROBST          MICHAEL     70410    $39755.0000     APPOINTED     NO      12/22/11
PUNN            NAVEEN      70410    $39755.0000     APPOINTED     NO      12/22/11
RAMOS           SANDRA      70410    $76488.0000     APPOINTED     NO      12/22/11
RICHARDS-GRANT  SOLANGE  E  70410    $39755.0000     APPOINTED     NO      12/22/11
RIVERA          RAMON       70410    $39755.0000     RESIGNED      NO      12/28/11
ROBERTS         YOLANDA  A  70410    $76488.0000     RETIRED       NO      01/19/12
RODRIGUEZ       CARLOS   M  70410    $39755.0000     APPOINTED     NO      12/22/11
ROMAN           KEITH       70410    $39755.0000     APPOINTED     NO      01/09/12
ROSENFELD       GARY        91916      $235.2000     APPOINTED     NO      01/17/12
RUFFIN          LORETTA     70410    $76488.0000     RETIRED       NO      01/17/12
SCULLY          ADA      H  10605    $30683.0000     APPOINTED     YES     01/22/12
SMALL           IRANIA      70410    $39755.0000     APPOINTED     NO      12/22/11
SMITH           GLENDA   G  70410    $39755.0000     APPOINTED     NO      12/22/11
SMITH           JEREMY      70410    $39755.0000     APPOINTED     NO      12/22/11
STALKUS         SARA        10124    $43978.0000     APPOINTED     NO      12/13/11
THOMAS          MARK     A  70410    $76488.0000     RETIRED       NO      01/22/12
WARD            HARDY    J  70410    $76488.0000     RETIRED       NO      01/15/12
WILLIAMS        ELVIN    V  30085    $80065.0000     RESIGNED      NO      01/02/11
WILLIAMS        NICKEYA  N  70410    $39755.0000     APPOINTED     NO      12/22/11
WILLIAMSON      CLARENCE E  70410    $76488.0000     RETIRED       NO      01/23/12
WOODS           BRIAN       05058    $52937.0000     INCREASE      YES     01/17/12
WOODS           DAVID    R  83008   $130000.0000     APPOINTED     YES     01/17/12
WOODWORTH       MICHAEL  G  91644      $393.6800     APPOINTED     NO      01/17/12
YOUSUF          KAMRAN      70410    $39755.0000     APPOINTED     NO      12/22/11
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