New York City Department of Housing Preservation and Development July 2023
Master Guide Specifications for Rehabilitation Projects

SECTION 101423 - PANEL SIGNAGE

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

1.

Panel signs.

1.2 ACTION SUBMITTALS

A.  Product Data: For each type of product.

B. Shop Drawings: For panel signs.

L.

Include fabrication and installation details and attachments to other work.

2. Show sign mounting heights, locations of supplementary supports to be provided by other
installers, and accessories.
3. Show message list, typestyles, graphic elements [, including raised characters and
Braille], and layout for each sign at least [half size] <Insert scale>.
4. Show locations of electrical service connections.
5. Include diagrams for power, signal, and control wiring.
C.  Samples: For each exposed product and for each color and texture specified.

PART 2 - PRODUCTS

2.1 PANEL SIGNS

Panel Sign: Sign with smooth, uniform surfaces; with message and characters having uniform
faces, sharp corners, and precisely formed lines and profiles; and as follows:

NO SMOKING/NO VAPING IN THIS AREA

Pursuant to Local Law 147, the owner(s) of each building in New York City with three
or more residential dwelling units must establish a written smoking policy for the building
no later than August 28, 2018. A copy of the building’s smoking policy must be posted
in a prominent location and/or provided to all tenants.

Pursuant to NYC Administrative Code Section 15-135, a notice intended to remind all
persons the importance of closing each door a person exits during a fire must be posted.
The wording of such a notice shall read: In a fire, close all doors behind you! Keep fire
and smoke out of building hallways and stairs. Keep apartment and stairwell doors
closed at all other times. Protect your neighbors and your home!
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2.2

23

2.4

1. Solid-Sheet Sign: Durable plastic sheet with finish specified in "Surface Finish and Applied
Graphics" Subparagraph and as follows:

a. Surface-Applied, Flat Graphics: Applied [vinyl film] [paint].
2. Mounting: Surface mounted to wall with [adhesive] [two-face tape].
3. Surface Finish and Applied Graphics:
a. Painted Finish and Graphics: Manufacturer's standard, factory-applied [exterior-

grade sign paint]| [acrylic polyurethane], in colors as indicated by manufacturer's
designation.

PANEL-SIGN MATERIALS
Acrylic Sheet: ASTM D4802, Type UVF (UV filtering).

Polycarbonate Sheet: Coated, mar-resistant, UV-stabilized polycarbonate, with coating on both
sides.

Vinyl Film: UV-resistant vinyl film of nominal thickness indicated, with pressure-sensitive,
permanent adhesive on back; die cut to form characters and suitable for exterior applications.

ACCESSORIES

Fasteners and Anchors: Manufacturer's standard as required for secure anchorage of signs,
noncorrosive and compatible with each material joined, and complying with the following unless
otherwise indicated:

L. Use concealed fasteners and anchors unless indicated to be exposed.
2. Sign Mounting Fasteners:
a. Through Fasteners: Exposed metal fasteners matching sign finish, with type of head

indicated, and installed in predrilled holes.

Adhesive: As recommended by sign manufacturer.

FABRICATION
General: Provide manufacturer's standard sign assemblies according to requirements indicated.

1. Mill joints to a tight, hairline fit. Form assemblies and joints exposed to weather to resist
water penetration and retention.

2. Provide welds and brazes behind finished surfaces without distorting or discoloring
exposed side. Clean exposed welded and brazed connections of flux, and dress exposed
and contact surfaces.

3. Conceal connections if possible; otherwise, locate connections where they are
inconspicuous.
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B.

C.

4, Internally brace signs for stability, to meet structural performance loading without oil-
canning or other surface deformation, and for securing fasteners.

5. Provide rabbets, lugs, and tabs necessary to assemble components and to attach to existing
work. Drill and tap for required fasteners. Use concealed fasteners where possible; use
exposed fasteners that match sign finish.

Subsurface-Applied Graphics: Apply graphics to back face of clear face-sheet material to produce
precisely formed image. Image shall be free of rough edges.

Shop- and Subsurface-Applied Vinyl: Align vinyl film in final position and apply to surface.
Firmly press film from the middle outward to obtain good bond without blisters or fishmouths.

Brackets: Fabricate brackets, fittings, and hardware for bracket-mounted signs to suit sign
construction and mounting conditions indicated. Modify manufacturer's standard brackets as
required.

1. Aluminum Brackets: Factory finish brackets with baked-enamel or powder-coat finish [to
match sign-background color] <Insert requirement> color unless otherwise indicated.

PART 3 - EXECUTION

3.1

A.

B.

INSTALLATION

General: Install signs using mounting methods indicated and according to manufacturer's written
instructions.

1. Install signs level, plumb, true to line, and at locations and heights indicated, with sign
surfaces free of distortion and other defects in appearance.

2. Install signs so they do not protrude or obstruct according to the accessibility standard.

3. Before installation, verify that sign surfaces are clean and free of materials or debris that

would impair installation.

4. Corrosion Protection: Coat concealed surfaces of exterior aluminum in contact with grout,
concrete, masonry, wood, or dissimilar metals, with a heavy coat of bituminous paint.

Mounting Methods:

1. Through Fasteners: Drill holes in substrate using predrilled holes in sign as template.
Countersink holes in sign if required. Place sign in position and flush to surface. Install
through fasteners and tighten.

2. Brackets: Remove loose debris from substrate surface and install backbar or bracket
supports in position so that signage is correctly located and aligned.

3. Adhesive: Clean bond-breaking materials from substrate surface and remove loose debris.
Apply linear beads or spots of adhesive symmetrically to back of sign and of suitable
quantity to support weight of sign after cure without slippage. Keep adhesive away from
edges to prevent adhesive extrusion as sign is applied and to prevent visibility of cured
adhesive at sign edges. Place sign in position, and push to engage adhesive. Temporarily
support sign in position until adhesive fully sets.
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4, Two-Face Tape: Clean bond-breaking materials from substrate surface and remove loose
debris. Apply tape strips symmetrically to back of sign and of suitable quantity to support
weight of sign without slippage. Keep strips away from edges to prevent visibility at sign
edges. Place sign in position, and push to engage tape adhesive.

C.  Remove temporary protective coverings and strippable films as signs are installed.

END OF SECTION 101423
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