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SECTION 265119 - LED INTERIOR LIGHTING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes: 

1. Interior lighting fixtures, lamps, and ballasts. 

2. Lighting fixture supports. 

B. Reference and Industry Standards 

Enterprise Green Communities Criteria 

1. Mandatory Requirements: See the current edition of the NYC overlay of the EGC 

reference standard for full specifications. 

a. NYC New Construction projects must achieve at least 60 optional points, and 

Substantial and Moderate Rehab projects must also achieve at least 55 optional 

points. 

b. Criterion 5.8 Lighting (Mandatory for all lighting within New Construction and 

Substantial Rehab projects. Mandatory for new lighting in Moderate Rehab 

projects.) 

          Follow the guidance for high-efficacy permanently installed lighting and other 

characteristics for recessed light fixtures, lighting controls, lighting power density, 

and exterior lighting. 

c. Criterion 5.1b Building Performance Standard: Efficient Lighting. 

C. Comply with the current edition of the New York City Energy Conservation Code. 

D. Related Requirements: 

1. Section 260923 "Lighting Control Devices" for automatic control of lighting, including 

time switches, photoelectric relays, occupancy sensors, and multipole lighting relays and 

contactors. 

1.2 ACTION SUBMITTALS 

Product Data: For each type of lighting fixture, arranged in order of fixture designation.  Include 

data on features, accessories, and finishes. 

1.3 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Reflected ceiling plan(s) and other details, drawn to scale and 

coordinated with each other, using input from installers of the items involved. 
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PART 2 - PRODUCTS 

2.1 LUMINAIRE REQUIREMENTS 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by 

a qualified testing agency, and marked for intended location and application. 

B. Comply with NFPA 70. 

C. Products: Subject to compliance with requirements, available products that may be incorporated 

into the Work include, but are not limited to, product(s) indicated on Drawings. 

D. Provide ENERGY STAR–compliant hard-wired lighting fixtures in all inhabited spaces; 

provide ENERGY STAR–labeled fixtures in all common areas. 

E. Recessed luminaires shall comply with NEMA LE 4. for ceiling compatibility for recessed 

fixtures. 

F. Metal Parts:  Free of burrs and sharp corners and edges. 

G. Sheet Metal Components: Steel unless otherwise indicated. Form and support to prevent 

warping and sagging. 

H. Doors, Frames, and Other Internal Access:  Smooth operating, free of light leakage under 

operating conditions, and designed to permit relamping without use of tools. Designed to 

prevent doors, frames, lenses, diffusers, and other components from falling accidentally during 

relamping and when secured in operating position. 

I. Diffusers and Globes: 

1. Acrylic Lighting Diffusers:  100 percent virgin acrylic plastic.  High resistance to 

yellowing and other changes due to aging, exposure to heat, and UV radiation. 

a. Lens Thickness: At least 0.125 inch (3.175 mm) minimum unless otherwise 

indicated. 

b. UV stabilized. 

2. Glass:  Annealed crystal glass unless otherwise indicated. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Comply with NECA 1. 

B. Install luminaires level, plumb, and square with ceilings and walls unless otherwise indicated. 

C. Install lamps in each luminaire. 
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D. Supports: 

1. Sized and rated for luminaire weight. 

2. Able to maintain luminaire position after cleaning and relamping. 

3. Provide support for luminaire without causing deflection of ceiling or wall. 

4. Luminaire-mounting devices shall be capable of supporting a horizontal force of 100 

percent of luminaire weight and a vertical force of 400 percent of luminaire weight. 

E. Adjust aimable lighting fixtures to provide required light intensities. 

F. Comply with requirements in Section 260519 "Low-Voltage Electrical Power Conductors and 

Cables" for wiring connections. 

3.2 IDENTIFICATION 

A. Identify system components, wiring, cabling, and terminals. Comply with requirements for 

identification specified in Section 260553 "Identification for Electrical Systems." 

3.3 FIELD QUALITY CONTROL 

A. Perform the following tests and inspections: 

1. Operational Test: After installing luminaires, switches, and accessories, and after 

electrical circuitry has been energized, test units to confirm proper operation. 

2. Test for Emergency Lighting: Interrupt power supply to demonstrate proper operation. 

Verify transfer from normal power to battery power and retransfer to normal. 

B. Luminaire will be considered defective if it does not pass operation tests and inspections. 

C. Prepare test and inspection reports. 

END OF SECTION 265119 


