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SECTION 260526 - GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS

PART 1 - GENERAL
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SUMMARY

Section includes grounding and bonding systems and equipment.

ACTION SUBMITTALS

Product Data: For each type of product indicated.

INFORMATIONAL SUBMITTALS

Coordination Drawings: Plans showing dimensioned as-built locations of grounding features
specified in "Field Quality Control™ Article.

Field quality-control reports.

QUALITY ASSURANCE

Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70,
by a qualified testing agency, and marked for intended location and application.

Comply with UL 467 for grounding and bonding materials and equipment.

PART 2 - PRODUCTS
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CONDUCTORS

Insulated Conductors: Copper wire or cable insulated for 600 V unless otherwise required by
applicable Code or authorities having jurisdiction.

Bare Copper Conductors:

1. Solid Conductors: ASTM B3.

2. Stranded Conductors: ASTM B8.

CONNECTORS

Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in

which used and for specific types, sizes, and combinations of conductors and other items
connected.

GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS 260526 - 1



New York City Department of Housing Preservation and Development July 2023
Master Guide Specifications for Renovation Projects

B.

D.

J.

2.3

A

Bolted Connectors for Conductors and Pipes: Copper or copper alloy, pressure type with at
least two bolts.

1. Pipe Connectors: Clamp type, sized for pipe.

Welded Connectors: Exothermic-welding kits of types recommended by kit manufacturer for
materials being joined and installation conditions.

Cable-to-Cable Connectors: Compression type, copper or copper alloy.

Cable Tray Ground Clamp: Mechanical type, zinc-plated malleable iron.

Conduit Hubs: Mechanical type, terminal with threaded hub.

Ground Rod Clamps: Mechanical type, copper or copper alloy, terminal with hex head bolt.
Lay-in Lug Connector: Mechanical type, copper rated for direct burial terminal with set screw.
U-Bolt Clamps: Mechanical type, copper or copper alloy, terminal listed for direct burial.

Water Pipe Clamps:
1. Mechanical type, two pieces Listed for direct burial.

2. U-bolt type with malleable-iron clamp and copper ground connector ,copper ground
connector rated for direct burial.

GROUNDING ELECTRODES

Ground Rods: Copper-clad steel; 3/4 inch by 10 ft.

PART 3 - EXECUTION

3.1

A
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APPLICATIONS

Conductors: Install solid conductor for No. 8 AWG and smaller, and stranded conductors for
No. 6 AWG and larger unless otherwise indicated.

Isolated Grounding Conductors: Green-colored insulation with continuous yellow stripe. On
feeders with isolated ground, identify grounding conductor where visible to normal inspection,
with alternating bands of green and yellow tape, with at least three bands of green and two
bands of yellow.

Conductor Terminations and Connections:

1. Pipe and Equipment Grounding Conductor Terminations: Bolted connectors.
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3.2

3.3

3.4

A

GROUNDING AT THE SERVICE

Equipment grounding conductors and grounding electrode conductors must be connected to the
ground bus. Install a main bonding jumper between the neutral and ground buses.

EQUIPMENT GROUNDING
Install insulated equipment grounding conductors with all feeders and branch circuits.

Install insulated equipment grounding conductors with the following items, in addition to those
required by NFPA 70:

Feeders and branch circuits.

Lighting circuits.

Receptacle circuits.

Single-phase motor and appliance branch circuits.

Three-phase motor and appliance branch circuits.

Flexible raceway runs.

Armored and metal-clad cable runs.

Busway Supply Circuits: Install insulated equipment grounding conductor from
grounding bus in the switchgear, switchboard, or distribution panel to equipment
grounding bar terminal on busway.

NG~ E

Air-Duct Equipment Circuits: Install insulated equipment grounding conductor to duct-mounted
electrical devices operating at 120 V and more, including air cleaners, heaters, dampers,
humidifiers, and other duct electrical equipment. Bond conductor to each unit and to air duct
and connected metallic piping.

Water Heater, Heat-Tracing, and Antifrost Heating Cables: Install a separate insulated
equipment grounding conductor to each electric water heater and heat-tracing cable. Bond
conductor to heater units, piping, connected equipment, and components.

Signal and Communication Equipment: In addition to grounding and bonding required by
NFPA 70, provide a separate grounding system complying with requirements in TIA/ATIS J-
STD-607-A.

1. For telephone, alarm, voice and data, and other communication equipment, provide
No. 4 AWG minimum insulated grounding conductor in raceway from grounding
electrode system to each service location, terminal cabinet, wiring closet, and central
equipment location.

2. Service and Central Equipment Locations and Wiring Closets: Terminate grounding
conductor on a 1/4-by-4-by-12-inch (6.3-by-100-by-300-mm) grounding bus.

3. Terminal Cabinets: Terminate grounding conductor on cabinet grounding terminal.

INSTALLATION
Grounding Conductors: Route along shortest and straightest paths possible unless otherwise

indicated or required by Code. Avoid obstructing access or placing conductors where they may
be subjected to strain, impact, or damage.
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3.5

3.6

Grounding and Bonding for Piping:

1. Metal Water Service Pipe: Install insulated copper grounding conductors, in conduit,
from building's main service equipment, or grounding bus, to main metal water service
entrances to building. Connect grounding conductors to main metal water service pipes;
use a bolted clamp connector or bolt a lug-type connector to a pipe flange by using one of
the lug bolts of the flange. Where a dielectric main water fitting is installed, connect
grounding conductor on street side of fitting. Bond metal grounding conductor conduit or
sleeve to conductor at each end.

2. Water Meter Piping: Use braided-type bonding jumpers to electrically bypass water
meters. Connect to pipe with a bolted connector.

3. Bond each aboveground portion of gas piping system downstream from equipment
shutoff valve.

LABELING

Install labels at the telecommunications bonding conductor and grounding equalizer and at the
grounding electrode conductor where exposed.

1. Label Text: "If this connector or cable is loose or if it must be removed for any reason,
notify the facility manager."”

FIELD QUALITY CONTROL
Perform the following tests and inspections and prepare test reports:

1. After installing grounding system but before permanent electrical circuits have been
energized, test for compliance with requirements.

2. Inspect physical and mechanical condition. Verify tightness of accessible, bolted,
electrical connections with a calibrated torque wrench according to manufacturer's
written instructions.

3. Test completed grounding system at each location where a maximum ground-resistance
level is specified, at service disconnect enclosure grounding terminal, at ground test
wells. Make tests at ground rods before any conductors are connected.

Grounding system will be considered defective if it does not pass tests and inspections.
Prepare test and inspection reports.

Excessive Ground Resistance: If resistance to ground exceeds specified values, notify Architect
promptly and include recommendations to reduce ground resistance.

END OF SECTION 260526
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