New York City Department of Housing Preservation and Development

Master Guide Specifications for Rehabilitation Projects

SECTION 031000 — CONCRETE FORMING AND ACCESSORIES

PART 1 - GENERAL

1.1

A.

CONCRETE FORMING AND ACCESSORIES

SUMMARY
Section Includes:

1. Form-facing material for cast-in-place concrete.
2. Shoring, bracing, and anchoring.

Related Sections:

1. Section 032000 — Concrete Reinforcing.
2. Section 033000 — Cast-in-Place Concrete.

Reference and Industry Standards
I. The following reference standards shall be applicable to this Section:

a. 2020 Enterprise Green Communities (EGC) Criteria, 15 edition and the 2020 New
York City Overlay dated April 6, 2020.

b. New York City Building Code, current edition, as amended, inclusive of:
e Chapter 19 Concrete
- Subchapter 1906 Formwork, Embedded Pipes and Construction Joints.
- Subchapter 1908 Modifications to ACI 318.

2. Industry Standards

e ACI (American Concrete Institute).
e AISC (American Institute of Steel Construction).
e APA (The Engineered Wood Association (formerly the American Plywood

Association).

The NYC Overlay of the 2020 Enterprise Green Communities Criteria

1. Mandatory Requirements: See the NYC Overlay of the 2020 EGC reference standards for
full specification.

a. All projects must achieve compliance with the mandatory criteria measures that are
applicable:

e Criterion 6.4: Healthier Material Selection.
e Criterion 6.10: Construction Waste Management.

2. Optional Project Requirements for Certification Points
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1.2

A.

1.3

A.

B.

1.4

A.

B.

C.

a. Additionally, rehab projects are required to achieve 55 optional points. Criteria with
optional points related to this Specification Section include, but may not be limited
to:

Criterion 6.2: Recycled Content and Ingredient Transparency.
Criterion 6.4: Healthier Material Selection.

Criterion 6.5: Environmentally Responsible Material Selection.
Criterion 6.7: Regional Materials.

Criterion 6.10: Construction Waste Management.

PREINSTALLATION MEETINGS

Preinstallation Conference: Conduct conference at Project site.

ACTION SUBMITTALS

Product Data: For each of the following:

1. Exposed surface form-facing material.
2. Concealed surface form-facing material.
3. Form ties.

4, Waterstops.

5.

Form-release agent.

Drawings: Prepared by, and signed and sealed by, a qualified professional engineer responsible
for their preparation, detailing fabrication, assembly, and support of forms.

1. For exposed vertical concrete walls, indicate dimensions and form tie locations.
2. Indicate dimension and locations of construction and movement joints required to construct
the structure in accordance with ACI 301.

a. Location of construction joints is subject to approval of the Engineer.

3. Indicate location of waterstops.

INFORMATIONAL SUBMITTALS
Field quality-control reports.
Minutes of preinstallation conference.

Documentation for compliance with Enterprise Green Communities Criteria.

PART 2 - PRODUCTS

2.1

A.

PERFORMANCE REQUIREMENTS

Concrete Formwork: Design, engineer, erect, shore, brace, and maintain formwork, shores, and
re-shores in accordance with ACI 301, to support vertical, lateral, static, and dynamic loads, and
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construction loads that might be applied, until structure can support such loads, so that resulting
concrete conforms to the required shapes, lines, and dimensions.

L. Design  wood panel forms in accordance with APA's Concrete Forming
Design/Construction Guide.

FORM-FACING MATERIALS

As-Cast Surface Form-Facing Material:

1. Provide continuous, true, and smooth concrete surfaces.
2. Furnish in largest practicable sizes to minimize number of joints.
3. Acceptable Materials: As required to comply with Surface Finish designations specified in

Section 033000 — Cast-In-Place Concrete, and as follows:

a. Plywood, metal, or other approved panel materials.
b. Exterior-grade plywood panels, suitable for concrete forms, complying with
DOC PS 1, and as follows:

1)  APA HDO (high-density overlay).

2) APA MDO (medium-density overlay); mill-release agent-treated and edge
sealed.

3)  APA Structural 1 Plyform, B-B or better; mill-oiled and edge sealed.

4)  APA Plyform Class I, B-B or better; mill-oiled and edge sealed.

Concealed Surface Form-Facing Material: Lumber, plywood, metal, plastic, or another approved
material.

1. Provide lumber dressed on at least two edges and one side for tight fit.

WATERSTOPS

Flexible Rubber Waterstops: U.S. Army Corps of Engineers CRD-C 513, [with factory-installed
metal eyelets,] for embedding in concrete to prevent passage of fluids through joints, with factory
fabricate corners, intersections, and directional changes.

1. Profile: [Flat dumbbell with center bulb] [Flat dumbbell without center bulb] [Ribbed
with center bulb] [Ribbed without center bulb] [As indicated] <Insert profile>.

2. Dimensions: [4 inches by 3/16 inch thick] [6 inches by 3/8 inch thick] [9 inches by 3/8
inch thick] <Insert dimensions>; non-tapered.

Flexible PVC Waterstops: U.S. Army Corps of Engineers CRD-C 572, [with factory-installed
metal eyelets,] for embedding in concrete to prevent passage of fluids through joints, with factory
fabricate corners, intersections, and directional changes.

1. Profile: [Flat dumbbell with center bulb] [Flat dumbbell without center bulb] [Ribbed
with center bulb] [Ribbed without center bulb] [As indicated] <Insert profile>.

2. Dimensions: [4 inches by 3/16 inch thick] [6 inches by 3/8 inch thick] [9 inches by 3/8
inch thick] <Insert dimensions>; non-tapered.
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A.

B.

Self-Expanding Butyl Strip Waterstops: Manufactured rectangular or trapezoidal strip, butyl
rubber with sodium bentonite or other hydrophilic polymers, for adhesive bonding to concrete,
3/4 by 1 inch.

Self-Expanding Rubber Strip Waterstops: Manufactured rectangular or trapezoidal strip,
bentonite-free hydrophilic polymer-modified chloroprene rubber, for adhesive bonding to
concrete, 3/8 by 3/4 inch.

RELATED MATERIALS

Reglets: Fabricate reglets of not less than 0.022-inch-thick, galvanized-steel sheet. Temporarily
fill or cover face opening of reglet to prevent intrusion of concrete or debris.

Dovetail Anchor Slots: Hot-dip galvanized-steel sheet, not less than 0.034 inch thick, with bent
tab anchors. Temporarily fill or cover face opening of slots to prevent intrusion of concrete or
debris.

Chamfer Strips: Wood, metal, PVC, or rubber strips, 3/4 by 3/4 inch, minimum.

Rustication Strips: Wood, metal, PVC, or rubber strips, kerfed for ease of form removal.
Form-Release Agent: Commercially formulated form-release agent that does not bond with, stain,
or adversely affect concrete surfaces and does not impair subsequent treatments of concrete

surfaces.

1. Formulate form-release agent with rust inhibitor for steel form-facing materials.
2. Form release agent for form liners shall be acceptable to form liner manufacturer.

Form Ties: Factory-fabricated, removable or snap-off, glass-fiber-reinforced plastic or metal form
ties designed to resist lateral pressure of fresh concrete on forms and to prevent spalling of
concrete on removal.

1. Furnish units that leave no corrodible metal closer than 1 inch to the plane of exposed
concrete surface.

2. Furnish ties that, when removed, leave holes no larger than 1 inch in diameter in concrete
surface.

3. Furnish ties with integral water-barrier plates to walls indicated to receive dampproofing

or waterproofing.

PART 3 - EXECUTION

3.1

A.

B.

C.

INSTALLATION OF FORMWORK

Comply with ACI 301.

Construct formwork, so concrete members and structures are of size, shape, alignment, elevation,
and position indicated, within tolerance limits of ACI 117 and to comply with the Surface Finish

designations specified in Section 033000 — Cast-In-Place Concrete for as-cast finishes.

Limit concrete surface irregularities as follows:
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1. Surface Finish-1.0: ACI 117 Class D, 1 inch.
2. Surface Finish-2.0: ACI 117 Class B, 1/4 inch.
3. Surface Finish-3.0: ACI 117 Class A, 1/8 inch.

D.  Construct forms tight enough to prevent loss of concrete mortar.

1. Minimize joints.
2. Exposed Concrete: Symmetrically align joints in forms.
E. Construct removable forms for easy removal without hammering or prying against concrete
surfaces.
1. Provide crush or wrecking plates where stripping may damage cast-concrete surfaces.
2. Provide top forms for inclined surfaces steeper than 1.5 horizontal to 1 vertical.
3. Install keyways, reglets, recesses, and other accessories, for easy removal.
F. Do not use rust-stained, steel, form-facing material.

G. Set edge forms, bulkheads, and intermediate screed strips for slabs to achieve required elevations
and slopes in finished concrete surfaces.

1. Provide and secure units to support screed strips.
2. Use strike-off templates or compacting-type screeds.
H.  Provide temporary openings for cleanouts and inspection ports where interior area of formwork

1s inaccessible.

1. Close openings with panels tightly fitted to forms and securely braced to prevent loss of
concrete mortar.
2. Locate temporary openings in forms at inconspicuous locations.
L [Chamfer] [Do not chamfer] exterior corners and edges of permanently exposed concrete.
J. At construction joints, overlap forms onto previously placed concrete not less than 12 inches.

K.  Form openings, chases, offsets, sinkages, keyways, reglets, blocking, screeds, and bulkheads
required in the Work.

1. Determine sizes and locations from trades providing such items.
2. Obtain written approval of [Design-Professional-of-Record] [HPD] prior to forming
openings not indicated on Drawings.

L. Construction and Movement Joints:

1. Construct joints true to line with faces perpendicular to surface plane of concrete.

Install so strength and appearance of concrete are not impaired, at locations indicated or as
approved by the [Design-Professional-of-Record] [HPD].

Place joints perpendicular to main reinforcement.

4. Locate joints for beams, slabs, joists, and girders in the middle third of spans.

98]
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3.2

3.3

a. Offset joints in girders a minimum distance of twice the beam width from a beam-
girder intersection.

5. Locate horizontal joints in walls and columns at underside of floors, slabs, beams, and
girders and at the top of footings or floor slabs.

6. Space vertical joints in walls [as indicated on Drawings] <Insert spacing>.
a. Locate joints beside piers integral with walls, near corners, and in concealed

locations where possible.

Provide temporary ports or openings in formwork where required to facilitate cleaning and
inspection.

I. Locate ports and openings in bottom of vertical forms, in inconspicuous location, to allow
flushing water to drain.

2. Close temporary ports and openings with tight-fitting panels, flush with inside face of form,
and neatly fitted, so joints will not be apparent in exposed concrete surfaces.

Clean forms and adjacent surfaces to receive concrete. Remove chips, wood, sawdust, dirt, and
other debris just before placing concrete.

Retighten forms and bracing before placing concrete, as required, to prevent mortar leaks and
maintain proper alignment.

Coat contact surfaces of forms with form-release agent, according to manufacturer's written
instructions, before placing reinforcement.

INSTALLATION OF EMBEDDED ITEMS

Place and secure anchorage devices and other embedded items required for adjoining work that
is attached to or supported by cast-in-place concrete.

1. Use setting drawings, templates, diagrams, instructions, and directions furnished with
items to be embedded.

2. Install anchor rods, accurately located, to elevations required and complying with
tolerances in Section 7.5 of AISC 303.

3. Install reglets to receive waterproofing and to receive through-wall flashings in outer face

of concrete frame at exterior walls, where flashing is shown at lintels, shelf angles, and
other conditions.

4. Install dovetail anchor slots in concrete structures, as indicated on Drawings.

5. Clean embedded items immediately prior to concrete placement.

INSTALLATION OF WATERSTOPS

Flexible Waterstops: Install in construction joints and at other joints indicated to form a
continuous diaphragm.

1. Install in longest lengths practicable.

2. Locate waterstops in center of joint unless otherwise indicated on Drawings.
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3.5

3. Allow clearance between waterstop and reinforcing steel of not less than 2 times the largest
concrete aggregate size specified in Section 033000 — Cast-In-Place Concrete.

4. Secure waterstops in correct position at 12 inches on center.

5. Field fabricate joints in accordance with manufacturer's instructions using heat welding.
a. Miter corners, intersections, and directional changes in waterstops.

b. Align center bulbs.

6. Clean waterstops immediately prior to placement of concrete.

7. Support and protect exposed waterstops during progress of the Work.

Self-Expanding Strip Waterstops: Install in construction joints and at other locations indicated on
Drawings, according to manufacturer's written instructions, by adhesive bonding, mechanically
fastening, and firmly pressing into place.

1. Install in longest lengths practicable.

2. Locate waterstops in center of joint unless otherwise indicated on Drawings.
3. Protect exposed waterstops during progress of the Work.

SHORING AND RESHORING INSTALLATION

Comply with ACI 318 and ACI 301 for design, installation, and removal of shoring and reshoring.
1. Do not remove shoring or reshoring until measurement of slab tolerances is complete.

In multistory construction, extend shoring or reshoring over a sufficient number of stories to
distribute loads in such a manner that no floor or member will be excessively loaded or will induce

tensile stress in concrete members without sufficient steel reinforcement.

Plan sequence of removal of shores and re-shore to avoid damage to concrete. Locate and provide
adequate reshoring to support construction without excessive stress or deflection.

FIELD QUALITY CONTROL

Special Inspections: Owner will engage a [special inspector] [and] [qualified testing and
inspecting agency] to perform field tests and inspections and prepare test reports.

Testing Agency: Engage a qualified testing and inspecting agency to perform tests and inspections
and to submit reports.

Inspections:

1. Inspect formwork for shape, location, and dimensions of the concrete member being
formed.

2. Inspect insulating concrete forms for shape, location, and dimensions of the concrete

member being formed.

END OF SECTION 031000
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	1. Exposed surface form-facing material.
	2. Concealed surface form-facing material.
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	4. Waterstops.
	5. Form-release agent.

	B. Drawings: Prepared by, and signed and sealed by, a qualified professional engineer responsible for their preparation, detailing fabrication, assembly, and support of forms.
	1. For exposed vertical concrete walls, indicate dimensions and form tie locations.
	2. Indicate dimension and locations of construction and movement joints required to construct the structure in accordance with ACI 301.
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	3. Indicate location of waterstops.
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	C. Documentation for compliance with Enterprise Green Communities Criteria.


	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. Concrete Formwork: Design, engineer, erect, shore, brace, and maintain formwork, shores, and re-shores in accordance with ACI 301, to support vertical, lateral, static, and dynamic loads, and construction loads that might be applied, until structur...
	1. Design wood panel forms in accordance with APA's Concrete Forming Design/Construction Guide.


	2.2 FORM-FACING MATERIALS
	A. As-Cast Surface Form-Facing Material:
	1. Provide continuous, true, and smooth concrete surfaces.
	2. Furnish in largest practicable sizes to minimize number of joints.
	3. Acceptable Materials: As required to comply with Surface Finish designations specified in Section 033000 – Cast-In-Place Concrete, and as follows:
	a. Plywood, metal, or other approved panel materials.
	b. Exterior-grade plywood panels, suitable for concrete forms, complying with DOC PS 1, and as follows:
	1) APA HDO (high-density overlay).
	2) APA MDO (medium-density overlay); mill-release agent-treated and edge sealed.
	3) APA Structural 1 Plyform, B-B or better; mill-oiled and edge sealed.
	4) APA Plyform Class I, B-B or better; mill-oiled and edge sealed.



	B. Concealed Surface Form-Facing Material: Lumber, plywood, metal, plastic, or another approved material.
	1. Provide lumber dressed on at least two edges and one side for tight fit.


	2.3 WATERSTOPS
	A. Flexible Rubber Waterstops: U.S. Army Corps of Engineers CRD-C 513, [with factory-installed metal eyelets,] for embedding in concrete to prevent passage of fluids through joints, with factory fabricate corners, intersections, and directional changes.
	1. Profile: [Flat dumbbell with center bulb] [Flat dumbbell without center bulb] [Ribbed with center bulb] [Ribbed without center bulb] [As indicated] <Insert profile>.
	2. Dimensions: [4 inches by 3/16 inch thick] [6 inches by 3/8 inch thick] [9 inches by 3/8 inch thick] <Insert dimensions>; non-tapered.

	B. Flexible PVC Waterstops: U.S. Army Corps of Engineers CRD-C 572, [with factory-installed metal eyelets,] for embedding in concrete to prevent passage of fluids through joints, with factory fabricate corners, intersections, and directional changes.
	1. Profile: [Flat dumbbell with center bulb] [Flat dumbbell without center bulb] [Ribbed with center bulb] [Ribbed without center bulb] [As indicated] <Insert profile>.
	2. Dimensions: [4 inches by 3/16 inch thick] [6 inches by 3/8 inch thick] [9 inches by 3/8 inch thick] <Insert dimensions>; non-tapered.

	C. Self-Expanding Butyl Strip Waterstops: Manufactured rectangular or trapezoidal strip, butyl rubber with sodium bentonite or other hydrophilic polymers, for adhesive bonding to concrete, 3/4 by 1 inch.
	D. Self-Expanding Rubber Strip Waterstops: Manufactured rectangular or trapezoidal strip, bentonite-free hydrophilic polymer-modified chloroprene rubber, for adhesive bonding to concrete, 3/8 by 3/4 inch.

	2.4 RELATED MATERIALS
	A. Reglets: Fabricate reglets of not less than 0.022-inch-thick, galvanized-steel sheet. Temporarily fill or cover face opening of reglet to prevent intrusion of concrete or debris.
	B. Dovetail Anchor Slots: Hot-dip galvanized-steel sheet, not less than 0.034 inch thick, with bent tab anchors. Temporarily fill or cover face opening of slots to prevent intrusion of concrete or debris.
	C. Chamfer Strips: Wood, metal, PVC, or rubber strips, 3/4 by 3/4 inch, minimum.
	D. Rustication Strips: Wood, metal, PVC, or rubber strips, kerfed for ease of form removal.
	E. Form-Release Agent: Commercially formulated form-release agent that does not bond with, stain, or adversely affect concrete surfaces and does not impair subsequent treatments of concrete surfaces.
	1. Formulate form-release agent with rust inhibitor for steel form-facing materials.
	2. Form release agent for form liners shall be acceptable to form liner manufacturer.

	F. Form Ties: Factory-fabricated, removable or snap-off, glass-fiber-reinforced plastic or metal form ties designed to resist lateral pressure of fresh concrete on forms and to prevent spalling of concrete on removal.
	1. Furnish units that leave no corrodible metal closer than 1 inch to the plane of exposed concrete surface.
	2. Furnish ties that, when removed, leave holes no larger than 1 inch in diameter in concrete surface.
	3. Furnish ties with integral water-barrier plates to walls indicated to receive dampproofing or waterproofing.



	PART 3 -  EXECUTION
	3.1 INSTALLATION OF FORMWORK
	A. Comply with ACI 301.
	B. Construct formwork, so concrete members and structures are of size, shape, alignment, elevation, and position indicated, within tolerance limits of ACI 117 and to comply with the Surface Finish designations specified in Section 033000 – Cast-In-Pla...
	C. Limit concrete surface irregularities as follows:
	1. Surface Finish-1.0: ACI 117 Class D, 1 inch.
	2. Surface Finish-2.0: ACI 117 Class B, 1/4 inch.
	3. Surface Finish-3.0: ACI 117 Class A, 1/8 inch.

	D. Construct forms tight enough to prevent loss of concrete mortar.
	1. Minimize joints.
	2. Exposed Concrete: Symmetrically align joints in forms.

	E. Construct removable forms for easy removal without hammering or prying against concrete surfaces.
	1. Provide crush or wrecking plates where stripping may damage cast-concrete surfaces.
	2. Provide top forms for inclined surfaces steeper than 1.5 horizontal to 1 vertical.
	3. Install keyways, reglets, recesses, and other accessories, for easy removal.

	F. Do not use rust-stained, steel, form-facing material.
	G. Set edge forms, bulkheads, and intermediate screed strips for slabs to achieve required elevations and slopes in finished concrete surfaces.
	1. Provide and secure units to support screed strips.
	2. Use strike-off templates or compacting-type screeds.

	H. Provide temporary openings for cleanouts and inspection ports where interior area of formwork is inaccessible.
	1. Close openings with panels tightly fitted to forms and securely braced to prevent loss of concrete mortar.
	2. Locate temporary openings in forms at inconspicuous locations.

	I. [Chamfer] [Do not chamfer] exterior corners and edges of permanently exposed concrete.
	J. At construction joints, overlap forms onto previously placed concrete not less than 12 inches.
	K. Form openings, chases, offsets, sinkages, keyways, reglets, blocking, screeds, and bulkheads required in the Work.
	1. Determine sizes and locations from trades providing such items.
	2. Obtain written approval of [Design-Professional-of-Record] [HPD] prior to forming openings not indicated on Drawings.

	L. Construction and Movement Joints:
	1. Construct joints true to line with faces perpendicular to surface plane of concrete.
	2. Install so strength and appearance of concrete are not impaired, at locations indicated or as approved by the [Design-Professional-of-Record] [HPD].
	3. Place joints perpendicular to main reinforcement.
	4. Locate joints for beams, slabs, joists, and girders in the middle third of spans.
	a. Offset joints in girders a minimum distance of twice the beam width from a beam-girder intersection.

	5. Locate horizontal joints in walls and columns at underside of floors, slabs, beams, and girders and at the top of footings or floor slabs.
	6. Space vertical joints in walls [as indicated on Drawings] <Insert spacing>.
	a. Locate joints beside piers integral with walls, near corners, and in concealed locations where possible.


	M. Provide temporary ports or openings in formwork where required to facilitate cleaning and inspection.
	1. Locate ports and openings in bottom of vertical forms, in inconspicuous location, to allow flushing water to drain.
	2. Close temporary ports and openings with tight-fitting panels, flush with inside face of form, and neatly fitted, so joints will not be apparent in exposed concrete surfaces.

	N. Clean forms and adjacent surfaces to receive concrete. Remove chips, wood, sawdust, dirt, and other debris just before placing concrete.
	O. Retighten forms and bracing before placing concrete, as required, to prevent mortar leaks and maintain proper alignment.
	P. Coat contact surfaces of forms with form-release agent, according to manufacturer's written instructions, before placing reinforcement.

	3.2 INSTALLATION OF EMBEDDED ITEMS
	A. Place and secure anchorage devices and other embedded items required for adjoining work that is attached to or supported by cast-in-place concrete.
	1. Use setting drawings, templates, diagrams, instructions, and directions furnished with items to be embedded.
	2. Install anchor rods, accurately located, to elevations required and complying with tolerances in Section 7.5 of AISC 303.
	3. Install reglets to receive waterproofing and to receive through-wall flashings in outer face of concrete frame at exterior walls, where flashing is shown at lintels, shelf angles, and other conditions.
	4. Install dovetail anchor slots in concrete structures, as indicated on Drawings.
	5. Clean embedded items immediately prior to concrete placement.


	3.3 INSTALLATION OF WATERSTOPS
	A. Flexible Waterstops: Install in construction joints and at other joints indicated to form a continuous diaphragm.
	1. Install in longest lengths practicable.
	2. Locate waterstops in center of joint unless otherwise indicated on Drawings.
	3. Allow clearance between waterstop and reinforcing steel of not less than 2 times the largest concrete aggregate size specified in Section 033000 – Cast-In-Place Concrete.
	4. Secure waterstops in correct position at 12 inches on center.
	5. Field fabricate joints in accordance with manufacturer's instructions using heat welding.
	a. Miter corners, intersections, and directional changes in waterstops.
	b. Align center bulbs.

	6. Clean waterstops immediately prior to placement of concrete.
	7. Support and protect exposed waterstops during progress of the Work.

	B. Self-Expanding Strip Waterstops: Install in construction joints and at other locations indicated on Drawings, according to manufacturer's written instructions, by adhesive bonding, mechanically fastening, and firmly pressing into place.
	1. Install in longest lengths practicable.
	2. Locate waterstops in center of joint unless otherwise indicated on Drawings.
	3. Protect exposed waterstops during progress of the Work.


	3.4 SHORING AND RESHORING INSTALLATION
	A. Comply with ACI 318 and ACI 301 for design, installation, and removal of shoring and reshoring.
	1. Do not remove shoring or reshoring until measurement of slab tolerances is complete.

	B. In multistory construction, extend shoring or reshoring over a sufficient number of stories to distribute loads in such a manner that no floor or member will be excessively loaded or will induce tensile stress in concrete members without sufficient...
	C. Plan sequence of removal of shores and re-shore to avoid damage to concrete. Locate and provide adequate reshoring to support construction without excessive stress or deflection.

	3.5 FIELD QUALITY CONTROL
	A. Special Inspections: Owner will engage a [special inspector] [and] [qualified testing and inspecting agency] to perform field tests and inspections and prepare test reports.
	B. Testing Agency: Engage a qualified testing and inspecting agency to perform tests and inspections and to submit reports.
	C. Inspections:
	1. Inspect formwork for shape, location, and dimensions of the concrete member being formed.
	2. Inspect insulating concrete forms for shape, location, and dimensions of the concrete member being formed.




