New York City Department of Housing Preservation and Development July 2023
Master Guide Specifications for Rehabilitation Projects

SECTION 078443 — JOINT FIRESTOPPING

PART 1 - GENERAL

1.1

A.

1.2

1.3

SUMMARY

Section Includes:

1. Joints in or between fire-resistant-rated assemblies.
Related Sections:

Section 072100 — Thermal Insulation.

Section 076200 — Sheet Metal Flashing and Trim.
Section 079200 — Joint Sealants.

Section 092300 — Gypsum Plastering.

Section 092400 — Cement Plastering.

Section 092900 — Gypsum Board.

ANl S e

Reference and Industry Standards
1. The following reference standards shall be applicable to this Section:
a. New York City Building Code, current edition, as amended, inclusive of’
e Chapter 7 Fire and Smoke Protection Features
2. Industry Standards

e AISG (American Insurance Service Group, Inc.)
e ASTM (American Society for Testing and Materials)
o GA (Gypsum Association)

PREINSTALLATION MEETINGS

Preinstallation Conference: Conduct conference at Project site.

ACTION SUBMITTALS
Product Data: For each type of product.

Product Schedule: For each joint firestopping system. Include location, illustration of firestopping
system, and design designation of qualified testing agency.

1. Engineering Judgments: Where Project conditions require modification to a qualified
testing agency's illustration for a particular joint firestopping system condition, submit
illustration, with modifications marked, approved by joint firestopping system
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1.4

A.

manufacturer's fire-protection engineer as an engineering judgment or equivalent fire-
resistance-rated assembly.

INFORMATIONAL SUBMITTALS

Product test reports.

PART 2 - PRODUCTS

2.1

A.

JOINT FIRESTOPPING SYSTEMS

Joint Firestopping Systems: Systems that resist spread of fire, passage of smoke and other gases,
and maintain original fire-resistance rating of assemblies in or between which joint firestopping
systems are installed. Joint firestopping systems shall accommodate building movements without
impairing their ability to resist the passage of fire and hot gases.

Joints in or between Fire-Resistance-Rated Construction: Provide joint firestopping systems with
ratings determined per ASTM E1966 Standard Test Method for Fire-Resistive Joint Systems.

1. Fire-Resistance Rating: Equal to or exceeding the fire-resistance rating of the wall, floor,
or roof in or between which it is installed.

Exposed Joint Firestopping Systems: Flame-spread and smoke-developed indexes of less than 25
and 450, respectively, as determined per ASTM E84 Standard Test Method for Surface Burning
Characteristics for Building Materials.

Accessories: Provide components of joint firestopping systems, including primers and forming
materials, that are needed to install elastomeric fill materials and to maintain ratings required. Use
only components specified by joint firestopping system manufacturer and approved by the
qualified testing agency for conditions indicated.

PART 3 - EXECUTION

3.1

A.

INSTALLATION

Examine substrates and conditions, with Installer present, for compliance with requirements for
joint configurations, substrates, and other conditions affecting performance of the Work.

General: Install joint firestopping systems to comply with manufacturer's written installation
instructions and published drawings for products and applications indicated.

Install forming materials and other accessories of types required to support elastomeric fill
materials during their application and in position needed to produce cross-sectional shapes and
depths required to achieve fire ratings indicated.

1. After installing elastomeric fill materials and allowing them to fully cure, remove
combustible forming materials and other accessories not indicated as permanent
components of fire-resistive joint system.
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D. Install elastomeric fill materials for joint firestopping systems by proven techniques to produce
the following results:

1. Elastomeric fill voids and cavities formed by joints and forming materials as required to
achieve fire-resistance ratings indicated.

2. Apply elastomeric fill materials so they contact and adhere to substrates formed by joints.

3. For elastomeric fill materials that will remain exposed after completing the Work, finish to

produce smooth, uniform surfaces that are flush with adjoining finishes.

END OF SECTION 078443
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