HAZARDOUS
MATERIALS

CHAPTER 12

For hazardous materials, the goal for CEQR is to determine whether the proposed project may increase the exg#sure of
people or the environment to hazardous materials, and, if so, whether this increased exposure would result 4 ntial
significant public health or environmental impacts. If significant adverse impacts are i@gntified, CEQR regmire

impacts be disclosed and mitigated or avoided to the greatest extent practicable.

As mentioned throughout the Manual, it is important for an applicant to work clgse h the lead a uring the
entire environmental review process. In addition, the New York City Departmenfof Efyironmental Mgtectn (DEP) often

works with the lead agency during the CEQR process to provide technical r tions, approval relat-
ing to hazardous materials. When the review identifies the need for lo incorporated after CEQR
(prior to or during development), the lead agency, in coordinationgwi n institutional control
(discussed in more detail in Sections 550 through 552), such as a placed on the affected site.
The Mayor’s Office of Environmental Remediation (OER) has for administering (E) Desig-

nations and existing hazardous materials Restrictive Declaratio i -owned parcels as a result of zon-
ing and/or variance actions approvals, pursuant to SectionQl-15 (EnvironmentaRequirements) of the Zoning Resolution
of the City of New York and Chapter 24 of Title 15 of t@ of the G New

L 2

100. DEFINITIONS O
110. HAZARDOUS MATERIALS

@!hat poses a tvat to human health or the environment. Substances that
t ar

t limited he following:

A hazardous material is any s
may be of concern include,

HEAVY METALS. Thes
ries, platers m
metals may be t&ic to huma

€ lead, cad i cury, arsenic, chromium, etc., that are used in smelters, found-
mponents in paint, ink, petroleum products, and coal ash. Heavy
serious physical impairment.

ese include aromatic compounds, such as benzene, toluene, ethylben-

odficts; aliphatic co nds such as hexane; and chlorinated compounds, such as trichloroethylene (TCE)

chloroethyt® E), that are commonly used as solvents and cleaners. VOC vapors may be toxic,
nder certain ‘% ons may result in vapor intrusion, and potentially lead to explosive or ignitable con-
@ions.

VOLATIIINQRGANIC COMPOUNS
z and &ytal xyleneg(BTE
%u

SEMIVOLA% IC COMPOUNDS (svocs). These include phenols and other components of creosote and coal

a5 Mg olycyclic aromatic hydrocarbons (PAHs), that may be naturally occurring but are more com-

@ d at higher levels in combustion byproducts such as ash. Several PAHs are either known to be or
d to be carcinogenic.

METHANE. This is generated by decomposing plants and other organic materials. Often found in or near filled
wetland areas, methane trapped beneath foundations may lead to explosions.

POLYCHLORINATED BIPHENYLS (PCBS). Formerly used in electrical equipment and as a plasticizer, PCBs bioaccumu-
late in aquatic organisms and humans and may cause a variety of neurological and other adverse effects.
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PESTICIDES. These are substances or a mixture of substances used to destroy or mitigate insects, rodents, fungi,
weeds, or other plant life. Many pesticides are toxic to humans and animals.

POLYCHLORINATED DIBENZODIOXINS AND DIBENZOFURANS (COMMONLY REFERRED TO AS DIOXINS). These are or were gen-
erally formed as byproducts of combustion or manufacturing and industrial processing.

HAZARDOUS WASTES. These are defined by regulations promulgated under the Federal Resource Conservation
and Recovery Act and by the New York State Department of Environmental Conservation, found at 6 NYCRR
Part 371, as solid wastes that either meet one of four characteristics (chemically reactive, ignitable, corrosive,
or toxic) with respect to defined test methods or are listed in one of following: 1) a generic list of cggmicals
that are hazardous regardless of the source that produces them; 2) a list of wastes from specifi trial

sources; and 3) a list of chemicals that are deemed hazardous wastes if thef\are discarded or jgign e
h®@state and fed@r lons.

discarded rather than used as intended. There are slight differences betwe@

ological wastes (e.g., medical waste). When these are managed in nce with ap

Other less commonly encountered hazardous materials include radionil g., radiatio

quirements (e.g., in a hospital or laboratory setting), they would ected tgMe asso d with adverse

effects. However, when evidence is found that they have bee nd®ned or &wise mismanaged, the
a &l He

appropriate regulatory agencies (i.e., DEP, the New and Mental Hygiene

rk i rtmep
(DOHMH), New York State Department of Health (NY %N York % bartment of Environmental

Conservation (NYSDEC), the United States Enviro a\PMtection PA), or the Nuclear Regula-
tory Commission (NRC)) should be contacted for addWgn& guidan

120. SITES OF CONCERN
Many sites in urban areas contain soil ang/or u ater that 4 n to be or may be contaminated. However,
the presence of hazardous materials on ai not be N ®s that appear to have no apparent impacts
and have no commonly known source aXaminatio ~ e been affected by past uses either on the site or

use®hazardous mate

red unaccept}ble.

The presence or likely prese@ y hazardougsubstance or petroleum products on a site under conditions that
indicate an existing rele lease, qr a dal threat of release of any hazardous substances or petroleum
products into stru res@ property o&—‘ round, groundwater, or surface water of the property is known
as a Recognized nmental Conditigff, ed by the most recent American Society for Testing and Materials
(ASTM) Standard Prac for Eny/ONg ite Assessments (ESA): Phase | ESA Process (ASTM E1527) standard.
A Recogniz nvironmental C8 %

nants geiling oNleaking ini@ the s& g groundwater, dispersed in the soil vapor, suspended in indoor or ambient

REC) should be disclosed under CEQR. Examples of RECs include contami-
air, ojcorfained in fugitive #yst. Hazardous materials may contaminate a site in several ways:

in the surrounding area. Many activjti
were once commonplace are n

may be pre@ the soil, groundwater, soil vapor, or buildings and structures on-site as the residue
past or gurent vities. Manufacturing processes and commercial activities typically utilize, and thus
and handling of, hazardous materials.

that are adjacent to waterways where, historically, large amounts of fill material have been used as part of
urban development.

e They may migrate to the site from off-site areas as a result of soils impacted by an upgradient source through
local groundwater flow or migrating soil vapor. For example, a site may be of concern if hazardous materials
migrated to the site from a leaking underground storage tank nearby.
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e They may be incorporated in on-site buildings and structures; examples are lead in paints or asbestos in
insulation, tiling, caulking, roofing materials, or electrical components.

130. POSSIBLE EXPOSURE

The presence of hazardous materials on a given site is likely to threaten human health or the environment if expo-
sure to those materials occurs. Potential routes of exposure to hazardous materials can include: direct contact, e.g.,
contact between contaminated soil and skin (dermal contact); breathing of VOCs or chemicals associated with sus-
pended soil particles (inhalation), swallowing of soil or water (ingestion). Public health may also be threatened
when soil vapors migrate through the subsurface and/or along preferential pathways (e.g., building foyffdations,
utility conduits, or duct work) and accumulate beneath a concrete slab or inside Qment, resulting i

sive, oxygen-deficient, or hazardous atmosphere.
Activities that can lead to increased exposure include the following:

e Introduction of a new population to an existing building or site cormgainli azardous Mgteria
e Conversion of buildings from industrial or commercial to resi@ses. &

e Investigation activities on a contaminated site.

CO @ ed site.

laMgnd subsurface soils.

e Excavation, dewatering, grading, or other constryctio i\V/tles on

e Construction activities in existing buildings that distb ™e buildj
e Construction or maintenance activities on ygi as that disturb subsurface soils.
e Creation of fugitive dust from expose @

e Demolition of buildings and struct’ minclude
e Introduction of new activities f pr ses that us

e Building on former Iand@e swampland where methane is present or will be produced.

The circumstances under whigh p tial exposyge may occur as a result of a proposed project determine the man-
ner in which hazardous #npacts a

K for CEQR.

9 IATERIALS ASSESSMENT IS APPROPRIATE

200. DETERMINING ER A HAZARDE

The potential folgignificant impact A t0 hazardous materials can occur when: a) elevated levels of hazardous
materials exighon aWte and thegoroje #ld increase pathways to human or environmental exposure; b) the project
would intr@gdude new activities o@firocesses using hazardous materials and the risk of human or environmental exposure

e project troduce a population to potential human or environmental exposure from off-site
se elements ruled out, then no further analysis is necessary.
fdlowing circums s are examples of projects where a hazardous materials assessment is warranted:

. thW® discretionary approvals such as a variance) allowing commercial or residential uses in an area

lously zoned for manufacturing uses.

requiring soil disturbance in a manufacturing zone.

e Development within close proximity to a manufacturing zone or existing facilities (including nonconforming uses)
listed in the Hazardous Materials Appendix (“the Appendix”).

e Rezoning to a residential or mixed-use district, if the area may have historically stored, used, disposed of, or
generated hazardous materials, such as an area in a C8 zoning district.
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e Development on a vacant or underutilized site if there is a reason to suspect contamination, illegal dumping, or
historic/urban fill.

e Renovation of interior existing space on a site with potential vapor intrusion from on-site or off-site sources;
compromised indoor air quality; or the presence of asbestos, PCBs, mercury, or lead-based paint.

e Development in an area with fill material of unknown origin. Fill material historically used in New York City in-
cludes dredged material that may contain petroleum, heavy metal, or PCB contamination and ash from the his-
torical burning of garbage. In addition, former wetland areas or areas with fill material containing organic wastes
may produce methane.

e Development on or near a government-listed or voluntary clean-up/brownfieldsite (e.g., solid waste | sigge,
inactive hazardous waste site, NYSDEC Brownfield Cleanup Program or Local Br&gnfield Cleanug’Progra e),
current or former power generating/transmitting facilities, municipal incin oal gasifgga or Jas stor-

age sites, current or former dry-cleaning facilities, or railroad tracks/rightof .

e Development where underground and/or aboveground storage tan r ASTs) gre (o located on or
near the site.

A list of facilities, activities, or conditions that warrant further ass

involving hazardous materials, including those not containe
possible exposure pathways and potential impacts on p%ﬁe the e
r

the following sections, evaluation of a site for hazardous Mgterials concerns s

mental Site Assessment (ESA) in accordance with the ent ASTD

ESA in accordance with the most recent ASTM E1 ard, i i sical sampling of media (e.g., soil, ground-

water, and soil gas) on the site of concern. # %I azardg & impacts are identified, mitigation and/or

remediation in accordance with a Remedial & n (RAP e required. In cases where the site is listed in the

Appendix and sufficient site history is knov@i e owner may\g ot to complete a Phase | ESA described in Section
B

320 and proceed directly to a Phas escribed in Section%830. In most cases, however, knowledge of the site
history is not sufficient and compl@ f a Phase | ESA is swngly recommended.

300. ASSESSMENT MEZO

The hazardous materféls $gsessment genera
ronmental conditions preseM®at a sit
outlined in Secti 20 below, the Pf is conducted in accordance with the standards established by the current

on adjace
e investiw sually conducted as part of a Phase Il ESA to confirm the presence and extent of the

Wher§ier possibleqthegbase | and Phase Il ESAs should reference and take into account proposed project plans to the
extent they & or example, during the performance of the Phase | ESA, it may be sufficient to know that the

existing buil o be demolished and excavation required. In contrast, when preparing the Phase Il Investigation
Work Plan, w fill guide the Phase Il ESA investigation, excavation depth(s) and the proposed conceptual foundation
design may be necessary to define the appropriate investigation scope. Therefore, project plans (whether conceptual or
final) should be referenced in, and attached to, the Phase Il Investigation Work Plan and any subsequent reports.
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310. STUDY AREA

The first step in any hazardous materials assessment is to establish the study area. The project site and any associ-
ated excavation areas (e.g., for utilities, elevator pits, foundations) comprise the focus of the study area, but the
area of study should also include any other areas that might have affected or may currently affect the project site.
Usually in heavily urbanized settings, other areas include the adjacent properties and, at a minimum, properties
within 400 feet of the project site. Regulatory database searches should be performed per the ASTM Phase | ESA
Standard.

For the soil, groundwater, or soil gas investigations associated with a Phase Il ESA (discussed below in Sectign 330),
the study area is typically limited to the project site itself. On a site, this sampling focuses on areas that )
potential for (a) contamination, based on the results of the Phase | ESA; or (b) en
on the Phase | ESA and the activities that would be associated with the propose
of the Phase Il Investigation Work Plan for a project involving conversion of an §xi

likely have limited overlap with a project at the same site involving demo@

uilding #g.a Trew would

new building with a cellar, basement, or multi-level basement.

320. PHASE | ENVIRONMENTAL SITE ASSESSMENT Q

The current ASTM Phase | ESA Standard should be consulte
For some proposed projects (e.g., area-wide rezonings
possible. For other projects, such as zoning text amendm
unknown, and the analysis should consider what t oten
sites (see Section 400, below). Generally, Phase
part of CEQR documentation. If more than six ase

tory database and site reconnaissance igforfatiqi™  his may n& be ngkessary if an adequate Phase Il ESA will be
performed to confirm the presence or ab conta addition to the ASTM Phase | ESA Standard,
additional sources of information thagfr ific to Ne may assist in preparation of Phase | ESAs. These
can be found in Section 731, “ Data to Supplemen M Standards.”

or a variety of different types of
ould be ng more n six months old when submitted as

321. Assessment, Conclusio porting

RECs at,a p@—‘site, a Phase | ESA should be conducted. The Phase | ESA
llowing kind I ation:

To identify and evaluate
report typically inggdes

e Site and neigh®gyring properti
. Inter&with past and @
o fSuface a subsurf%ai 8e patterns or infrastructure.
it onnaissa gs, maps, and photographs.
gderal, statg, ar:Ql regulatory agency list review findings.
from nearby sites, such as landfills, National Priority List (NPL) sites, Brownfield
Prog®am (BCP) sites, surface impoundments, ASTs, USTs, leaking USTs (LUSTSs) of unknown sta-

, including required ASTM searches.

owners and occupants.

Potential

concerns, such as ASTs, USTs, and LUSTs of unknown status, dumping of hazardous materials,
PCBs, etc.

e Previous environmental reports or sampling and analytical data.
e Discussion of the results of the Phase | ESA in the context of the proposed project.

e Recommendations for additional actions, if any.
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Based on the findings of the Phase | ESA, or a recognition that existing or historical uses at the site have included
those listed in the Appendix, the applicant should assess the potential for hazardous materials on the project
site. In general, there may be potential RECs if any of the following have occurred:

e Past or present uses on the site or in the surrounding area used or use hazardous materials.

e The site or surrounding area includes locations listed in federal, state or local regulatory agency records,
and known and/or potential RECs have not been rectified.

e Past or present surrounding uses are a concern and the site is downgradient in terms of groundwater
flow or topographically from those uses. Qualitative assessments of groundwater depth and flowgireg
tion should not be used exclusive of other available data.

\

e The proposed project may create the potential for hazardous materials m@ (e.g., due t@e i

and/or dewatering).
e Records indicate that the site has been filled and the nature and efgent W\ the fill is urfgown

The conclusions of a Phase | ESA should be made by a qualified envinghm®gtal profegonal. The credentials of
the qualified environmental professional should be included in t | ESA report. efined by the 2002
Brownfields Amendments to CERCLA, a qualified environm @Sional igfom®gne who possesses suffi-

se profess % gment to develop opin-

cient specific education, training, and experience neces

ions and conclusions regarding conditions indicative of re rthreatene of hazardous substances
on, at, in, or to a property, sufficient to meet the ogctives®ad perfor rs found at 40 CFR Part 312.
In addition, an environmental professional must e

e A state or tribal issued certification or d three elevant full-time work experience;

#tive years of relevant full-time work ex-

*
e A baccalaureate degree or higher i\GA or engi

perience; or
e Ten years of relevant fullgti experience.

The conclusions of this assesgn) n fall into the folfowing categories:

e There is little or od of c a@on, and therefore, there would be no significant adverse
impacts re ing%\azardous m& wand no further investigation is warranted. Note that a Phase
| ESA canffot Qgtirely eliminate yhcggaility regarding the potential for hazardous materials or a REC in
connection with properr , the preparer and reviewer must make certain that all due dili-

gen&sures have belyg aken before concluding that no potential adverse impact could occur.

o fColtamindtion may t or iSKnown to exist. More work is required to determine the nature and extent

of ontaminatigg hat the potential for significant adverse impacts can be fully disclosed and mit-

Qea n developeppropriate. A Phase Il ESA (described in Section 330) should be performed to
t0

terminew and extent of any contamination. At this point, it is strongly recommended that
DEP be c: .

~+

d be summarized as part of the CEQR documentation, including a description of the scope

e Phags h
of worh and activities undertaken, findings, and conclusions.

330. PHASE Il ENVIRONMENTAL SITE ASSESSMENT

Prior to conducting a Phase Il ESA, a Phase Il Investigation Work Plan (“Investigation Work Plan”) should be prepared
that details the proposed scope of work for soil, groundwater, and/or soil gas evaluation. Such Investigation Work
Plan should include three major elements described in greater detail below: (1) a plan for site characterization that
addresses the media to be sampled, types of sampling, and rationale for the approach, along with the investigative,
sampling, and laboratory analytical methods to be used; (2) a Health and Safety Plan (HASP) (see Section 332) for
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personnel undertaking the work; and (3) a quality assurance and quality control plan for the acquisition, handling,
and analysis of samples collected. The Investigation Work Plan and HASP should be submitted to DEP for review
and approval to ensure that the investigation conducted satisfies the requirements of the CEQR process. A standard
guide for Phase Il ESAs has been developed by ASTM (ASTM E1903) that can be used as a framework for developing
the scope of work for the assessment activities. In some cases, depending on the potential contaminants and the
surface and subsurface drainage patterns on the site, it is advisable to additionally conduct a physical investigation
of the soil, groundwater or soil gas on an adjacent property with appropriate access approvals.

Sites should be thoroughly characterized to: (1) document contaminant levels; (2) ensure that all potential exposure
pathways to on-site and off-site receptors, before, during and after construction, have been addresseg a
ensure public and worker health and safety during remedial activities and constryction.

In the process of performing the Phase Il ESA described in the following secti immediate roti oNs) to

NYSDEC, NYCDEP, and/or USEPA may be required upon:
e Discovery of a petroleum spill or “reportable quantity” hazardousqubs e discharg®This @iscovery must

be reported in accordance with applicable federal, state and lo

e Discovery or evidence of hazardous materials that pose tial or actlial ificant threat to public
health or the environment that must be reported in #go ith ap fed®al, state or local laws.
r\a

When possible, the Phase Il ESA should be conducted termin ficance is made at the EAS

stage or, if a positive declaration is being issued, before t is complete
on that describes the site investigation

331. Investigation Work Plan Q\
nd % on that may be present. In general, a

The Investigation Work Plan should include a te chara
Sqer, under some circumstances completing the

appropriate to locate and identify the #% xtent of
single phase of field and analytical wor fficie
work in stages may be necessary.

The Investigation Work Plan s d fy the proposgd number and location of test borings on a site map;
boring depths for collection pNysentative soil, grofnhdwater, and soil gas samples; methods for sample col-

lection for respective med'EE ogatory analyti thods to be utilized on samples; split-spoon or macro core

soil sampling intervg#s a represent les will be selected for sampling; organic vapor screening
methods (using, Xa #a photo-i tRygydevice or PID); soil classification and description methods (as
conducted by a profeQgional geolggist @, ified environmental personnel); well specifications; aquifer per-
I

meability t@sting or determing v velopment methods; methods of determining the groundwater
depth/elev&ti®g and gauging grot ¥er for free product; soil vapor probe installation methods; handling and
dispoflal g borelfole cutti well (velopment water, and other investigation derived waste (IDW); etc. The
ork Plan@) include site development plans indicating maximum soil excavation depths/el-

building sla tings, subsurface utilities, elevator pits, etc., as well as any proposed grade-level
rtyard, ing, rass/landscaped areas. Description of the proposed uses in sub-grade, first floor,
evelopment also contribute to the design of an investigation work plan.

331.1. Elements of Site Investigation
While not all elements listed below are necessary for all projects, the following elements are typical
components of an Investigation Work Plan:
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GEOPHYSICAL SURVEY

If recommended by the Phase | ESA, or if warranted by site conditions, prior to invasive field work a
geophysical survey may be undertaken to help locate buried metallic objects or material, characterize
the subsurface conditions and geology, identify subsurface utility infrastructure, or determine the pres-
ence or extent of a groundwater contaminant plume. Typical geophysical tools and techniques may
include magnetometers (to test for buried metal, such as tanks or drums), ground-penetrating radar,
ground conductivity surveys, and seismic refraction/reflection surveys. Limits on geophysical tech-
niques can include cost and the presence of interference structures, such as overhead electric wires or
excessive subsurface metal (e.g., reinforced concrete) or fill (such as demolition debris) that can p
duce anomalous readings and result in difficulty in interpretation of data. The primary goal of th@'ge

ophysical survey is to guide subsequent fieldwork by aiding in the determifgtion of optimum p
locations at the site. 6
SOIL GAS SURVEY @

A soil gas survey tests the unsaturated zone (soil area above the w&er t®%le) for the pgencglof VOCs
and/or methane. Typical volatile compounds include constit asolinegBuch as, BE, BTEX
compounds (benzene, toluene, ethylbenzene, and total xy and indust#falglvents, such as tet-
rachloroethylene (PCE) and trichloroethylene (TCE). T, i s ce spills or leak-
ing underground storage tanks, or may be diffusing to the u ed zone from deeper
contaminated media, especially groundwater. S
swampy areas to determine whether methage gas | . hniques (see NYSDOH’s Oc-
tober 2006 Guidance for Evaluating Soil Va Nrusion in the Sta%g.of New York including all subse-
qguent updates to the guidance) include ifie fpfyg por sampling probe (usually a hollow
steel rod with a slotted intake point) i@ surface, @ the sampling system, and testing the

effluent soil gas with field analyti®/,eQuipfhent or cg INg.sagples for laboratory analysis. The 2006
NYSDOH guidance document prgag idelines ling of soil vapor, sub-slab soil vapor, crawl
space air, indoor air, and outd®gr a

SHALLOW SOIL TEST PROBE!
A large number of shffllo il samples be collected in a relatively short time using direct push
@routinely conducted during first stage surveys to collect

technology (DPT) /P of DPT gr
@/ soil sampl& #t in the characterization of the site. This type of sampling
igi i anelver and reglI{Ain W¥ss site disturbance than a typical full sized drilling rig. Upon
retrieval, the soMsample canned using an organic vapor analyzer or other suitable field-
scre g equipment th pn properly calibrated. The field screening results should be noted on
bdWNpg log, al witg#frmation regarding sample interval, soil description, relative moisture
ottent, color, and evidence of contamination (e.g., odor, sheen). As appropriate, a limited num-
ellgfsoil samplgfCly M selected for further analysis at a NYSDOH ELAP-certified laboratory. In cer-
in cases, comp g of the shallow soil probe investigation may be sufficient to characterize site
oncerns. %w?h this type of soil probe sampling relies heavily on dedicated sampling equipment,
this equipMgn®hould be decontaminated between sampling locations to avoid cross contamination.

Liz | his type of soil probe sampling include limitations on depth (especially at sites with fill
@ ers), limited soil recovery and corresponding sample volume, and inability to provide blow

tandard penetration test).
SUBSURFACE EXCAVATIONS
Test pits and trenching allow for inspection and sampling of subsurface materials, equipment, and
structures. Exposing the subsurface to inspection often reveals heterogeneity or other features that
may have been missed by probe sampling. In certain situations where the area of concern is defined
and relatively small in extent, excavation equipment can quickly assess subsurface conditions with a

%
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limited number of test pits. This is especially useful in determining composition of fill material or debris
piles.

SURFACE SOIL AND WASTE SAMPLING

Sampling of surface soil, exposed wastes, or other surfaces for contaminants is often conducted during
first stage analyses. A large number of such samples can be quickly collected with very little disturbance
to activities at the site. For example, if PCB transformers were noted in the initial assessment, a wipe
sample and surface soil sample in those locations could be taken to determine whether the transform-
ers had leaked PCBs. Areas where suspected wastes are exposed at the surface should also be sampl
Again, depending on the media sampled (i.e., liquid, solid, semi-solid, or mixed), the samples c
quickly collected with simple sampling tools, such as dedicated spoons omgrowels. Special cogsi -
tion and care should be exercised in conducting this type of sampling since.aMgcontaminani{f e

at the surface provide a potential exposure pathway for persons occupyn rking at§gheSite.

collect both soil and groundwater samples from discrete degt ing ma re samplers and/or
hydro-punch technology expandable screens. Altho is possible, tem-
porary small diameter PVC well points are preferred.

SOIL AND GROUNDWATER PROBE INVESTIGATIONS Q
During more detailed surveys and subsurface investigations at wiated sitg8, DPT ¢ e used to
\i
ecti

SOIL BORINGS AND MONITORING WELLS

Soil boring and monitoring well installations lled at are®g0 ern identified during initial
evaluation. This is usually accomplished by, ing an enviconmen®y drilling rig at the site. Soil sam-

ples are generally obtained with a 2-fogt oon sanfp or both groundwater and subsurface
soil, sampling depends on rig accegs t@the and the pré f underground and overhead utilities
and right-of way issues. Soil samplex obtaingdd ner types of rigs or hand auguring if full size

% hand auguring may require the subsurface

rig access is not available; ho e er types o
to be penetrable, may qQal to limited depths, Qg may not allow for the determination of the

groundwater flow directi /

TESTING BUILDINGS A UCJURES
It is commongbor iwg structure hazardous materials. These materials could have been

introduc om nts of co@6 materials or discharged as a result of poor operational prac-

tices on the pa%gof an ind 3 nt. Appropriate sampling techniques depend on the material
of cdgcern and the locagl Je¥ontamination in or on the building. Wipe samples, bulk samples,

sdmmMes, coring sgmpl feld measurements may be appropriate in different situations. Regu-
tns governing d lition'Miay apply.
s os is a na d to a group of natural minerals, with particularly good fire resistant and

sulation proper ese minerals include chrysotile, amosite, crocidolite, actinolite, tremolite, and

nthophyl!li@ In addition to insulation/fireproofing products, asbestos is also commonly found in roof-
ing materi r tiles, vinyl flooring, gaskets, mastics, caulks, plaster, joint compound, ceiling tiles
other building materials. Materials containing more than one percent asbestos are con-
@ hsbestos-containing materials (ACM). ACM are classified as friable or non-friable: friable ACM
N, st spray-applied fireproofing and pipe/thermal insulation) more readily release asbestos fibers
than non-friable ACM (e.g., vinyl flooring and most roofing materials). Title 15 Chapter 1 of the Rules
of the City of New York and New York State Industrial Code Rule 56 set out requirements for sampling

and abatement of ACM.

Lead-based paint (LBP) was generally not allowed to be applied inside residential buildings after 1960
in New York City. After 1977, its use inside other buildings was also restricted and its use elsewhere
became much less common, but LBP may still be used outdoors. LBP can present a hazard, particularly
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to children, and especially when it is in a deteriorating condition. Lead dust may be present in some
structures and on some paved surfaces in building yards or surrounding streets. New York City’s Local
Law 1 of 2004 promulgated under the New York City Childhood Lead Poisoning Act of 2003, sets out
requirements for testing and abatement of dwellings and child-occupied facilities, and USEPA certifies
LBP evaluation and abatement firms.

Visible signs of staining, pooling, or discharge of waste material inside structures should be sampled
based on the suspected material. For example, suspected PCB-containing surface stains are usually
assessed by collecting wipe samples, which are then analyzed in a laboratory.

331.2. Probe Construction and Sample Collection
The Investigation Work Plan should be tailored to the proposed project. primary consj tio
are characterization of material that will be removed and characterizati idual medi XMo-
sure potential. Soil and soil vapor sampling should typically be perfo, ini
foot interval below the depth of the project excavation. Whergyth
groundwater, and/or soil vapor impacts have been identified bQ proposghl excavllisf, deeper
t1%all

sampling may be warranted. The potential for vapor intrusionggou™ be eva d where on-site/off-
site VOC-contaminated groundwater located within 3Q fegff, y or hggizontaMyg, below a building
foundation has not been ruled out. Groundwater sh u ine whether site con-
tamination is impacting groundwater quality an
impact soil vapor quality of the site. The items be
required to adequately characterize a site du

e A geophysical survey through ground pngQatthg radagfGr
warranted) should be conducted i a ere buri
r LG

suspected to be present based
umentation/reports, but ar@ ent at gré
orl

exists at a site with limited information.

¢ Ingeneral, evenly spac& tes®borings spread’ross the entire site should be advanced to two feet below
the proposed maxi avation depth(s) or to bedrock (whichever is shallower) as well as to the water
table (describegs r detailgbel adequately characterize a site during a Phase Il investigation.

owards identified RECs and are usually situated on-site. They
riate authorizations. If biasing of boring locations results in signif-
aracterized (i.e. data gaps), additional boring locations may be nec-

ew sufficiently fize the site.
ta mWimum, o g should be advanced in proximity to each identified REC (as per the Phase |
indings) an ed toward locations where the greatest contamination is suspected. These areas
Id include, e not limited to, petroleum or hazardous material storage areas; drywells or leach
fields/p@ols; dr ning areas; stained soil or stressed vegetation areas; industrial/manufacturing pro-
cessin ; and areas where on-site contamination from off-site sources is suspected.
o 3
GPR or other method prior to invasive work to avoid damaging the UST and causing a release. In the
event that any leaking tanks are identified at the site during the Phase Il ESA, NYSDEC DER-10 guidance
should be followed.

¢ A minimum of two soil samples should be collected from each test boring/probe. One shallow soil sample
should be collected from the upper two feet of soil (typically the 0-2 feet below grade surface (bgs) inter-
val). A second soil sample should be collected from the two foot interval below the proposed maximum
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excavation depth(s). If groundwater or bedrock is encountered at a shallower depth than the proposed
maximum excavation depth during borehole advancement, the subsurface soil sample should be collected
from the two foot interval above the groundwater interface or bedrock. Soil borings must be screened for
evidence of gross contamination (based on visual/olfactory evidence of impacts and/or elevated soil
screening readings obtained using accepted field instruments). Where screening indicates contamination
at an intermediate interval(s) in a soil boring, i.e. between 2 feet bgs and the proposed maximum excava-
tion depth, an additional soil sample(s) should be collected for analysis. If groundwater is encountered in
a test boring/probe within five feet of surface grade, only one soil sample per boring may be warranted
as long as adequate upgradient and downgradient groundwater samples are collected. Soil samgftes col-
lected should be discrete (grab) samples.

e  Where the water table is less than 30 feet beneath the deepest level of
ment or slab-on-grade foundation, groundwater samples should b,
Groundwater samples should be collected within the areas of con
gration from off-site sources. Depending on the Phase | ESA fm

soil and soil vapor, as well as known regional groundwa t , collection of
groundwater samples may be warranted at depths rangl to 10 € below the deepest struc-
tural elevation of the proposed structure. It is rec, at gr mples be collected to

adequately characterize the site.

¢ Soil, groundwater, and soil gas samples shoul yzed in acco th the methods described in
Subsection 331. 3.

e Where the potential for vapor intrusi round or so®above the water table is suspected
based on the identified RECs such etroleu hIorlnated compounds, etc., located at or
near the site, the NYSDOH’s Omb% uidancgfo mg Soil Vapor Intrusion in the State of New
York including all subsequen the g , should be used as a guidance tool to design an

r DH 2006 guidance document provides evaluation
of use and/or renovations, as well as general site
ble to any buﬁng scenario. An example is the renovation of a building

investigation protoc
formerly occupied @y a cleaning fagility. In some instances it may also be necessary to collect and
analyze soil ga@u soil va air, and/or ambient air samples. The depth and type of soil

vapor sagplin cted will d& the proposed development scenario.
331.3. Sample Analysis Analytig® @

Sam collected purs @ investigation work plan are sent to a NYSDOH-ELAP certified labor-
ry foRgnalysis. Tige laboNgtgf analyses of environmental samples should be conducted according

to fhe holding time QA/QC requirements of the NYSDEC Analytical Services Protocol (ASP) unless

appropriate vapor |ntru5|o
methods for existing

u eded by nm elines
alytical gagetho solid matrices are published in USEPA SW-846: Test Methods for Evaluating

Solid Was ysical/Chemical Methods (see Appendix). The wastewater and drinking water analytical
metho vided by the USEPA (see Appendix). Environmental samples should typically be ana-

ull Target Compound List (TCL) volatile organic compounds (VOCs) with Methyl tert-butyl
TBE) by EPA Method 8260, semivolatile organic compounds (SVOCs) by EPA Method 8270,
es by EPA Method 8081, polychlorinated biphenyls (PCBs) by EPA Method 8082, and Target
Analyte list (TAL) metals by EPA Method 6010/6020/7470/7471. For a modified list(s) of constituents
from other regulatory entities, methods appropriate for the project objective and acceptable to DEP
may be used. Sample collection and analytical methods for contaminants in air (i.e., the vapor phase)
are provided by the USEPA Center for Environmental Research Information: Office of Research and
Development. Environmental samples should be collected and analyzed for the contaminants defined
in Compendium Method TO-15: Determination Of Volatile Organic Compounds (VOCs) In Air Collected
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In Specially-Prepared Canisters And Analyzed By Gas Chromatography/Mass Spectrometry
(GC/MS).Unless contamination is known to be limited to specific compounds, soil and groundwater
samples should be analyzed as environmental samples described above for full TCL volatile organic
compounds (VOCs) with Methyl tert-butyl ether (MTBE) by EPA Method 8260, semivolatile organic
compounds (SVOCs) by EPA Method 8270, pesticides by EPA Method 8081, polychlorinated biphenyls
(PCBs) by EPA Method 8082, and Target Analyte list (TAL) metals by EPA Method
6010/6020/7470/7471 at a NYSDOH-ELAP (Environmental Laboratory Approval Program) certified la-
boratory. Groundwater samples should additionally be analyzed for both filtered and unfiltered met-

als.
Soil gas, sub-slab soil gas, indoor air, and ambient air samples should be aalyzed as vapor phase
ples described above for VOCs by EPA Method TO-15 at a NYSDOH-ELAP-c&tified laboratoyy.

certification is not available, certification by other agencies and/or orga i is reco

Additional analyses may be warranted if the type of contamination d cannqt be aQgquately
characterized by these analyses. NYSDOH Category B Deliverabl o) Yequired for R lowever,
specific levels of quality control deliverables may be required #gr s j ing grant money, for

legal defense, or if the analysis must comply with require%
e

Method 7420 (Flame Atomic Absorption) or 74
ate. This can be supplemented by portable X-ray
samples for PCB-containing surface stains afMyanalyZed using E
must be sent to a laboratory accredited :

creditation Program (NVLAP), and anal

tron Microscopy (TEM), if appropﬁat@

tion indicates that other hazard \

conducted. 6
332. Health and Safety Plan

As part of the Investigation rk Blah, surface
and in accordance wjth ® ific Hea

d 8082. Asbestos samples
ional Voluntary Laboratory Ac-

ety Plan (HASP), the second major element of the Investi-
and safety of both on-site personnel and the surrounding

ministration (OSHA) req@iiremen# ; FR Part 1910.120. The intent of the HASP is to provide appropriate
proceduresNr;imize the pott r injury or exposure to site contaminants during the assessment. The
HASP pbe all of p i€l hazards at the site and the methods to mitigate such hazards. Special

des
n t be given to rocedures to monitor for potential exposure and the various levels of protec-
g u for tasks o pleted safely. The HASP may also describe site perimeter and/or community

oring th pgieded. The HASP should clearly note that prior to any type of intrusive investigation
C
it

r sampling, sub e utilities will be marked out to avoid possible injury to workers and the potential danger

amaging the ¥As a standard requirement, the HASP should include VOCs, SVOCs, Pesticides/PCBs, and
Heavy \yete ically arsenic, lead, and mercury) as potential chemicals of concern. All associated infor-
matio ets or Safety Data Sheets (SDS) for these potential chemicals of concern should be included in

oute to the nearest hospital (including map) as well as an accident and injury report form should
be included in the HASP. The names and phone numbers of all pertinent project and site safety personnel should
be included in the HASP.
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333. Quality Assurance and Quality Control

The third major element of the Work Plan, a laboratory analytical program and proper field and laboratory
Quality Assurance/Quality Control (QA/QC) regulatory procedures, must be developed before beginning field-
work. This program establishes general sampling and QA/QC requirements for all sampling and laboratory anal-
ysis activities. Also referred to as a Quality Assurance Project Plan (QAPP), its main goal is to assure sample
integrity from the field to the laboratory and that the proper laboratory analytical procedures and protocols
are followed. The program should include sampling QA/QC protocols for all compounds sampled. It should de-
scribe sampling techniques and methods, including those described in NYSDEC guidelines, to assure sampling
integrity; field instrumentation calibration and maintenance procedures; decontamination procedures all

equipment; chain-of-custody procedures; sample preservation requirements; laboratory analytical proc ;

laboratory equipment calibration and maintenance procedures; the experience capabilities o SO

and any other factors associated with obtaining, delivering, and analyzing samp, lan shoul oc-
t een

sampling locations. The USEPA provides guidance in developing a QAP rences thes®@ guidance

documents are included in the Appendix. Q
340. CONCLUSIONS AND DOCUMENTATION

Once the field work proposed in the Investigation Work Plan

the final step of the Phase Il ESA is to prepare a report

e Description of the site, surrounding area anwos developm
IPNQN

e The methodologies used (including any d

ument the procedures regarding decontamination of drilling and subsm@ ing equip
an e

WMmples have been analyzed,

fromt

e Field activities; 'S

e Tabulation of sample depths for N g/prok @ edia;
e Compilation and tabulation Q\/tical data (eve on-detectable concentrations are revealed);

m&ps of analyticaWata as exceedances (soil and groundwater) and detections
diagsPider maps);

e Presentation in site sa
(soil vapor) for each

e Description th@tratigraphy;\
e Descripti he sl hydrogeo%

e Comgarison to appropriz , criteria, or guidance values; Interpretation of the analytical and site
asseNt data; an

. inflings and recom dations.

S cumentati@u include:
. eophysic%summary

Soil boging Megs

e Laboratory reports for all samples
e Sample chain of custody
e Photographic documentation of the investigation, and

e Qualifications of the Qualified Environmental Professional who implemented the investigation.
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The contents and format of the Phase Il ESA Report should conform as closely as possible to the guidelines in ASTM
E1903 Appendix X1.

The results of the Phase Il ESA (both in the field and from the laboratory analyses) are interpreted to characterize
the presence of hazardous materials and the ranges of soil, groundwater, or soil gas contaminant concentrations.
The soil and groundwater sampling data are quantitatively compared to existing guidelines and standards. Most
commonly, soil sampling results are compared to the NYSDEC 6 NYCRR Part 375-6 Remedial Program Soil Cleanup
Objectives (SCOs). Comparison with the relevant unrestricted or restricted SCOs should be based on the exposure
scenarios associated with the proposed project, and different SCOs may be appropriate at different locatigns and

be made in accordance with 6 NYCRR Part 360.13(f). Note that soil contamination t be evaluatefftor
of groundwater in addition to public health criteria, unless excluded by 6 NY 375-6.5 C echnical
and Administrative Guidance Memorandum (TAGM) #4046 should no long ). Ground pling re-
sults should be compared to NYSDEC Class GA water quality standards thgt ar@listed in NY

be evaluated pursuant to 6 NYCRR Part 360.13(c) and recommendations for a pj&ct’s fill importation
S

erational Guidance Series (TOGS). Note that aquifers in New York Cit viewegfds pote drinking water
sources. As appropriate, groundwater sampling results should al ontpared t or State guidance values
for dewatering to City sewers and USEPA guidance values gor % rusion gsmigvap nd indoor air sample
concentrations should be compared to guidelines, where a b the NY|

@ October 2006 Guidance for
nglates to the guidance. When

ist, USEPA guidance values may

Evaluating Soil Vapor Intrusion in the State of New Yo

investigations identify soil vapor contaminants outside ofQYSBOH’s ¢
be used for comparison purposes.

The Phase Il ESA Report is provided to DEP, for r d apprq azardous materials are identified at the site
and it appears that remedial measures wou required§o ade@uately mitigate the contamination, a Draft
Remedial Action Plan (RAP) and site—speﬂ structi i Safety Plan (CHASP) should be submitted

along with the Phase Il ESA Report. Q

400. DETERMINING IMPACT SIG

The potential for significant adver§e infpacts from ous materials depends on the type of materials present, their

levels, their location on whether o@o the hazardous materials would be associated with the pro-
posed project, either go wing cons%t In general, given adequate knowledge of the site and its environs,

the following two questiorfycan be used.to ine whether a significant adverse impact would occur:

Is there d\gotential for hum re to hazardous materials? This includes present and future users of the
construction workers.

1.
site urr@unding argg, as wt
2. therd a gotential for Konmental exposure to hazardous materials? This includes hazardous materials af-
Qw -site or sur@n natural resources or exacerbating existing environmental contamination.
If€heBnstmefto both oBghese questions is "no," it is unlikely that a potential for significant impacts exists. If the answer
to eit "yes," tm jficant adverse impact might occur. Examples of significant adverse impacts from hazardous
follPwvin

ing:

@ be exposed during excavation. For example, sites that were formerly solid waste landfills may con-
Nalg#ve levels of methane; compounds adsorbed to soil may become airborne as dust and be ingested
through the nose and mouth; or dewatering activities may expose workers to contaminated groundwater.

e Future site occupants may be exposed to on-site hazardous materials. For example, children at a residential site
may ingest contaminated soil or lead-laden particles from a building's interior.
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e  Future site occupants may be exposed to materials migrating from off-site. For example, materials leaking from
a gasoline UST on an adjacent property may migrate in the subsurface as a separate-phase liquid, dissolved in
groundwater, or as a vapor.

e Occupants of adjacent properties may be exposed. For example, contaminated soil or dust may be transported
to adjacent sites during excavation. Surface and subsurface drainage patterns may cause on-site contaminants
to migrate off-site during or following construction, impacting adjacent properties or natural resources. Soil gas
may migrate to adjacent properties or buildings.

methods of handling and disposing of those materials (in accordance with all applicable legal requirements o
and federal agencies) should be described, but compliance is generally assumed for theWrposes of deter
a significant impact exists under CEQR.

Conditions of contamination that are generally not considered significant advers

e Nosignificant impact would occur when hazardous material concent
GA groundwater quality standards listed in TOGS, unless there is apot
water, vapor intrusion into buildings or structures, or ground harge to surfa
project involves impacts associated with dewatering. \%

e In certain circumstances—particularly when asbest re pres nce with applicable regula-
tory requirements would prevent significant imgacts. exdmple, i hect requires demolition or renova-
tion of a building containing asbestos, complianceNith applicable regu®ygory requirements is necessary whether

or not the project is also subject to CEQR.

e If an institutional control (see Subsec‘io w) related
project site or will be imposed on the si t of the
institutional control may preclude tial for sig

Decisions regarding the potential fogsi#M§icNgt adverse impacts
considering all available informatio
for significant adverse impacts. H

rdous materials has been imposed on the
liance with the terms and conditions of the

. 0,
hdverse impacts.

fist be made on a site-specific, project-specific basis,
led® agency shoultlonsult with DEP in determining and assessing the potential
everYif such po jal exists, the lead agency must coordinate with DEP or OER, as

appropriate, in developing m avoid ogmi he potential impacts. Depending on the adverse impact iden-
tified, other agencies (ed, D NYSDEC, N WYSEPA, US Coast Guard) may also require notification. For generic
or programmatic acti iLe-specific conclufio not be possible. In this case, more general conclusions about the
type of impacts that may be ®xpecte types of sites may be appropriate.

500. MITGAYON ARD REME%}
MitigalffOTNs plementajg®@Mgt Qctions designed to eliminate, contain, or control sources of significant adverse im-
% inate ex osurays. Remediation is the implementation of actions designed to remove or treat the
s orsfgnificant akérse%impacts and eliminate and/or reduce concentrations of hazardous materials. Mitigation
3 termined based in part on the detailed findings of the Phase Il ESA. DEP and OER recom-
poach in determining the proper course of mitigation. The risk-based approach evaluates the
QasSociated with the proposed project. Implementation of mitigation and remedial action follows
of an appropriate Remedial Action Plan (RAP) and site-specific Construction Health and Safety Plan
(CHASP). Both short-term and long-term risks should be assessed. Questions that the City considers when evaluating a
proposed remedial approach are:

e Which available mitigation and remedial technologies would accomplish the mitigation and remedial goals for
the site?

e  What are the short-term risks?
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e  What are the long-term risks?
¢ What are the risk-based benefits of the RAP?
e  Wouldimplementation create potential new or additional risks to on-site occupants or the surrounding public?

¢ Would implementation result in residual hazardous materials remaining in place on site so that an appropriate
institutional control (e.g., (E) Designation, declaration of covenants and restrictions for ongoing site manage-
ment, memorandum of understanding (MOU)) governing ongoing monitoring is required?

In evaluating the short-term risks associated with a remedial technology, both adjacent community and on-sit

orker

proaches include emissions from an on-site remedial system or fugitive dust emissiond§gnd/or odors as a gasu
vation activities. In addition, on-site worker health and safety issues should be considgre

Evaluation of long-term risks focuses on residual risk and the effectiveness of thg régfled¥ over time. Wgsi risk may
occur if hazardous materials are left on-site but are mitigated by reducing o% ng expo thr@ugh measures
such as capping, or sub-slab vapor barrier and depressurization systems. T ures shguld be tored through
a site monitoring plan, which may be ensured through a combination of inS§tuti®nal cont uch as an (E) Designation,
declaration of covenants and restrictions for ongoing site managemenf, land di itio reement, and/or map-
ping agreement (see Subsection 550 below).

Implementation of a mitigation or remedial measure does n additional mitigation or re-

mediation in the future should conditions warrant (e.g. . it NYSDEC or other agencies may

medial action was properly implemented should alw j o thethosen remedy or mitigation. For ex-
ample, where site excavation would be followed by®e ng specified requirements, the RAP should

set out appropriate testing protocols and tirﬁ b
documenting both proper off-site disposah@
510. CONTAINMENT TECHNIQUES

Containment is the process Ing or enclo;gng hazardous materials to minimize direct contact with or expo-

sure of receptors. For su ntaminatio, ing of the affected area is often used to control the infiltration
of surface water ggffai e and reduce fant migration. Caps are often employed when contaminated
materials are lef#n .eapping is soffieR erformed together with measures for groundwater contaminant
control, surface water @gntrol, ang g gas collection or control. Various cap designs and materials are avail-
to multi-layer engineered membranes. The selection of the cap design and

pERds on the gratureNgf JMe waste to be covered and the intended use of the capped area. Disad-
cappinginclud uncertain design life; the need for long-term inspection and maintenance; and prob-
#e should th@Me N to be breached to install or repair utilities. Depending on the materials used, caps
erable to erracking or other types of deterioration.

ontaminants can be contained by such techniques as the construction of subsurface barriers,
as sheetjng, Wity walls, or grout curtains, in which liquid material is injected into the soil where it solidifies
j ere the potential for vapor intrusion by contaminated soil vapor is identified, resulting from

installation is not practical, membranes or coatings can be applied to the building’s interior slab and sub-grade
walls. Heating, ventilating, and air conditioning (HVAC) systems can also be adjusted so that there is a “positive
pressure” environment within the building that prevents soil vapor from entering indoor spaces. Where below-
grade levels of a building are open to outside air or ventilated in accordance with all applicable New York City
Department of Building (DOB) Codes (e.g., parking garages beneath residential buildings), additional systems to
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prevent vapor intrusion may not be warranted. The need for additional systems would be evaluated on a case-by-
case basis, pending evaluation of proposed sub-grade uses and ventilation systems.

520. REMOVAL TECHNOLOGIES

Contaminated surface and subsurface materials can be removed from a site. The types of equipment and construc-

tion techniques selected are determined by the physical characteristics of the materials being excavated, the vol-

ume of material to be excavated, the depth of the excavation, and the haul distances involved. In general, hazardous

wastes and petroleum-contaminated materials require removal, whereas historic fill and other materials wjth con-

centrations typical of urban fill material may be reused on-site, provided that doing so is not in violatigh of any

applicable regulatory requirements and that exposure to such materials is mitigat%nstallation ofac
i

appropriate mitigation controls. In accordance with NYSDEC's Rules and Regulat on beneficialgse, t6
NYCRR Part 360.13(c), fill material used as backfill for the excavation from whj eNill materigl akBn, or as
fill in areas of similar physical characteristics on the project property is exe egulation un¥gr CRR Part
360.

osed of or beneficially re-
id and hazardous wastes
U.Y. Department of Trans-
of Sanitation (DSNY), and
r states out pfiew York. In some cases, it is
possible to treat hazardous materials on-site or of%n terial to the site (see Subsection

Once removed from the project site, the contaminated materials t roperly
used in accordance with NYSDEC regulations. The transport, trea \nd disposal of
and other materials are regulated by many agencies includi %

portation, the New York City Fire Department (FDNY),

530 below), or to use the treated material elsewbgreNe.g., as fill). In all cNgs, any soil or fill removed from a site
state, and local regulations. A copy of all
of the destination of all material removed
, entation associated with disposal showing
permits, must be maintained by the engineer/ar-

relevant documents, including transportgtio ts, docu
from the site, disposal/recycling certificax igh ticketg

requisite approvals for receipt of the iaand dispos8
chitect of record, associated cons amd property o
Groundwater may be extracte al®the lateral andﬁrtical migration of contaminated groundwater for subse-
quent treatment and/or dispfsal.

Where contaminat s@)r IS present&@r active vapor control systems (i.e., sub-slab depressurization

systems) may b rop to prev res. These can include collection and treatment, but more com-
monly, the emphasis Wyon control gaea at ensure that gases do not form explosive, oxygen deficient condi-

tions, high gancentrations of sq @ minants, or enter into structures.

Bulk ligmgls anMgludges argpsomeMggf found in pits, ponds, lagoons, sumps, trenches, or tanks. These liquids and
sludg®s alfhost always requigremoval to prevent the contamination of soil and groundwater adjacent to the area.
% b oned storams, gas cylinders, or similar potentially acutely hazardous items are found at a site,
i gmoval aggigns afikely warranted. These activities require specialized knowledge and safety procedures.
jon with regulatory agencies may be required.

530. TREATMENT TECHNOLOGIES

Treatment technologies involve treating hazardous materials to either reduce the concentration of the contami-
nants of concern or alter the characteristics of the contaminated material. This can be performed on-site (either in-
situ or ex-situ), or off-site. All treatment technologies should be implemented in accordance with all applicable
federal, state, and local regulations.
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INCINERATION is a well-proven method of burning wastes containing organic compounds at a very high temperature.
However, incineration is usually too expensive to be a cost-effective approach and it also requires removal and
transportation of the materials off-site.

THERMAL TREATMENT TECHNOLOGIES include a number of methods that use heat to separate contaminants thermally
from the media in which they are found. These technologies do not destroy the contaminants; consequently, they
often require subsequent off-site disposal. An exception is the thermal treatment of petroleum-contaminated
wastes that, rather than being disposed of, are incorporated into asphalt and subsequently used for paving roads.

SOIL VAPOR EXTRACTION (SVE) is a method of treating soil in the unsaturated zone contaminated with VOCs. Sg# vapor
extraction consists of a network of wells with perforated well screens spanning the contaminated pogfon g the

unsaturated zone to remove VOCs.
AIR SPARGING/SVE includes passing air through a column of VOC-contaminated ter andgo nghhe con-
taminant-enriched vapors with a SVE system above the water table. The sygt Iinjection
R
I (0]

points below the water table and a series of vapor extraction points a

conditions, this type of system can clean up both the groundwater a% C-co

cals. Water is pumped into an air stripper and then sprayed
water vapor upward. Air stripping is most effective wheg de
fuels or solvents.

blows the evaporated
at evaporate easily, such as

SOIL FLUSHING is the application of a liquid flushing nt to'%oil to phys /or chemically remove contami-
nants. This process is not commonly used in Ne iy, but cagehe applgpble for a low- to medium-concentra-
tion of contamination that is distributed over i a.

CHEMICAL OXIDATION applies chemicals cafk idalhts to de n in soil and groundwater. Chemical oxida-

tion can destroy many types of contargg uch as fud

@ ts, and pesticides.

IN-SITU BIODEGRADATION is the prgoc hancing microbial'@gffon to remediate subsurface contaminants that are
adsorbed to soil particles or disS®ve the aqueous’ase by adding oxygen and phosphorous, nitrogen, potas-
sium, or other nutrients to th sy .

MONITORED NATURAL ATTI ION'(MNA) is ngtion of physical, chemical, or biological processes that, under

favorable conditi actout humandgt lon to reduce the mass, toxicity, mobility, volume, or concentra-

ese processes include biodegradation, dispersion, dilution, sorption,
tion, transformation, or destruction of contaminants. This remedial

TION SOLIDIFICATION refers to treatment processes that are designed to change the physical
aste, thereby minimizing free liquids and/or decreasing leachability. Stabilization techniques

involve @ eSnat limit solubility.

540. MITIGATION TECHNIQUES FOR CONTAMINATION IN BUILDINGS OR STRUCTURES

Mitigation measures depend on the type(s) of contaminant, the location of the contamination in or on the building
or structure, and the potential exposure pathway(s). Generally, hazardous materials contaminating building com-
ponents can be either contained or removed. While lead and asbestos are the two most common building contam-
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inants, the regulatory frameworks which were described above in Subsection 331.1, other possible hazardous con-
ditions may be present. The mitigation for specific problems should be resolved in coordination with DEP for asbes-
tos and/or DOHMH for lead on a case-by-case basis.

550. MITIGATION THROUGH INSTITUTIONAL CONTROLS

In certain instances, generally when testing is not physically possible during the CEQR process or when CEQR inves-
tigations identify the need for the City to ensure that post-CEQR remediation is completed adequately, an institu-
tional control, such as an (E) Designation, MOU (in the case of City-owned property), recorded declaration gf cove-

has the authority and responsibility to administer (E) Designations an
to Section 11-15 (Environmental requirements) of the Zoning Resol
Title 15 of the Rules of the City of New York. When an institutiong# 8y
may be entered into between DEP and the agency controlli
testing and/or remedial plans for that property. DEP a
CEQR process to reach agreement on the form and speci¥ n MOU.

551. (E) DESIGNATIONS

The hazardous materials (E) Designation is an irftj nal con
review of a zoning map or text amendn@nt ra pursuant bning Resolution. It provides a mecha-
I

nism to ensure that testing for and miti&3 d/orr hazardous materials, if necessary, are
v

completed prior to, or as part of, fut pment of 8 ded site, thereby eliminating the potential for
a hazardous materials impact.

Chapter 24 of Title 15 of the @e City of Newﬁrk and Section 11-15 of the Zoning Resolution of the
City of New York set out the% res for plgsigg (E) Designations, satisfying related requirements, and re-
moving (E) Designatipons require %\ow to investigate, remediate, satisfy, and receive appro-
priate sign-offs forgfltes Designatigns®ge MCluded in the Rules. If necessary, the lead agency may consult
with DEP during QR process to idffn ites requiring an (E) Designation. After a site has been identified
or after the (E) has been®laced, ; t

OER’s revielNf work proposed ess the requirements of the (E) Designation, it may be necessary for

D
4.@
prope{yr providefhjstoriCligfechnical documentation related to the hazardous materials CEQR review
AS

9, 4

advised to provide the CEQR number to OER. In order to facilitate

(e.q. IS, Phase | ESA se Il Investigation Work Plan/HASP, Phase Il ESA Report(s), RAP/CHASP, lead

EP corresp, c®, Restrictive Declarations, Notices) to OER.

, pect to a plicaM®owned or -controlled site, if the lead agency determines that the proposed zoning
tigh warrants agga ous materials assessment and a Phase | ESA, the Phase | ESA must be completed during

R. If the P@ows that potential hazardous materials conditions exist, and testing is not practical during
CEQR b criteria described above in section 550, the lead agency may consult with DEP pursuant to
RCNY 1§:24 an, if agreed to, assign an (E) Designation to the site requiring a Phase Il ESA and any necessary
remediati®Prior to and/or during redevelopment of the site (see Section 330 above). Normally, the identifi-
cation and characterization in the EAS/EIS of the actual nature and degree of contamination is appropriate dur-
ing CEQR when the site is owned or controlled by the project applicant. If a Phase Il ESA is, therefore, completed
during CEQR and remediation is required, the lead agency may assign an (E) Designation if such remediation
will involve more than standard construction practices and the proper removal of soil and site preparation in
accordance with applicable laws and regulations. Such (E) Designation will require the preparation of a Reme-
diation Action Plan in consultation with OER. Otherwise, remediation proposed to be undertaken in accordance
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with standard construction practices should be reviewed and approved by DEP, and an (E) Designation may not
be warranted.

(E) Designations are listed in Table 1 of Appendix C of the Zoning Resolution and appear in DOB’s online Build-
ings Information System (BIS) and DOB NOW.

With respect to lots with (E) Designations, DOB will not issue building permits or (temporary) certificates of
occupancy in connection with the following actions until it receives an appropriate “Notice” from OER indicating
that the environmental requirements have been met:

¢ Developments;
¢ Enlargements, extensions, or changes of use, involving residential or comunity facility use;
¢ Enlargements or alterations that disturb the soil.

As appropriate, OER will issue the applicable notices to DOB including a No Objection, jceto Pro-
ceed or Notice of Satisfaction.

552. RESTRICTIVE DECLARATIONS Q

Historically, Restrictive Declarations were used as an instit n&l @ ol to epflre
d®elopmento ~
effective on e 19

at e required testing,
owned or controlled by
012, allow lead agencies

remediation, and/or mitigation occurred prior to or as part o
the applicant. The amendments to the (E) Rules, which

to place (E) Designations, which accomplish the safye obje®§yve, on ap ed or -controlled sites when
there is a Zoning Action or Zoning Amendment

Restrictive Declarations are recorded instru @ing the owner, long-term lessee, future own-
ers/lessees, and/or other parties-in-intasest{ to igVestigation a mediation requirements at pre-deter-

en there was a Zoning Action or Zoning

mined stages of the project. The requir % oversg D
Amendment and by DEP for other aglionQIi? particular, Wgstrig¥ive Declarations require written notice from
OER or DEP before DOB may i ing permits or certiMfates of occupancy in connection with develop-
ment. p 4

;r

A Restrictive Declaration is r d at the Offj the County or City Register, where it is indexed against the
property and is binging essors to ty. Restrictive Declarations that were entered into by an
applicant for a z ac re now alsglis in Table 2 of Appendix C of the Zoning Resolution and appear

in DOB’s online Buil s Informatjgn SEsEMMBIS) and DOB NOW.

W
To address requirements o @ tive Declaration, the developer should contact the appropriate agency
based bovagescriptiongof oveNgighX. Because Restrictive Declarations are no longer regularly recorded, the
lead @genfly should consul&DEP regarding the appropriateness of an institutional control in the event that
t is possible o, I@pns require continued oversight.

GWELOPING NATIVES
Alterritives tQ opPsed project would most commonly include the mitigation methods described above and/or

specific cha roposed project that minimize possible exposure. If increased exposure to hazardous materials
may be asso ith excavation, an alternative requiring less extensive excavation may be considered. If there is a
concern for exp®8ure to surface soil at a residential development, an alternative may be to cap the area or select another
use for that portion of the site. Alternative sites for the proposed project may also be considered. In order to consider
an alternative site for private developments, the applicant must own or own a right to use the alternative site.

V74
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700. REGULATIONS AND COORDINATION

710. REGULATIONS AND STANDARDS

Regulations regarding hazardous materials address their identification, registration, classification, discharge, han-
dling and storage, generation, treatment, transportation, and disposal. They also provide a means to identify and
fund the clean-up of hazardous sites and hazardous releases. Regulations are promulgated by the City, State, and
Federal governments. An overview of key applicable regulations is presented below. The primary reference for this
section is Parkin, W.P., et.al., 1992, The Complete Guide to Environmental Liability and Enforcement in jy€w York,
sponsored by the National District Attorney’s Association.

711. Federal Government \
711.1. Resource Conservation Recovery Act (RCRA) and Hazardous and Solid Wgste dments ( A)

RCRA, adopted in 1976 and amended in 1984, creates the basi rk for the Fe gulation
of hazardous wastes. It provides controls for the generation, tment, storage, and

n rtation,

management techniques and requirements. USEPA a®Niri§ ates administration of
major components to New York State. RCRA dgéi
waste or a waste exhibiting any of the characteris @CFR Part 261). The four
characteristics of hazardous waste are: activity; and (4) toxicity as

(1) igNitab
measured by the Toxicity Characteristic Legsgin®\Procedure . 1984 Hazards and Solid Waste
Amendments (HSWA) added Federal re undertorage tanks.
&
711.2. Comprehensive Environmental Respo Gensatio jon Act (CERCLA) and Superfund Amendments and
Reauthorization (SARA)
Congress enacted CERCLA (als&RknoWn as Superfun its amendments (40 CFR Part 300) to fund

the clean-up of hazardo e waste sites. LERCLA, which was amended by SARA, has created a

national policy and pr s for containing #d remediating released hazardous waste substances
and for identifying an diating site@aminated with hazardous substances. CERCLA's purview

excludes cruge o eum prod&dd atural gas products.
Title 1l of €ANg, the Federal Em nning and Community Right to Know Act, was promulgated

to allow public i ti out local use of hazardous chemicals and to require each gen-

ess to iph8
bp chemical emergency planning procedures (40 CFR Part 300). A list

eratd@f such materials
xtref\gly Hazardgus Su es (EHSs) and their respective reportable quantities was created.
7, Tr rtation of Materials
.S

. Departn@' Transportation addresses the listing and transportation requirements for haz-
dous maials under 49 CFR Part 171 through 177, and USEPA regulates hazardous waste transport
under é@ 262 and 263.
711.4. J6 b ces Control Act (TSCA)
@ powers USEPA to regulate specific toxic substances. Federal regulation of polychlorinated bi-
(PCBs) and asbestos-containing materials falls under TSCA.
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712. New York State

712.1. Environmental Conservation Law
NYSDEC has developed the regulatory framework for hazardous waste management in New York in
response to the State's Environmental Conservation Law. The criteria for determining a hazardous
waste closely parallel those of RCRA and are set forth in 6 NYCRR Part 371.

The State has also created its own Superfund-like program to help finance the State's share of clean-
up costs under the Federal program or to finance clean-ups at State sites that are not under the Federal
program. New York State's Superfund program, the Inactive Hazardous Waste Sites Law, was pagg€d
in 1979. This program is described in 6 NYCRR Part 375. The law provides for the identification, li

and remediation of inactive hazardous waste sites. Under the law, NYSDEC provided for

hensive listing of inactive hazardous waste sites.

712.2. Petroleum and Hazardous Substances Storage Laws
The storage of petroleum and hazardous substances in New YorlaStNe. i
laws enacted to ensure proper storage and to address petrol@gm

leaks. In 1984, Federal underground storage tank require@

thro series of
substance spills and

| of RCRA. The New York State petroleum and hazard
sive than the Federal laws and include the Oil Spj )
the Petroleum Bulk Storage Act of 1986; and the us Substanc Orage Act of 1986.

The Hazardous Substances Bulk Storage Act of 9886 specifically ad e storage of nonpetroleum
hazardous substances. Owners of tanks stgrighli ces are required to register all
tanks storing listed hazardous substa than 185 gallons.
*
713. New York City

713.1. Hazardous Substances E ponse Law (Spill La
New York City has ena%aw 42 of 1987’he New York City Hazardous Substances Emergency

Response Law, also krfown he Spill Lay Under this law, the City has declared its policy to respond
to emergencies ¢ @ned releases of hazardous substances into the environ-

eleasesor t
ment that h af) adverse eff& public health, safety, and welfare and to prevent injury
to human®pl&t, and animal life rty. DEP administers this law, which allows the department

to order clean-u@of hazar u ce spills.

713.2. luN Right-to-Kgow L
Th@ New York City munity Right-to-Know Local Law 26 of 1988 authorizes DEP to gather chemical
inf@rgfation from Seelits that use, store, or manufacture hazardous substances and to use this infor-
ation for emer@llanning and response purposes. The intent of this law is to protect the health
d safetyQ@the community and the environment against accidental release of hazardous materials.
In additio w gives New York City residents the right to know the identities, quantities, charac-
teristichandMecations of hazardous substances used, stored, and manufactured in their communities.

713.3.
#¥0s-containing materials are regulated at the City, State, and Federal levels of government.
NYCDEP, under Title 15 Chapter 1, regulates building surveys, professional certifications, and asbestos
abatement procedures. Local Laws 70 of 1985 and 21 of 1987, administered by the New York City De-
partment of Sanitation, govern the transport, storage, and disposal of asbestos waste in the City. The
City's regulations are more stringent than those of the state and federal governments. The New York
State Industrial Code 56, administered by the New York State Department of Labor, and the USEPA-
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administered National Emissions Standards for Hazardous Air Pollutants (NESHAP) also regulate asbes-
tos activities. Asbestos laboratories are regulated by the NYSDOH under the Environmental Laboratory
approval program.

713.4. Industrial Pretreatment Program
This program establishes standards for certain pollutants discharged to the sewer system, requiring
pretreatment for effluent that would otherwise not meet the standards.

713.5. Lead Paint
Lead-based paint (LBP) in certain residential and child-occupied facilities is regulated under NYC gfcal
Law 1 of 2004, NYS Public Health Law Title 10 of Article 13, and the Fedegal "Residential Lead-
Paint Hazard Reduction Act of 1992." The USEPA regulates training and certigation of indiviiua

certification of firms under 40 CFR Part 745. In other facilities, worker e oleadi Vi
the Federal OSHA regulations 29 CFR 1926.62 and 29 CFR 1910.1025. % of waste witl§gatMpaint
is regulated by the NYSDEC under Chapter IV Subchapter B - Solid Wast

New York State has promulgated standards and guidance vaye
soil clean-up guidelines.

714. Applicable Standards Q
s@und a

714.1. Surface and Groundwater
The NYSDEC Division of Water has publishé®§ Water Quality R
Groundwaters under 6 NYCRR Parts 700 g
NYSDEC provides a water classificatiogmmys or surfage
classifications, the discharge of s indlustrial

of the best usages of the receivi as spec
discharge and at other locatio

The Water Quality Regul®ionNgstablish eight fgesh surface water classifications, five saline surface
water classifications, @ groundwater classifications, and for each, provide a definition of their

best usage. Ambi Quality Sta 5’3 and guidance values are categorized according to this
water classifigati em. The stargar¥ga#e derived to provide for the protection of human health,
p

potable Waquatic lif sumers of aquatic life.
) lations under 6 NYCRR Part 700-705, NYSDEC Division of Water

(4

% pnal Guidance Series 1.1.1 to provide a compilation of ambient water
es and Wgfundwater effluent limitations for use where there are no standards or
egllilatory effluent li tions. This document also provides a summary of the water quality standards

@ itations u CRR Part 700-705.

andards guidd@ce values for protection of water bodies with a best usage as a source of potable
water su tect human health and drinking water sources, and are referred to as health (water
. For the majority of specified substances, these values generally equal the maximum
Onta level (MCL) for that substance. If no specific MCL exists, the standard or guidance is 5
ims per liter (ug/L) or a less stringent value, as determined by the Commissioner of the New
Yo ate Department of Health. For those substances that do not have an applicable health (water
source) standard, and for which the NYSDEC has determined that a threat to human health may exist
if discharged into the waters of the State, a guidance value is derived by applying the procedures uti-
lized by the State or a "general organic guidance" value of 50 pg/L for an individual organic substance
may be utilized (Part 702.15), whichever is more stringent.
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The three classification categories of groundwater established based on their best usage include Class
GA fresh groundwater, Class GSA saline groundwater, and Class GSB saline groundwater. The best us-
age of Class GA groundwater is as a source of potable water supply. Thus, the Class GA standards gen-
erally correspond to the MCL. The best usages of Class GSA saline groundwater are as a source of po-
table mineral waters, for conversion to fresh potable waters, or as a raw material for the manufacture
of sodium chloride or its derivatives or similar products. The best usage of Class GSB saline waters is as
a receiving water for the disposal of wastes. The Class GSB is not assigned to any groundwater of the
State, unless the commissioner of NYSDEC finds that adjacent and tributary groundwater and the best
usages thereof will not be impaired by such classification. The groundwater of the five boroughs

classified as Class GA groundwater, except where the criteria for saline groundwater are met4Par;

703.5). \

Groundwater analytical data generated from a site are typically compar X YSDEC
guidance values that apply to a site's groundwater classification. This egm n aids in th
of the extent of impairment of the groundwater being analyzed. Uless WRlatilization a%ghe grBundwa-

ter interface would result or a drinking water supply is affectegh |ficar&t m e consid-

ered to result from the groundwater contamination.
714.2. Soil % Q

Human exposure to soil contaminants can occur:
as indirectly through contaminants leaching or pe
an-up standards or guide-

drinking water. There are no Federal, New S
lines applicable to all situations to define 4 inants in soil. There are, how-

ever, promulgated values applicable t@ ance values that have been proposed
o s .

r skin contact, as well
S 1 it is used as a source of

by various government agencies#Th .
employing numerous conservatj e& ptions g 0 set clean-up levels at contaminated
sites. Q

In New York, NYSDEC h e d soil cleanup,objectives (SCOs), promulgated in 6 NYCRR Subpart
375-6: Remedial ProgO Cleanup Objectiv&The goal of the SCOs is to eliminate significant risks

each site uld® circumsta eMfding current and proposed future exposure scenarios and
factors.

to human health and §ge efvironment. Q
The SCOs&@d to assess& nvironmental contamination, while taking into account
€ p¥tic

714.3. id'an®\Hazardous ste eristics
6 NWWCRR Part 360 ribes Wow solid waste must be transferred, processed, recovered, stored, re-
a

cl , or dispo Wlaterial at a site is considered solid waste if it exhibits characteristics identi-
in 6 NYCRR 2.

NYCRR P&? requires that before transport and disposal of contaminated soil from a site, the
generator etermine if it is subject to regulation as a hazardous waste. A solid waste, such as
R INgtel soil, is considered a hazardous waste if it exhibits one or more of the characteristics
&d in 6 NYCRR Part 371.3 or if it is a listed acutely hazardous or toxic waste.

720. APPLICABLE COORDINATION

As noted above, several Federal, State, and City regulations govern hazardous materials. The agencies that admin-
ister these regulations at a Federal and State level, such as USEPA and NYSDEC, typically are not active in the CEQR
process. However, if a significant amount of hazardous waste exists on the site and poses a significant threat to
public health and the environment, the appropriate regulatory agencies must be notified by either DEP or the lead
agency. For instance, if a petroleum spill of more than 5 gallons is found during a site investigation being performed
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for a CEQR, NYSDEC must be notified pursuant to Article 17, Section 1743 of the New York State Environmental
Conservation Law and Article 12, Section 175 of the New York State Navigation Law. The appropriate Federal and
New York City government agencies must also be notified. DEP can provide complete notification requirements.
Other than regulatory notification requirements, however, Federal and State agencies typically do not have a re-
view and/or approval role in the CEQR process.

At the City level, coordination with DEP's Bureau of Environmental Planning and Analysis is required when the pro-
posed site is likely to show potential for the presence of hazardous materials (such as a site in or near manufacturing
uses or with a history that reveals a potential hazardous materials issue). DEP will provide consistent technical
guidance and review throughout the research, investigation, and remediation phases of a hazardous wagf€ assess-
ment.

730. LOCATION OF INFORMATION @
Throughout this chapter, references to publications, regulations, regulator es, and @ther rces of infor-
mation are made. Generally, publications and guidelines can be purc obtained freegf-cfarge from the

referenced agencies. Listed below are regulatory agencies, current adgdlre and we es, along with publications
and/or regulations that may be obtained. NYC agencies can be co ite NYC.Gov or by calling
311. NYSDEC may be contacted at 718-482-4900.
e United States Environmental Protection Agenc nsylvani W, Washington, DC 20460,
o .

https://www.epa.gov (RCRA/Superfund publicatio Ion, regulations and guidelines).

>
3
(@]
c
o™
>
[l
=
3
@

¢ New York State Department of Environme

e DEP Bureau of Environmenta
11373, https://www1l.ng. dep/index.page.

e DEP Division of Emerg
NY 11368, https:

1.n c.gov/site/@dex.page ("Spill Law" and Right-to-Know Laws).

e United Stat | Survey, 122

graphic

r ]
e Newgork PublicTibrary, %ue, New York, NY 10016, https://www.nypl.org (Fire insurance maps
and ¢iWdirectories).

e Valley Drive, Reston, VA 20192, https://www.usgs.gov (Topo-

artme of Buildings (Manhattan), 280 Broadway, New York, NY 10007,
Ne/buildings/index.page (Building renovation records and certificates of occupancy

Department of Buildings (Brooklyn), Municipal Building, 210 Joralemon Street, Brooklyn, NY
: w1l.nyc.gov/site/buildings/index.page (Building renovation records and certificates of oc-
st and present uses available for review).

rk City Department of Buildings (Bronx), 1932 Arthur Avenue, Bronx, NY 10457,
¥ /www1.nyc.gov/site/buildings/index.page (Building renovation records and certificates of occupancy
for past and present uses available for review).

e New York City Department of Buildings (Queens), 120-55 Queens Boulevard, Kew Gardens, NY 11424,
https://www1.nyc.gov/site/buildings/index.page (Building renovation records and certificates of occupancy
for past and present uses available for review).
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New York City Department of Buildings (Staten Island), Borough Hall, 10 Richmond Terrace, Staten Island, NY
10301, https://wwwl.nyc.gov/site/buildings/index.page (Building renovation records and certificates of oc-
cupancy for past and present uses available for review).

New York City Fire Department, Bureau of Fire Prevention, 9 Metro Tech Center, Brooklyn, NY 11201,
https://www1.nyc.gov/site/fdny/index.page (Records on fuel tanks, storage of flammable materials).

Refer to Chapter 9, “Historic Resources,” for more information on historic research sources.

731. Sources of Data to Supplement the ASTM Standard
In addition to the ASTM Standard, the following information may assist in preparation of Phase | ESAs.
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New York City Department of City Planning (DCP), including Zoning Inform%gjon, (E) Desi 10
Restrictive Declarations.

New York City Department of Buildings, information from Buildinﬁs ES%W Sys4gm (B and DOB

NOW.

New York City Department of Finance, Automated City Registr&ion ™\ formatj stem (ACRIS).

New York City Fire Department, 9 Metro Tech Cen , NY 1 ist o®Registered Under-
ground Storage Tanks).

Chain-of-Ownership (title search) —although AST mends gearch®g ot title records, many of which
can be accessed from the ACRIS database, sin@g multi-tser buildin n er rental situations are com-
mon in New York City, City Directories (e.g® Wis%ic telephgge recor®) and other sources that may in-
dicate use rather than ownership shoulg [Ye @ ulted, w &sible. Interviews with building mainte-

nance staff may be helpful. *
Information including base maps '\ery based photography, tax blocks and lots, roadways,
building footprints, waterw§ys, ¥and mass t Ortation lines are readily available at

http://www.nyc.gov/ht/ oM me.html and Qttp://maps.nyc.gov/doitt/nycitymap.

iMdproviding fire insurance maps, city directories, aerial photographs, title
, for examp ://www.toxicstargeting.com or http://www.edrnet.com).

Companies that speci
search informatio

New York eD
mediation (D

age (ghemical and petrolg
o State Dep;tme

ntal Conservation (NYSDEC), Division of Environmental Re-
stabase (includes Spill Incidents, Remedial Sites, and Bulk Stor-

tal Exposure In igation, “Final Guidance for Evaluating Soil Vapor Intrusion in the State of New

#October 2
EPA Cengter for onmental Research Information, Office of Research and Development, “Compen-
T0-15: Determination Of Volatile Organic Compounds (VOCs) In Air Collected In Specially-
rs And Analyzed By Gas Chromatography/Mass Spectrometry (GC/MS),” January 1999.






