SAMSUNG: PARTITION ASSEMBLY INSTRUCTIONS

PARTITIONS WILL ARIVE AS SEEN BELOW:

GENERAL NOTE:
STEEL CANNOT BE TOUCHED WITH BARE HANDS!

INSTALLERS MUST NOT MOVE, TOUCH, OR
HANDLE PARTITIONS WITHOUT RUBBER GLOVES.

(1) TO ACESS INTERIOR OF PARTITION:
LOOK FOR SIDE WITH (QTY: 4) SOCKET HEAD CAP SCREWS

A 3/32"HEX KEY MUST BE USED TO REMOVE SCREWS
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(2) WHEN REMOVING PANEL:

LIFT UP AND AWAY FROM BASE OF PARTITION, SO AS TO AVOID
SCRATCHING THE FINISH

STEEL PANELS ARE NOT INTERCHANGEABLE

4 EACH REMOVABLE PANEL SHOULD REMAIN WITH THE BASE IT

WAS REMOVED FROM. THE PANELS ARE SPECIFIC TO EACH

BASE.
[

L (3) WHEN RE-INSTALLING PANEL:
go POSITION PANEL WITH HOLES OVER THREADED SLUGS.
v MAKE SURE ELECTRICAL CUTOUTS ARE LOCATED IN THE
UPPER RIGHT HAND CORNER.

ooy

TIGHTEN SCREWS UNTIL SNUG.

- DO NOT OVER-TIGHTEN, AS THE SCREWS MAY STRIP.

<
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(4) INSERT DOWEL PINS PROVIDED
INTOP AND BOTTOM HOLE

TO REGISTER, AND KEEP PARTITIONS
IN ALIGNMENT

DOWEL PIN 5/8" DIA.
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PARTITION EXTERIOR

VHB TAPE
ONTOP OF
PARTITION
WILL COME
ADHERED

PARTITION TOP
APPLIED ON SITE

0
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(5) MAKE SURE ALL SURFACES ARE CLEAN AND
DUST FREE BEFORE APPLYING VHB TAPE
REMOVE PAPER BACKING
ALIGN SHEET METAL WITH EDGES
PRESS FIRMLY TO ADHERE SURFACES TOGETHER.
VHB TAPE AND
PARTITION EXTERIOR
ON SIDES WILL NEED

TO BE ADHERED ON SITE
PARTITION EXTERIOR
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